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NOTE: For motors with 10 speed taps, DH - 0VAC 
uses speed taps T1-T5 (for cooling) and DH=24VAC 
uses T1’-T5’ (for heating). In heating mode, W1 
automatically energizes DH.

ID  MOTOR TAPS T1 T2 T3 T4 T5 T1' T2' T3' T4' T5'
FAN (BK) X* - - - - X - - - -

COOLING STG 1 (YL) X* X X X X - - - - -
COOLING STG 2 (PU) - X X X* X - - - - -
HEATING STG 1 (WH) - - - - - X* X X X X
HEATING STG 2 (BR) - - - - - - X X* X X

ALLOWABLE SPEED TAPS 3-6 TON HIGH STATIC GAS

NOTE: On units with DDC controls installed, refer 
to the DDC user manual for details on making 
airflow adjustments. Individual settings are 
available for fan only, low stage cooling, high 
stage cooling, low stage heating, and high stage 
heating which can be adjusted as needed to meet 
airflow requirements.

DHG Model wiring (Standard Static & High Static)

GAS SYSTEM CHECK
Pre-Operation Checks

1.	 Close the manual gas valve external to the unit.
2.	 Turn off the electrical power supply to the unit.
3.	 Change heating setpoint to its lowest possible setting.
4.	 Remove the heat exchanger door on the side of the 

unit by removing screws.
5.	 This unit is equipped with an ignition device which 

automatically lights the main burner. DO NOT try to 
light burner by any other method.

6.	 Move the gas control valve switch to the OFF position.
7.	 Wait five minutes to clear out any gas.
8.	 Smell for gas, including near the ground. This is 

important because some types of gas are heavier 
than air. If you have waited five minutes and you do 
smell gas, immediately follow the warning WHAT TO 
DO IF YOU SMELL GAS on page 2 of this manual. 
If having waited for five minutes and no gas smell is 
noted, move the gas control valve switch to the ON 
position.

9.	 Replace the heat exchanger door on the side of the 
unit.

10.	Open the manual gas valve external to the unit.
11.	Turn on the electrical power supply to the unit.
12.	Change heating setpoint to desired setting.

Gas Supply Pressures & Regulator Adjustments

WARNING

Should overheating occur or the gas supply fail 
to shut off, turn off the manual gas shutoff 
valve external to the unit before turning off the 
electrical supply. 

WARNING

To avoid property damage, personal injury or 
death, do not fire gas unit with flue box cover 
removed. 

NOTE: Except during brief periods when gas 
pressures are  being measured by qualified 
service personnel, the furnace access panel must 
always be secured in place when the furnace is in 
operation. An inspection port in the access panel is 
provided to monitor the flame.

The first step in checking out the gas-fired furnace is to test 
the gas supply piping to the unit for tightness and purge the 
system of air using methods outlined in the latest edition of 
the National Fuel Gas Code ANSI Z223.1 / NFPA 54. Verify 
that the disconnect switch is in the “OFF” position.  A soapy 
water solution should be used to check for gas leaks. 
Since the unit is subject to considerable jarring during 
shipment, it is extremely important that all gas connections 
and joints be tested for tightness. Gas piping downstream 
from the unit inlet should be checked for leaks during the 
subsequent sequence check.
The supply gas pressure should be adjusted to 7.0” w.c. 
on natural gas and 11” to 13.0” w.c. on LP gas with the 
gas burners operating. If there is more than one unit on 
a common gas line, the pressures should be checked 
with all units under full fire. A supply pressure tap is 
provided on the upstream side of the gas valve. A manifold 
pressure tap is provided on the manifold side of the gas 
valve. The normal manifold pressure for High fire is 3.5” 
w.c. on natural gas and 10.0” w.c. for propane gas. Low 
fire  natural gas 2.0” w.c., 6.0” w.c. low fire propane gas. 
Minimum gas supply pressure is 5.0” w.c. for natural 
gas and 11.0” w.c. for propane gas. For ULN, the normal 
manifold pressure is 3.0” w.c. ULN models do not have a 
low fire setting. 
Do not attempt adjustment of the built-in pressure regulator 
unless the supply pressure is at least 5.0” w.c. on natural 
gas or 11.0” w.c. on propane gas.
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FLAME SENSOR

IGNITION ELECTRODE

flame sensor and ignition electrode location

Flame Sensor and Ignition Electrode Location 
(ULN Only)

Ton
High Fire 

Rate

Number 
of 

Burners

NG 
Orifice

LP Orifice

45,000 2 43 55
70,000 3 43 55
115,000 6 45 56
70,000 3 43 55
115,000 5 43 55
140,000 6 43 55
70,000 3 43 55
115,000 5 43 55
140,000 6 43 55
70,000 3 43 55
125,000 5 41 54
150,000 6 41 54

3

4

5

6

heat exchanger and burner orifice specifications 
(Non-ULN Only)

NOTE: Gas appliances located more than 2000 feet 
above sea level must be derated 4% per 1000 feet 
of total elevation and that variance in gas heating 
value and specific gravity require change in 
manifold pressure to obtain rating, it is mandatory 
that the input be adjusted at the installation site. 
All installations should be made as outlined in 
the latest edition of the National Fuel Gas Code 
ANSI Z223.1,section “Procedures To Be Followed 
To Place An Appliance in Operation”. Refer also 
to the “User’s Information Manual” supplied with 
the unit for additional information on the gas 
furnace.

Gas Supply And Manifold Check
Gas supply pressure and manifold pressure with the 
burners operating must be as specified on the rating plate. 

Gas Inlet Pressure Check
Gas inlet pressure must be checked and adjusted in 
accordance to the type of fuel being consumed.

With Power And Gas Off:
1.	 Connect a manometer to the inlet pressure tap of the 

gas valve.
Inlet gas pressure can also be measured by removing the 
cap from the dripleg and installing a predrilled cap with a 
hose fitting.

With Power And Gas On:
2.	 Put unit into heating cycle and turn on all other gas 

consuming appliances.

NATURAL Min.   5.0" W.C., Max. 10.0" W.C.

PROPANE Min. 11.0" W.C., Max. 13.0" W.C.

INLET GAS PRESSURE

NOTE: Inlet gas pressure must be within limits 
shown above.
If operating pressures differ from above, make necessary 
pressure regulator adjustments, check piping size, etc., 
and/or consult with local utility.

Manifold Pressure Check and Adjustment
The gas valve has a pressure tap to facilitate measurement 
of the manifold pressure. The manifold pressure must be 
measured with the burners operating.

1.	 With disconnect switch open, remove field connected 
thermostat wire from terminal R, W1 and W2 on TB1.  
Place jumper wire between R, W1 and W2 to engage 
high stage heat.

2.	 See Figure in gas input check section for gas valve 
adjustment.

To adjust the pressure regulator, remove the adjustment 
screw cover on the gas valve. Turn the adjustment screw 
out (counterclockwise) to decrease pressure, turn in 
(clockwise) to increase pressure. Only small variations 
in gas flow should be made by means of the pressure 
regulator adjustment. Any major changes in flow should 
be made by changing the size of the burner orifices.  The 
measured input rate to the furnace must not exceed the 
rating specified on the unit rating plate.

For natural gas, the high stage manifold pressure must 
be between 3.2 and 3.8 inches water column (3.5 nom
inal). Low stage manifold pressure must be between 1.7 
to 2.3 inches water column (2.0 nominal). For ULN, the 
high stage manifold pressure must be between 2.7 and 3.3 
inches water column (3.0 nominal).
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3.	 To set low fire rate, open disconnect switch and 
remove jumper from R to W2.  To set low fire manifold 
pressure, repeat steps above.  Refer to Figure in gas 
input check section for location of high and low stage 
pressure adjustment. 

For propane gas, the manifold pressure must be between 
9.7 and 10.3 inches water column (10.0 nominal). Low 
stage manifold must be between 5.7 and 6.3 inches water 
column (6.0 nominal).

Gas Input (Natural Gas Only) Check 
It is the responsibility of the contractor to adjust the gas 
input to the unit.
To measure the gas input use a gas meter and proceed as 
follows:

1.	 Turn off gas supply to all other appliances except the 
unit.

2.	 With the unit operating, time the smallest dial on the 
meter for one complete revolution. If this is a 2 cubic 
foot dial, divide the seconds by 2; if it is a 1 cubic foot 
dial, use the seconds as is. This gives the seconds 
per cubic foot of gas being delivered to the unit.

3.	 INPUT=GAS HTG VALUE x 3600 / SEC. PER CUBIC 
FOOT

Example: Natural gas with a heating value of 1000 BTU 
per cubic foot and 34 seconds per cubic foot as determined 
by Step 2, then: 

Input = 1000 x 3600 / 34 = 106,000 BTU per Hour. 

NOTE: BTU content of the gas should be obtained 
from the gas supplier. This measured input must 
not be greater than shown on the unit rating 
plate.

Adjust input rate by varying the adjustment of the gas 
pressure regulator on the gas valve. All adjustments 
must be made with furnace operating at high fire and at 
normal operating temperature. A manometer should be 
connected to the gas valve to verify pressure is within 
the specified range (see following figures for manometer 
connections).  Clockwise rotation of the pressure regulator 
screw increases pressure and gas flow rate. Turn screw 
counterclockwise to decrease pressure and gas flow rate. 
After adjustment the furnace temperature rise must be 
within the range specified on the unit data plate. 

NOTE: Thermal efficiency of the furnace is a 
product efficiency rating determined under 
continuous operating conditions independent of 
any installed system.

To connect manometer to gas valve:
1.	 Back outlet pressure tap screw (inside inlet pressure 

boss) out one turn (counterclockwise, not more than 
one turn).

2.	 Attach a hose and manometer to the outlet pressure 
boss of the valve.

To remove manometer from gas valve:
1.	 Remove manometer hose from outlet pressure boss.
2.	 Turn outlet pressure tap screw in to seal pressure port 

(clockwise, 7 in-lb. minimum).
3.	 Turn on electrical power and gas supply to the 

system.
4.	 Turn on system power and energize valve.
5.	 Using a leak detection solution or soap suds, check 

for leaks at pressure boss screw.  Bubbles forming 
indicate a leak. SHUT OFF GAS AND FIX ALL LEAKS 
IMMEDIATELY.
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CAUTION
To prevent unreliable operation or equipment 
damage, the gas manifold pressure must be as 
specified on the unit rating plate. Only minor 
adjustments should be made by adjusting the 
gas valve pressure regulator. 

6.	  Relight all other appliances turned off in step 1 of gas 
input check. Be sure all pilot burners are operating. 

Main Burner Flame Check 
Flames should be stable, soft and blue (dust may cause 
orange tips but they must not be yellow) and extending 
directly outward from the burner without curling, floating or 
lifting off.

NOx Screen Check
Verify that the alignment of the NOx screens is at 6 
o’ clock. In jurisdictions that do not require low NOx 
emissions, NOx screens may be removed.

Temperature Rise Check 
Check the temperature rise through the unit by placing 
thermometers in supply and return air registers as close 
to the unit as possible. Thermometers must not be able to 
sample temperature directly from the unit heat exchangers, 
or false readings could be obtained.

1.	 All registers must be open; all duct dampers must be 
in their final (fully or partially open) position and the 
unit operated for 15 minutes before taking readings

2.	 The temperature rise must be within the range 
specified on the rating plate.

NOTE: Air temperature rise is the temperature 
difference between supply and return air.
With a properly designed system, the proper amount of 
temperature rise will normally be obtained when the unit 
is operated at rated input with the recommended blower 
speed.

If the correct amount of temperature rise is not obtained, it 
may  be necessary to change the blower speed. A higher 
blower speed will lower the temperature rise. A slower 
blower speed will increase the temperature rise.

NOTE: Blower speed MUST be set to give the 
correct air temperature rise through the unit as 
marked on the rating plate. 

NORMAL SEQUENCE OF OPERATION 

Heating
NOTE: ON UNITS WITH DDC CONTROLS OPTION 
INSTALLED, REFER TO THE DDC CONTROLLER USER 
MANUAL FOR SEQUENCE OF OPERATION DETAILS.

This unit has one (RS) Manual Reset Limit Control Switch. 
Check the limit to make sure it has not tripped. The limit 
may arrive at the job site tripped as a result of shipping 
shock.

If the induced draft blower motor comes on, but the unit 
does not attempt ignition, check if the ALS (Auxiliary High 
Limit Control Switch) requires resetting.

1.	 With electricity and gas turned on, the system switch 
in the “HEAT” or “AUTO” position and the fan switch 
in the “AUTO” position, the thermostat will close the 
circuit between unit terminals R and W (R-W) when 
the temperature falls below the thermostat setting.

2.	 D1 on IIC energizes induced draft blower motor 
contactor.

3.	 Induced draft blower motor contactor energizes the 
induced draft blower motor.

4.	 Operation of the induced draft blower motor closes 
the pressure switch PS located in the burner 
compartment. Unless excessive temperatures or 
shipping shock have opened high limit control ALS, 
power is fed to the integrated ignition control, which 
then initiates a 15-second pre-purge time delay. 
During this period, the induced draft blower fan will 
clear the combustion chamber of any residual gas.

5.	 After the pre-purge period, the ignition control 
energizes the Wl-C gas valve and simultaneously 
initiates a “three (3)-try” spark ignition sequence.

6.	 When the burners are ignited, a minimum one (1) 
micro-amp DC current will flow through the flame 
between the sensor electrode and the grounded 
burner. 

7.	 When the controller proves that the flame has been 
established, it will keep the gas valve energized and 
discontinue the ignition spark.

8.	 If the control is unable to ignite the burners after its 
initial attempt, it will initiate another purge and spark 
sequence. A third purge and spark sequence will 
be initiated if the second attempt is unsuccessful. 
If the third attempt is unsuccessful, the controller 
will close the gas valve and lock itself out. It may be 
reset by momentarily interrupting power. This may be 
accomplished by briefly lowering the room thermostat 
set-point below room temperature, or by shutting off 
the main power to the unit.

9.	 Integrated ignition control will close its normally open 
contacts after a delay of approximately 30 seconds. 
This action energizes the blower motor contactor and 
starts the supply fan motor. Operation of the supply 
fan circulates air across the heat exchanger and 
delivers heated air to the conditioned space.

10.	When the space temperature rises, the thermostat 
will open R-W. Opening R-W will cause the gas valve 
to close, and the furnace to shut down.

11.	The furnace has three high temperature limit controls, 
which can shut down the burner. They do not shut 
down the induced draft blower motor. 
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Heating (ULN Only)
This unit is equipped with an ignition control that 
automatically lights the main burner. DO NOT attempt to 
light the main burners by any other method. 

1.	 R and W thermostat contacts close, initiating a call 
for heat. 

2.	 Integrated control module performs safety circuit 
checks.

3.	 Inducer draft blower is energized for 30 second 
prepurge period causing pressure sensor contacts to 
close.

4.	 At the end of pre-purge period, integrated control 
module transitions the induced draft blower to light-
off setting. 

5.	 Once the light-off pressure setting is verified by the 
integrated control module, the spark igniter and gas 
valve are energized for 4 seconds. 

NOTE: The igniter produces a very intense
electrical spark that ignites the gas.

6.	 Integrated control module monitors flame presence. 
Gas valve will remain open only if the flame is 
detected. 

7.	 The 30-second HEAT FAN ON delay time begins 
after main burner lights. 

8.	 The unit delivers heat to the conditioned space until 
the thermostat is satisfied; integrated control module 
monitors safety circuits continuously. 

9.	 R and W thermostat contacts open, completing the 
call for heat; gas valve de-energizes. 

10.	 Induced draft blower keeps operating for 30-second 
post purge. 

11.	 Ignition control begins timing the HEAT FAN OFF 
delay. There is an adjustable HEAT FAN OFF delay 
of approximately 90/120/150/180 seconds (factory 
set at 150). 

NOTE: This delay allows any additional heat in
the heat exchanger to be transferred to the
conditioned space. After the HEAT FAN OFF delay
time has elapsed, the blower will de-energize.

Unit Shutdown
1.	 Set the room heating setpoint to lowest setting.
2.	 Turn off the electrical power supply to the unit.
3.	 Remove the heat exchanger door on the side of the 

unit by removing screws.
4.	 Move the gas control valve switch to the OFF position.
5.	 Close manual gas shut off valve external to the unit.
6.	 Replace the heat exchanger door on the unit.
7.	 If cooling and/or air circulation will be  desired, turn 

ON gas control valve switch and the electrical power.

Automatic Reset High Limit Control (LS)
Located in the burner compartment on the heat exchanger, 
its sensing element projects through the blower section 
bulkhead and senses the temperature at the rear of the 
furnace. It will cycle the furnace off if the temperature 
exceeds 100°F plus maximum rise.

Auxiliary High Limit Control (ALS)
Located in the blower compartment on the blower housing, 
it senses air temperature within the blower compartment 
and  protects the filters from excessive temperature. It will 
shut down the furnace if it senses excessive temperatures.

Elevated temperatures at the control are normally caused 
by blower failure. The reason for the shut down should be 
determined and repaired. 

Manual Reset Flame Rollout Control (RS)

WARNING

To avoid property damage, personal injury 
or death due to fire or explosion, a qualified 
servicer must investigate the reason for the 
rollout protection device to open before 
manually resetting the rollout protection 
device. 

Located in the burner compartment at the top of the burner 
assembly, it senses high temperature that could occur if 
the heat exchanger tubes were plugged and the flame was 
rolling out instead of entering the tubes. It has a manual 
push-button reset that cannot be actuated until the limit 
control has cooled.
The reason for elevated temperatures at the control should 
be determined and repaired prior to resetting this manual 
reset control.

Blocked Inlet Limit Control (ULN ONLY)
Located in the burner compartment at the top of the burner 
assembly, it senses high temperature that could occur if the 
burner inlet is blocked. It is normally closed (electrically), 
auto-reset sensor. The reason for elevated
temperatures at the control should be determined and
repaired.

Refrigerant Detection System (RDS)

RDS Function
The mitigation system is a stationary device that detects
the presence of R-32 refrigerant above 25% LFL using
refrigerant sensors and then initiates mitigation actions.
The mitigation system’s primary function is to reduce the
concentration of leaked R-32 refrigerant to prevent serious
safety hazards. The mitigation actions are accomplished
by halting HVAC operation and continuing indoor blower
operation to provide airflow. Once refrigerant concentration
reaches below a safe threshold, the unit will remain in
mitigation mode for five minutes to evacuate any remaining
R-32 refrigerant within the unit. Upon completion, the unit
will resume its normal operation.
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RDS Operation
The mitigation system is controlled by a refrigerant
sensor(s), which is secured to a designated location(s) for
active monitoring. If a leak is detected, HVAC operation is
disabled and the indoor blower fan is activated, providing
airflow at or above the minimum required airflow to
evacuate excess concentration. If a Zone Control system
is installed in the ductwork attached to this system, the
Zone controller must be powered through a Daikin Zoning/
Accessory PCB to ensure that the Zoning Dampers open
during mitigation mode to provide ventilation throughout
all ducting. If the unit is installed with a communicating
thermostat, the thermostat will display relevant alerts/
information concerning mitigation mode. Once sensors
read concentration levels below a safe threshold, a five 
minute timer will initiate. Once the time is over, the unit will 
resume its normal operation. If the sensors detect another 
concentration excess, the unit will go back into mitigation 
mode and will repeat the same process.

TXV Superheat Adjustment
NOTE: Superheat adjustments should not be made 
until indoor ambient conditions have stabilized 
and correct airflow (CFM) has been verified. This 
could take up to 24 hours depending on indoor 
temperature and humidity. Before checking 
superheat, run the unit in cooling for 15-20 
minutes or until refrigerant pressure stabilizes. 
Unscrew the cover from the expansion valve, locate 
the adjustment screw, and turn in clockwise (in) to 
increase superheat or counterclockwise (out) to decrease 
superheat. It is recommended to make small adjustments 
at a time, 1/8 - 1/4 turn increments. Replace adjustment 
cap. Wait a minimum of 15 minutes between adjustments 
to allow time for the TXV and pressures to stabilize.

Refrigerant Charge Check
NOTE: For optimal performance, follow charging 
instructions below.

Units with TXV
Single Stage Cooling Application: Refer to the Design 
Superheat & Subcooling table
Two-Stage Cooling Application: Run unit on Low Stage 
cooling and refer to Design Superheat & Subcooling table.

1.	 Purge gauge lines.  Connect service gauge manifold 
to access fittings.  Run system at least 15 minutes to 
allow pressure to stabilize.

2.	 Temporarily install thermometer on liquid (small) line 
near liquid line access fitting with adequate contact 
and insulate for best possible reading.

3.	 Check subcooling and superheat. System should 
have a subcooling and superheat within the range 
listed on the Design Superheat and Subcooling 
table.

a. If subcooling and superheat are low, adjust TXV 
superheat, then check subcooling.

	 NOTE: To adjust superheat, turn the valve stem 
clockwise to increase and counterclockwise to 
decrease. Refer to TXV Superheat Adjustment 
referenced in this manual.

b.	 If subcooling is low and superheat is high, add 
charge to raise subcooling then check superheat.

c.	 If subcooling and superheat are high, adjust TXV 
valve superheat, then check subcooling.

d.	 If subcooling is high and superheat is low, adjust 
TXV valve superheat and remove charge to lower 
the subcooling.
NOTE: Do NOT adjust the charge based on 
suction pressure unless there is a gross 
undercharge. If an under charge is suspected, 
recover the charge, re-evacuate the system, 
and recharge per data plate. No adjustments 
should be made if suspecting a charge issue.

4.	 Disconnect manifold set, installation is complete.

DHG036 15-17 2-4 TXV Low 82
DHG048 16-17 2-4 TXV Low 82
DHG060 14-17 5-7 TXV Low 82
DHG072 14-18 7-11 TXV Low 82

Design Superheat & Subcooling

Model Superheat 
(°F)

Subcooling 
(°F)

Expansion 
Device

Cooling 
Stage

Outdoor 
Ambient 

Start-Up Procedure and Checklist
Begin with power turned off at all disconnects.

1.	 Turn thermostat system switch to “Cool,” and fan 
switch to “Auto” and turn temperature setting as high 
as it will go. On units with DDC controls installed, use 
Test/Balance Menu to force the unit to OFF MODE.

2.	 Inspect all registers and set them to the normal open 
position.

3.	 Turn on the electrical supply at the disconnect.
4.	 Turn the fan switch to the “ON” position. The blower 

should operate after a 7 second delay. On units with 
DDC controls installed, use Test/Balance Menu to 
force the unit to OFF MODE. This test bypasses 
internal delays.

5.	 Turn the fan switch to “Auto” position. The blower 
should stop after a 60 second delay. On units with 
DDC controls installed, use Test/Balance Menu to 
force the unit to OFF MODE. This test bypasses 
internal delays.

6.	 Slowly lower the cooling temperature until the unit 
starts. The compressor, blower and fan should now 
be operating. Allow the unit to run 10 minutes, make 
sure cool air is being supplied by the unit. On units 
with DDC controls installed, use Test/Balance Menu to 
force the unit to Low Cool Mode or High Cool Mode. 
This test bypasses internal delays.

7.	 Turn the temperature setting to the highest position, 
stopping the unit. The indoor blower will continue 
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to run for 60 seconds. On units with DDC controls 
installed, use Test/Balance Menu to force the unit to 
VENT MODE. This test bypasses internal delays.

8.	 Turn the thermostat system switch to “OFF” and 
disconnect all power when servicing the unit. On units 
with DDC controls installed, use Test/Balance Menu to 
disable FORCE MODE operation and allow the unit to 
return to normal operation. 

Refrigeration Sequence Check
1.	 24VAC control voltage is provided by the control 

transformer to terminal XS. The control voltage is 
passed through any installed safety shutdown devices 
such as the smoke detector before providing 24VAC 
to terminals ES and R. 

2.	 To simulate a mechanical call for cooling lower the 
room cooling setpoint to a value below the current 
room temperature. The cooling is energized when the 
room temperature is above the setpoint for cooling.

3.	 UNIT WITH ECONOMIZER OPTION: The compressor 
circuit is interlocked through the economizer module. 
If the outdoor air enthalpy (temperature and humidity) 
is not suitable for cooling, the economizer will permit 
the compressor to be energized.

4.	 The blower motor is operated to provide cool supply 
air to the space. 

5.	 Compressor contactor closes its contacts to provide 
power to the compressor motor. In addition, the 
condenser fan motor is energized through the 
compressor contactor. 

WARNING

BURN HAZARD!  
DO NOT TOUCH! DISCHARGE LINE MAY BE HOT! 

6.	 Check that the compressor is operating correctly. The 
scroll compressors in these units MUST operate in the 
proper rotation. To ensure the compressor is operating 
in the correct direction, check the compressor 
discharge line pressure or temperature after the 
compressor is started. 

The discharge pressure and discharge line temperature 
should increase.  If this does not occur and the compressor 
is producing an exceptional amount of noise, perform the 
following checks.

1.		 If the compressor is operating backward, disconnect 
the unit power supply and lock it in the “OFF” position. 
Switch two leads of the power supply at the unit 
Single Point Power Block. Reconnect power and 
check for compressor and condenser fan motor 
operation.

2.	 With all safety devices closed, the system will 
continue cooling operation until the room temperature 
is satisfied. On units with DDC controls installed, use 

Test/Balance Menu to force the unit to Vent Mode. 
This test bypasses internal delays.

3.	 Increasing the room cooling setpoint to a value 
above the current room temperature will simulate 
a satisfied thermostat. The compressor and the 
supply fan will cycle off. On units with DDC controls 
installed, use Test/Balance Menu to force the unit to 
Vent Mode. Use Test/Balance Menu to disable Force 
Mode operation and allow the unit to return to normal 
operation.

4.	 After a time delay of approximately 3 minutes, the 
compressor control circuits will be ready to respond to 
a subsequent call for cooling.

Refrigeration Performance Check
Check that compressor RLA corresponds to values shown 
in Appendix B. RLA draw can be much lower than values 
listed at low load conditions and low ambient condensing 
temperatures. Values in Appendix B can slightly exceed 
at high load conditions and high ambient condensing 
temperatures.

Final System Checks
1.	 Check to see if all supply and return air grilles are 

adjusted and the air distribution system is balanced 
for the best compromise between heating and cooling.

2.	 Check for air leaks in the ductwork.  See Sections on 
Air Flow Adjustments.

3.	 Make sure the unit is free of “rattles”, and the tubing 
in the unit is free from excessive vibration. Also make 
sure tubes or lines are not rubbing against each other 
or sheet metal surfaces or edges. If so, correct the 
trouble.

4.	 Set the thermostat at the appropriate setting for 
cooling and heating or automatic changeover for 
normal use.

5.	 Be sure the Owner is instructed on the unit operation, 
filter, servicing, correct thermostat operation, etc.

MAINTENANCE
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WARNING

 ELECTRICAL SHOCK, FIRE OR EXPLOSION HAZARD
Failure to follow safety warnings exactly could 
result in dangerous operation, serious injury, 
death or property damage. 
Improper servicing could result in dangerous 
operation, serious injury, death or property 
damage. 

•	Before servicing, disconnect all electrical 
power to furnace. 

•	When servicing controls, label all wires 
prior to disconnecting. Reconnect wires 
correctly. 

•	Verify proper operation after servicing. 

WARNING

HIGH VOLTAGE!
Disconnect all power before 
servicing or installing this unit.  
Multiple power sources may be 
present.  Failure to do so may cause 
property damage, personal injury or 
death.

WARNING

To prevent personal injury or death due to 
improper installation, adjustment, alteration, 
service or maintenance, refer to this manual. 
For additional assistance or information, 
consult a qualified installer, servicer agency or 
the gas supplier. 

CAUTION
Sheet metal parts, screws, clips and similar 
items inherently have sharp edges, and it 
is necessary that the installer and service 
personnel exercise caution. 

Preventive maintenance is the best way to avoid 
unnecessary expense and inconvenience. Have this 
system inspected at regular intervals by qualified service 
personnel, at least twice a year. Routine maintenance 
should cover the following items:

1.	 Tighten all set screws, and wire connections.
2.	 Clean evaporator and condenser coils mechanically 

or with cold water, if necessary. Usually any fouling is 
only matted on the entering air face of the coil and can 
be removed by brushing.

3.	 Replace filters as needed (see below).
4.	 Check for blockage of condensate drain.

5.	 Check power and control voltages.
6.	 Check running amperage.
7.	 Check operating temperatures and pressures.
8.	 Check and adjust temperature and pressure controls.
9.	 Check and adjust damper linkages.
10.	Check operation of all safety controls.
11.		 Examine gas furnaces (see below and the User’s 

Information Manual).
12.	Check condenser fans and tighten set screws.

Filters

CAUTION

To prevent property damage due to fire and loss 
of equipment efficiency or equipment damage due 
to dust and lint build up on internal parts, never 
operate unit without an air filter installed in the 
return air system.

Every application may require a different frequency of 
replacement of dirty filters. Filters must be replaced at least 
every three (3) months during operating seasons.

Dirty filters are the most common cause of inadequate 
heating or cooling performance. Filter inspection should be 
made at least every two months; more often if necessary 
because of local conditions and usage.

Dirty throwaway filters should be discarded and replaced 
with a new, clean filter. 

Disposable return air filters are supplied with this unit. See 
the unit Specification Sheet or Technical Manual for the 
correct size and part number. To remove the filters, remove 
the filter access panel on return side of the unit.

Cabinet Finish Maintenance
Use a fine grade automotive wax on the cabinet finish to 
maintain the finish’s original high luster. This is especially 
important in installations with extended periods of direct 
sunlight.

Clean Outside Coil  (Qualified Servicer Only)
The coil with the outside air flowing over it should be 
inspected annually and cleaned as frequently as necessary 
to keep the finned areas free of lint, hair and debris.

Clean Indoor Coil  (Qualified Servicer Only) 
Before cleaning the indoor coil, A2L sensor must be 
removed from the unit to avoid damage and contamination. 
Air filters should also be removed before performing 
maintenance. The coil with the filtered air flowing over 
it should be inspected and cleaned as frequently as 
necessary to keep the finned areas free of debris. Any
air blowing or water rinsing should be performed from
inside-out (opposite operating airflow direction) to prevent
damage to the tube, fin coil and any other components.
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Recovery
When removing refrigerant from a system, either for
servicing or decommissioning, it is recommended good
practice that all refrigerants are removed safely. 
When transferring refrigerant into cylinders, ensure
that only appropriate refrigerant recovery cylinders are
employed. Ensure that the correct number of cylinders for
holding the total system charge is available. All cylinders to
be used are designated for the recovered refrigerant and
labelled for that refrigerant (i.e. special cylinders for the
recovery of refrigerant). Cylinders shall be complete with
pressure-relief valve and associated shut-off valves in good
working order. Empty recovery cylinders are evacuated
and, if possible, cooled before recovery occurs. 

The recovery equipment shall be in good working order
with a set of instructions concerning the equipment that
is at hand and shall be suitable for the recovery of the
flammable refrigerant. If in doubt, the manufacturer should
be consulted. In addition, a set of calibrated weighing
scales shall be available and in good working order. Hoses
shall be complete with leak-free disconnect couplings and
in good condition. 

The recovered refrigerant shall be processed according
to local legislation in the correct recovery cylinder,
and the relevant waste transfer note arranged. Do not
mix refrigerants in recovery units and especially not in
cylinders. 

If compressors or compressor oils are to be removed,
ensure that they have been evacuated to an acceptable
level to make certain that flammable refrigerant does not
remain within the lubricant. The compressor body shall not
be heated by an open flame or other ignition sources to
accelerate this process. When oil is drained from a system,
it shall be carried out safely.

Charging Procedures
In addition to conventional charging procedures, the 
following requirements shall be followed.
•	 Ensure that contamination of different refrigerants does 

not occur when using charging equipment.
•	 Hoses or lines shall be as short as possible to minimize 

the amount of refrigerant contained in them.
•	 Cylinders shall be kept in an appropriate position 

according to the instructions.
•	 Ensure that the REFRIGERATING SYSTEM is 

grounded prior to charging the system with refrigerant.
•	 Extreme care shall be taken not to overfill the 

REFRIGERATING SYSTEM.

Prior to recharging the system, it shall be pressure-
tested with the appropriate purging gas. The system shall 
be leak-tested on completion of charging but prior to 
commissioning. A follow up leak test shall be carried out 
prior to leaving the site. 

IMPORTANT NOTE: Refer to the standing pressure 
test/leak detection method referenced later in 
this manual.

NOTE: ”Earthing” is defined as achieving an earth 
ground by connecting the equipment’s supplied 
grounding lug to the earth. This should be 
verified by a certified technician. 

Condenser And  Induced Draft Motors 
Bearings on the condenser fan motors and the combustion 
fan motor are permanently lubricated. No additional oiling 
is required.

Flame Sensor (Qualified Servicer Only)
A drop in the flame current can be caused by a nearly 
invisible coating on the flame sensor. This coating, created 
by the fuel or combustion air supply, can be removed by 
carefully cleaning the flame sensor with steel wool.

NOTE: After cleaning, the microamp signal should 
be stable and in the range of 4 - 6 microamps DC.
Flue Passages (Qualified Servicer Only)
At the start of each heating season, inspect and, if 
necessary, clean the unit flue passage.

Lubrication
The fan shaft bearings, the supply fan motors, the 
condenser fan motors and compressors are permanently 
lubricated.

Inspection & Cleaning
All flue product carrying areas of the furnace, its vent 
system, and main burners should be examined by a 
qualified service agency, and cleaned if necessary, before 
the start of each heating season. This examination is 
necessary for continued safe operation. Particular attention 
should be given to deterioration from corrosion or other 
sources. This examination is accomplished in the following 
manner.

1.	 Disconnect power to the unit and remove furnace 
section access panel.

2.	 Remove burner assembly:
a.	 Close manual gas shut off valve external to the 

unit 
b.	 Disconnect the wires from the gas valve after 

noting which wires are connected to each 
terminal.

c.	 Disconnect wires from the flame rod and ignition 
electrode.

d.	 Disconnect the gas piping at the union.
e.	 The entire burner assembly can now be 

removed from the unit.
NOTE:	 Use all screws that were removed; they are 
necessary for safe and proper operation of the 
unit. 

3.	 Inspect and periodically clean the vent outlet (bird 
screen) on the access panel.
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NOTE:	 Periodic observation of the flame and a 
log of C02 measurements are recommended. This 
will aid in determining whether the furnace is 
operating efficiently or if the furnace requires 
cleaning.

Flames should be stable, soft and blue (dust may cause 
orange tips but must not be yellow). The flames must 
extend directly outward from the burner without curling, 
floating or lifting off.

Check the burner flames for: 
1. Good adjustment
2. Stable, soft and blue 
3. Not curling, floating, or lifting off. 

burner flame 

WARNING

To avoid personal injury or death due to electric 
shock, do not remove any internal compartment 
covers or attempt any adjustment. Contact a 
qualified servicer at once if an abnormal flame 
should develop.

At least once a year, prior to or during the heating season, 
make a visual check of the burner flames. Due to enclosed 
burner in ULN models, flames cannot be observed. 

NOTE: This will involve removing and reinstalling 
the heat exchanger door on the unit, which is held 
by two screws. If you are uncertain about your 
ability to do this, contact a qualified servicer.

If a strong wind is blowing, it may alter the airflow pattern 
within the unit enough that an inspection of the burner 
flames is not possible.

Functional Parts
Refer to the unit Parts Catalog for a list of functional parts. 
Parts are available from your distributor.

TROUBLESHOOTING
Ignition Control Error Codes
The following presents probable causes of questionable 
unit operation.  Refer to Diagnostic Indicator Chart  for 
an interpretation of the signal and to this section for an 
explanation.

Remove the control box access panel and note the number 
of diagnostic LED flashes. 

Internal Control Failure
If the integrated ignition control in this unit encounters an 
internal fault, it will go into a “hard” lockout and turn off the 
diagnostic LED.  If diagnostic LED indicates an internal 
fault, check power supply to unit for proper voltage, check 
all fuses, circuit breakers and wiring.  Disconnect electric 
power for five seconds.  If LED remains off after restoring 
power, replace control.

Abnormal Operation - Heating Codes

External Lockout     (1 FLASH CODE)
An external lockout occurs if the integrated ignition control 
determines that a measurable combustion cannot be 
established within three (3) consecutive ignition attempts.  
If flame is not established within the seven (7) second trial 
for ignition, the gas valve is deenergized, 15 second inter-
purge cycle is completed, and ignition is reattempted.  The 
control will repeat this routine three times if a measurable 
combustion is not established.  The control will then shut 
off the induced draft blower and go into a lockout state.

If flame is established but lost, the control will energize 
the circulator blower at the heat speed and then begin a 
new ignition sequence.  If flame is established then lost on 
subsequent attempts, the control will recycle for four (4) 
consecutive ignition attempts (five attempts total) before 
locking out.

The diagnostic fault code is 1 flash for a lockout due to 
failed ignition attempts or flame dropouts.  The integrated 
control will automatically reset after one hour, or it can be 
reset by removing the thermostat signal or disconnecting 
the electrical power supply for over five seconds. If the 
diagnostic LED indicates an external lockout, perform the 
following checks:

•		 Check the supply and manifold gas pressures
•		 Check the gas orifices for debris
•		 Check gas valve for proper operation
•		 Check secondary limit

A dirty filter, excessive duct static, insufficient air flow, a 
faulty limit, or a failed circulator blower can cause this limit 
to open.  Check filters, total external duct static, circulator 
blower motor, blower motor speed tap (see wiring diagram) 
and limit.  An interruption in electrical power during a 
heating cycle may also cause the auxiliary limit to open.  
The automatic reset secondary limit is located on top of the 
circulator blower assembly. 

•		 Check rollout limit
If the burner flames are not properly drawn into the heat 
exchanger, the flame rollout protection device will open.  
Possible causes are restricted or blocked flue passages, 
blocked or cracked heat exchanger, a failed induced 
draft blower, or insufficient combustion air. The rollout 
protection device is a manual reset limit located on the 
burner bracket.  The cause of the flame rollout must be 
determined and corrected before resetting the limit. 
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•		 Check flame sensor
A drop in flame signal can be caused by nearly invisible 
coating on the sensor.  Remove the sensor and carefully 
clean with steel wool.

•		 Check wiring
Check wiring for opens/shorts and miswiring.

IMPORTANT:  If you have to frequently reset your 
gas/electric package unit, it means that a problem 
exists that should be corrected.  Contact a 
qualified servicer for further information.

Pressure Switch Stuck Open     (2 FLASH CODE)
A pressure switch stuck open can be caused by a faulty 
pressure switch, faulty wiring, a disconnected or damaged 
hose, a blocked or restricted flue, or a faulty induced draft 
blower. If the control senses an open pressure switch 
during the pre-purge cycle, the induced draft blower only 
will be energized.

If the pressure switch opens after ignition has begun the 
gas valve is deenergized, the circulator blower heat off 
cycle begins, and the induced draft blower remains on.  
The diagnostic fault code is two flashes.
Pressure Switch Stuck Closed    (3 FLASH CODE)
A stuck closed pressure switch can be caused by a faulty 
pressure switch or faulty wiring.  If the control encounters 
a pressure switch stuck closed, the induced draft blower 
remains off.  The diagnostic LED code for this fault is three 
(3) flashes.

Open Thermal Protection Device    (4 FLASH CODE)
If the primary limit switch opens, the gas valve is 
immediately deenergized, the induced draft and air 
circulating blowers are energized.  The induced draft  and 
air circulator blowers remain energized until the limit switch 
recloses.  The diagnostic fault code for an open limit is four 
(4) flashes.

A primary limit will open due to excessive supply air 
temperatures.  This can be caused by a dirty filter, 
excessive duct static, insufficient air flow, or a faulty limit.  
Check filters, total external duct static, blower motor, blower 
motor speed tap (see wiring diagram), and limit.  This limit 
will automatically reset once the temperature falls below a 
preset level.

Flame Detected with Gas Valve Closed (5 FLASH 
CODE)
If flame is detected with the gas valve deenergized, the 
combustion and air circulator blowers are energized.  The 
diagnostic fault code is five (5) flashes for this condition.  
The control can be reset by removing the power supply 
to the unit or it will automatically reset after one hour.  
Miswiring is the probable cause for this fault.

Fault Recall (ULN Only)
The ignition control is equipped with a momentary push-
button switch that can be used to display on the diagnostic 
LED the last five faults detected by the control. Any time
the control is powered, the fault code history can be
retrieved for display by depressing and releasing the button
once (less than 5 seconds); the LED will flash the Fault
Code History (up to 5 fault codes from newest to oldest).
The Fault Code History is retained between power cycles
until cleared. A fault code is added to the history log as it is 
encountered if it differs from the most recent history log
item. If the history log is already full, then the oldest entry is
dropped from the log and the remaining entries are moved
down in the Fault Code History so that the new fault can be
added to the Fault Code History as the most recent fault.

NOTE: Do not hold for longer than 5 seconds.
Holding the button for 5 seconds or higher will
erase the memory! 

Abnormal Operation - Heating Codes
Resetting From Lockout (ULN Only)
An external lockout occurs if the integrated ignition control 
determines that a measurable combustion cannot be 
established within three (3) consecutive ignition attempts. 
If flame is not established within the four (4) second trial 
for ignition, the gas valve is de-energized, 30 second 
interpurge cycle is completed, and ignition is re-attempted. 
The control will repeat this routine three times if a 
measurable combustion is not established. The control 
will then shut off the induced draft blower and go into a 
lockout state. If flame is established but lost, the control will 
energize the circulator blower at the heat speed and then 
begin a new ignition sequence. If flame is established then 
lost on subsequent attempts, the control will recycle the 
ignition sequence.

The diagnostic fault code is 1 flash for a lockout due 
to failed ignition attempts. The integrated control will 
automatically reset after one hour, or it can be reset by 
removing the thermostat signal or disconnecting the 
electrical power supply for over five seconds.

IMPORTANT NOTE: If you have to frequently reset 
your gas/electric package unit, it means that a 
problem exists that should be corrected. Contact 
a qualified servicer for further information.
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Pressure Sensor (ULN Only)
The pressure sensor is mounted in the control box and
connected to the induced draft blower. Its function is
to regulate the induced draft blower’s speed in order
to maintain proper air-fuel ratio for clean and reliable
combustion. The electrical output signal from the sensor
is expected to be proportional to the magnitude of the
differential pressure between the inducer inlet negative
pressure and the ambient air pressure. The pressure
sensor also guards against insufficient airflow (combustion
air and flue products) through the heat exchanger.
At the beginning of a call for heat, the control ensures the
inducer is in an off state, then checks the pressure sensor
output for the proper null offset value. If the pressure 
sensor output is outside the acceptable range for the null 
value, the control enters a five minute lockout. After the 
lockout timer  has expired, the control resumes normal 
operation.

During inducer operation, including all operating modes 
except for the null test, the control monitors the pressure
sensor output for expected values. The control limits
during normal operation are expected to be within certain
tolerances of the target pressures. In response to a
pressure sensor span error, the control enters a five minute
lockout. After the lockout timer has expired, the control
resumes normal operation.

Primary Limit (ULN Only)
A primary limit will open due to excessive supply air
temperatures. This can be caused by a dirty filter,
excessive duct static, insufficient air flow, or a faulty limit.
Check filters, total external duct static, blower motor, blower
motor speed tap (see wiring diagram), and limit. This limit
will automatically reset once the temperature falls below a
preset level. 

If a limit switch opens, the gas valve is immediately 
deenergized, the induced draft and air circulating blowers 
are energized. The induced draft and air circulator blowers 
remain energized for 5 minutes or until the limit switch 
recloses, whichever happens first.

NOTE: If the primary limit opens three (3) times
within the same call for heat, the ignition control
will lock out for one (1) hour with the air
circulating blower energized at heating speed.

Flame Detected with Gas Valve Closed (ULN Only)
If flame is detected with the gas valve de-energized, the
combustion and air circulator blowers are energized. The
control can be reset by removing the power supply to the
unit or it will automatically reset after one hour. Miswiring is
the probable cause for this fault. The initial lockout period is
5 minutes. After that time, the control continues to monitor
the flame sense input and resumes normal operation when
flame is no longer sensed. 

Low Flame Signal (ULN Only)
Under some conditions, the fuel or air supply can create a
nearly invisible coating on the flame sensor. This coating
acts as an insulator causing a drop in the flame signal. If
the flame signal drops below a predetermined value, the
ignition control will display an error code of (1) flash on the
amber diagnostic LED. The unit will continue to operate
until the control can no longer detect flame. 

Blocked Burner Switch (ULN Only)
The burner temperature switch is mounted on the burner
assembly to monitor the burner box temperature. It is
normally closed (electrically), auto-reset sensor. This switch
guards against the burner flames not being properly drawn 
into the heat exchanger.

The control senses an open blocked burner switch,
indicating that the burner temperature has
exceeded its set point. The control de-energizes the gas
valve, energizes the inducer to the pre-purge setting and 
energizes the indoor blower. The initial lockout period is
five minutes. After this time elapses, the control evaluates
the state of the blocked burner switch. If the switch is
closed, the control resumes normal operation. The control
will enter a one hour lockout state if the blocked burner
switch fails to reset before the recovery timer has expired.

ID Plug (ULN Only)
The control operational parameters are stored in ID Plug
which connects on the circuit board. The control requires a
valid ID plug present to operate in heating mode. If a valid
ID plug is not present the control will not respond to a call
for heat. However, the control will respond to thermostat
inputs “Y” or “G”, operating the appropriate fan output.
The cooling delays are ignored in this operating mode.
The control puts the burner into hard lockout and will not
respond to heating requests until the power is cycled with a
valid ID plug installed.

The status light on the furnace control may be used as a
guide to troubleshooting this appliance. Some more useful
status light codes are below:

¹The fault condition must be cleared for 30 seconds before
normal operation can resume. A power cycle will also reset
any lockout.
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Abnormal Operation - Cooling Codes
SHORT CYCLE COMPRESSOR DELAY (6 FLASH 
CODE)
The automatic ignition control has a built-in feature that
prevents damage to the compressor in short cycling
situations.  In the event of intermittent power losses or
intermittent thermostat operation, the ignition control will
delay output to the compressor contactor for three minutes
from the time power is restored.  (Compressor is off a total
of three minutes).  The diagnostic LED will flash six (6)
times to indicate the compressor contactor output is being
delayed.

NOTE:  Some electronic thermostats also have a 
built-in compressor short cycle timer that may be 
longer than the three minute delay given above.  
If you are using an electronic thermostat and the 
compressor has not started after three minutes, 
wait an additional five minutes to allow the 
thermostat to complete its short cycle delay time.
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MODE LED FLASHING PATTERN

NORMAL OPERATION
SLOW LED FLASHING PATTERN 
(2 SECONDS ON 2 SECONDS OFF)

R-32 LEAK ALARM FAST LED FLASHING PATTERN
DELAY MODE LED WILL BE ON CONTINUOUSLY

SYSTEM 
VERIFICATION MODE

FAST LED FLASHING PATTERN

CONTROL BOARD 
INTERNAL FAULT

LED WILL FLASH 2 TIMES AND 
THEN BE OFF FOR 5 SECONDS

R32 SENSOR 
COMMUNICATION FAULT

LED WILL FLASH 3 TIMES AND 
THEN BE OFF FOR 5 SECONDS

R32 SENSOR FAULT
LED WILL FLASH 4 TIMES AND 
THEN BE OFF FOR 5 SECONDS

LED STATUS

RDS PCB Fault Code Table

Servicing Measures for the Refrigerant Detection
System:
Before servicing, identify the mode of operation of the 
system by reading the LED flashing pattern on the PCB 
within the control box and matching the LED flashing 
pattern with mode of operation in the REFRIGERANT 
DETECTION SYSTEM TROUBLESHOOTING GUIDE on 
the wiring diagram which is attached on the back side of 
the control box panel (RDS PCB Fault Code table). After 
identifying the mode of operation, take recommended 
actions as specified in the Recommended Actions for PCB 
LED Flashing Codes table. 

REFRIGERANT SENSORS for REFRIGERANT 
DETECTION SYSTEMS shall only be replaced with
sensors specified by the manufacturer. If REFRIGERANT 
SENSOR requires replacement, please replace with 
Sensata R32 Sensor PN#RGD-00ML12 (Daikin 
PN#SER2A08011).
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MODE DEFINITION LED FLASHING PATTERN RECOMMENDED ACTIONS NOTES

1
Normal Operation No faults to report.

Slow LED flashing pattern 
(2 seconds on and 2 seconds off)

No actions needed.

2
R32 Leak Alarm R32 leak is currently being detected. Fast LED Flashing Pattern

A technician will need to find where the refrigerant leak 
and address it. Unit shall be thawed before servicing.

In terms of the controls, no action is needed. 
The controls and sensor are working fine.

3

Delay Mode

After R32 leak or alarm has been 
cleared, the unit will remain in 
alarm mode for 5 minutes before 
returning to normal operation.

LED will be on continuously

No action needed - If the system was previously 
experiencing an actual R32 Leak, the refrigerant can no 
longer be detected by the sensor meaning it's either gone 
and the system won't work anymore or there was a false 
alarm. If the system was experiencing a Fault, the fault is 
gone and the system will return to normal operation in 5 
min.

After any alarm or fault, it is required to remain 
in R32 mitigation mode for 5 minutes.

4

System 
Verification Mode

Manual test run by contractor to 
simulate R32 Leak Alarm (test will 
last for 5 minutes max).

Fast LED Flashing Pattern No actions needed.

To enter system verification test mode, press 
the button on the control 2 times within 5 
seconds. The control will enter a simulated R32 
Leak Alarm state and remain in that mode for 5 
minutes. After 5 minutes, the control will 
return to Normal Operation automatically. If 
the contractor wants to end the test early they 
need to press the button one time.

5

Control Board 
Internal Fault

Control board has detected an issue 
with the R32 detection system.

LED will flash 2 times and then 
be off for 5 seconds, before 
repeating pattern

1) Unplug and plug the R32 sensor back in. Cycle power to 
the system. 
2) If the control is in "Normal Operation" or "Delay Mode", 
there is no more issue. If not, continue with diagnostics 
3) Unplug R32 sensor and leave unplugged. Cycle power to 
the system 
4) If the control still displays "Control Board Internal Fault" 
(2 flash pattern), replace the control. If the control now 
displays "R32 Sensor Communication Fault" (3 flash 
pattern), replace the sensor.

This error could indicate an on board relay 
failure or a short with the sensor 
communications. A sensor communication 
short could occur on the board itself or external 
to the board. These steps will determine if the 
error is on the board or external to the board.

6

R32 Sensor 
Communication Fault

Control board does not have 
communications with R32 sensor.

LED will flash 3 times and then 
be off for 5 seconds, before 
repeating pattern

1) Unplug and plug the R32 sensor back in. Cycle power to 
the system. 
2) If control is in "Normal Operation" or "Delay Mode", 
there is no more issue. If not, continue with diagnostics. 
3) If the control still displays "R32 Sensor Communication 
Fault" (3 flash pattern), replace both the sensor and the 
PCB.

If the control cannot talk to the sensor there 
could be a problem with the sensor, a problem 
with the sensor harness or a problem internal 
to the control. The field will not be able to 
measure anything to reliably fix this error 
assuming the connector is properly secured to 
the control. Replacing both is the only option.

7
R32 Sensor Fault

R32 Sensor has reported an internal 
issue.

LED will flash 4 times and then 
be off for 5 seconds, before 
repeating pattern

Replace R32 sensor.
Communications to the sensor are
perfectly fine. The sensor itself is reporting an
internal fault. 

LED TROUBLESHOOT STATUS

Recommended Actions for PCB LED Flashing Codes Table

Marking Symbol Table

TROUBLESHOOTING CODE

warning; flammable materials

service indicator; read 
technical manual

operator's manual; operating 
instructions

warning; low burning velocity 
material

UN GHS flame symbol
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The following instructions are mandatory for a2l 
systems and supersede other instructions

WARNING

only brazing techniques approved or mechanical joints 
should be used to connect refrigerant tubing connections. 
non-approved mechanical connectors and other methods 
are not permitted in this system containing a2l refrigerant.  
approved mechanical joints will be detailed in the product’s 
specification sheets.

Standing pressure test/leak detection method 

Using dry nitrogen or dry helium, pressurize the system 
to 450 PSIG. allow the pressure to stabilize and hold for 
15 minutes (minimum).  The system is considered leak-
free if the pressure does not drop below 450 PSIG.  If, 
after 15 minutes, the pressure drops below 450 PSIG, it 
implies a leak in the system.  Proceed with identifying and 
sealing the leak and repeating the Standing Pressure Test.  
Leak test the system using dry nitrogen or dry helium and 
soapy water to identify leaks.  No refrigerant shall be used 
for pressure testing to detect leaks.  Proceed to system 
evacuation using the Deep Vacuum Method.

Deep vacuum method

The Deep Vacuum Method requires a vacuum pump 
rated for 500 microns or less.  This method effectively and 
efficiently ensures the system is free of non-condensable 
air and moisture.  The Triple Evacuation Method is 
detailed in the Service Manual for this product model as 
an alternative.  To expedite the evacuation procedure, it is 
recommended that the Schrader Cores be removed from 
the service valves using a core-removal tool.

1. Connect the vacuum pump, micron gauge, and vacuum-
rated hoses to both service valves. Evacuation must 
use both service valves to eliminate system mechanical 
seals.

2. Evacuate the system to less than 500 microns.
3. Isolate the pump from the system and hold the vacuum 

for 10 minutes (minimum). Typically, pressure will rise 
slowly during this period. If the pressure rises to less 
than 1000 microns and remains steady, the system is 
considered leak-free; proceed to system charging and 
startup.

4. If pressure rises above 1000 microns but holds steady 
below 2000 microns, non-condensable air or moisture 
may remain, or a small leak may be present. Return to 
step 2: If the same result is achieved, check for leaks 
and repair. Repeat the evacuation procedure.

5. If pressure rises above 2000 microns, a leak is present. 
Check for leaks and repair them. Then, repeat the 
evacuation procedure.

Accessory installation

WARNING

all accessories that may become a potential ignition source 
if installed.  such as electronic air cleaners, must only be 
powered through our accessory control board kit.  if an 
electronic air cleaner is already installed in the duct work 
and not connected to the accessory control board.  it will 
have to be disabled or removed.  ensure that any additional 
wiring from the indoor unit to the accessory control board 
is routed and protected from damage and wear, avoiding the 
flue pipe and any joints that may need brazed or disconnected 
for service.  refer to the product specification sheet for the 
accessory control board kit part number.

Altitude adjustment factor to calculate minimum 
room area

The Indoor equipment mitigation requirements are 
calculated at sea level. For higher altitudes adjust the
minimum room area specified near the Serial Plate by the 
corresponding altitude adjustment factor shown
below. This table is provided as a reference.

Adjusted room area (Amin adj) is the product of the minimum 
room area specified in the serial plate and the
adjustment factor AF, as shown in below formula
Amin adj = Amin (serial plate) * AF

Altitude Adjustment Factor (AF)Height in feetHeight in meters

1.00At sea levelAt sea level

1.021~6601~200

1.03660~1320200~400

1.051320~1970400~600

1.071970~2630600~800

1.092630~3290800~1000

1.113290~39401000~1200

1.133940~46001200~1400

1.154600~52501400~1600

1.175250~59101600~1800

1.195910~65701800~2000

1.216570~72202000~2200

1.247220~78802200~2400

1.267880~85402400~2600

1.298540~91902600~2800

1.319190~98502800~3000

1.349850~105003000~3200


