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AC Stocking Models
New Daikin 7.5-12.5 Ton Direct-Drive

Model Number Code string Model Number Code string
DSC0903D000001S DSC0903DXXXCXADXXXXXXX DSC1207D000001S DSC1207DXXXCXADXXXXXXX
DSC0904D000001S DSC0904DXXXCXADXXXXXXX DSC1503D000001S DSC1503DXXXCXADXXXXXXX
DSC0907D000001S DSC0907DXXXCXADXXXXXXX DSC1504D000001S DSC1504DXXXCXADXXXXXXX
DSC1023D000001S DSC1023DXXXCXADXXXXXXX DSC1507D000001S DSC1507DXXXCXADXXXXXXX
DSC1024D000001S DSC1024DXXXCXADXXXXXXX DSC1503W000001F DSC1503LXXXCXADXXXXXXX
DSC1027D000001S DSC1027DXXXCXADXXXXXXX DSC1504W000001F DSC1504LXXXCXADXXXXXXX
DSC1203D000001S DSC1203DXXXCXADXXXXXXX DSC1507W000001F DSC1507LXXXCXADXXXXXXX
DSC1204D000001S DSC1204DXXXCXADXXXXXXX

 D S C 120 3 S 400 C A A
1 2 3 4,5,6 7 8 9,10,11 12 13 14

Brand
D Daikin

Configuration
S R-32 Standard Efficiency
H R-32 High Efficiency
V Inverter (variable speed compressor)

Application
C Cooling
G Gas Heat
H Heat Pump

Nominal Cooling Capacity 
036 3 Tons 090 7½ Tons 180  15 Tons
048 4 Tons 102 8½ Tons 240  20 Tons
060 5 Tons 120 10 Tons 300  25 Tons
072 6 Tons 150 12½ tons

Voltage
1 208-230/1/60 4    460/3/60
3 208-230/3/60 7    575/3/60

Supply Fan/Drive Type/Motor
D Direct Drive - Standard Static L Direct Drive -Medium Static
W Direct Drive - High Static

Nominal Heating Capacity
Gas/Electric A/C H/P Factory-Installed Electric Heat
045 45,000 BTU/h XXX No Heat
060 60,000 BTU/h 005 5kW
070 70,000 BTU/h 010 10 kW
080 80,000 BTU/h 015 15 kW
090 90,000 BTU/h 020 20 kW
100 100,000 BTU/h 030 30 kW
115 115,000 BTU/h 045 45 kW
125 125,000 BTU/h 060 60 kW
130 130,000 BTU/h 075 75kW
140 140,000 BTU/h
150 150,000 BTU/h Electric Heat w/ SCR controls
180 180,000 BTU/h S05 5kW S30 30 kW
210 210,000 BTU/h S10 10 kW S45 45 kW
225 225,000 BTU/h S20 20 kW S60 60 kW
240 240,000 BTU/h S22 20 kW S75 75kW
260 260,000 BTU/h S25 25 kW
350 350,000 BTU/h 
360 360,000 BTU/h
400 400,000 BTU/h 
480 480,000 BTU/h
See product specifications for heat size(s) available for each capacity.
Refrigeration Systems

A Single stage cooling modes
C Two stage cooling modes
F Two stage cooling modes with Hot Gas Reheat and Low-ambient control
G Single stage cooling mode with Low-ambient controller
H Two stage cooling mode with Low-ambient controller 
I Inverter (variable speed compressor)
J Inverter hot gas reheat (variable speed compressor)

Heat Exchanger
X No options U    Ultra Low NoX

A Standard Aluminized Exchanger
S Stainless Steel Exchanger

Controls
A Electromechanical controls
B DDC w/ BACnet interface
I Inverter with Single-Zone Variable Air Volume (SZ VAV)
M Inverter with Multi-Zone Variable Air Volume (MZ VAV)
D Inverter with DKN+ (SZ VAV)
E Inverter with DKN+ (3rd Party Thermostat)

X X X X X X X X A *
15 16 17 18 19 20 21 22 23 24

Revision Levels
Major & Minor

X No Options

PE Connection
X No Options
B Single point power connection for Power Exhaust 

T Single point power connection for Power Exhaust 
(w/ Transformer)

IAQ
X No Options

Service Options
A Powered convenience outlet
B Non-powered convenience outlet
C Hinge Panels
D Hinged Panels and Powered convenience outlet
E Hinged Panels and non-powered convenience outlet
X No Options

Electrical
X No Options
A Non-Fused Disconnect
B Phase Monitor
C Thru-the-base connections
D SCCR
E Non-Fused Disconnect and Phase Monitor
F Non-Fused Disconnect and Thru-the-base connectons
G Non-Fused Disconnect and SCCR
H Phase Monitor and Thru-the-base connections
J Phase Monitor and SCCR
K Thru-the-base connections and SCCR
L Non-Fused Disconnect, Thru-the-base connectons and Phase Monitor
M Non-Fused Disconnect, Phase Monitor and SCCR
N Non-Fused Disconnect, Thru-the-base connectons and SCCR
P Phase Monitor, Thru-the-base connections and SCCR
Q Non-Fused Disconnect, Thru-the-base connectons, Phase Monitor and SCCR

Economizer
X No Options
A Ultra  Low-Leak Downflow Economizer w/ Enthalpy Sensor
C Ultra Low-Leak Internal Horizontal Economizer w/ Enthalpy Sensor
E Ultra Low-Leak Downflow Economizer for DDC controls w/ Enthalpy Sensor
F Ultra Low-Leak Horizontal Economizer for DDC controls w/ Enthalpy Sensor
G Ultra Low-Leak Downflow Economizer w/ Dry Bulb Sensor
J Ultra Low-Leak Internal Horizontal Economizer w/ Dry Bulb Sensor
L Ultra Low-Leak Downflow Economizer for DDC controls w/ Dry Bulb Sensor
M Ultra Low-Leak Horizontal Economizer for DDC controls w/ Dry Bulb Sensor

Coils, Hail guard 
X No Options
C Hail Guard

Sensors
D R-32 Sensor 
E RA Smoke Detector w/ R32 Sensor
F SA Smoke Detector w/ R32 Sensor
G RA & SA Smoke Detector w/ R32 Sensor
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Installation 
Daikin Packaged units are designed with fast and easy installation in 
mind and are ideal for both new construction and retrofit projects. 
Our packaged rooftop units are built to be a direct replacement for 
most rooftop units in the field without the need of a curb adapter. 

Cabinet Construction 
Daikin packaged rooftop units are made with high quality 
galvanized steel with a powder-paint finish to provide higher  
corrosion resistance. 

	» Easy accessibility using our tool-less filter access.

	» Unit is fully insulated to prevent sweating and thermal losses, 
using our foil face fiberglass insulation which also omits 
exposed filter fibers into the airstream

	» 1" Raised flanged edges around the supply and return offer 
easy installation for the duct connections. 

	» The full perimeter base rail is built using heavy gauge 
galvanized steel for a stronger structural installation, the base 
rails are a minimum of 3 ½” tall and include holes to allow for 
overhead rigging and lifting with forklifts. 

	» Electrical lines and can be brought through the base of the unit 
or through the horizontal knockout for easy installation and 
accessibility on the field.

Compressor 
High performance, low noise scroll compressors to match the 
required total load.

	» Resiliently factory-mounted on rubber grommets for  
vibration isolation

	» Refrigeration circuits includes both low and high pressure  
safety switches.

	» Unit is factory charged with environmentally friendly  
Low GWP R32 refrigerant.

	» Two single-stage scroll compressor

	» Compressors located outside the condenser section to  
avoid air bypass.

	» Internal overload protection included with compressor.

Supply Fan 
Indoor forward curved fan, paired with direct-drive motor, provide 
for easy airflow control.

	» Ball bearing Direct-Drive EEM motor removes the need for 
belts, sheaves, bearings and lubrication. 

	» Slide out forward curb fan for easy maintenance  
and replacement.

	» High-static drive options for application with high airflow/ 
static requirements.

	» Each fan assembly is dynamically trim balanced at the factory 
before shipment for quick start-up and efficient operation. 

	» Motor with thermal overload is provided for motor long 
lasting operation. 

Coils 
All units use large face area outdoor coils. These coils are constructed 
with microchannel technology for high operating efficiencies. 

The indoor coil section is installed in a draw through configuration 
to provide better dehumidification.

	» Microchannel heat exchanger technology on all condenser coils 
for improved performance and reduced refrigerant load. 

	» All units use large face area outdoor coils. 

	» Coils are factory pressure tested to ensure pressure and  
leak integrity.

	» Copper tube / aluminum fin coils evaporator coils

Daikin Packaged Rooftop Units (RTUs) are built to perform, with 
features and options that help provide low installation and operation 
costs, superior indoor air quality, efficient operation, and longevity.
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Controls and Wiring 
Packaged rooftop units come equipped with a well-organized, 
large, easy to use weatherproof internal control box with easy 
access, for a better user experience.

	» Units are factory-wired with color-coded wires and complete 
24-volt Electromechanical controls package.

	» Units include single-point power entry as standard and also 
available with electric heat kits if selected.

	» Terminal strip is provided as standard for easy installation and 
low voltage power wiring.

Filtration 
Unit provides a draw-through filter section as standard for better 
air quality and long lasting component maintenance.

	» Filters installed on the units are standard off the shelf sizes for 
easy replacement.

	» Tool-less filter access for easy and fast filter replacement  
and service.

Heating Section 
Wide range of electric heat selections effectively handle  
most comfort heating demand from morning warm-up control to 
full heat.

Electric Heat 
ETL approved electric heat is factory assembled, installed  
and tested.

	» Heating control is fully integrated into the unit’s control system 
for quick start-up and reliable control. 

	» Durable low watt density, nickel chromium elements provide 
longer life (compared to units without).

	» Fuses are provided in each branch circuit to a maximum of  
48 Amps per NEC requirements. 

	» Single-point power connection reduces installation cost. 

	» For operational safeties electric heat includes automatic reset, 
and high temperature limit safety protection. 

Electrical 
Units are completely wired and tested at the factory to provide 
faster commissioning and start-up. 

	» Wiring complies with NEC requirements and all applicable  
UL standards. 

	» Units are factory-wired with color-coded wires and complete 
24-volt electromechanical controls package. 

	» A 115 V GFI convenience receptacle requiring independent 
power supply for the receptacle is optional. 

	» An optional unit powered 20 amp 115 V convenience 
receptacle, complete with factory mounted transformer, 
disconnect switch, and primary and secondary overload 
protection, eliminates the need to pull a separate 115 V  
power source. 

	» Supply air fan, compressor, and condenser fan motor branch 
circuits have individual short circuit protection. 

	» A single-point power connection with power block is standard 
and a terminal strip is provided for connecting low voltage 
control wiring. 

	» For better serviceability an optional non-fused disconnect 
switch can be installed inside the control panel and operated 
by an externally mounted handle to disconnect the electrical 
power at the unit 


