
 RECOGNIZE THIS SYMBOL
 	 AS A SAFETY PRECAUTION.
These installation instructions cover the outdoor installation 
of single package heating and cooling units. See the 
Specification Sheet applicable to your model for information 
regarding accessories. 
*NOTE: Please contact your distributor or our website 
for the applicable Specification Sheet referred to in this 
manual.
This Forced Air Central Unit Design Complies With 
Requirements Embodied in the American National 
Standard / National Standard of Canada shown below.
ANSI Z21.47•CSA-2.3 Central Furnaces.
NOTE: This equipment is approved to use only with R-32 
refrigerant.
NOTE: Specifications and performance data listed herein 
are subject to change without notice.
NOTE: Never operate the unit without the recommended 
filter or the outer panel installed.

DSG Series 
PACKAGED GAS/ELECTRIC 
UNIT 15 to 25 Ton
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INSTALLATION INSTRUCTIONS

WARNING
Do not bypass safety devices.

Only personnel that have been trained to install, adjust, 
service, maintenance or repair (hereinafter, “service”) 
the equipment specified in this manual should service the 
equipment.

This equipment is not intended for use by persons 
(including children) with reduced physical, sensory or 
mental capacities, or lack of experience and knowledge, 
unless they have been given supervision or instruction 
concerning use of the appliance by a person responsible 
for their safety. 

Children should be supervised to ensure that they do not 
play with the equipment.

The manufacturer will not be responsible for any injury 
or property damage arising from improper supervision, 
service or service procedures. If you service this unit, you 
assume responsibility for any injury or property damage 
which may result. In addition, in jurisdictions that require 
one or more licenses to service the equipment specified in 
this manual, only licensed personnel should service the 
equipment. Improper supervision, installation, adjustment, 
servicing, maintenance or repair of the equipment specified 
in this manual, or attempting to install, adjust, service 
or repair the equipment specified in this manual without 
proper supervision or training may result in product 
damage, property damage, personal injury or death.

WARNING

 Our continuing commitment to quality products may mean a change in specifications without notice.
© 2024   

19001 Kermier Rd. Waller, TX 77484
www.daikincomfort.com
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SAFETY INSTRUCTIONS

To The Installer
Before installing this unit, please read this manual to 
familiarize  yourself on the specific items which must be 
adhered to, including maximum external static pressure to 
unit, air temperature rise and minimum or maximum CFM.
Keep this literature in a safe place for future reference.

WARNING

If the information in these instructions is not followed 
exactly, a fire or explosion may result causing property 
damage, personal injury or loss of life.

- Do not store or use gasoline or other flammable vapors 
and liquids in the vicinity of this or any other appliance.

- WHAT TO DO IF YOU SMELL GAS:
•	 Do not try to light any appliance. 
•	 Do not touch any electrical switch; do not use any 

phone in your building.
•	 Immediately call your gas supplier from a neighbor’s 

phone. Follow the gas supplier’s instructions.
•	 If you cannot reach your gas supplier, call the fire 

department.
- Installation and service must be performed by a qualified 

installer, service agency or the gas supplier.

WARNING

Should overheating occur or the gas supply fail to shut 
off, turn off the manual gas shutoff valve external to the 
furnace before turning off the electrical supply.

CAUTION

Sheet metal parts, screws, clips and similar items inherently 
have sharp edges, and it is necessary that the installer and 
servicer personnel exercise caution.

WARNING

Do not connect to or use any device that is not certified by 
the manufacturer for use with this unit. Serious property 
damage, personal injury, reduced unit performance and/
or hazardous conditions may result from the use of such 
non-approved devices.

Do not use means to accelerate the defrosting process 
or to clean, other than those recommended by the 
manufacturer. 
The appliance shall be stored in a room without 
continuously operating ignition sources (for example: open 
flames, an operating gas appliance or an operating electric 
heater). Do not pierce or burn. Be aware that refrigerants 
may not contain an odor.

WARNING

Only auxiliary devices approved by the appliance 
manufacturer or declared suitable with the refrigerant 
shall be installed in connecting ductwork.

WARNING

WARNING

Do not operate the compressor(s) without the terminal plug 
fully engaged or the terminal cover properly installed. 
Get away if unusual sounds are heard from within the 
compressor. Disconnect electrical power from the unit.

WARNING

A tripped circuit breaker or blown fuse may indicate that an 
electrical problem exists. 
Do not reset a circuit breaker or replace fuses without 
first performing thorough electrical troubleshooting and 
testing procedures.

WARNING

HIGH VOLTAGE!
Prior to servicing the unit or removing the 
compressor terminal plug or terminal cover, 
disconnect all electrical power from the unit. 
Multiple power sources may be present.

WARNING

This unit must not be used as a “construction heater” during 
the finishing phases of construction on a new structure. 
This type of use may result in premature failure of the unit 
due to extremely low return air temperatures and exposure 
to corrosive or very dirty atmospheres.

Electrical Wiring......................................................... 11
Gas Supply Piping..........................................................13
Propane Gas Installations..........................................15
Circulating Air and Filters.........................................16
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Condensate Drain Connection...................................16
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Appendix D Wiring Diagrams.......................................58
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WARNING

HIGH VOLTAGE
Disconnect all power before servicing or 
installing this unit. Multiple power sources 
may be present. Failure to do so may cause 
property damage, personal injury or death.

Auxiliary devices which may be a POTENTIAL IGNITION 
SOURCE shall not be installed in the duct work. Examples of 
such POTENTIAL IGNITION SOURCES are hot surfaces with a 
temperature exceeding 700°C and electric switching devices.

CAUTION

WARNING

LEAK DETECTION SYSTEM installed. Unit must be powered 
except for service.

WARNING
This unit is equipped with electrically powered safety 
measures. To be effective, the unit must be electrically 
powered at all times after installation, other than when 
servicing.

To prevent the risk of property damage, personal injury or 
death, do not store combustible materials or use gasoline 
or other flammable liquids or vapors in the vicinity of this 
appliance.

WARNING

WARNING
Hermetic compressor electrical terminal venting can be 
dangerous. In certain circumstances, the terminal may be 
expelled, venting the refrigerant vapor and compressor 
oil contained within the compressor housing and system. Be 
alert for sounds of arcing (sizzling, sputtering, or popping) 
inside the  compressor. IMMEDIATELY GET AWAY if you hear 
these sounds and disconnect electrical power from the unit.

Terminal Venting
Never operate the compressor without the terminal cover 
secured and properly in place or without the electrical plug 
fully seated and engaged to the terminal posts. 
If a terminal is damaged, electrically overloaded, or short 
circuited to ground, there is a remote possibility that the 
terminal can be suddenly expelled from the terminal 
housing thereby venting the refrigerant and compressor oil 
mixture to atmosphere. 

This discharge can be ignited from electrical arcing, or 
other open sources of ignition, and can cause potentially 
severe or fatal injury. This event is known as “Terminal 
Venting”. 

To reduce the possibility of external ignition, all open 
flames or other heat sources must be extinguished, and 
all electrical power must be turned off prior to opening the 
terminal cover or removing the electrical plug and servicing 
the system. Proper sealed system evacuation is required 
during equipment servicing to maintain adequate internal 
system cleanliness while eliminating contaminates.

Be alert for sounds of arcing (sizzling, sputtering, or 
popping) inside the compressor. IMMEDIATELY GET AWAY 
from the unit if you hear these sounds and disconnect 
electrical power.

B10259-216
CO can cause serious illness including permanent brain
damage or death.

Advertencia especial para la instalación de calentadores ó manejadoras 
de aire en áreas cerradas como estacionamientos ó cuartos de servicio.

B10259-216

El monóxido de carbono puede causar enfermedades severas 
como  daño cerebral permanente ó muerte.

Las emisiones de monóxido de carbono pueden circular a través
del aparato cuando se opera en cualquier modo. 

B10259-216

RISQUE D'EMPOISONNEMENT AU MONOXYDE DE CARBONE

Le monoxyde de 
des 

carbone peut causer des maladies graves telles que
dommages permanents au cerveau et meme la mort.

Cette ventilation est nécessaire pour éviter le danger d'intoxication
au CO pouvant survenir si un appareil produisant du monoxyde 
de carbone continue de fonctionner au sein de la zone confinée.
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Detection of Flammable Refrigerants
Under no circumstances shall potential sources of ignition 
be used in the searching for or detection of refrigerant 
leaks. A halide torch (or any other detector using a naked 
flame) shall not be used.

The following leak detection methods are deemed 
acceptable for all refrigerant systems.

Electronic leak detectors may be used to detect refrigerant 
leaks but, in the case of FLAMMABLE REFRIGERANTS, 
the sensitivity may not be adequate, or may need re-
calibration. (Detection equipment shall be calibrated 
in a refrigerant-free area.) Ensure that the detector is 
not a potential source of ignition and is suitable for the 
refrigerant used. Leak detection equipment shall be set 
at a percentage of the LFL of the refrigerant and shall be 
calibrated to the refrigerant employed, and the appropriate 
percentage of gas (25% maximum) is confirmed.

Leak detection fluids are also suitable for use with 
most refrigerants but the use of detergents containing 
chlorine shall be avoided as the chlorine may react 
with the refrigerant and corrode the copper pipe-work.                                                                                                                                       
                   
If a leak is suspected, all naked flames shall be removed/
extinguished.                                                              

If a leakage of refrigerant is found which requires brazing, 
all of the refrigerant shall be recovered from the system.

REPLACEMENT PARTS

Ordering Parts
When reporting shortages or damages, or ordering repair 
parts, give the complete unit model and serial numbers 
as stamped on the unit’s nameplate. Refrigerant Sensors 
for refrigeration detection system shall only be replaced 
with sensors specified by the manufacturer. Shortages and 
damage needs to be reported to logistic Feeback @ 
https://www.goodmanmfg.com/logistics-feedback.

Replacement parts for this appliance are available through 
your contractor or local distributor. Your nearest distributor 
can be located online at www.daikincomfort.com or by 
contacting:

EQUIPMENT SUPPORT 
DAIKIN COMFORT TECHNOLOGIES 

MANUFACTURING, L.P. 
19001 KERMIER ROAD 
WALLER, TEXAS 77484 

855-770-5678

GENERAL INFORMATION

For complete information and installation instructions 
for models with DDC controls, see manual DK-DDC-
TGD-XXX.

To prevent property damage, personal injury or death due to 
fire, explosions, smoke, soot, condensation, electric shock 
or carbon monoxide, this unit must be properly installed, 
repaired, operated and maintained. 

WARNING

This unit is approved for outdoor installation ONLY. 
For Installation Only in Locations Not Accessible to the
General Public. Rated performance is achieved after 
20 hours of operation. Rated performance is delivered at 
the specified airflow. See outdoor unit specification sheet 
for split system models or product specification sheet for 
packaged and light commercial models. Specification 
sheets can be found at www.daikincomfort.com for Daikin 
brand products. Within the website, please select the 
residential or commercial products menu and then select 
the submenu for the type of product to be installed, such as 
air conditioners or heat pumps, to access a list of product 
pages that each contain links to that model’s specification 
sheet.

To assure that your unit operates safely and efficiently, it 
must be installed, operated, and maintained in accordance 
with these installation and operating instructions, all local 
building codes and ordinances, or in their absence, with 
the latest edition of the National Fuel Gas Code NFPA54/
ANSI Z223.1 and  National Standard of Canada CAN/CSA 
B149 Installation Codes.

Qualification of Workers
Personnel must be certified to service, work, and/or repair 
units with FLAMMABLE REFRIGERANTS. A certificate 
should document the competence and qualification 
achieved through training that included the substance of 
the following: 

•	 Information about the explosion potential of 
FLAMMABLE REFRIGERANTS to show that 
flammables may be dangerous when handled without 
care.

•	 Information about POTENTIAL IGNITION SOURCES, 
especially those that are not obvious, such as lighters, 
light switches, vacuum cleaners, electric heaters.

•	 Information about the different safety concepts, 
including ventilated and unventilated areas.

•	 Information about refrigerant detectors, including 
function, operation, and service measures.

•	 Information about the concept of sealed components 
and sealed enclosures according to IEC 60079-
15:2010.

•	 Information about the correct working procedures, 
including commissioning, maintenance, repair, 
decommissioning, and disposal procedures.
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EPA Regulations
IMPORTANT: The United States Environmental 
Protection Agency (EPA) has issued various 
regulations regarding the introduction and 
disposal of refrigerants in this unit. Failure 
to follow these regulations may harm the 
environment and can lead to the imposition of 
substantial fines. Because regulations may vary 
due to passage of new laws, we suggest a certified 
technician perform any work done on this unit. 
Should you have any questions please contact the 
local office of the EPA.

National Codes
This product is designed and manufactured to permit  
installation in accordance with National Codes. It is the 
installer’s responsibility to install the product in accordance 
with National Codes and/or prevailing local codes and 
regulations.

The heating and cooling capacities of the unit should be 
greater than or equal to the design heating and cooling 
loads of the area to be conditioned. The loads should be 
calculated by an approved method or in accordance with 
ASHRAE Guide or Manual J - Load Calculations published 
by the Air Conditioning Contractors of America.

Obtain from: 
American National Standards Institute  

25 West 43rd Street, 4th Floor 
New York, NY 10036

System design and installation should also, where 
applicable, follow information presented in accepted 
industry guides such as the ASHRAE Handbooks. The 
manufacturer assumes no responsibility for equipment 
installed in violation of any code or regulation. The 
mechanical installation of the packaged roof top units 
consists of making final connections between the unit and 
building services; supply and return duct connections; and 
drain connections (if required). The internal systems of 
the unit are completely factory-installed and tested prior to 
shipment.

Units are generally installed on a steel roof mounting 
curb assembly which has been shipped to the job site for 
installation on the roof structure prior to the arrival of the 
unit. The model number shown on the unit’s identification 
plate identifies the various components of the unit such as 
refrigeration tonnage, heating input and voltage.

Carefully inspect the unit for damage including damage 
to the cabinetry. Any bolts or screws which may have 
loosened in transit must be re-tightened. In the event of 
damage, the receiver should:

1.	 Make notation on delivery receipt of any visible 
damage to shipment or container.

2.	 Notify the carrier promptly and request an inspection.
3.	 In case of concealed damage, the carrier should be 

notified as soon as possible-preferably within 5 days.

4.	 File the claim with the following supporting 
documents:
a.	 Original Bill of Lading, certified copy, or indemnity 

bond.
b.	 Original paid freight bill or indemnity in lieu thereof. 
c.	 Original invoice or certified copy thereof, showing 

trade and other discounts or reductions.
d.	 Copy of the inspection report issued by the carrier 

representative at the time damage is reported to 
the carrier. The carrier is responsible for making 
prompt inspection of damage and for a thorough 
investigation of each claim. The distributor or 
manufacturer will not accept claims from dealers 
for transportation damage.

NOTE: When inspecting the unit for transportation 
damage, remove all packaging materials. Recycle 
or dispose  of the packaging material according to 
local codes. 

Pre-Installation Checks
NOTE: Verify that voltage listed on serial plate 
matches voltage being supplied by site.

Carefully read all instructions for the installation prior 
to installing unit. Ensure each step or procedure is 
understood and any special considerations are taken into 
account before starting installation.  Assemble all tools, 
hardware and supplies needed to complete the installation. 
Some items may need to be purchased locally.

Cabling / Wiring
Check that cabling / wiring will not be subject to wear, 
corrosion, excessive pressure, vibration, sharp edges or 
any other adverse environmental effects. The check shall 
also take into account the effects of aging or continual 
vibration from sources such as compressors or fans.

THE FOLLOWING INSTRUCTIONS ARE 
MANDATORY FOR A2L SYSTEMS AND SU-

PERSEDE OTHER INSTRUCTIONS

WARNING

ONLY BRAZING TECHNIQUES OR APPROVED MECHANICAL 
JOINTS SHOULD BE USED TO CONNECT REFRIGERANT 
TUBING CONNECTIONS. NON-APPROVED MECHANICAL 
CONNECTORS AND OTHER METHODS ARE NOT PERMITTED 
IN THIS SYSTEM CONTAINING A2L REFRIGERANT.  APPROVED 
MECHANICAL JOINTS WILL BE DETAILED IN THE PRODUCT’S 
SPECIFICATION SHEETS.
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STANDING PRESSURE TEST/LEAK DETEC-
TION METHOD

Using dry nitrogen or dry helium, pressurize the system to 450 
PSIG. allow the pressure to stabilize and hold for 15 minutes 
(minimum).  The system is considered leak-free if the pressure 
does not drop below 450 PSIG.  If, after 15 minutes, the pressure 
drops below 450 PSIG, it implies a leak in the system.  Proceed 
with identifying and sealing the leak and repeating the Standing 
Pressure Test.  Leak test the system using dry nitrogen or dry 
helium and soapy water to identify leaks.  No refrigerant shall 
be used for pressure testing to detect leaks.  Proceed to system 
evacuation using the Deep Vacuum Method.

DEEP VACUUM METHOD

The Deep Vacuum Method requires a vacuum 
pump rated for 500 microns or less.  This method 
effectively and efficiently ensures the system is 
free of non-condensable air and moisture.  The 
Triple Evacuation Method is detailed in the Ser-
vice Manual for this product model as an alter-
native.  To expedite the evacuation procedure, 
it is recommended that the Schrader Cores be 
removed from the service valves using a core-re-
moval tool.

1. Connect the vacuum pump, micron gauge, and 
vacuum-rated hoses to both service valves. 
Evacuation must use both service valves to 
eliminate system mechanical seals.

2. Evacuate the system to less than 500 microns.
3. Isolate the pump from the system and hold the 

vacuum for 10 minutes (minimum). Typically, 
pressure will rise slowly during this period. If 
the pressure rises to less than 1000 microns 
and remains steady, the system is considered 
leak-free; proceed to system charging and 
startup.

4. If pressure rises above 1000 microns but holds 
steady below 2000 microns, non-condensable 
air or moisture may remain, or a small leak 
may be present. Return to step 2: If the same 
result is achieved, check for leaks and repair. 
Repeat the evacuation procedure.

5. If pressure rises above 2000 microns, a leak 
is present. Check for leaks and repair them. 
Then, repeat the evacuation procedure.

ACCESSORY INSTALLATION

WARNING

ALL ACCESSORIES THAT MAY BECOME A POTENTIAL 
IGNITION SOURCE IF INSTALLED, SUCH AS ELECTRONIC 
AIR CLEANERS, MUST ONLY BE POWERED THROUGH OUR 
ACCESSORY CONTROL BOARD KIT.  IF AN ELECTRONIC AIR 
CLEANER IS ALREADY INSTALLED IN THE DUCT WORK AND 
NOT CONNECTED TO THE ACCESSORY CONTROL BOARD.  IT 
WILL HAVE TO BE DISABLED OR REMOVED.  ENSURE THAT 
ANY ADDITIONAL WIRING FROM THE INDOOR UNIT TO THE 
ACCESSORY CONTROL BOARD IS ROUTED AND PROTECTED 
FROM DAMAGE WEAR, AVOIDING THE FLUE PIPE AND ANY 
JOINTS THAT MAY NEED BRAZED OR DISCONNECTED FOR 
SERVICE.  REFER TO THE PRODUCT SPECIFICATION SHEET 
FOR THE ACCESSORY CONTROL BOARD KIT PART NUMBER.

ALTITUDE ADJUSTMENT FACTOR TO CAL-
CULATE MINIMUM ROOM AREA

The Indoor equipment mitigation requirements 
are calculated at sea level. For higher altitudes 
adjust the minimum room area specified near the 
Serial Plate by the corresponding altitude adjust-
ment factor shown below. This table is provided 
as a reference.

Adjusted room area (Amin adj) is the product of the 
minimum room area specified in the serial plate 
and the adjustment factor AF, as shown in below 
formula
Amin adj = Amin (serial plate) * AF

Altitude Adjustment Factor (AF)Height in feetHeight in meters

1.00At sea levelAt sea level

1.021~6601~200

1.03660~1320200~400

1.051320~1970400~600

1.071970~2630600~800

1.092630~3290800~1000

1.113290~39401000~1200

1.133940~46001200~1400

1.154600~52501400~1600

1.175250~59101600~1800

1.195910~65701800~2000

1.216570~72202000~2200

1.247220~78802200~2400

1.267880~85402400~2600

1.298540~91902600~2800

1.319190~98502800~3000

1.349850~105003000~3200
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UNIT LOCATION

NOTE: These units are designed for roof top 
installations only at a max altitude of 2000 meters 
or 6562 feet above sea level.

WARNING

To prevent possible equipment damage, property damage, 
personal injury or death, the following must be observed 
when installing, storing and operating the unit.

WARNING
The appliance shall be installed, operated and stored in a 
room with a floor area not less than the minimum room area 
indicated.

IMPORTANT NOTE: Remove wood shipping rails prior to 
installation of the unit. See important note under Roof Curb 
Installation Only.

All Installations:
Important Note: Unit should be energized 24 hours prior 
to compressor start up to ensure crankcase heater has 
sufficiently warmed the compressors. Compressor damage 
may occur if this step is not followed.

NOTE: This appliance is a dedicated downflow 
design.

Proper installation of the unit ensures trouble-free 
operation. Improper installation can result in problems 
ranging from noisy operation to property or equipment 
damages, dangerous conditions that could result in injury 
or personal property damage. Damage or repairs due to 
improper installation are not covered under the warranty.  
Give this booklet to the user and explain it’s provisions. The 
user should retain these instructions for future reference.

•	 For proper flame pattern within the heat exchanger 
and proper condensate drainage, the unit must be 
mounted level.

•	 The flue outlet must be at least 12 inches from any 
opening through which flue gases could enter a 
building, and at least three feet above any forced 
air inlet located within ten feet. The economizer/
manual fresh air intake/motorized fresh air intake 
and combustion air inlet mounted on the unit are not 
affected by this restriction. 

•	 To avoid possible corrosion of the heat exchanger, 
do not locate the unit in an area where the outdoor 
air (i.e. combustion air for the unit) will be frequently 
contaminated by compounds containing chlorine 
or fluorine. Common sources of such compounds 
include swimming pool chemicals and chlorine 
bleaches, paint stripper, adhesives, paints, varnishes, 
sealers, waxes (which are not yet dried) and solvents 
used during construction and remodeling. Various 
commercial and industrial processes may also be 
sources of chlorine/fluorine compounds. 	

•	 To avoid possible illness or death of the building 
occupants, do NOT locate outside air intake device 
(economizer, manual fresh air intake, motorized fresh 
air intake) too close to an exhaust outlet, gas vent 
termination, or plumbing vent outlet. For specific 
distances required, consult local codes.

•	 Allow minimum clearances from the enclosure for 
fire protection, proper operation, and service access 
(see unit clearances). These clearances must be 
permanently maintained.

•	 The combustion air inlet and flue outlet on the unit 
must never be obstructed. If used, do not allow the 
economizer/manual fresh air damper/ motorized fresh 
air damper to become blocked by snow or debris. In 
some climates or locations, it may be necessary to 
elevate the unit to avoid these problems. 

•	 When the unit is heating, the temperature of the return 
air entering the unit must be between 50°F and 100°F.

Ground Level Installations Only:
•	 When the unit is installed on the ground adjacent 

to the building, a level concrete (or equal) base is 
recommended. Prepare a base that is 3” larger than 
the package unit footprint and a minimum of 3” thick.

•	 The base should also be located where no runoff of 
water from higher ground can collect in the unit.

Roof top Installations Only:
•	 To avoid possible property damage or personal injury, 

the roof must have sufficient structural strength to 
carry the weight of the unit(s) and snow or water 
loads as required by local codes. Consult a structural 
engineer to determine the weight capabilities of the 
roof.

•	 The unit may be installed directly on wood floors or on 
Class A, Class B, or Class C roof covering material.

•	 To avoid possible personal injury, a safe, flat surface 
for service personnel should be provided.

•	 As indicated on the unit data plate, a minimum 
clearance of 36” to any combustible material is 
required on the furnace access side of the unit.  All 
combustible materials must be kept out of this area.

•	 This 36” clearance must also be maintained to 
insure proper combustion air and flue gas flow. The 
combustion air intake and furnace flue discharge must 
not be blocked for any reason, including blockage by 
snow.
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•	 Adequate clearances from the furnace flue discharge 
to any adjacent public walkways, adjacent buildings, 
building openings or openable windows must be 
maintained in accordance with the latest edition of the 
National Fuel Gas Code (ANSI Z223.1)

•	 Minimum horizontal clearance of 48” from the furnace 
flue discharge to any electric meters, gas meters, 
regulators and relief equipment is required.

Unit Precautions
•	 Do not stand or walk on the unit.
•	 Except for holes in the wiring entrances (see Figure 

below), do not drill holes anywhere in panels or in the 
base frame of the unit. Unit access panels provide 
structural support.

•	 Do not remove any access panels until unit has been 
installed on roof curb or field supplied structure.

•	 Do not roll unit across finished roof without prior 
approval of owner or architect.

•	 Do not skid or slide on any surface as this may 
damage unit base. The unit must be stored on a flat, 
level surface.  Protect the condenser coil because it is 
easily damaged.

Roof Curb Installations Only:
Before installing this unit...
IMPORTANT NOTE: This unit has been equipped with a 
shipping brace under the compressor section that MUST 
BE REMOVED before installing the unit on a roof curb. 
Please follow the instructions below to remove brace.

CAUTION

When unit is suspended, boards and shipping brace will 
drop when screws are removed. To prevent personal injury, 
STAND CLEAR. Remove fork hole brackets, boards and 
shipping brace from bottom of unit before placing units 
onto curb.

1.	  Remove wooden struts and shipping brace per 
installation instructions. The struts are located in 
the fork holes and are used to protect the unit from 
damage while lifting with forks. The shipping brace 
is located under the unit (under compressor). Also 
remove the fork hole brackets as shown in the 
following figure.

2.	 Locate and remove the end brackets as shown in the 
following figure.  

LIFT OVER APPROXIMATE
CENTER OF UNIT

SPREADER BARS
MUST BE USED WITH
LIFTING STRAPS THAT
ARE LESS THAN 16
FEET LONG

REMOVE 2 BRACKETS
ON EACH END TO
REMOVE
WOODEN STRUTS

REMOVE 2 BRACKETS
ON EACH END TO

REMOVE
SHIPPING BRACE

3.	 Lift unit per the “Rigging Details” section of this 
manual, observing all warnings and cautions.  When 
unit is lifted, boards and shipping brace will drop if 
screws have been removed. To avoid injury, STAND 
CLEAR.

4.	 Dispose of the boards and brace appropriately. 

Curb installations must comply with local codes and should 
be done in accordance with the established guidelines of 
the National Roofing Contractors Association.

Proper unit installation requires that the roof curb be firmly 
and permanently attached to the roof structure. Check for 
adequate fastening method prior to setting the unit on the 
curb.

Full perimeter roof curbs are available from the factory 
and are shipped unassembled. Field assembly, squaring, 
leveling and mounting on the roof structure are the 
responsibility of the installing contractor. All required 
hardware necessary for the assembly of the sheet metal 
curb is included in the curb accessory. 
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WARNING

To prevent possible equipment damage, property damage, 
personal injury or death, the following bullet points must 
be observed when installing the unit.

•	 Sufficient structural support must be determined prior 
to locating and mounting the curb and package unit.

•	 Ductwork must be constructed using industry 
guidelines. The duct work must be placed into the 
roof curb before mounting the package unit. Our full 
perimeter curbs include duct connection frames to be 
assembled with the curb. Cantilevered type curbs are 
not available from the factory.

•	 Curb insulation, cant strips, flashing and general 
roofing material are furnished by the contractor.

•	 The curbs must be supported on parallel sides by 
roof members. The roof members must not penetrate 
supply and return duct opening areas as damage to 
the unit might occur.

NOTE: The unit and curb accessories are designed 
to allow vertical duct installation before unit 
placement. Duct installation after unit placement 
is not recommended.

CAUTION

All curbs look similar. To avoid incorrect curb position-
ing, check job plans carefully and verify markings on curb 
assembly. Instructions may vary in curb styles and supersede 
information shown.

See the manual shipped with the roof curb for assembly 
and installation instructions.

CLEARANCES

DSG

Unit Clearances

Adequate clearance around the unit should be kept for 
safety, service, maintenance, and proper unit operation. 
A 75” clearance on the non-service side of the unit is 
required to facilitate possible blower assembly and coil 
removal. 
 
A 75” clearance on the service side of the unit is required 
for removal of the gas heat exchanger. This unit must not 
be installed beneath any obstruction. This unit should 
be installed remote from all building exhausts to inhibit 
ingestion of exhaust air into the unit’s fresh air intake.

NOTE: If the 48” minimum is used on the control 
panel side of a unit, a flue extension (220-DK-
014) needs be to installed to prevent flue gas 
recirculation.

Roof Curb Installation

ROOF CURB POST-INSTALLATION CHECKS

After installation, check the top of the curb, duct connection 
frame and duct flanges to make sure gasket has been 
applied properly. Gasket should be firmly applied to the top 
of the curb perimeter, duct flanges and any exposed duct 
connection frame. If gasket is loose, re-apply using strong 
weather resistant adhesive.

Protrusion
Inspect curb to ensure that none of the utility services 
(electric) routed through the curb protrude above the curb.

NOTE: If the duct is to be fasten to the curb the 
screw should be installed horizontally into the 
flanges of the duct openings of the curb. 
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CAUTION

If protrusions exist, do not attempt to set unit on curb. 

ROOF TOP DUCT CONNECTIONS

Install all duct connections on the unit before placing the 
unit on rooftop. 

RIGGING DETAILS

WARNING

To prevent property damage, the unit should remain in an 
upright position during all rigging and moving operations. 
To facilitate lifting and moving when a crane is used, place 
the unit in an adequate cable sling.

CAUTION

Do not lift units two at a time. Provisions for forks have 
been included in the unit base frame. Minimum fork length is 
72” to prevent damage to the unit.

Provisions for forks have been included in the unit base 
frame. No other fork locations are approved.

WARNING

To prevent possible equipment damage, property damage, 
personal injury or death, the following bullet points must 
be observed when installing the unit.

•	 Unit must be lifted by the four lifting holes located at 
the base frame corners.

•	 Lifting cables should be attached to the unit with 
shackles.

•	 The distance between the crane hook and the top of 
the unit must not be less than 60”.

•	 Two spreader bars must span over the unit to prevent 
damage to the cabinet by the lift cables. Spreader 
bars must be of sufficient length so that cables do 
not come in contact with the unit during transport. 
Remove wood struts mounted beneath unit base 
frame before setting unit on roof curb. These struts  
are intended to protect unit base frame from fork lift 
damage. Removal is accomplished by extracting the 
sheet metal retainers and pulling the struts through 
the base of the unit. Refer to rigging label on the unit. 

IMPORTANT NOTE: If using with roof curb, ductwork 
should be attached to the curb prior to installing the unit. 
Ductwork dimensions are shown in Roof Curb Installation 
Instructions.

Refer to the Roof Curb Installation Instructions for proper 
curb installation. Curbing must be installed in compliance 
with the National Roofing Contractors Association Manual.
Lower unit carefully onto roof mounting curb. While rigging 
unit, center of gravity will cause condenser end to be lower 
than supply air end.

60” or more

CAUTION

When unit is suspended, boards and shipping brace will 
drop when screws are removed. To prevent personal injury, 
STAND CLEAR. Remove fork hole brackets, boards and 
shipping brace from bottom of unit before placing units 
onto curb.

To assist in determining rigging requirements, unit weights 
are shown in table below.

C.G.

Corner  &  Center of Gravity Locations
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DATA
DSG Weights (lbs)

15T 20T 25T
Corner Weight - A 479 620 620
Corner Weight - B 487 608 611
Corner Weight - C 511 514 577
Corner Weight - D 445 533 508
Unit Shipping Weight 2037 2290 2431
Unit Operating Weight 1922 2175 2316

X (Inches) 66.4 63.7 62.3
Y (Inches) 45.3 46 45.9
NOTE: These weights are without accessories installed.

CAUTION

To prevent severe damage to the bottom of the unit, do not 
fork lift unit after wood struts have been removed. 

Bring condenser end of unit into alignment with the curb. 
With condenser end of the unit resting on curb member 
and using curb as a fulcrum, lower opposite end of the unit 
until entire unit is seated on the curb. When a rectangular 
cantilever curb is used, care should be taken to center the 
unit. Check for proper alignment and orientation of supply 
and return openings with duct.

Rigging Removal

CAUTION

To prevent damage to the unit, do not allow crane hooks and 
spreader bars to rest on the roof of the unit.

Remove spreader bars, lifting cables and other rigging 
equipment.

ELECTRICAL WIRING

WARNING

HIGH VOLTAGE
Disconnect all power before servicing or 
installing this unit. Multiple power sources 
may be present. Failure to do so may cause 
property damage, personal injury or death.

WARNING

HIGH VOLTAGE
To avoid property damage, personal injury 
or death due to electrical shock, do not 
tamper with factory wiring. The internal 
power and control wiring of these units are 
factory-installed and have been thoroughly 
tested prior to shipment. Contact your local 
representative if assistance is required.

CAUTION

To prevent damage to the wiring, protect wiring from sharp 
edges. Follow national electrical code and all local codes 
and ordinances. Do not route wires through removable 
access panels.

CAUTION

Conduit and fittings must be weather-tight to prevent water 
entry into the building or unit.

For unit protection, use a fuse or HACR circuit breaker that 
is in excess of the circuit ampacity, but less than or equal 
to the maximum overcurrent protection device. DO NOT 
EXCEED THE MAXIMUM OVERCURRENT DEVICE SIZE 
SHOWN ON UNIT DATA PLATE.

All line voltage connections must be made through 
weatherproof fittings. All exterior power supply and ground 
wiring must be in approved weatherproof conduit. The main 
power supply wiring to the unit and low voltage wiring to 
accessory controls must be done in accordance with these 
instructions, the latest edition of the National Electrical 
Code (ANSI/NFPA 70), and all local codes and ordinances.  

The main power supply shall be three-phase, three wire 
with a ground. The unit is factory wired for the voltage 
shown on the unit’s data plate.

NOTE: If supply voltage is 208V, all leads on 
primary of transformer(s) must be moved from the 
240V to the 208V tap.
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Main power wiring should be sized for the minimum circuit 
ampacity shown on the unit’s database. Size wires in 
accordance with the ampacity tables in Article 310 of the 
National Electrical Code. If long wires are required, it may 
be necessary to increase the wire size to prevent excessive 
voltage drop. Wires should be sized for a maximum of 3% 
voltage drop.

CAUTION

To avoid property damage or personal injury due to fire, use 
only copper conductors.

CAUTION

To prevent improper and dangerous operation due to wiring 
errors, label all wires prior to disconnection when servic-
ing controls. Verify proper operation after servicing.

NOTE: A weather-tight disconnect switch, properly 
sized for the unit total load, must be field or 
factory installed. An external field supplied 
disconnect may be mounted on the exterior panel. 
Switch shall be provided to ensure all-pole 
disconnection from the supply mains.

Ensure the data plate is not covered by the field-supplied 
disconnect switch.

•	 Some disconnect switches are not fused. Protect the 
power leads at the point of distribution in accordance 
with the unit data plate.

•	 The unit must be electrically grounded in accordance 
with local codes or, in the absence of local codes, 
with the latest edition of the National Electrical Code 
(ANSI-NFPA 70). A ground lug is provided for this 
purpose. Size grounding conductor in accordance 
with Table 250-95 of the National Electrical Code. 
Do not use the ground lug for connecting a neutral 
conductor.

•	 Connect power wiring to the middle contactor within 
the main control box or power block, if equipped.

ROUTE FIELD CONTROL WIRING
THROUGH GROMMET

FIELD 
CONNECTION FOR
CONTROL WIRING 
AT TERMINAL 
BLOCK

FIELD  CONNECTION FOR 
LINE VOLTAGE

GROUND LUG

FIELD WIRING
ENTERS FROM
THIS DIRECTION

HIGH

LOW

15-25 Ton tstat power and low voltage terminal  
locations

15-25 TON DDC POWER AND LOW VOLTAGE TERMINAL LOCATIONS

FIELD CONNECTION
FOR CONTROL
WIRING AT
TERMINAL BLOCK

ROUTE FIELD
CONTROL WIRING

THROUGH 
GROMMET

FIELD CONNECTION
FOR LINE VOLTAGE

GROUND LUG

LOW

HIGH

15-25 Ton DDC Power and Low Voltage Terminal Locations

NOTE: Depending on the options installed, the 
location of the components may vary in some 
models. 

WARNING

Failure of unit due to operation on improper line voltage or 
with excessive phase unbalance constitutes product abuse 
and is not covered by the warranty. It may cause severe 
damage to the unit electrical components.

Areas Without Convenience Outlet
It is recommended that an independent 115V power source 
be brought to the vicinity of the roof top unit for portable 
lights and tools used by the service mechanic. Do not Field 
install outlets powered off of the unit electrical connections.


