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Only personnel that have been trained to 
install, adjust, service, maintenance or repair 
(hereinafter, “service”) the equipment specified 
in this manual should service the equipment.

This equipment is not intended for use by 
persons (including children) with reduced 
physical, sensory or mental capacities, or 
lack of experience and knowledge, unless they 
have been given supervision or instruction 
concerning use of the appliance by a person 
responsible for their safety. 

Children should be supervised to ensure that 
they do not play with the equipment.

The manufacturer will not be responsible 
for any injury or property damage arising 
from improper supervision, service or 
service procedures. If you service this unit, 
you assume responsibility for any injury or 
property damage which may result. In addition, 
in jurisdictions that require one or more 
licenses to service the equipment specified 
in this manual, only licensed personnel 
should service the equipment. Improper 
supervision, installation, adjustment, servicing, 
maintenance or repair of the equipment 
specified in this manual, or attempting to 
install, adjust, service or repair the equipment 
specified in this manual without proper 
supervision or training may result in product 
damage, property damage, personal injury or 
death.

WARNING
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REPLACEMENT PARTS

Ordering Parts
When reporting shortages or damages report this to https://
www.goodmanmfg.com/logistics-feedback. When ordering 
repair parts give the complete unit model and serial 
numbers as stamped on the unit’s nameplate. 

Refrigerant sensors for refrigerant detection systems 
shall only be replaced with sensors specified by the 
manufacturer. 

Replacement parts for this appliance are available through 
your contractor or local distributor. Your nearest distributor 
can be located online at www.daikinac.com or by contacting: 

EQUIPMENT SUPPORT
Daikin Comfort Technologies Manufacturing L.P.

19001 Kermier Road
Waller, Texas 77484

855-770-5678

SAFETY INSTRUCTIONS

 	 RECOGNIZE THIS SYMBOL AS A SAFETY 		
	 PRECAUTION. 

These installation instructions cover the outdoor 
installation of single package heating and cooling units.  
See the Specification Sheet applicable to your model for 
information regarding accessories.

*NOTE:  Please contact your distributor or our 
website for the applicable Specification Sheet 
referred to in this manual.

To The Installer
Before installing this unit, please read this manual to 
familiarize  yourself on the specific items which must be 
adhered to, including maximum external static pressure to 
unit, air temperature rise, minimum or maximum CFM and 
motor speed connections. 

Keep this literature in a safe place for future reference.

DO NOT USE MEANS TO ACCELERATE DEFROSTING PROCESS 
OR TO CLEAN, OTHER THAN THOSE RECOMMENDED BY THE 
MANUFACTURER.

THE APPLIANCE SHALL BE STORED IN A ROOM WITHOUT 
CONTINUOUSLY OPERATING IGNITION SOURCES (FOR EXAMPLE: 
OPEN FLAMES, AN OPERATING GAS APPLIANCE OR AN OPERATING 
ELECTRIC HEATER.)

DO NOT PIERCE OR BURN. 

BE AWARE THAT REFRIGERANTS MAY NOT CONTAIN AN ODOR. 

WARNING
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ONLY AUXILIARY DEVICES APPROVED BY THE APPLIANCE 
MANUFACTURER OR DECLARED SUITABLE WITH THE REFRIGERANT 
SHALL BE INSTALLED IN CONNECTING DUCTWORK. 

WARNING

AUXILIARY DEVICES WHICH MAY BE A POTENTIAL IGNITION SOURCE 
SHALL NOT BE INSTALLED IN THE DUCT WORK. EXAMPLES OF 
SUCH POTENTIAL IGNITION SOURCES ARE HOT SURFACES WITH A 
TEMPERATURE EXCEEDING 700°C AND ELECTRIC SWITCHING DEVICES.

WARNING

“LEAK DETECTION SYSTEM INSTALLED. UNIT MUST BE POWERED 
EXCEPT FOR SERVICE.”

WARNING

“THIS UNIT IS EQUIPPED WITH ELECTICALLY POWERED SAFETY 
MEASURES. TO BE EFFECTIVE, THE UNIT MUST BE ELECTRICALLY 
POWERED AT ALL TIMES AFTER INSTALLATION, OTHER THAN WHEN 
SERVICING.”

WARNING

WARNING

If the information in these instructions is not 
followed exactly, a fire or explosion may result 
causing property damage, personal injury or 
loss of life. 
- do not store or use gasoline or other 
flammable vapors and liquids in the vicinity of 
this or any other appliance. 
- WHAT TO DO IF YOU SMELL GAS: 

•	Do not try to light any appliance.
•	Do not touch any electrical switch; do not 
use any phone in your building. 

•	Immediately call your gas supplier from a 
neighbor’s phone. Follow the gas supplier’s 
instructions. If you cannot reach your gas 
supplier, call the fire department. 

- Installation and service must be performed by 
a qualified installer, service agency or the gas 
supplier. 

Failure to follow the safety warnings exactly could result in  
serious injury, death or property damage.

Never test for gas leaks with an open flame.
Use a commercially available soap solution made specifically 
for the detection of leaks to check all connections. A fire or 
explosion may result causing property damage, personal injury 
or loss of life.

WARNING

FIRE OR EXPLOSION HAZARD

AVERTISSEMENT

RISQUE D’INCENDIE OU D’EXPLOSION

Si les consignes de sécurité ne sont pas suivies à la lettre, cela 
peut entraîner la mort, de graves blessures ou des dommages 
matériels.

Ne jamais vérifier la présence de fuites de gaz au moyen d’une 
flamme nue. Vérifier tous les raccords en utilisant une solution 
savonneuse commerciale conçue spécialement pour la détection 
de fuites. Un incendie ou une explosion risque de se produire, 
ce qui peut entraîner la mort, des blessures ou des dommages 
matériels.  

WARNING

To prevent the risk of property damage, 
personal injury, or death, do not store 
combustible materials or use gasoline or other 
flammable liquids or vapors in the vicinity of 
this appliance. 

WARNING

Should overheating occur or the gas supply fail 
to shut off, turn off the manual gas shutoff 
valve external to the furnace before turning off 
the electrical supply.

CAUTION

Sheet metal parts, screws, clips and similar 
items inherently have sharp edges, and it 
is necessary that the installer and service 
personnel exercise caution. 

WARNING

Do not connect to or use any device that is not  
certified by the manufacturer for use with this 
unit. Serious property damage, personal injury, 
reduced unit performance and/or hazardous 
conditions may result from the use of such  
non-approved devices. 
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WARNING

To avoid property damage, personal injury or 
death, do not use this unit if any part has been 
under water. Immediately call a qualified service 
technician to inspect the furnace and to replace 
any part of the control system and any gas 
control having been under water. 

WARNING

This unit must not be used as a “construction 
heater” during the finishing phases of 
construction on a new structure. This type of 
use may result in premature failure of the unit 
due to extremely low return air temperature 
and exposure to corrosive or very dirty 
atmospheres. 

WARNING

HIGH VOLTAGE!
Disconnect all power before 
servicing or installing this unit. 
Multiple power sources may be 
present. Failure to do so may cause 
property damage, personal injury or 
death. 

WARNING

Do not operate the compressor(s) without the 
terminal plug fully engaged or the terminal 
cover properly installed.

WARNING

A tripped circuit breaker or blown fuse may 
indicate that an electrical problem exists. Do 
not reset a circuit breaker or replace fuses 
without first performing thorough electrical 
troubleshooting and testing procedures. 

WARNING

HIGH VOLTAGE!
Prior to servicing the unit or 
removing the compressor terminal 
plug or terminal cover, disconnect 
all electrical power from the unit. 
Multiple power sources may be 
present. 

WARNING

CARBON MONOXIDE POISONING HAZARD

Failure to follow the steps outlined below for each appliance 
connected to the venting system being placed into operation 
could result in carbon monoxide poisoning or death.

The following steps shall be followed with each appliance 
connected to the venting system placed in operation, while any 
other appliances connected to the venting system are not in 
operation:
1.  Seal any unused openings in the venting system.
2. Inspect the venting system for proper size and horizontal 
pitch, as required by the National Fuel Gas Code, ANSI Z223.1 or 
the Natural Gas and Propane Installation Code,  
CSA B149.1-15 and these instructions. Determine that there 
is no blockage or restriction, leakage, corrosion and other 
deficiencies which could cause an unsafe condition.
3. As far as practical, close all building doors and windows and 
all doors between the space in which the appliance(s) connected 
to the venting system are located and other spaces of the 
building.
4.  Close fireplace dampers.
5. Turn on clothes dryers and any appliance not connected 
to the venting system. Turn on any exhaust fans, such as 
range hoods and bathroom exhausts, so they shall operate at 
maximum speed. Do not operate a summer exhaust fan.
6.  Follow the lighting instructions. Place the appliance being 
inspected in operation. Adjust thermostat so appliance shall 
operate continuously.
7.  Test for spillage from draft hood appliances at the draft hood 
relief opening after 5 minutes of main burner operation. Use the 
flame of a match or candle.
8.  If improper venting is observed during any of the above tests, 
the venting system must be corrected in accordance with the 
National Fuel Gas Code ANSI Z223.1/NFPA 54 and/or National 
Gas and Propane Installation Code CSA B149.1-15.
9.  After it has been determined that each appliance connected 
to the venting system properly vents when tested as outlined 
above, return doors, windows, exhaust fans, fireplace dampers 
and any other gas burning appliance to their previous  
conditions of use.

WARNING

HERMETIC COMPRESSOR ELECTRICAL TERMINAL 
VENTING CAN BE DANGEROUS. IN CERTAIN 
CIRCUMSTANCES, THE TERMINAL MAY BE 
EXPELLED, VENTING THE REFRIGERANT VAPOR 
AND COMPRESSOR OIL CONTAINED WITHIN THE 
COMPRESSOR HOUSING AND SYSTEM. BE ALERT 
FOR SOUNDS OF ARCING (SIZZLING, SPUTTERING, 
OR POPPING) INSIDE THE COMPRESSOR. 
IMMEDIATLY GET AWAY IF YOU HEAR THESE 
SOUNDS AND DISCONNECT ELECTRICAL POWER 
FROM THE UNIT.
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CARBON MONOXIDE POISONING HAZARD
Special Warning for Installation of Furnace or Air Handling Units in 
Enclosed Areas such as Garages, Utility Rooms or Parking Areas

Carbon monoxide producing devices (such as automobiles, space 
heater, gas water heater, etc.) should not be operated in enclosed 
areas such as unventilated garages, utility rooms or parking areas 
because of the danger of carbon monoxide (CO) poisoning resulting 
from the exhaust emissions. If a furnace or air handler is installed in 
an enclosed area such as a garage, utility room or parking area and a 
carbon monoxide producing device is operated therein, there must be 
adequate, direct outside ventilation. 

This ventilation is necessary to avoid the danger of CO poisoning 
which can occur if a carbon monoxide producing device continues 
to operate in the enclosed area. Carbon monoxide emissions can be 
(re)circulated throughout the structure if the furnace or air handler is 
operating in any mode. 
CO can cause serious illness including permanent brain damage or 
death. 

B10259-216
RIESGO DE INTOXICACIÓN POR MONÓXIDO DE CARBONO

Advertencia especial para la instalación de calentadores ó manejadoras 
de aire en áreas cerradas como estacionamientos ó cuartos de servicio.
Los equipos ó aparatos que producen monóxido de carbono (tal 
como automóvil, calentador de gas, calentador de agua por medio de 
gas, etc) no deben ser operados en áreas cerradas debido al riesgo 
de envenenamiento por monóxido de carbono (CO) que resulta de las 
emisiones de gases de combustión. Si el equipo ó aparato se opera 
en dichas áreas, debe existir una adecuada ventilación directa al 
exterior. 

Esta ventilación es necesaria para evitar el peligro de envenenamiento 
por CO, que puede ocurrir si un dispositivo que produce monóxido de 
carbono sique operando en el lugar cerrado. 

Las emisiones de monóxido de carbono pueden circular a través del 
aparato cuando se opera en cualquier modo. 
El monóxido de carbono puede causar enfermedades severas como 
daño cerebral permanente ó muerte. 

B10259-216
RISQUE D’EMPOISONNEMENT AU MONOXYDE DE CARBONE
Avertissement special au sujet de l’installation d’appareils de chauffage 
ou de traitement d’air dans des endroits clos, tets les garages, les 
locaux d’entretien et les stationnementss. 
Evitez de mettre en marche les appareils produisant du monoxyde 
de carbone (tels que les automobile, les appareils de chauffage 
autonome, etc.) dans des endroits non ventilés tels que les 
d’empoisonnement au monoxyde de carbone. Si vous devez faire 
fonctionner ces appareils dans un endroit clos, assures-vous qu’il y 
ait une ventilation directe provenant de l’exterier. 

Cette ventilation est nécessaire pour éviter le danger d’intoxication 
au CO pouvant survenir si un appareil produisant du monoxyde de 
carbone continue de fonctionner au sein de la zone confinée. 

Les émissions de monoxyde de carbone peuvent etre recircules dans 
les endroits clos, si l’appareil de chauffage ou de traitement d’air sont 
en marche.
Le monoxyde de carbone peut causer des maladies graves telles que 
des dommages permanents au cerveau et meme la mort. 

B10259-216

AVERTISSEMENT

RISQUE D’INTOXICATION AU MONOXYDE DE  
CARBONE

Si les étapes décrites ci-dessous ne sont pas suivies pour 
chacun des appareils raccordés au système de ventilation 
au moment de sa mise en marche, cela peut entraîner une 
intoxication au monoxyde de carbone ou la mort. Les étapes 
suivantes doivent être suivies pour chacun des appareils 
raccordés au système de ventilation au moment de sa mise 
en marche, alors que tous les autres appareils raccordés au 
système de ventilation ne sont pas en marche :
1) Sceller toutes les ouvertures inutilisées du système de  
ventilation.
2) Inspecter le système de ventilation afin de vérifier si la taille 
et l’inclinaison par rapport à l’horizontale sont conformes aux 
exigences du National Fuel Gas Code, ANSI Z223.1/NFPA 54 ou 
du Code d’installation du gaz naturel et du propane, CSA B149.1 
et à ces instructions. Vérifier qu’il n’y a pas d’obstruction ou 
de restriction, de fuite, de corrosion et d’autres problèmes qui 
pourraient entraîner une situation dangereuse.
3) Si possible, fermer toutes les portes et fenêtres du bâtiment 
ainsi que toutes les portes séparant l’endroit où se trouvent 
les appareils raccordés au système de ventilation et les autres 
zones du bâtiment.
4) Fermer le registre des foyers.
5) Mettre les sécheuses en marche ainsi que tous les autres 
appareils qui ne sont pas raccordés au système de ventilation. 
Mettre en marche tous les ventilateurs de tirage, comme celui 
des hottes de cuisine et des salles de bains, et les régler à la 
puissance maximale. Ne pas mettre en marche les ventilateurs 
d’été.
6) Suivre les instructions d’allumage. Mettre en marche l’appareil 
soumis à l’inspection. Régler le thermostat de manière à ce que 
l’appareil fonctionne en continu.
7) Vérifier la présence de fuite au niveau de l’ouverture du 
coupe-tirage des appareils qui en sont dotés après 5 minutes 
de fonctionnement du brûleur principal. Utiliser la flamme d’une 
allumette ou d’une bougie.
8) Si un problème de ventilation est observé pendant l’un des 
essais décrits ci-dessus, des correctifs doivent être apportés 
au système de ventilation conformément au National Fuel Gas 
Code, ANSI Z223.1/NFPA 54 et (ou) au Code d’installation du gaz 
naturel et du propane, CSA B149.1.
9) Une fois qu’il a été déterminé que chaque appareil raccordé 
au système de ventilation fonctionne correctement au moyen 
des essais décrits ci-dessus, les portes, les fenêtres, les 
ventilateurs, les registres de foyer et tous les autres appareils de 
combustion alimentés au gaz doivent être remis dans leur état 
initial.  
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GENERAL INFORMATION

WARNING

To prevent property damage, personal injury 
or death, due to fire, explosions, smoke, 
soot, condensation, electric shock or carbon 
monoxide, this unit must be properly installed, 
repaired, operated, and maintained. 

This unit is approved for outdoor installation ONLY. 
Not accessible to the general public. Rated performance 
is achieved after 20 hours of operation. Rated performance 
is delivered at the specified airflow. See outdoor unit 
specification sheet for split system models or product 
specification sheet for packaged and light commercial 
models. Specification sheets can be found at www.
daikinac.com for Daikin brand products. Within the website, 
please select the residential or commercial products menu 
and then select the submenu for the type of product to be 
installed, such as air conditioners or heat pumps, to access 
a list of product pages that each contain links to that 
model’s specification sheet.

To assure that your unit operates safely and efficiently, it 
must be installed, operated, and maintained in accordance 
with these installation and operating instructions, and all 
local building codes and ordinances, or in their absence, 
with the latest edition of the National Fuel Gas Code 
NFPA54/ANSI Z223.1 and  National Standard of Canada 
CAN/CSA B149 Installation Codes. 

Qualification of workers
Personnel must be certified to service, work, and/or repair 
units with FLAMMABLE REFRIGERANTS. A certificate 
should document the competence and qualification 
achieved through training that included the substance of 
the following:
•	 Information about the explosion potential of 

FLAMMABLE REFRIGERANTS to show that 
flammables may be dangerous when handled without 
care. 

•	 Information about POTENTIAL IGNITION SOURCES, 
especially those that are not obvious, such as lighters, 
light switches, vacuum cleaners, electric heaters.

•	 Information about the different safety concepts, 
including ventilated and unventilated areas.

•	 Information about refrigerant detectors, including 
function, operation, and service measures.

•	 Information about the concept of sealed components 
and sealed enclosures according to IEC 60079-
15:2010.

•	 Information about the correct working procedures, 
including commissioning, maintenance, repair, 
decommissioning, and disposal procedures.

EPA Regulations
Important: The United States Environmental 
Protection Agency (EPA) has issued various 
regulations regarding the introduction and 
disposal of refrigerants in this unit. Failure 
to follow these regulations may harm the 
environment and can lead to the imposition of 
substantial fines. Because regulations may vary 
due to passage of new laws, we suggest a certified 
technician perform any work done on this unit. 
Should you have any questions please contact the 
local office of the EPA.

National Codes
This product is designed and manufactured to permit  
installation in accordance with National Codes. It is the 
installer’s responsibility to install the product in accordance 
with National Codes and/or prevailing local codes and 
regulations.

The heating and cooling capacities of the unit should be 
greater than or equal to the design heating and cooling 
loads of the area to be conditioned. The loads should be 
calculated by an approved method or in accordance with 
ASHRAE Guide or Manual J - Load Calculations published 
by the Air Conditioning Contractors of America.

Obtain from:
American National Standards Institute 

www.ansi.org
System design and installation should also, where 
applicable, follow information presented in accepted 
industry guides such as the ASHRAE Handbooks. The 
manufacturer assumes no responsibility for equipment 
installed in violation of any code or regulation. The 
mechanical installation of the packaged roof top units 
consists of making final connections between the unit and 
building services; supply and return duct connections; and 
drain connections (if required).  The internal systems of 
the unit are completely factory-installed and tested prior to 
shipment.

Units are generally installed on a steel roof mounting 
curb assembly which has been shipped to the job site for 
installation on the roof structure prior to the arrival of the 
unit.  The model number shown on the unit’s identification 
plate identifies the various components of the unit such as 
refrigeration tonnage, heating input and voltage.

Carefully inspect the unit for damage including damage 
to the cabinetry.  Any bolts or screws which may have 
loosened in transit must be re-tightened.  
In the event of damage, the receiver should:

1.	 Make notation on delivery receipt of any visible 
damage to shipment or container.

2.	 Notify the carrier promptly and request an inspection.
3.	 In case of concealed damage, the carrier should be 

notified as soon as possible-preferably within 5 days.
4.	 File the claim with the following supporting 

documents:
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a.	 Original Bill of Lading, certified copy, or 
indemnity bond.

b.	 Original paid freight bill or indemnity in lieu 
thereof. 

c.	 Original invoice or certified copy thereof, 
showing trade and other discounts or 
reductions.

d.	 Copy of the inspection report issued by the 
carrier representative at the time damage is 
reported to the carrier. The carrier is responsible 
for making prompt inspection of damage and 
for a thorough investigation of each claim. 
The distributor or manufacturer will not accept 
claims from dealers for transportation damage.

NOTE: When inspecting the unit for transportation 
damage, remove all packaging materials. Recycle 
or dispose  of the packaging material according to 
local codes.

Terminal Venting
Never operate the compressor without the terminal cover 
secured and properly in place or without the electrical plug fully 
seated and engaged to the terminal posts.  If a terminal is 
damaged, electrically overloaded, or short circuits to ground, 
there is a remote possibility that the terminal can be 
suddenly expelled from the terminal housing thereby venting 
the refrigerant and compressor oil mixture to atmosphere. 
This discharge can be ignited from electrical arcing, or other 
open sources of ignition, and can cause potentially severe or 
fatal injury. This event is known as ”Terminal Venting.” 
To reduce the possibility of external ignition, all open flames or 
other heat sources must be extinguished, and all electrical 
power must be turned off made to comply with “lock out-tag 
out” procedure  prior to opening the terminal cover or removing 
the electrical plug and servicing the system.
Proper sealed system evacuation is required during equipment 
service to maintain adequate internal system cleanliness while 
eliminating contaminates. Be alert for sounds of arcing (sizzling, 
sputtering, or popping) inside the compressor. IMMEDIATELY 
GET AWAY from the unit if you hear these sounds and 
disconnect electrical power.

Pre-Installation Checks
Carefully read all instructions for the installation prior 
to installing unit. Ensure each step or procedure is 
understood and any special considerations are taken into 
account before starting installation.  Assemble all tools, 
hardware and supplies needed to complete the installation. 
Some items may need to be purchased locally.

Wiring
Check that wiring will not be subject to wear, corrosion, 
excessive pressure, vibration, sharp edges or any other 
adverse environmental effects. The check shall also take 
into account the effects of aging or continual vibration from 
sources such as compressors or fans.

Detection of flammable refrigerants
“Under no circumstances shall potential sources 
of ignition be used in the searching for or 
detection of refrigerant leaks. A halide torch (or any other 
detector using a naked flame) shall not be used.

The following leak detection methods are deemed
 acceptable for all refrigerant systems.

Electronic leak detectors may be used to detect refrigerant 
leaks but, in the case of FLAMMABLE REFRIGERANTS, 
the sensitivity may not be adequate, or may need 
re-calibration. (Detection equipment shall be calibrated
in a refrigerant-free area.)

Ensure that the detector is not a potential source of ignition 
and is suitable for the refrigerant used. Leak detection 
equipment shall be set at a percentage of the LFL of 
the refrigerant and shall be calibrated to the refrigerant 
employed, and the appropriate percentage of gas (25 % 
maximum) is confirmed.

Leak detection fluids are also suitable for use with 
most refrigerants but the use of detergents containing 
chlorine shall be avoided as the chlorine may react 
with the refrigerant and corrode the copper pipe-work. 
 
If a leak is suspected, all naked flames shall be 
removed/extinguished. 

If a leakage of refrigerant is found which requires 
brazing, all of the refrigerant shall be recovered from the 
system.

WARNING

To prevent possible equipment damage, property 
damage, personal injury or death, the following 
bullet points must be observed when installing 
the unit. 

IMPORTANT NOTE: Remove wood shipping rails 
prior to installation of the unit.

NOTE: Units may be installed in heavy snow
climates. Ensure no snow obstructs or covers 
the unit, as it may affect performance. Regularly 
Check for snow buildup.

All Installations:
Important Note: Unit should be energized 24 hours 
prior to compressor start up to ensure crankcase 
heater has sufficiently warmed the compressors. 
Compressor damage may occur if this step is not 
followed.
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NOTE:	 Appliance is shipped from factory for 
vertical duct application. 

WARNING

The appliance shall be installed. Operated and 
stored in a room with a floor area not less than 
the minimum room area. 

164.7 ft2

IMPORTANT:  REFER TO THAT ALTITUDE ADJUSTED 
ROOM AREA CALCULATION REFERENCED LATER IN 
THIS MANUAL. 

Proper installation of the unit ensures trouble-free 
operation. Improper installation can result in problems 
ranging from noisy operation to property or equipment 
damages, dangerous conditions that could result in injury 
or personal property damage and that are not covered by 
the warranty. Give this booklet to the user and explain it’s 
provisions. The user should retain these instructions for 
future reference.

•		 For proper flame pattern within the heat exchanger 
and proper condensate drainage, the unit must be 
mounted level.

•		 The flue outlet must be at least 12 inches from any 
opening through which flue gases could enter a 
building, and at least three feet above any forced 
air inlet located within ten feet. The economizer/
manual fresh air intake/motorized fresh air intake 
and combustion air inlet mounted on the unit are not 
affected by this restriction. 

•		 To avoid possible corrosion of the heat exchanger, 
do not locate the unit in an area where the outdoor 
air (i.e. combustion air for the unit) will be frequently 
contaminated by compounds containing chlorine 
or fluorine. Common sources of such compounds 
include swimming pool chemicals and chlorine 
bleaches, paint stripper, adhesives, paints, varnishes, 
sealers, waxes (which are not yet dried) and solvents 
used during construction and remodeling. Various 
commercial and industrial processes may also be 
sources of chlorine/fluorine compounds.

•		 To avoid possible illness or death of the building 
occupants, do NOT locate outside air intake device 
(economizer, manual fresh air intake, motorized fresh 
air intake) too close to an exhaust outlet, gas vent 
termination, or plumbing vent outlet. For specific 
distances required, consult local codes.

•		 Allow minimum clearances from the enclosure for 
fire protection, proper operation, and service access 
(see unit clearances). These clearances must be 
permanently maintained.

•		 The combustion air inlet and flue outlet on the unit 
must never be obstructed. If used, do not allow the 
economizer/manual fresh air damper/ motorized fresh 
air damper to become blocked by snow or debris. In 
some climates or locations, it may be necessary to 
elevate the unit to avoid these problems. 

•		 When the unit is heating, the temperature of the return 
air entering the unit must be a minimum of 55° F.

Ground Level Installations Only:
•		 When the unit is installed on the ground adjacent 

to the building, a level concrete (or equal) base is 
recommended. Prepare a base that is 3" larger than 
the package unit footprint and a minimum of 3" thick.

•		 The base should also be located where no runoff of 
water from higher ground can collect in the unit.

Roof top Installations Only:
•		 To avoid possible property damage or personal injury, 

the roof must have sufficient structural strength to 
carry the weight of the unit(s) and snow or water 
loads as required by local codes.  Consult a structural 
engineer to determine the weight capabilities of the 
roof.

•		 The unit may be installed directly on wood floors or on 
Class A, Class B, or Class C roof covering material.

•		 To avoid possible personal injury, a safe, flat surface 
for service personnel should be provided.

•		 As indicated on the unit data plate, a minimum 
clearance of 36" to any combustible material is 
required on the furnace access side of the unit.  All 
combustible materials must be kept out of this area.

•		 This 36" clearance must also be maintained to 
insure proper combustion air and flue gas flow.  The 
combustion air intake and furnace flue discharge must 
not be blocked for any reason, including blockage by 
snow.

•		 Adequate clearances from the furnace flue discharge 
to any adjacent public walkways, adjacent buildings, 
building openings or openable windows must be 
maintained in accordance with the latest edition of the 
National Fuel Gas Code ANSI Z223.1/NFPA 54.

•		 Minimum horizontal clearance of 48" from the furnace 
flue discharge to any electric meters, gas meters, 
regulators and relief equipment is required.

Unit Precautions
•		 Do not stand or walk on the unit.
•		 Do not drill holes anywhere in panels or in the base 

frame of the unit except where indicated.  Unit access 
panels provide structural support.

•		 Do not remove any access panels until unit has been 
installed on roof curb or field supplied structure.

•		 Do not roll unit across finished roof without prior 
approval of owner or architect.

•		 Do not skid or slide on any surface as this may 
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damage unit base.  The unit must be stored on a flat, 
level surface.  Protect the condenser coil because it is 
easily damaged.

Roof Curb Installation Check
Inspect the roof curb for correct installation. The unit and 
curb assembly should be level. Inspect the flashing of the 
roof mounting curb to the roof, especially at the corners, for 
good workmanship. Also check for leaks around gaskets. 
Note any deficiencies in a separate report and forward to 
the contractor. 

Roof Curb Installations Only:
Curb installations must comply with local codes and should 
be done in accordance with the established guidelines of 
the National Roofing Contractors Association.

Proper unit installation requires that the roof curb be firmly 
and permanently attached to the roof structure.  Check for 
adequate fastening method prior to setting the unit on the 
curb.

Full perimeter roof curbs are available from the factory 
and are shipped unassembled. Field assembly, squaring, 
leveling and mounting on the roof structure are the 
responsibility of the installing contractor.   All required 
hardware necessary for the assembly of the sheet metal 
curb is included in the curb accessory.

WARNING

To prevent possible equipment damage, property 
damage, personal injury or death, the following 
bullet points must be observed when installing 
the unit. 

•		 Sufficient structural support must be determined prior 
to locating and mounting the curb and package unit.

•		 Ductwork must be constructed using industry 
guidelines.  The duct work must be placed into the 
roof curb before mounting the package unit. Our full 
perimeter curbs include duct connection frames to be 
assembled with the curb.  Cantilevered type curbs are 
not available from the factory.

•		 Curb insulation, cant strips, flashing and general 
roofing material are furnished by the contractor.

•		 The curbs must be supported on parallel sides by roof 
members.

•		 The roof members must not penetrate supply and 
return duct opening areas as damage to the unit might 
occur.

NOTE: The unit and curb accessories are designed 
to allow vertical duct installation before unit 
placement.  Duct installation after unit placement 
is not recommended.

CAUTION

All curbs look similar. To avoid incorrect curb 
positioning, check job plans carefully and 
verify markings on curb assembly. Instructions 
may vary in curb styles and supersedes 
information shown. 

See the manual shipped with the roof curb for assembly 
and installation instructions.

CLEARANCES

Unit Clearances
Figure 1

*In situations that have multiple units, a 48'' minimum 
clearance is required between the condenser coils.

Clearance in accordance with local installation codes, the 
requirements of the gas supplier and the manufacturer’s 
installation instructions. 

Adequate clearance around the unit should be kept for 
safety, service, maintenance, and proper unit operation. A 
clearance of 48" is recommended on all sides of the unit 
to facilitate possible parts replacement, to allow service 
access and to insure proper ventilation and condenser 
airflow.  The top of the unit should be completely 
unobstructed. If units are to be located under an overhang, 
there should be a minimum of 48” clearance and provisions 
made to deflect the warm discharge air out from the 
overhang.  The unit should be installed remote from all 
building exhausts to inhibit ingestion of exhaust air into the 
unit fresh air intake.

NOTE: If the 48" minimum clearance is used on the 
control panel side of a DSG unit, a flue extension 
kit needs be to installed to prevent flue gas 
recirculation. See table below for the kit selection.
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Model size Kit part number

7.5, 8.5, 10, 12.5 T HEFLUE090120RH

Flue Extension Kits 

Roof Curb Installation
Figure 2 

ROOF CURB POST-INSTALLATION CHECKS
After installation, check the top of the curb, duct connection 
frame and duct flanges to make sure gasket has been 
applied properly.  Gasket should be firmly applied to the top 
of the curb perimeter, duct flanges and any exposed duct 
connection frame.  If gasket is loose, re-apply using strong 
weather resistant adhesive.

NOTE: Do not stretch gasket to make it fit. It will shrink 
even after unit is set.

Knocked Down Roof Curbs
UNIT TONNAGE DESCRIPTION PART NUMBER

7.5 to 12.5
Curb 14" Tall 0270L01153

Curb 24" Tall 0270L01154

Protrusion
Inspect curb to ensure that none of the utility services 
(electric) routed through the curb protrude above the curb.

CAUTION
If protrusions exist, do not attempt to set unit 
on curb.

ROOF TOP DUCT CONNECTIONS
Install all duct connections on the unit before placing the 
unit on rooftop. If fasteners such as screws  are used 
to secure the duct to the curb these should be installed 
horizontally into the duct frame of the curb.

Horizontal Discharge
Refer to IOD-7082 included in the literature pack for 
installing horizontal duct covers.

Flexible duct connectors between the unit and ducts are 

recommended.  Insulate and weatherproof all external 
ductwork and joints as required and in accordance with 
local codes.

9-1/2"

13"

1"

SUPPLY
13.9" X 28.3"

RETURN
12.5" X 36.4"

Horizontal Discharge Duct Connections
Figure 3

RIGGING DETAILS

WARNING

To prevent property damage, the unit should 
remain in an upright position during all rigging 
and moving operations. To facilitate lifting and 
moving when a crane is used, place the unit in an 
adequate cable sling. 

CAUTION
Do not lift units two at a time. Provisions 
for forks have been included in the unit base 
frame. Minimum fork length is 72” to prevent 
damage to the unit.

Provisions for forks have been included in the 
unit base frame.  No other fork locations are 
approved.

WARNING

To prevent possible equipment damage, property 
damage, personal injury or death, the following 
bullet points must be observed when installing 
the unit. 

•		 Unit must be lifted by the four lifting holes located at 
the base frame corners.

•		 Lifting cables should be attached to the unit with 
shackles.


