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B.1 Safety Warnings

B. GENERAL SPECIFICATIONS

WARNING: The manufacturer’s warranty 
does not cover any damage or defect to the air 
conditioner caused by the attachment or use of 
any components, accessories or devices (other 
than those authorized by the manufacturer) into, 
onto or in conjunction with the air conditioner. 
You should be aware that the use of unauthorized 
components, accessories or devices may adversely 
affect the operation of the air conditioner and may 
also endanger life and property. The manufacturer 
disclaims any responsibility for such loss or 
injury resulting from the use of such unauthorized 
components, accessories or devices.

WARNING: Disconnect all power to the 
unit before starting maintenance. Failure to do so 
can result in severe electrical shock or death

WARNING: Do not, under any 
circumstances, connect return ductwork to any 
other heat producing device such as a fireplace 
insert, stove, etc. Unauthorized use of such devices 
may result in fire, carbon monoxide poisoning, 
explosion, property damage, severe personal injury 
or death.

WARNING: The unit must be permanently 
grounded. A grounding lug is provided in the 
electric heat access area for a ground wire.
Failure to ground this unit can result in fire or 
electrical shock causing property damage, severe 
personal injury or death.

WARNING: Only electric heater kits 
supplied by this manufacturer as described in 
this publication have been designed, tested, and 
evaluated for use with this unit. Use of any other 
manufactured electric heaters installed within this 
unit may cause hazardous conditions resulting in 
property damage, fire, bodily injury or death.

DANGER:Risk of fire or explosion. 
Flammable refrigerant used. To be repaired only 
by trained service personnel. Do not puncture 
refrigerant tubing. 

WARNING: Risk of fire or explosion. 
Dispose of properly in accordance with Federal Or 
Local Regulations. Flammable refrigerant used.

DANGER:Risk of fire or explosion. 
Flammable refrigerant used. Consult the repair 
manual/owner’s guide before attempting to service 
this product. All safety precautions must be 
followed. 

DANGER:Risk of fire or explosion due 
to flammable refrigerant used. Follow handling 
instructions carefully in compliance with National 
Regulations.

WARNING: Do not use means to 
accelerate the defrosting process or to clean, other 
than those recommended by the manufacturer.  

WARNING: The appliance shall be stored 
in a room without continuously operating ignition 
sources (for example: open flames, an operating 
gas appliance, or an operating electric heater). 

WARNING: Do not pierce or burn. 

WARNING: Be aware that refrigerants may 
not contain an odor.

WARNING: If this unit is connected via an 
air duct system to one or more rooms with an area 
less than the specified minimum area, that room 
shall be without continuously operating flames or 
other potential ignition sources. See Appendix F - 
A2L Refrigerant Installation Safety Data.

WARNING: Auxiliary devices which may 
be a potential ignition source shall not be installed 
in the ductwork. 

WARNING: If this unit is connected via 
duct to one or more rooms, only auxiliary devices 
approved by the manufacturer that are declared 
suitable with A2L refrigerants shall be installed in 
the connecting ductwork. 

WARNING: Appliance shall be installed, 
operated, and stored in a room with a floor 
area larger than ‘X’m2. See Appendix F - A2L 
Refrigerant Installation Safety Data.
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B.3. Product Data Information
B.3.1. Dimensional Information

IMPORTANT: This unit must be mounted 
level in both directions to allow water to drain 
from the condenser section and condensate 
pan.

B. GENERAL SPECIFICATIONS

ST-A1273-26-01

89”
[2261 mm]

57 7/8”
[1470 mm]

ACCESS PANEL
ELECTRIC HEATER 

ACCESS PANEL
BLOWER

ACCESS PANEL COMPRESSOR

CONTROL ACCESS

120 & 150
MODELS

60”
[1524 mm]

090 & 102
MODELS

50”
[1270 mm]

RETURN COVER

SUPPLY COVER

DRAIN PAN

SERVICE DISCONNECT
KNOCKOUT

B.2. Major Components
The unit includes a hermetically-sealed 
refrigerating system consisting of a scroll 
compressor, condenser coil, evaporator coil 
with TXV, a circulation air blower, a condenser 
fan, and all necessary internal electrical wiring. 
The cooling system of these units is factory 
evacuated, charged, and performance tested. 
Refrigerant amount and type are indicated on 
rating plate.
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B.3. Product Data Information
B.3.1. Dimensional Information (Cont.)

IMPORTANT: This unit must be mounted 
level in both directions to allow water to drain from 
the condenser section and condensate pan.

B. GENERAL SPECIFICATIONS

ST-A1273-01_D-01

SERVICE
PORT
DOOR

POWER
ENTRY

RECEPTACLE

120 &150 Models
42 ¾”

[1111 mm]

090 & 102 Models
32 ¾”

[832 mm]

120 & 150 Models
39 ¼”

[997 mm]

090 & 102 Models
29 ¼”

[743 mm]

90 1/8”
[2289 mm]

59 1/2”
[1511 mm]

3 3/4”
[97 mm]

FILTER
ACCESS PANEL

INDOOR COIL
ACCESS PANEL

4 1/4”
[110 mm]

B.3.2. Product Specifications

The packaged Air Conditioning rooftop unit is 
available with 10, 15, 20, 30 or 40 KW electric 
heat input (either factory installed or field 
installed). Cooling capacity is 7.5, 8.5, 10, and 
12.5 nominal tons. Units are convertible from 
horizontal supply/return to bottom supply/return 
by relocation of supply/return cover panels. 
See section C.3.5. Cover Panel Installation/ 
Conversion Procedure for more details. 

The units are weatherized for mounting outside 
of the building. 

WARNING: Units are not design certified 
to be installed inside the structure. Doing so can 
cause inadequate unit performance as well as 
property damage or death.
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B. GENERAL SPECIFICATIONS
B.3. Product Data Information

B.3.3. General Data

See Appendix A towards the end of this manual for General Data.

B.3.4. Electrical Data Reference 

See Appendix B towards the end of this manual for Electrical Data.

B.3.5. Air Flow Performance Data 

See Appendix C towards the end of this manual for Air Flow Performance Data.

B.3.6. Supply and Return Duct Dimensions 

55 3/8”
[1407 mm]

59 1/2”
[1511 mm]

14 ¼”
[362 mm]

26 3/4”
[679 mm]

59 1/8”
[1507 mm]

6 1/2”
[165 mm]

12 7/8”
[327 mm]

5 1/2”
[140 mm]

28 ¾”
[730 mm]

6 3/8”
[162 mm]

36 5/8”
[930 mm]

86 3/4”
[2203 mm]

90 1/8”
[2289 mm]

14 3/8”
[366 mm]

37 1/2”
[954 mm]

ST-A1273-23-00

RETURN AIR

SUPPLY
AIR

2”
[51 mm]

TYP. (3) SIDES

1 3/8”
[35 mm]

(VIEW FROM BOTTOM LOOKING UP)

1 3/8”
[35 mm]

Figure B.3.6. - A: Supply And Return Dimensions For Downflow Applications (Bottom View Looking Up)
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B. GENERAL SPECIFICATIONS
B.3.6. Supply and Return Duct Dimensions 

Figure B.3.6. - B: Supply And Return Dimensions For Horizontal Applications

36 3/8”
[924 mm]

19 7/8”
[505 mm]

21 3/4”
[555 mm]

59 3/8”
[1510 mm]

28 3/8”
[721 mm]

13 7/8”
[353 mm]

12 5/8”
[321 mm]

ST-A1273-17-00

7 1/4”
[184 mm]

6 5/8”
[170 mm]3 7/8”

[99 mm]

SUPPLY AIR

RETURN
AIR

5 7/8”
[149 mm]

5 1/4”
[57 mm]


