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[  ] Designates Metric Conversions

DOWNFLOW TRANSITION DRAWINGS 
RXMC-DD03—Concentric Adapter 12.5 Ton Drop 

n Used with AEF3618 or AED3618 Concentric Diffusers

Field-Installed Accessories 
RGED Series
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Model No.
Flow Rate 
CFM [L/s]

Throw ➁ ➂ 
Feet [m]

Neck Velocity 
fpm [m/s]

Noise Level ➃ 
(dbA)

RXRN-AED2000

2600 [1222] 22-39  [6.7-11.9]  669.0 [3.4] 32
2800 [1316] 23-40  [7.1-12.2]  720.0 [3.7] 38
3000 [1410] 25-42  [7.6-12.8]  772.0 [3.9] 40
3200 [1504] 26-43  [7.9-13.1]  823.0 [4.2] 41
3400 [1598] 27-45  [8.2-13.7]  874.0 [4.4] 42
3600 [1692] 30-50  [9.1-15.2]  925.5 [4.7] 45
3800 [1786] 32-53  [9.8-16.2]  976.8 [4.9] 48
4000 [1880] 34-56 [10.4-17.1] 1028.1 [5.2] 50

ENGINEERING DATA¿

NOTES: ¿ All data is based on the air diffusion council guidelines. 
¡ Throw data is based on 75 FPM Terminal Velocities using isothermal air. 
¬ Throw is based on diffuser blades being directed in a straight pattern. 
√ Actual noise levels may vary due to duct design and do not include transmitted unit noise. 

Adequate duct attenuation must be provided to reduce sound output from the unit. 

[  ] Designates Metric Conversions

CONCENTRIC DIFFUSER 7.5/8.5 TON DROP 
RXRN-AED2000  
 
For Use With Concentric Adapter (RXMC-DD01) 
and 20" [508 mm] Round Supply and Return Ducts 

n  All aluminum diffuser with aluminum return air eggcrate 
n Built-in anti-sweat gasket 
n Molded fiberglass supports 
n Built-in hanging supports 
n Diffuser box constructed of sheet metal insulated 

with 1" [25.4 mm] 1.5 lbs. [.7 kg] duct liner 

Field-Installed Accessories 
RGED Series
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Field-Installed Accessories 
RGED Series

ENGINEERING DATA¿

Model No.
Flow Rate 
CFM [L/s]

Throw ➁ ➂ 
Feet [m]

Neck Velocity 
fpm [m/s]

Noise Level ➃ 
(dbA)

RXRN-AED3415

3600 [1692] 26-53  [7.9-16.2]  851.0 [4.3] 27
3800 [1786] 27-55  [8.2-16.8]  898.0 [4.5] 29
4000 [1880] 29-58  [8.8-17.7]  946.0 [4.8] 30
4200 [1974] 31-61  [9.4-18.6]  993.0 [5.1] 32
4400 [2068] 32-64  [9.8-19.5] 1040.0 [5.3] 33
4600 [2162] 34-66 [10.4-20.1] 1087.5 [5.5] 35

NOTES: ¿ All data is based on the air diffusion council guidelines. 
¡ Throw data is based on 75 FPM Terminal Velocities using isothermal air. 
¬ Throw is based on diffuser blades being directed in a straight pattern. 
√ Actual noise levels may vary due to duct design and do not include transmitted unit noise. 

Adequate duct attenuation must be provided to reduce sound output from the unit. 

[  ] Designates Metric Conversions

CONCENTRIC DIFFUSER 10.0 TON DROP  
15" x 34" [381 x 836 mm] 
RXRN-AED3415 
 
For Use With Concentric Adapter (RXMC-DD02)  
and 15" x 34" [381 x 836 mm] 
Supply and Return Ducts 

n  All aluminum diffuser with aluminum return air eggcrate 
n Built-in anti-sweat gasket 
n Molded fiberglass supports 
n Built-in hanging supports 
n Diffuser box constructed of sheet metal  insulated 

with 1" [25.4 mm] 1.5 lbs. [.7 kg] duct liner 
n Double deflection diffuser with the 

blades secured by spring steel
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Model No.
Flow Rate
CFM [L/s]

Throw ➁ ➂
Feet [m]

Neck Velocity
fpm [m/s]

Noise Level ➃
(dbA)

RXRN-AED3618

4400 [2068] 29-55  [8.8-16.8] 841 [4.3] 26
4600 [2162] 31-57  [9.4-17.4] 875 [4.4] 28
4800 [2256] 32-60  [9.8-18.3] 915 [4.6] 29
5000 [2350] 33-62 [10.1-18.9] 951 [4.8] 30
5200 [2444] 34-65 [10.4-19.8] 988 [5.1] 31
5400 [2538] 36-67 [10.9-20.4] 1025 [5.2] 32

ENGINEERING DATA¿

CONCENTRIC DIFFUSER 12.5 TON DROP 
18" x 36" [457 x 914 mm] 
RXRN-AED3618  
 
For Use With Concentric Adapter (RXMC-DD03) 
and 18" x 36" [457 x 914 mm]  
Supply and Return Ducts 

n   All aluminum diffuser with aluminum  
return air eggcrate 

n Built-in anti-sweat gasket 
n Molded fiberglass supports 
n Built-in hanging support 
n Diffuser box constructed of sheet metal  

insulated with 1" [25.4 mm] 1.5 lbs.  
[.7 kg] duct liner 

n Double deflection diffuser with the blades  
secured by spring steel

NOTES: ¿ All data is based on the air diffusion council guidelines. 
¡ Throw data is based on 75 FPM Terminal Velocities using isothermal air. 
¬ Throw is based on diffuser blades being directed in a straight pattern. 
√ Actual noise levels may vary due to duct design and do not include transmitted unit noise. 

Adequate duct attenuation must be provided to reduce sound output from the unit. 

[  ] Designates Metric Conversions

Field-Installed Accessories 
RGED Series
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Field-Installed Accessories 
RGED Series

CONCENTRIC DIFFUSER 7.5/8.5 TON FLUSH 
RXRN-AEF2000 

ENGINEERING DATA¿

Model No.
Flow Rate
CFM [L/s]

Throw ➁ ➂
Feet [m]

Neck Velocity
fpm [m/s]

Noise Level ➃
(dbA)

RXRN-AEF2000

2600 [1222] 17-24  [5.2-7.3] 663 [3.4] 30
2800 [1316] 18-28  [5.5-8.5] 714 [3.6] 35
3000 [1410] 20-30  [6.1-9.1] 765 [3.9] 35
3200 [1504] 22-33 [6.7-10.1] 816 [4.1] 40
3400 [1598] 23-37   [7-11.3] 867 [4.4] 40
3600 [1692] 25-38 [7.6-11.6] 918 [4.7] 43
3800 [1786] 26-39 [7.9-11.9] 969 [4.9] 45
4000 [1880] 27-40 [8.2-12.2] 1020 [5.2] 48

NOTES: ¿ All data is based on the air diffusion council guidelines. 
¡ Throw data is based on 75 FPM Terminal Velocities using isothermal air. 
¬ Throw is based on diffuser blades being directed in a straight pattern. 
√ Actual noise levels may vary due to duct design and do not include transmitted unit noise. 

Adequate duct attenuation must be provided to reduce sound output from the unit. 

[  ] Designates Metric Conversions

For Use With Concentric Adapter (RXMC-DD01) 
20" [508 mm] Round Supply and Return Ducts 

n  All aluminum diffuser with aluminum return 
air eggcrate 

n Built-in anti-sweat gasket 
n Molded fiberglass supports 
n Built-in hanging supports 
n Diffuser box constructed of sheet metal 

insulated with 1" [25.4 mm] 1.5 lbs.  
[.7 kg] duct liner 
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CONCENTRIC DIFFUSER 10.0 TON FLUSH 
18" x 36" [457 x 914 mm] 
RXRN-AEF3415  
 
For Use With Concentric Adapter (RXMC-DD02) 
18" x 36" [457 x 914 mm] 
Supply and Return Ducts 

n  All aluminum diffuser with aluminum 
return air eggcrate 

n  Built-in anti-sweat gasket 
n  Molded fiberglass supports 
n  Built-in hanging supports 
n  Diffuser box constructed of sheet metal 

insulated with 1" [25.4 mm] 1.5 lbs.  
[.7 kg] duct liner 

Model No.
Flow Rate
CFM [L/s]

Throw ➁ ➂
Feet [m]

Neck Velocity
fpm [m/s]

Noise Level ➃
(dbA)

RXRN-AEF3415

3600 [1692] 14-34 [4.3-10.4] 844 [4.3] 27
3800 [1786] 15-36 [4.6-11.1] 891 [4.5] 29
4000 [1880] 16-37 [4.9-11.3] 938 [4.8] 30
4200 [1974] 17-39 [5.2-11.9] 985 [5.1] 32
4400 [2068] 18-41 [5.5-12.5] 1032 [5.2] 33
4600 [2162] 19-43 [5.8-13.1] 1079 [5.5] 35
4800 [2256] 20-45 [6.1-13.7] 1126 [5.7] 36

NOTES: ¿ All data is based on the air diffusion council guidelines. 
¡ Throw data is based on 75 FPM Terminal Velocities using isothermal air. 
¬ Throw is based on diffuser blades being directed in a straight pattern. 
√ Actual noise levels may vary due to duct design and do not include transmitted unit noise. 

Adequate duct attenuation must be provided to reduce sound output from the unit. 

[  ] Designates Metric Conversions

ENGINEERING DATA¿

Field-Installed Accessories 
RGED Series
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Field-Installed Accessories 
RGED Series

ENGINEERING DATA¿

Model No.
Flow Rate
CFM [L/s]

Throw ➁ ➂
Feet [m]

Neck Velocity
fpm [m/s]

Noise Level ➃
(dbA)

RXRN-AEF3618

4400 [2068] 13-28  [4.1-8.5] 922 [47] 35
4600 [2162] 14-30  [4.3-9.1] 962 [4.9] 37
4800 [2256] 15-31  [4.6-9.4] 1002 [5.1] 39
5000 [2350] 16-32  [4.9-9.8] 1043 [5.3] 40
5200 [2444] 17-33 [5.2-10.1] 1083 [5.5] 42
5400 [2538] 18-35 [5.5-10.7] 1123 [5.7] 43

NOTES: ¿ All data is based on the air diffusion council guidelines. 
¡ Throw data is based on 75 FPM Terminal Velocities using isothermal air. 
¬ Throw is based on diffuser blades being directed in a straight pattern. 
√ Actual noise levels may vary due to duct design and do not include transmitted unit noise. 

Adequate duct attenuation must be provided to reduce sound output from the unit. 

[  ] Designates Metric Conversions

CONCENTRIC DIFFUSER 12.5 TON FLUSH 
18" x 36" [457 x 914 mm] 
RXRN-AEF3618  
 
For Use With Concentric Adapter (RXMC-DD03) 
18" x 36" [457 x 914 mm] 
Supply and Return Ducts 

n   All aluminum diffuser with aluminum return  
air eggcrate 

n Built-in anti-sweat gasket 
n Molded fiberglass supports 
n Built-in hanging supports 
n Diffuser box constructed of sheet metal 

insulated with 1" [25.4 mm] 1.5 lbs.  
[.7 kg] duct liner 
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DDC ECONOMIZER WITH SINGLE ENTHALPY (DOWNFLOW)  
MICROMETL ECONOMIZER WITH HONEYWELL CONTROLLER 
Factory or Field-Installed 
RXRD-01MDDBM3 
RXRX-BV02—Dual Enthalpy Kit DDC (for Honeywell DDC) 
RXRX-AR02—Sensor, Carbon Dioxide (Wall Mount)

[  ] Designates Metric Conversions

n Features Honeywell Controls 
n Gear Driven Direct Drive Actuator 
n Fully Modulating (0-100%) 
n Ultra Low Leak Dampers meet California  

Title 24 requirements and ASHRAE 90.1 2022 
n Slip-In Design for Easy Installation 
n Standard Barometric Relief Damper 
n Single Enthalpy with Dual Enthalpy  

Upgrade Kit Option 
n CO2 Input Sensor Option 
n Field Assembled Hood Ships  

with Economizer 
n Economizer Ships Complete for  

Downflow Duct Application 
n Optional Remote Minimum  

Position Potentiometer (270 ohm)  
(Honeywell #S963B1136) is Available  
from Prostock 

n Field Installed Power Exhaust Option 
n Prewired for Smoke Detector 
n If connected to a Building Automation System (BAS), all  

economizer functions can be viewed on the (BAS), or 16 x 2 LCD screen 
n If connected to thermostat, all economizer functions can be viewed on 16 x 2 LCD screen 

Field-Installed Accessories 
RGED Series

  27 9/16” 
[700 mm]

Illustration
ST-A1273-01_G-01

 25 15/16” 
[659 mm]

  41 13/16” 
 [1062 mm]

    4 31/32” 
[126.5 mm]

    4 51/64” 
[121.8 mm]
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n Features Honeywell Controls 
n Gear Driven Direct Drive Actuator 
n Fully Modulating (0-100%) 
n Ultra Low Leak Dampers meet California  

Title 24 requirements and ASHRAE 90.1 2022 
n Slip-In Design for Easy Installation 
n Standard Barometric Relief Damper 
n Single Enthalpy with Dual Enthalpy Upgrade  

Kit Option 
n CO2 Input Sensor Option 
n Field Assembled Hood Ships with Economizer 
n Economizer Ships Complete for  

Horizontal Duct Application 
n Optional Remote Minimum Position Potentiometer  

(270 ohm) (Honeywell #S963B1136) is Option 
from Prostock 

n Field Installed Power Exhaust Available 
n If connected to a Building Automation System 

(BAS), all economizer functions can be viewed 
on the (BAS), or 16 x 2 LCD screen 

n If connected to thermostat, all economizer  
functions can be viewed on 16 x 2 LCD screen

[  ] Designates Metric Conversions

DDC ECONOMIZER WITH SINGLE ENTHALPY (HORIZONTAL) 
MICROMETL ECONOMIZER WITH HONEYWELL CONTROLLER 
Field-Installed Only 
RXRD-01MDHBM3 
RXRX-BV02—Dual Enthalpy Kit DDC (for Honeywell DDC) 
RXRX-AR02—Sensor, Carbon Dioxide (Wall Mount)

Field-Installed Accessories 
RGED Series
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NON-DDC ECONOMIZER WITH NO CONTROLS (DOWNFLOW)  
MICROMETL ECONOMIZER, BELIMO ACTUATOR  
Field-Installed Only 
RXRD-31MDDAM3 
RXRX-ACD01—Wire Harness for Non-DDC Generic Economizers 

[  ] Designates Metric Conversions

n Gear Driven Direct Drive Actuator  
n Fully Modulating (0-100%)  
n Ultra Low Leak Dampers meet California Title 24 

requirements and ASHRAE 90.1 2022 AMCA 511 Certified 
Class 1A Leakage—1" WG of differential pressure tested  
to AMCA Standard 500-D 

n Slip-In Design for Easy Installation  
n Plug-In Polarized 12-pin Electrical Connections  
n Standard Barometric Relief Damper  
n Controller and Sensors to be determined by Customer  
n Field Assembled Hood Ships with Economizer 
n Economizer Ships Complete for Downflow Duct Application  
n Field Installed Power Exhaust Option 

 7.576” [192.430 mm] 

 27.640” [702.056 mm] 

 41.674” [1058.520 mm] 

 18.444” 
[468.478 mm] 

Field-Installed Accessories 
RGED Series
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Field-Installed Accessories 
RGED Series

n Features Siemens Controls  
n Gear Driven Direct Drive Actuator  
n Fully Modulating (0-100%)  
n Low Leakage Dampers  
n Slip-In Design for Easy Installation  
n Standard Barometric Relief Damper  
n Single Enthalpy with Dual Enthalpy 

Upgrade Kit Available  
n CO2 Input Sensor Option 
n Field Assembled Hood Ships with 

 Economizer  
n Economizer Ships Complete for 

Downflow Duct Application  
n Field Installed Power Exhaust Option 
n Prewired for Smoke Detector  
n If connected to a Building Automation 

System (BAS), all economizer 
functions can be viewed on the (BAS) 
or 16 x 2 LCD screen  

n If connected to thermostat, all 
economizer functions can be viewed 
on 16 x 2 LCD screen 

n Can be Converted to DDC Operation 
with the Economizer Universal DDC 
Interface Kit (RXRX-DDC01)

NON-DDC ECONOMIZER WITH SINGLE ENTHALPY (DOWNFLOW) 
MICROMETL ECONOMIZER WITH SIEMENS CONTROLS 
Factory or Field-Installed 
RXRD-11MDDAM3 
PD555460—Dual Enthalpy, Temperature and Humidity Sensor  
(for Siemens Controller) 
RXRX-AR02—Sensor, Carbon Dioxide (Wall Mount)

  27 9/16” 
[700 mm]

Illustration
ST-A1273-01_G-01

 25 15/16” 
[659 mm]

  41 13/16” 
 [1062 mm]

    4 31/32” 
[126.5 mm]

    4 51/64” 
[121.8 mm]

[  ] Designates Metric Conversions


