8733838716 (2024/05) US

BOSCH

Installation, Operation, and Maintenance Manual

CL Series Heat Pumps

CLOO07 |CLO09|CLO12|CLO15|CLO18|CL024|CLO30|CLO36|CLO42|CLO48|CLO60|CLO70

.

£l; AL w2 CERTIFIED" [ G“-l'

W B R R g

Intertek



Table of Contents
1 Document Conventions 4
1.1 Key to SYMDOIS ......oovveerieeiieieere e 4
1.2 General Safety Instructions.........ccccoevveeeeeeeeeeennenn. 4

1.3 Refrigerant Safety Warnings.........cccceveeveerveveennenns 5
2 Model Nomenclature 7
3 General Description 8
3.1 Operating LimitS.......ccccveereeeriierieesie e esee e 9
3.2 Approved Supplementary Heaters ..........c...ccoeu... 10
4 Inspecting and Storing the Equipment.........c.cceceenneneene 11
4.1 Moving and Storage
4.2 Initial INSPECHION ......eoveeeeeeieiieiieeceeeeeeeeeeeeee
4.3 Inspection and Unpacking Prior to Installation......... 11
5  UnitInstallation 12
5.1 Location Selection ..........ceceeevereeneerieeieneeienne. 12
5.2 Protecting the Unit During Construction................. 13
5.3 Return and Supply Air Duct Flanges Preparation...... 13
5.4 Mounting Vertical (VT) Units..........cccoveeeeererienene 13
5.5 Horizontal (HZ) UNItS ....cc.vveveeiieiiecieeeeeeceeeeee 13
5.6 Condensate Drain.........cceecvevvenienieenieeieeneenieenne 16
5.7 e e e e e e aaaae s 17
5.8 TDING vttt 17
5.9  Electrica-Power Supply Wiring........ccccoeveeevveenenne 19
5.10  Electricak-Low-Voltage Wiring........cccoveeevreeveennen. 20
5.11 ECMInterface Board........c.ccceveevveevenreesneeniennnns 23
6 Specific Application Considerations...........ccccceeeeeueeces 24
6.1 Well Water Systems ........ooovveeeveeeeieeceieceeeeieeens
6.2 Open Well Water Systems
6.3 Cooling Tower/Boiler Systems...........cccceeeeeerenene 25
6.4 Geothermal Closed-Loop Systems ..........ccccceeeveenne 26
7  Water-Quality Considerations 27
8 Post-Installation System Checkout ...........ccceceeucenceecess 29
9 Pre-Start-Up 29
9.1 AT COIl.eeeeeeeee e 29
9.2 Checking Scroll Compressor Rotation.................... 29
10 Start-up 30
10.1  Unit Start Up Cooling Mode.........cccevverveeveereeennnn. 30
10.2  Unit Start Up HeatingMode............ccovveerveeerreennnne 30
11 Commissioning 30
12 Safety Devices and the UPM Controller Overview ........ 31
12.1  UPM Default Settings and DIP Switch Positions........ 33
12.2  UPMBoard Features ........ccceeeveveereeriecveerevenne. 33
12.3  UPM Sequence of Operation ............ccceeeveevvenennen. 35
13 Options 36
13.1  Unit Mounted Non-Fused Disconnect Switch .......... 36
13.2  Internal Two-Way Water Valve ........c.ccceeeveevennennee. 36
13.3  ECONOMIZEN ..eeveeieeieeeee e 36
13.4  Hot Gas Reheat
13.5  Boilerless Control..........ccccveeveeeeceeviecieeieienee. 37
13.6  Option Card (included with Economizer, Hot Gas Reheat
and/or Boilerless control options) ..........cccvceveeveenn. 38

2|

BOSCH

13.7  Refrigerant Leak Detection System Option ............. 39
14 FanMotor Options 39
14.1  Permanent Split Capacitor Motors (PSC) ............... 39
14.2  Constant Torque Motors (ECM) ......c.ccveevvereenenne. 42
14.3  Constant Airflow Motors (ECM).......ccccceeevreveeennen. 47
15 Maintenance 50
15.1  Filter Changes......cceevvvvevuveeciieeeeeccreeecreeevee e 50
15.2  Annual Checkup 50
15.3  Annual Condensate Drain Cleaning............cc......... 50
16 Handling Periodic Lockouts 50
17 Servicing and Repair Information 50
17.1  Personal Protective Equipment........c..ccovveeveennenn. 50
17.2  Confined Space Work 50
17.3  Controlled Work Procedure.........cccceeuveereeveennnnne. 50
17.4  Safety Checks ......ceeevuveeeeeeeeieeeeeecieeeeeevee e 50
17.5  Checks to Electrical Devices 51
17.6  Repairs to Sealed Components.........cccceeeervernenne. 51
17.7  Repair to Intrinsically-Safe Components................. 51
17.8  Check Cabling 51
17.9  Detection of Flammable Refrigerants..................... 51
17.10 Removal and Evacuation ..........cccceevvereenueeneeneeenne. 52
17.11 Charging Procedures ...52
17.12 RECOVEMY oottt 52
17.13  SErViCE ACCESS ...eevuveeereeriieeiieenieereeerieeeiee e 53
18 Decommissioning Information 54
18.1  Protecting the Environment...... 54
18.2  Decommissioning Procedure.... 54
18.3  Labeling ..occeeeeeiieieceeeee e 54
19 Troubleshooting 55
19.1  Unit Troubleshooting...........cccveeveeveeeneeeiieenne. 55
19.2  Option Card Troubleshooting ..........cccceevevreenenes 61
20 Specification Tables 62
20.1  Operating Temperatures and Pressures ................. 62
20.2  Water-Side Pressure Drop Table ..........c..cccveeeneeee. 68
20.3  Compressor Characteristics..........cceevvevveereereennen. 69
20.4  Corner Weights (Horizontal Cabinets Only)............. 70
20.5 Model 24 Thermistor (Freeze Sensor) Test Values... 71
21 Wiring Diagrams 72
21.1  Single-Stage, Single-Phase, Standard Unit with
Permanent Split Capacitor (PSC) Motor.................. 72
21.2  Single-Stage, Single-Phase, Standard Unit with
Constant Torque (CT) MOtOr........ccveeveevveeeeereenneens 73
21.3  Single-Stage, Single-Phase, Standard Unit with
Constant Airflow (CA) MOtOr ........eovvveuveeiviiieeeanes 74
21.4  Single-Stage, Single-Phase Unit with Optional
Components and PSC Motor .........ccccevveeevieecneennns 75
21.5  Single-Stage, Single-Phase Unit with Optional
Components and CTMOtOr.......c..ccvevveevreeieireenneans 76
21.6  Single-Stage, Single-Phase Unit with Optional
Components and CAMOLON ..........cccveeereeeereeeneenns 77
21.7  Single-Stage, Single-Phase Unit with CT Motor and
ElectricHeat .......coovveeeieeiieeceieeceeeeeeee, 78
21.8  Single-Stage, Single-Phase Unit with CA Motor and
ElectricHeat .....oovevvieiieieeeeceeece e 79
21.9  Single-Stage, Single-Phase Unit with Optional
Components, CT Motor, and Electric Heat .............. 80

21.10 Single-Stage, Single-Phase Unit with Optional

CL Series Heat Pumps —8733838716 (2024/05)



BOSCH

Components, CA Motor, and Electric Heat ............. 81
21.11 Single-Stage, Three-Phase, Standard Unit with PSC
MOTOT .ttt 82
21.12 Single-Stage, Three-Phase, Standard Unit with CT
MOLOT ..t 83
21.13 Single-Stage, Three-Phase, Standard Unit with CA
MOTOT .ttt 84
21.14 Single-Stage, Three-Phase Unit with Optional
Components and PSCMOtOr .......c..coveeveeueeveennenne 85
21.15 Single-Stage, Three-Phase Unit with Optional
Components and CTMotor .........cccccevveevveeeneennen. 86
21.16 Single-Stage, Three-Phase Unit with Optional
Components and CAMOtOr ..........ccceeeeeeeeinnenen. 87

22 Dimensional Drawings
22.1  Vertical (VT) Unit DiImensions. .........ccccveeureeeeennen.
22.2  Vertical (VT) Cabinet Options Dimensions
22.3  Horizontal (HZ) Unit Dimensions ..........ccceeeuvene...

22.4  Horizontal (HZ) Cabinet Options Dimensions.......... 94
22.5  Service Clearance .......ccccevveeeveeerveecveeereeeeneeennen. 96
23 Terminology 97
23.1  ACTONYMS..ccouiiiiiieiiieeeieee ettt 97
23.2  TEIMS ittt 97
24 Check-Out Sheet 98
25 Notes 929

CL Series Heat Pumps—8733838716 (2024/05) |3




Document Conventions

1 Document Conventions
1.1 Key to Symbols

1.1.1 Warnings

Warnings in this document are identified by a warning triangle
followed by a signal word.

Signal word at the beginning of a warning indicate the type and
seriousness of the ensuing risk if measures to prevent the risk are
not taken.

The following signal words are defined and can be used in this
document:

A DANGER

DANGER indicates a situation that, if not avoided, will resultin
death or serious injury.

/\ WARNING

WARNING indicates a situation that, if not avoided, could
result in death or serious injury.

/\\ CAUTION

CAUTION indicates a situation that, if not avoided, could
result in minor to moderate injury.

NOTICE

NOTICE is used to address practices not related to personal
injury.

1.1.2 Important Information

This info icon indicates important information where there is
no risk to property or people.

BOSCH

1.1.3 Additional Symbols

> A stepin an action sequence.

> Areference to a related part in the document.
. Alist entry.

- Alist entry (second level)

Table 1  Additional Symbols

1.2 General Safety Instructions
A DANGER

Personal Injury Hazard or Property Damage!

Improper installation, adjustment, alteration, service,
maintenance, or use can cause explosion, fire, electrical
shock, or other conditions that may cause death, serious
personal injury and/or property damage. Consult a qualified
installer, service agency, or your distributor or branch for
information or assistance. The qualified installer or agency
must use factory-authorized kits or accessories when
modifying this product. Refer to the individual instructions
packaged with the kits or accessories when installing.

A DANGER

Electric Shock!

Before performing service or maintenance operations on the
system, turn OFF main power to the unit. Electrical shock will
cause personal injury or death.

/\ WARNING

Personal Injury Hazard!

Installation and servicing of this equipment can be hazardous
due to system pressure and electrical components. Only
trained and qualified personnel should install, repair, or
service the equipment.

4]

/\ WARNING

When working on equipment, always observe precautions
described in the literature, tags, and labels attached to the
unit. Follow all safety codes. Wear safety glasses and work
gloves. Use a quenching cloth for brazing, and place a fire
extinguisher close to the work area.

CL Series Heat Pumps—8733838716 (2024/05)
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/\ WARNING

DO NOT reuse screws removed from the unit in Step #1 of
Installing the Hanging Bracket Kit to mount the hanging
brackets to the unit.

/\ WARNING

Do NOT use means to accelerate the defrosting process or to
clean, unless recommended in these instructions.

/\ WARNING

Fire Hazard!

The appliance must be stored in a room without continuously
operating ignition sources (e.g., open flames, an operating
gas appliance, or an operating electric heater).

/\ WARNING

Fire Hazard!

Auxiliary devices that may be ignition sources must NOT be
installed in the ductwork, unless the auxiliary devices are
approved for use with the specific appliance or declared
suitable for the refrigerant.

/\\ CAUTION

Burn Hazard!
Hot surfaces inside unit may cause burns.

/\\ CAUTION

Personal Injury Hazard!

When servicing horizontal units do not remove top panel while
unit is suspended as this compromises unit structure. If top
panel removal is required for service, the base of the unit must
be completely supported on a level surface strong enough to
hold its weight.

/\\ CAUTION

Personal Injury Hazard!

Sheet metal parts may have sharp edges or burrs. Use care
and wear appropriate protective clothing and gloves when
handling parts.

CL Series Heat Pumps—8733838716 (2024/05)
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NOTICE

To avoid equipment damage, DO NOT use these units as a
source of heating or cooling during the construction process.
Doing so may affect the unit's warranty. The mechanical
components and filters will quickly become clogged with
construction dirt and debris, which may cause system
damage or failure.

NOTICE

This appliance is not intended for use by people (including
children) with reduced physical, sensory, or mental
capabilities, or with lack of experience and knowledge, unless
they are supervised or have been giveninstruction concerning
use of the appliance by a person responsible for their safety.

Children should be supervised to ensure that they do not play
with the appliance.

1.3 Refrigerant Safety Warnings

Refrigerant
Safety Group

A2L

%

A DANGER

Poisonous Gas!
Poisonous gas can be created when refrigerant (R454B) is
exposed to open flames.

/\ WARNING

Risk of Fire!
Flammable Refrigerant Used—To be repaired only by trained
service personnel. DO NOT puncture refrigerant tubing.

/\ WARNING

Risk of Fire!
Flammable Refrigerant Used—Dispose of properly in
accordance with federal or local regulations.
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Personal Injury Hazard!
Do NOT pierce or burn refrigerant lines.

Be aware that refrigerants may not contain an odor.

NOTICE

To avoid the release of refrigerant into the atmosphere, the
refrigerant circuit of this unit must be serviced only by
technicians who meet local, state, and federal proficiency
requirements.

NOTICE

All refrigerant discharged from this unit must be recovered
WITHOUT EXCEPTION. Technicians must follow industry
accepted guidelines and all local, state, and federal statutes
for the recovery and disposal of refrigerants. If a compressor
is removed from this unit, refrigerant circuit oil will remain in
the compressor. To avoid leakage of compressor oil,
refrigerant lines of the compressor must be sealed after it is
removed.

BOSCH
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2 Model Nomenclature

CL024-1VTC-LLTPDA-X GXX XXXX7XXXX1XXXXSBA
1-2 356 7 89101112 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 3536 37 38 39 40
j_l [ S {1 T N T} [ W [y T A S ) L[
MODEL: CODE STRING LEVEL:
CcL A — Revision
NOMINAL CHANNEL:
CAPACITY: B — Bosch
007, 009, 012, 015,
018, 024, 030, 036, STANDARD/SPECIAL:
042, 048, 060, 070 S — Standard
A — Special #1
ELECTRICAL
CONFIGURATION: — AGENCY OPTIONS:
1 —208-230/60/1 X — Standard, 5k SCCR
2-—-277/60/1 G — 100kA SCCR
3—208-230/60/3 E — 5k SCCR, Single-Point Power Electric Heat
4—460/60/3 D — 5k SCCR, Dual-Point Power (Fire Alarm Relay)
5—575/60/3
NOT USED:
CABINET CONFIGURATION: X — None
HZ — Horizontal
VT — Vertical ——— DRIVE SPEED (MC ONLY):
X —N/A
gOAé( OPTIONS: MOTOR HP/QTY (BELT DRIVE ONLY)
— Copper
N — Cupro-nickel X —N/A
AIR FILTRATION:
WATER CONNECTION: —— | 1— 1" Throwaway - 2-Sided Filter Rack (Side Access)
A — Front-Right Water 2 — MERV13 - 4" 4-Sided Filter Rack (Side Access)
L — Front-Left Water 4 — MERV8 - 2" 4-Sided Filter Rack (Side Access)
5 — MERV13 - 2" 4-Sided Filter Rack (Side Access)
. A — 1" Throwaway - 2-Sided Filter Rack (Bottom Access)
RETURN AIR CONFURATION: B — MERV13 - 4" 4-Sided Filter Rack (Bottom Access)
L—Left D — MERVS - 2" 4-Sided Filter Rack (Bottom Access)
R — Right E — MERV13 - 2" 4-Sided Filter Rack (Bottom Access)
DISCHARGE AIR LOCATION: ———— L NOTUSED:
T—Top X — None
S — Straight Through
E—End L ECONOMIZER:
X — None
FAN/MOTOR OPTION: E — Economizer with 3-Way Valve and Controls
A~ Constant Aiflow ECM WATER-FLOW CONTROL OPTIONS:
T — Constant Torque ECM X — None .
2 — 2-Way Solenoid Valve
3 — MeasureFlow (3 GPM/Ton)
AIR COIL: 4 — 2-Way Solenoid + MeasureFlow
U — Uncoated 6 — Water Regulating Valve Connection
D — DuoGuard H — Flow Proving Switch (DPS)
REVISION LEVEL: CONTROLS:
A — Current X — Standard
M—DDC - Multi-Protocol (BacNET, Modbus, N2)
i"_EEZ:'eC HEAT: TRANSFORMER:
Ao 5_s0uA.
B—7.5kwW -
C — 10 KW 7—T75VA
REFRIGERATION:
CABINET CONSTRUCTION: X — None
A — G90 Steel / 1/2" 1.5 LB Dual-Density Fiberglass H — Hot Gas Reheat - On/Off
C — G90 Steel / 1/2" Closed-Cell Foam B — Hot Gas Bypass
D — G90 Steel / 1/2" 1.5 LB Dual-Density Fiberglass, Extra Quiet C — Hot Gas Bypass with Hot Gas Reheat
F — G90 Steel / 1/2" Closed-Cell Foam, Extra Quiet S — Straight Cool
2 —G90 Steel / 1/2" Closed-Cell Foam, 2% Air Leakage
3 —G90 Steel / 1/2" Closed Cell Foam, Extra Quiet, 2% Air Leakage ELECTRICAL OPTIONS:
X — As Default for Non-Used Electrical Codes
B — Blower Monitor Relay
L — Leak Sensor
APPLICATION: K — Fire Alarm Relay/Dual Power

A —EMS relay

C — Compressor Monitor Relay

E — Pump/Valve Relay

G — Boilerless Control

J — Disconnect Switch

M — Wire Transformer to 208 Volts

G — Extended Range (Geothermal)

NOTE: Not all options are available on all models.

Fig. 1 Model Nomenclature
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General Description

3 General Description

The CL series water-to-air heat pump provides an unmatched
combination of performance, features, and flexibility for both
high-performance new construction applications and
replacement of existing water-to-air heat pumps.

All units are certified by the Air-Conditioning, Heating, and
Refrigeration Institute (AHRI) to AHRI/ANSI/ASHRAE/ISO
standard 13256-1 for water-to-air and brine-to-air heat pumps
at Water Loop Heat Pump, Ground Loop Heat Pump, and Ground
Water Heat Pump application points. All CL Water-to-Air Heat
Pumps conform to UL 60335-2-40 by Intertek-ETL.

CL series units are available in two basic configurations: Vertical
Top-Supply Air (VT) and Horizontal End-Supply Air or Straight-
Through Supply Air (HZ). Each of these configurations are
available with either left- or right-hand return air. HZ models can
have the supply air field converted from end discharge air to
straight through with no additional parts required.

CL units can accommodate a wide range of air temperatures,
however, standard CL models should not be used for 100%
outside air without consulting with Engineering Applications
(EAP). 100% outside air routinely requires higher levels of
dehumidification than is available from equipment designed
for return air applications.

NOTICE

CL units are designed and rated for indoor installation only.

NOTICE

DO NOT install CL units in environments that fall below
freezing or exceed 100°F ambient.

NOTICE

CL cabinets are constructed of heavy-gauge galvanized steel
and will resist most common types of corrosion but avoid
installations in high-salt concentration or highly-corrosive
environments.

CL series units are offered with a wide range of factory-installed
options including: internal 2-way valves; DuoGuard™ air coils;
2“4-sided filter racks; MERV 13 filters (with constant airflow
ECM motors); on-board DDC controls; copper or cupro-nickel
water coils; water-side economizers, and more refer to the unit
model number for installed options. = See the Options section
on page #36.

BOSCH

On-board safety features will protect the major unit
components from damage.

CL Series Heat Pumps—8733838716 (2024/05)
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3.1 Operating Limits
3.1.1 Environment

This equipment is designed for indoor installation only. Extreme
variations in temperature, humidity, and corrosive water or air
will adversely affect the unit performance, reliability and service
life.

3.1.2 Power Supply

A voltage variation of + 10% of nameplate utilization voltage is
acceptable.

3.1.3 Unit Starting Conditions

Minimum ambient temperature for heating operation is 45°F.
Minimum entering air for heating is 40°F. Minimum entering
water temperature for heating with standard range units is 50°F
and for extended range units is 20°F. Air and water flow rates
must be within the cataloged range.

General Description

Operating limits listed in the Unit Starting Conditions section
are not suitable for continuous operating conditions. Assume
that such start-up conditions are for the purpose of bringing
the building space up to occupancy temperature.

3.1.4 Normal Operating Conditions

Normal operating conditions must fall in the limits defined in the
table below. (= Refer to Table 2.)

Operating Limits
Fluid Type Specification Cooling Heating
Minimum ambient air temperature 50°F 40°F
Maximum ambient air temperature 100°F 85°%F
. Rated ambient air temperature 80°F 68°F
Air Minimum air coil entering air do/wb 65/57°F 45°F
Maximum air coil entering air do/wb 95/85°F 80°F
Rated air coil entering air db/wb 80/67°F 68/59°F
- LWT <40°F
Antifreeze Protection Required
- EWT <50°F
Minimum water coil entering fluid temperature 45°F 20°F
Maximum water coil entering fluid temperature 110°F 80°F
Water Loop 86°F 68°F
Liquid Rated water coil entering fluid Eramtllaep 779 30
temperature
Ground Water 59°F 50°F
Standard Unit 400 psi/2,785 kPa
Maximum operating water pressure |yt factory installed water valve 300 psi/2,068 kPa
option
Minimum operating water flow rate 1.5 GPM per ton

page. (See the QR code on the back page of the IOM).

Acronyms:
LWT: Leaving Water Temperature
EWT: Entering Water Temperature

Note: Maximum and minimum operating limits may not be combined. Refer to Engineer Submittal Sheet on the product information

Table 2 Operating Limits

CL Series Heat Pumps—8733838716 (2024/05)
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3.2 Approved Supplementary Heaters

Electric Heat Kit 5kW Electric HeatKit 7.5kW Electric Heat Kit 10kW
Unit Model/Size Model: HK050-1401 Model: HK075-1401 Model: HK100-1401

007 - - -
009 = = =
012 - - -
015 - - -
018 - _

024 v v -
030 v v

036 v v v
042 v v v
048 v v v
060 v v v
070 v v v

Table 3 Approved Supplementary Heaters

10| CL Series Heat Pumps —8733838716 (2024/05)




BOSCH

4 Inspecting and Storing the Equipment

4.1 Moving and Storage

Ifthe equipment is not needed forimmediate installation upon its
arrival at the job site, it should be left in its shipping carton and
stored in a clean and dry area. Units must only be stored or
moved in the normal upright position at all times.

NOTICE

Be careful to avoid damage to filter racks and duct flanges
when storing or handling units.

NOTICE

Never lift or move units by filter racks, external piping, or
attached options/accessories.

NOTICE

Never stack units when transporting them.

NOTICE

When storing units:

» DO NOT stack units larger than 6-tons capacity!

» DO NOT stack vertical units with under 6-tons capacity more
than two (2) high.

» DO NOT stack horizontal units with 6-tons capacity more
than three (3) high.

4.2 Initial Inspection

Verify that all items have been received and that there is no
visible damage. Note any visible damage or shortage on all copies
of the freight bill. Concealed damage not discovered until after
removing the units from packaging must be reported to Bosch by
the original purchaser by filing a claim at:
https://claims.bosch-homecomfort.us

CL Series Heat Pumps—8733838716 (2024/05)
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4.3 Inspection and Unpacking Prior to Installation

Inspect the product carefully for any defects or other
discrepancies. If any are identified, contact the Bosch
Wholesaler/Distributor from which you purchased the unit.

The following should be checked:

» Compare the electrical data on the unit nameplate with
ordering and shipping information to verify that the correct
unit has been shipped.

» Verify that the unit is the correct model for the entering water
temperature of the job.

» Only remove the packaging when the unit is ready for
installation.

» Verify that the refrigerant tubing is free of kinks or dents, and
that it does not touch other unit components.

» Inspect all electrical connections. Be sure connections are
clean and tight at the terminals.

» Remove any shipping brackets from the unit attached to the
pallet.

(11



Unit Installation

5 Unit Installation

This section contains information on the following:

+ Location Selection—page #12

«  Protecting the Unit During Construction—page #13

+ Return and Supply Air Duct Flanges Preparation—page #13
+ Mounting Vertical (VT) Units—page #13

« Configuring the Horizontal Supply Air Orientation—page #13
+ Mounting Horizontal (HZ) Units—page #14

« Installing the Hanging Bracket Kit—page #15

+ Condensate Drain—page #16

«  Duct System—page #17

+ Piping—page #17

« Electrica-Power Supply Wiring—page #19

+ ElectricaH.ow-Voltage Wiring—page #20

+  Specific Application Considerations—page #24

- Water Quality Considerations—page #27

+ Post-Installation System Checkout—page #29

« Pre-Start-Up—page #29

 Start-Up—page #30

« Commissioning—page #30

/\ WARNING

This product is to be installed, serviced, and uninstalled by
professionals only.

NOTICE

DO NOT use CL series units for temporary heating, air
conditioning or ventilation during construction, especially
when plastering, sanding, or painting. Care should be taken to
avoid introduction of dust, paint, or debris into the air coil.
Warranty will be void if the units are used during construction.

5.1 Location Selection

Unit location selection is very important for proper installation,
functioning, and ease of servicing.

When selecting a location for the unit, the following conditions
must be met:

+ Location must be indoors.

« The ambient temperatures must be maintained above
freezing.

12|
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+ Location must be isolated from sleeping areas, private
offices, and other acoustically sensitive spaces.

+ Mount the unit using an adequate slope of the condensate
lines to allow for proper drainage. If an appropriate slope
cannot be achieved, a field-supplied condensate pump may
be required.

+  Onhorizontal units, adequate room must be below the unit
level for the condensate drain trap and avoid placing the unit
above piping, ducting, and electrical lines to facilitate future
removal and replacement of unit.

«  Sufficient space for duct connection must be available. Do
not allow the weight of the duct work to rest on the unit.

+ Adequate clearance for filter replacement and drain pan
cleaning must exist. DO NOT allow piping, conduit, etc. to
block filter access.

« Sufficient access to allow maintenance and servicing of the
fan and fan motor, compressor and coils must be allowed.
Removal of the entire unit from the closet should not be
necessary.

+ Anunobstructed path to the unit within the closet or
mechanical room must be present. Space should be
sufficient to allow return air to freely enter the unit.

- Ready access to water valves, fittings, and screwdriver
access to unit side panels, discharge collar, and all electrical
connections must be provided.

Where access to side panels is limited, pre-removal of the
control box side-mounting screws may be necessary for future
servicing.

NOTICE

CL series units are not approved for outdoor installation;
therefore, they must be installed inside a structure in a
conditioned space.

A “conditioned space” is a space within a building provided
with heated or cooled air or both (or surfaces) and, where
required, with humidification or dehumidification means to
maintain conditions for an acceptable thermal environment.

CL Series Heat Pumps—8733838716 (2024/05)
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5.2 Protecting the Unit During Construction

Once the unit is properly positioned on the job site, cover it with
either a shipping carton, vinyl film, or an equivalent protective
covering. Cap opens ends of pipes stored on the job site. This
precaution is especially important in areas where painting,
plastering, or spraying of fireproof material, etc. is not yet
complete. Foreign material that accumulates within the units can
prevent proper start-up and require costly clean-up operations.
Before installing any of the systems components, be sure to
examine each pipe, fitting valves and remove any dirt or foreign
material found in or on these components.

NOTICE

Equipment should never be used during construction due to
likelihood of wall board dust accumulation in the air coil of the
equipment that permanently affects the performance and
may shorten the life of the equipment.

5.3 Return and Supply Air Duct Flanges Preparation

CL heat pumps feature fold-out return and supply air duct
flanges. These fold-out flanges come folded in from the factory to
allow the heat pumps to more easily fit through doorways and
other tight spaces, and also to prevent damage in shipping and
handling.

Following installation of the heat pump, fold out all fold-out
flanges to ensure that return and supply air flow is not
obstructed. These flanges can be easily folded using standard or
duckbill pliers. Once folded out, these flanges can be used to
support light duct work loads.

5.4 Mounting Vertical (VT) Units

In order to minimize vibration transmission from the unit to the
building structure mount the CL Series vertical units on a
vibration absorbing pad slightly larger than the unit base. (= See
Fig.2.)

Itis generally not necessary to anchor the unit unless required by
local code. All major service access for the CL Series vertical
models is from the front side of the unit. When installing the unit
inaconfined space suchas a closet, ensure that the service panel
screws are accessible, that the filter can be replaced without
damage, and that water and electrical connections are
accessible. For models with a unit-mounted disconnect switch,
make sure the switch can be easily seen and operated.

To reduce sound transmission, install units using flexible
electrical conduit and hose kits. Care should be taken to ensure
that no part of the unit cabinet is touching part of the building
structure.

CL Series Heat Pumps—8733838716 (2024/05)
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Vibration
Absorbing Pad

Fig. 2 Vibration Absorbing Pad

5.5 Horizontal (HZ) Units

5.5.1 Configuring the Horizontal Supply Air Orientation

The supply air location on CL Series Horizontal units can be field
converted from end blow to straight through or vice-versa.

NOTICE

Blower configuration changes should be done prior to unit
being installed in the final location.

Fig. 3 End-Blow Orientation
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Fig. 4  Straight-Through Orientation

STRAIGHT
THROUGH l ‘

t l END
BLOW

Fig. 5 Blower Configuration
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To convert the supply air direction, follow the steps below:

(> SeeFig. 3, Fig. 4, and Fig. 5.)

1. [fthe unitis connected to power, shut OFF the unit and
disconnect switch or circuit breaker.

2. Locate the Motor Access Panel (A). Remove the three
screws at top and the three screws at the bottom of the
panel. Remove the access panel and place it aside.

NOTICE

Be careful not to damage the refrigerant coils or any other
internal unit components.

3. Locate Blower Panel (B). Remove the three screws from top
and the three screws from bottom of the panel. Leave the
blower panel in place on the base pan.

4. Locate Access Panel Corner Post (C). Remove the four
screws from top and the four screws from the bottom.
Remove the corner post and set it aside.

5. Locate Blower Support Bracket (D). Remove the one screw
and set it aside.

6. Move Blower Panel (B) with blower to desired location,
rotating it 180°. (> See Fig. 5.) The motor power and
control harness can be unplugged to facilitate blower
relocation.

7. Reinstall Access Panel Corner Post (C) using the eight
screws previously removed.

8. Fasten Blower Panel (B) using the six screws previously
removed.

9. Reinstall and fasten Blower Support Bracket (D) using the
one screw previously removed.

10. Reattach the motor power and control harness if
disconnected earlier.

11. Reinstall and fasten Motor Access Panel (A) using the six
screws previously removed.

5.5.2 Mounting Horizontal (HZ) Units

While HZ units may be installed on any level surface strong
enough to hold their weight, they are typically suspended above
a ceiling by threaded rods. Attach the unit corners using a
hanging bracket kit supplied with the HZ units. The rods must be
securely anchored to the ceiling. Refer to the hanging bracket
assembly and installation instructions for details.
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NOTICE

Horizontal units installed above the ceiling must conform to all
local codes. An auxiliary drain pan, if required by code, must
be at least four inches larger than the bottom perimeter of the
heat pump.

Plumbing connected to the heat pump must not come in direct
contact with building structure or its components (such as joists,
trusses, walls, etc.).

Some applications require an attic floor installation of the HZ
unit. In those cases, the unit must be setin a full-sized secondary
drain pan on top of a vibration absorbing pad. The secondary
drain pan prevents possible condensate overflow or water
leakage damage to the ceiling. The secondary drain pan is
normally placed on a plywood base isolated from the ceilingjoists
by additional layers of vibration absorbing pads. In both cases, a
3/4” drain connected to this secondary pan must be run to an
eave at a location that will be noticeable.

The HZ units condensate drain pans are NOT internally
sloped.

NOTICE

HZ units must be installed pitched 1/4” towards the
condensate drain connection in both directions to facilitate
condensate removal. (See Fig. 5.)

Fig. 6  Pitched Unit

CL Series Heat Pumps—8733838716 (2024/05)
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NOTICE

If the unit is located in a crawl space, the bottom of the unit
must be at least four inches above grade to prevent flooding of
the electrical parts due to heavy rains.

5.5.3 Installing the Hanging Bracket Kit

AllHZ units come with hanging bracket installation kit to facilitate
suspended unit mounting using threaded rod. Hanging brackets
are to be installed as shown in Fig. 7.

Fig. 7 Hanging Brackets Locations

This kit includes the following:
(5) Brackets

(5) Rubber Vibration Isolators
(8) Screws: #10x1/2

(10) Bolts: 1/4-28 x 1/2” Hex bolt (Note: Not needed for this
series.)

The following are needed and are to be field provided:
+ Threaded rod (3/8” max. dia.)

+  Washers (1-3/4” min. 0.D.)

« Hexnuts

Follow all applicable codes and requirements when hanging
this unit and selecting the threaded rod material, etc.

1. Remove and discard factory provided screws from locations
where hanging brackets will be installed as shown in Fig. 8.




Unit Installation

o L

Fig. 8 Screw Locations

N

Mount the four brackets to unit’s corner posts using the
screws provided in the kit as shown in Fig. 9. The bracket
tabs go into the slots on the base, and then the brackets are
screwed down.

The front brackets can be orientated in either way depicted
in Fig. 7. Choose the best option for the situation.

/\ WARNING

DO NOT reuse screws removed from the unit in Step #1 to
mount the hanging brackets to the unit.

Fig. 9 Attaching Brackets

3. Install rubber grommet onto the brackets as shown in
Fig. 10.

4. Hangtheunitand assemble the field-provided threaded rod,
nuts, and washers on to the brackets as shown in Fig. 10.

The rods must be securely anchored to the ceiling.
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Fig. 10 Attaching a Threaded Rod to a Mounting Bracket

5.6 Condensate Drain

5.6.1 Horizontal (HZ) Units

Adrain line must be connected to the heat pump and pitched
away from the unit a minimum of 1/8” per foot to allow the
condensate to flow away from the unit.

This connection must be in conformance with local plumbing
codes. A trap must be installed in the condensate line to ensure
free condensate flow.

Horizontal units are not internally trapped.

Avertical air vent is sometimes required to avoid air pockets. The
depth of the trap depends on the amount of positive or negative
pressure that is on the drain pan while the unit’s fan is operating.
A second trap must NOT be included. (= See Fig. 11.)
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Fig. 11  Condensate Drain Installation
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5.6.2 Vertical (VT) Units

Vertical configuration units are internally trapped from the
factory. A second trap must NOT be included. (- See Fig. 12.)

Vertically-configured
units are internally
trapped from the

factory.

#

Fig. 12 Vertical Units are Internally Trapped

5.7 Duct System

All CL Series models are provided with a supply air outlet collar
and return air duct flange to facilitate duct connections.

Supply air duct and return air duct flanges are shipped unfolded with
the unit. They need to be folded. = See “Return and Supply Air Duct
Flanges Preparation” on page #13 for details.

Refer to unit Dimensional Drawings for physical dimensions of
the collar and flange. (- See page #88.)

Aflexible duct connector is recommended for supply and return
air duct connections on metal duct systems. In order to avoid
heat loss or gain and prevent condensate forming during the
colling operation insulate all metal ducting with a minimum of 1"
duct insulation. Application of the unit to uninsulated duct work
is not recommended as the unit’s performance will be adversely
affected.

The factory filter should be left in place on a free return system.

For new or replacement market installations, please refer to
current ASHRAE procedures for duct sizing to ensure proper
unit's operation and air distribution. If the duct system is too
small, larger duct work should be installed. Check for any leaks in
the existing duct work and repair as needed.

CL Series Heat Pumps—8733838716 (2024/05)
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The duct system and all diffusers must be sized to handle the
designed air flow quietly. To maximize sound attenuation of the
unit’s blower, insulate the supply and return air plenums. There
should be no direct straight air path through the return air grille
into the heat pump. The return air inlet to the heat pump must
have at least one 90 degree turn away from the space return air
grill. If air noise or excessive air flow are a problem, the blower
speed can be changed to a lower speed to reduce air flow.

5.8 Piping
Supply and return piping must be as large as the unit connections
on the heat pump (larger on long runs).

In order to avoid possible vibration, use flexible hose between
the unit and the rigid system.

NOTICE

Never use flexible hoses of a smaller inside diameter than that
of the water connections on the unit.

Units are equipped with female pipe thread fittings for water
connections.

NOTICE

Piping systems that contains steel pipes or fittings may be
subject to galvanic corrosion. Dielectric fittings should be
used to isolate the steel parts of the system to avoid galvanic
corrosion.

NOTICE

DO NOT overtighten the connections to avoid damage to
threads.

Install ball valves in the supply and return lines for unit isolation
and unit water flow balancing and service.

CL units are supplied with a copper or optional cupro-nickel
condenser. A cupro-nickel heat exchanger is recommended for
the following:

« Conditions anticipating moderate scale formation
- Brackish water

+ Ground Loop application

«  Ground water application

(=>Refer to the Water Quality Table on page #28.) Water quality
must meet the standards stated in the table.
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NOTICE

Proper testing is required to ensure the well water quality is
suitable for use with water source equipment.

Both the supply and discharge water lines will sweat if subjected
to low water temperature. Insulate lines to prevent damage from
condensation.

All manual flow valves used in the system must be quarter-turn
brass full-port ball valves. Globe and gate valves must not be
used due to high-pressure drops and poor throttling
characteristics.

Pressure/temperature ports are recommended in both the
supply and return lines for system flow balancing and
determining the system capacity versus rated conditions. The
water flow can be accurately set by measuring the water-to-
refrigerant heat exchangers water-side pressure drop. See the
unit specification sheets for the water flow and pressure drop
information. (= Refer to the Water-Side Pressure Drop Table on
page #68.)

NOTICE

DO NOT expose water piping to freezing ambient
temperatures unless the fluid is properly protected with
antifreeze.

NOTICE

Never exceed the recommended water flow rates as serious
damage or erosion of the water-to-refrigerant heat exchanger
could occur.

Always check carefully for water leaks and repair appropriately.

5.8.1 Flow Regulation

Flow regulation can be accomplished by two methods. Most
water control valves have a flow adjustment built into the valve.
By measuring the pressure drop through the unit heat exchanger,
the flow rate can be determined. Adjust the water control valve
until the desired flow is achieved. Since the pressure constantly
varies, two pressure gauges may be needed in some
applications.

An alternative method is to install a flow-control device. These
devices are typically an orifice of plastic material designed to
allow a specified flow rate that are mounted on the outlet of the
water control valve. Occasionally these valves produce a flow
noise that can be reduced by applying some back pressure. To
accomplish this, slightly close the leaving isolation valve.
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5.8.2 Closed-Loop Flushing

/\ WARNING

If equipped with a disconnect switch, de-energize unit by
opening line voltage at disconnect switch or If no disconnect
switch is present, de-energize by shutting OFF line voltage at
the service panel before flushing the system.

Once the piping is complete, units require final purging and loop
charging. Aflush cart pump of atleast 1.5 hpis needed to achieve
adequate flow velocity in the loop to purge air and dirt particles

from the loop. Flush the loop to purge air and dirt particles from
the loop. Flush the loop in both directions with a high volume of
water at a high velocity.

Follow the steps below to properly flush the loop:

1. Verify that the power is OFF.

2. Fillloop with water from the hose through flush cart before
using flush cart pump to ensure an even fill. Do not allow the
water level in the flush cart tank to drop below the pump
inlet line to prevent air from filling the line.

3. Maintainafluid level inthe tank above the return tee to avoid
entering back into the fluid.

4. Shutting OFF the return valve that connects into the flush
cart reservoir it will allow 50 psig surges to help purge air
pockets. This maintains the pump at 50 psig.

5. Topurge, keep the pump at 50 psig until maximum pumping
pressure is reached.

6. Open the return valve to send a pressure surge through the
loop to purge any air pockets in the piping system.

7. Anoticeable drop in fluid level will be seen in the flush cart
tank. This is the only indication of air in the loop.

If air is purged from the system while usinga 10 inch PVC flush
tank, the level drop will only be 1 to 2 inches, since liquids are
incompressible. If the level drops more than this, flushing
should continue since air is still being compressed in the loop.
If level is less than 1 to 2 inches, reverse the flow.

8. Repeat this procedure until all air is purged.
9. Restore power.

Antifreeze may be added before, during, or after the flushing
process. Refer to the Antifreeze section below for more detail.
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Loop static pressure will fluctuate with the seasons. Pressures
will be higher in the winter months than during the warmer
months. this fluctuation is normal and should be considered
when charging the system initially. Run the unit in either heating
or cooling for several minutes to condition the loop to a
homogeneous temperature.

When complete, perform afinal flush and pressurize the loopto a
static pressure of 40 to 50 psig for winter months or 15 to 20
psig for summer months.

After pressurization, be sure to remove the plug from the end of
the loop pump motor to allow trapped air to be discharged and to
ensure the motor housing has been flooded. Be sure the loop flow
center provides adequate flow through the unit by checking
pressure drop across the heat exchanger.

5.8.3 Antifreeze

In areas where entering loop temperatures drop below 40°F or
where piping will be routed through areas subject to freezing,
antifreeze is needed. Alcohols and glycols are commonly used as
antifreeze agents. Freeze protection must be maintained to 15°F
below the lowest expected entering loop temperature. For
example, if the lowest expected entering loop temperature is
30°F, the leaving loop temperature would be 22°F to 25°F.
Therefore, the freeze protection must be at 15°F
(30°F-15°F=15°F).

5.9 Electrical-Power Supply Wiring
5.9.1 High-Voltage Wiring

Electric Shock!

The system contains an oversize, protective, earthing
(grounding) terminal that must be properly connected
otherwise personal injury or death may result.

/\ WARNING

Field wiring must be installed by qualified and trained
personnel.

/I\ WARNING

Power to the unit must be within the operating voltage range
indicated on the unit's nameplate or on the performance data
sheet.

CL Series Heat Pumps—8733838716 (2024/05)
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NOTICE

All field-installed wiring must comply with the National
Electric Code as well as all applicable local codes.

NOTICE

Properly-sized fusible safety switches or HACR circuit
breakers must be installed for branch circuit protection. See
the unit nameplate for maximum fuse or breaker size.

NOTICE

Operation of unit on improper line voltage or with excessive
phase imbalance will be hazardous to the unit, constitutes
abuse and may void the warranty.

NOTICE

All high-voltage connections must be torqued as specified by
the component’s manufacturer.

Refer to the unit’s electrical data on the unit's nameplate for wire
and branch circuit protection sizing. Supply power voltage and
phasing must match the required voltage and phasing shown on
the unit's nameplate. Operating the unit below the minimum
voltage, above the maximum voltage. or with incorrect phasing
can result in poor system performance or damage to the heat
pump. All field wiring must be installed by qualified and trained
personnel. Refer to the unit’s wiring diagram for field connection
requirements.

The Electrical Box is designed to swing out of the way allowing for
improved access and servicing of the unit. To ensure proper
swing functionality, it is essential to provide sufficient wire
length. This can be achieved by using flexible conduit installed in
the unit (- See Fig. 13) to guide the wire length determination.
Adequate wire length is required to enable full extension or
opening of the control box, up to 90 degrees.
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Fig. 13  Flexible Conduit

5.9.2 Power Supply and Ground Connections

To minimize the transmission of vibration from the unit cabinet to
the building, enclose the power wiring to the heat pump ina
flexible conduit.

The unit is provided with concentric knockouts for attaching
common trade sizes of conduit. Route the power-supply wiring
through the knockout opening and the flexible conduit inside the
unit. After the field wiring is routed to the electrical box, ensure
the wire clamp is tightened to secure the flexible conduit to the
electrical box. (= See Fig. 13.) Always connect the ground lead
to the grounding lug provided in the unit. Follow the unit’s wiring
diagram and the following instructions for power leads and
ground connection depending on unit options.

5.9.2.1 Standard Units

For standard models, power is connected to the line (L) side of
the compressor contactor and the ground to the ground lugin the
unit electrical box.

5.9.2.2 Units with Disconnect Switch

For models with unit-mounted disconnect switches, connect the
field power to the marked terminals on the disconnect switch,
and the ground to the ground lug or terminal block (in the case of
460V with a constant airflow motor) in the disconnect switch
box.

5.9.2.3 Units with Dual Power Supplies

For models with dual power supplies, one power supply feeds the
compressor, and a second power supply feeds the unit fan motor
and control circuit. The compressor power supply must be
connected to the line (L) side of the compressor contactor. The
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fan motor and control-circuit power supply must be connected to
the terminal block located in a dedicated electrical box.

5.9.2.4 Units with 100kA SCCR option

For units with the 100kA SCCR option, the power supply must be
connected to the fuse block located in a dedicated fuse box.

5.9.2.5 460-V Models with Constant Airflow Motors

460V heat pumps with constant airflow motors require five
power supply wires: the standard three high-voltage wires, the
ground wire, and a neutral wire. These units employ a 265-V
motor that requires power from one phase of the 460-V supply
and the neutral wire.

/\\ CAUTION

The unit ground wire must never be used as a neutral wire.

5.9.3 Transformer Settings for 208/230-V Units

All208/230-V units are factory wired to 230V by default. For Job
sites with a 208-V power supply, the primary leads on the unit
transformer will need to be changed from 240V to 208V. Refer to
the unit wiring diagram for details.

5.10 Electrical-Low-Voltage Wiring

For heat pumps with a constant-airflow fan motor, the
thermostat wiring is connected to a terminal strip located on the
ECM (Electronically Commutated Motor) control board, which is
located in the electrical box. Refer to the unit wiring diagram for
connection details.

/\ WARNING

Never route control wiring through the same conduit as power
supply wiring.

5.10.1 Thermostat

Unless provided with DDC controls, the CL heat pump can be
controlled by most commonly available single-stage heat pump
thermostats.

The reversing valve on the CL series is energized when the unit is
in cooling mode. Position thermostats on an interior wall away
from supply ducts.

Avoid external walls and locations subject to direct sunlight and
drafts. Thermostat wiring must be 18AWG (American Wire
Gauge). Refer to the installation instructions of the thermostats
for further details.

Refertotheinstallation instructions for the thermostat for further
details.
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NOTICE

To prevent voltage drops in the control circuit, do not exceed
the recommended thermostat wire lengths detailed in
Table 6.

Connection Function

Y1 First-Stage Compressor Operation
G Fan
0 Reversing Valve (energized in cooling)
Wi Augxiliary Electric Heat (runs in conjunction with
compressor)
NC Transformer 24 VAC Common (extra
connection)
c1 Transformer 24 VAC Common (primary
connection)
R Transformer 24 VAC Hot
H Dehumidification Mode

Table 4  Unit Thermostat Connections

Unit Installation

5.10.2 VA Capacity

The VA capacity of the transformer must be considered when
connecting low-voltage accessories to the heat pump such as
thermostats or solenoid valves. Table 5 shows the VA draw of
factory-mounted components in the low-voltage heat pump. The
total VA draw of the heat pump internal components plus
attached accessories must be lower than the VA capacity of the
unit control transformer.

/\ WARNING

Exceeding the transformer capacity will result in low control
voltage, erratic unit operation, or damage to the heat pump.

Standard Construction Optional Components Optional Components
Component Component Component
Blower Relay (PSC motors only) 10 Total VA Draw from “Standard” 37 Compressor Monitor Relay 4
Reversing Valve Solenoid 12 Option Card 5 Blower Monitor Relay 4
Compresso;ﬁgséactor Single 10 Hot Gas Reheat Solenoid 9 Energy Management Relay 4
UPM Board 5 Economizer Valve 3 Fire Alarm Relay 4
Heater Relay 10
Aux Relay 10
Heating/Blower Relay 4
5600 DDC 26
EON Board 1
Leaving Water Valve 7
Compressor Contactor 10
Three Phase
Total VA Draw 37 Total VA Draw 54 T°‘:;Eg;:iij‘n2‘:z::‘a‘:;': on

Table 5 Low-Voltage VA Draw—Standard Construction, Hot Gas Reheat or Economizer, and Optional Components
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5.10.3 Thermostat to HVAC Equipment Wiring

The thermostat may not function properly if the total resistance
of any of the thermostat to HVAC equipment wires exceeds 2.5
ohms. To ensure that wire length does not cause excess
resistance, refer to Table 6 and ensure that the wires from the
thermostat to the HVAC equipment are not too long.

Copper Wire Gauge Maximum Wire Length

22 AWG (0,33mm?) 46m (150 ft.)
20 AWG (0,50mm?) 73m (240ft.)
18 AWG (0,75mm?) 117m (385 ft.)

Table 6  Length by Wire Gauge for Thermostat to HVAC Equipment
Wiring

5.10.4 Remote Sensor to Programmable Thermostat

Because remote temperature sensors measure resistance, very
long cable runs can cause slight errors in the measurement. For
the highest temperature reading accuracy, avoid exceeding the
maximum recommended wire lengths show in Table 7.

Copper Wire Gauge Maximum Remote Sensor Wire
Length

22 AWG (0,33mm?) 1000 ft. (300m)
20 AWG (0,50mm?) 1500 ft. (450m)
18 AWG (0,75mm?) 2500 ft. (750m.)

Table 7 Length by Wire Gauge for Remote Sensor to Programmable
Thermostat Wiring
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5.11 ECM Interface Board Thermostat wiring is connected to the 10-pin screw-type

terminal block on the lower-center portion of the ECM Interface
NOTICE Board. In addition to providing a connecting point for thermostat

wiring, the interface board also translates thermostat inputs into

ECM Inten"ace Boards are used only with the Constant Airflow control commands for the Electronic Commutated Motor (ECM)

motor option. DC fan motor and displays an LED indication of operating status.
The thermostat connections and their functions are as shown in
Fig. 14.
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Fig. 14 ECM Interface Board

[1] Motor Harness Plug

[2] Blower CFM Adjustment

[3] Motor Settings

[4] Dehumidification Indication

[5] Thermostat Contact Inputs

[6] CFM Count Indicator

[7] Thermostat Input Status Indication
[8] Reheat Digital Outputs

[9] Thermostat Outputs

[10] 24 VAC

[11] Hot Gas Re-Heat Enable Switch
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6 Specific Application Considerations

6.1 Well Water Systems
(=>Refer to Fig. 15)

> Refer to the Water Qualify Table on page #28 to ensure the
water quality is suitably for use with water source equipment.

In conditions of brackish water or where moderate scale
formation is anticipated, a cupro-nickel heat exchanger is
required. In well water applications, water pressure must always
be maintained in the heat exchanger to avoid insufficient water
flow. This can be accomplished with a control valve or a
bladder-type expansion tank. When using a single water well to
supply both domestic water and the heat pump care must be
taken to ensure that the well can provide sufficient flow for both.
In well water applications a slow-closing solenoid valve must be
used to prevent water hammer.

BOSCH

Connect the solenoid valves across Y1 and C1 on the interface
board for all. Make sure that the VA draw of the valve does not
exceed the contact rating of the thermostat.

6.2 Open Well Water Systems

When a water well is used exclusively for supplying water to the
heat pump, operate the pump only when the Heat Pump
operates. A 24 volt, double-pole single-throw (DP/ST) contactor
can be used to operate the well pump with the heat pump. When
two or more units are supplied from one well, the pump can be
wired to operate independently from either unit. Two 24-volt
double-pole single-trow relays wired in parallel are required. In
either case, a larger sized VA transformer may be required.

The discharge water from the heat pump is not contaminated in
any manner and can be disposed of in various ways depending on
local codes (i.e., discharge well, dry well, storm sewer, drain
field, stream, pond, etc.)

Atypical setup is shown for
illustration purposes only. |

Fig. 15  Typical Well Water Setup

[1] Flex Duct Connection

[2] Low-Voltage Control Connection
[3] Vibration Pad

[4] Ball Valves

[5] Solenoid Valve Slow Closing

[6] Condensate Drain Connection
[7] Drain Valves
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[8] Hose Kits (optional)

[9] Pressure Tank (optional)

[10] P/T Ports (optional)

[11] Line Voltage Connection
[12] Control Panel/Thermostat
[13] Unit Line Voltage Disconnect
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6.3 Cooling Tower/Boiler Systems
(=>Refer to Fig. 16)

These systems typically use a common loop temperature
maintained at 50°F to 100°F to ensure adequate cooling and
heating performance.

In the cooling mode, heat is rejected from the unit into the water
loop. A cooling tower provides cooling to the loop water thus
maintaining a constant supply temperature to the unit. When
utilizing open cooling towers, chemical water treatment is
mandatory to ensure the water is free from corrosive elements. A
secondary heat exchanger (plate frame) between the unit and
the open cooling tower may also be used. It is imperative that all
air be eliminated from the closed loop side of the heat exchanger
to ensure against fouling. In the heating mode, heat is absorbed
from the water loop. A boiler can be utilized to maintain the loop
at the desired temperature.

Specific Application Considerations

NOTICE

Water piping exposed to extreme low ambient temperatures is
subject to freezing.

To ensure against leaks and possible heat exchanger fouling,
use an appropriate thread sealant.

->Consult the dimensional drawings starting on page #88 for
piping sizes.

To avoid possible vibration, use flexible hoses between the unit
and the rigid system. For unit isolation and unit water-flow
balancing, install ball valves in the supply and return lines.

" This diagram shows a typical installation |
| andis for illustration purposes only. Ensure
| access to Heat Pump is not restricted. |

Fig. 16 Typical Cooling Tower and Boiler System Setup

[1] Line-Voltage Disconnect (unit)

[2] Low-Voltage Control Connection

[3]1 P/T Plugs (optional)

[4] Hose Kits

[5] Ball Valves

[6] Supply and Return Line of Central System
[7] Flex Duct Connection

[8] Hanging Bracket Assembly

CL Series Heat Pumps—8733838716 (2024/05)

[9] Threaded Rod
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6.4 Geothermal Closed-Loop Systems
(->Referto Fig. 17)

Operation of an CL Series unit on a closed loop application
requires the extended range option.

NOTICE

Closed-loop and pond applications require specialized design
knowledge and specialized training.

BOSCH

Use the Ground Loop Pumping Package (GLP) makes the
installation easier. Anti-freeze solutions must be used low loop
temperatures are expected to occur.

Refer to the GLP installation manuals for more specific
instructions.

installation and is for illustration
| installation and is for illustrati

| purposes only. Ensure access to |
| Heat Pump is not restricted.

Fig. 17 Typical Geothermal System Setup

[1] Line-Voltage Disconnect (unit)
[2] Flex Duct Connection

[3] Low-Voltage Control Connection
[4] Line-Voltage Connection (unit)
[5] P/T ports

[6] Vibration Pad

[7] Condensate Drain Connection
[8] Ground Loop Connection Kit

[9] Ground Loop Pumping Package
[10] Polyethylene with Insulation
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7 Water-Quality Considerations

NOTICE

Failure to ensure proper water quality and flow rates can
shorten the life of the heat pump and potentially void the unit
warranty.

Maintaining proper water quality is required to ensure proper
operation of the heat pump. (> Refer to the Water Quality Table
on page #28.)

For closed loop and boiler/cooling tower systems, water
chemistry must be checked and maintained to ensure that
corrosive elements, dissolved oxygen, and pH levels are kept in
check. It is important to be sure that any additive, antifreeze, or
corrosion inhibitor that is added to the water loop is compliant
with all applicable laws and regulations and is compatible with
copper, brass, and bronze alloys. Ensure that all recommended
safety precautions are followed when handling or adding
chemicals to the water loop.

For open loop systems, water quality is very important. Table 8
shows acceptable ranges for a variety of water quality factors.
The three main concerns in open loop installations are scaling,
corrosion, and fouling.

In installations with hard water, scaling due to a buildup of
carbonates on the heat exchanger wall can gradually degrade the
heat pump performance over time. Heat pumps that are affected
by scaling may exhibit low suction pressures in heating and high
head pressures in cooling with a gradual loss of capacity and
efficiency. Scaled heat exchangers can be cleaned by a qualified
technician but care should be taken to avoid scaling in the first
place. To limit scaling, water flow rates should be kept at

3 gallons/minute per nominal cooling ton (a 10°F temperature
rise in cooling) and care should be taken to avoid air in the water
lines from suction side leaks.

In installations with high hydrogen sulfide, chlorine or ammonia,
corrosion is a potential problem. In these installations a
cupro-nickel heat exchanger is required along with maintaining
proper flow and keeping air out of the system. If water quality is
outside of the values in the water quality table, then a closed loop
is required. Fouling due to iron bacteria can also pose problems
in some open loop installations. Iron bacteria fouling can quickly
degrade system performance and plug heat exchangers.

Air in the water system will greatly accelerate the fouling or
corrosion process.

CL Series Heat Pumps—8733838716 (2024/05)
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Water Quality

pH (Acidity/Alkalinity) 7-9 7-9
Hardness (CaCO3, MgCOs) <350 ppm <350 ppm
Scaling Ryznar Stability Index 6.0-7.5 6.0-7.5
Langelier Saturation Index -0.5-+0.5 -0.5-+0.5
Hydrogen Sulfide (H,S) < 0.5 ppm* 10-50 ppm
Sulfates <125 ppm <125 ppm
Chlorine <0.5 ppm <0.5ppm
Chlorides <20 ppm <150 ppm
Carbon Dioxide <50 ppm <50 ppm
Corrosion Ammonia <2ppm <2ppm
Ammonia Chloride < 0.5 ppm <0.5ppm
Ammonia Nitrate <0.5ppm <0.5 ppm
Ammonia Hydroxide <0.5 ppm <0.5ppm
Ammonia Sulfate <0.5ppm <0.5 ppm
Dissolved Solids < 1,000 ppm < 1,500 ppm
Iron (Fe,+ Iron Bacteria Potential) <0.2 ppm <0.2 ppm
Iron Fouling
Iron Oxide <1ppm <1ppm
. Suspended Solids <10 ppm, < 600 pm size** <10 ppm, < 600 pum size*
Frosion Maximum Water Velocity 6 ft/sec 6 ft/sec
“No "rotten egg" smell present at < 0.5 ppm H,S.
* Equivalent to 30 mesh strainer

Table8 Water Quality Table
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8 Post-Installation System Checkout

After completing the installation and before energizing the unit,
the following system checks MUST be made:

1. Verify that the supply voltage to the heat pumpis in
accordance with the nameplate ratings.

2. Make sure that all electrical connections are tight and
secure.

3. Check the electrical fusing and wiring for the correct size.

Ensure the cabinet and electrical box are properly grounded.

4. Verify that the low-voltage wiring between the thermostat
and the unit is correct.

5. Verify that the water piping is complete and correct.
6. Checkthat the water flow is correct and adjust if necessary.

7. Check the blower for free rotation and that it is secured to
the shaft.

8. Verify that vibration isolation has been provided.

9. Confirmthat all access panels are secured in place.

10. Verify that duct work has been properly fastened to supply
and return duct collars.

11. Make sure return air filters are positioned correctly in the
filter rack if removed during installation.

9 Pre-Start-Up
9.1 AirCoil

To obtain maximum performance, clean the air coil before
starting the unit. A 10% solution of dishwasher detergent and
water is recommended for both sides of the coil. Rinse
thoroughly with water.

9.2 Checking Scroll Compressor Rotation

Scroll compressors, like the ones used on the CL series, are
phase sensitive. When out of phase, the compressors will run in
reverse. After a few minutes of reverse operation, a scroll
compressor internal overload protection will open, activating the
unit lockout. (This requires a manual reset. To reset, power cycle
the unit.)

NOTICE

A compressor running in reverse has a noisier than normal
operation and a lower current draw than its rated value.

CL Series Heat Pumps—8733838716 (2024/05)
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This means that for proper operation, the correct direction of

rotation must be ensured. The most accurate way to ascertain

this is through the use of gauges. Follow the steps below when

using gauges:

1. Connect service gauges to the suction and discharge
pressure fittings.

2. Energize the compressor.

The suction pressure should drop and the discharge pressure
should rise, as is normal on any start up. If the suction pressure
does not drop and the discharge pressure does not rise to normal
levels, follow the stepsin 9.2.1 Correcting Direction of Rotation.

Alternatively, in locations with multiple units attached to the
same branch circuit, where it is difficult to place pressure gauges
on all of them, and several units are determined to be phased
incorrectly:

1. Install pressure gauges and a phase rotation meter on one
system to serve as a baseline.

2. Check the remaining systems with the phase rotation meter.
3. Follow the stepsin 9.2.1 to make corrections.

9.2.1 Correcting Direction of Rotation

1

If you determine that the entire job site has a concern with
electrical phasing, contact the utility company to ensure
phasing is corrected.

1. Turn OFF power to the unit. (Always follow your Lock-out/
Tag-out procedure.)

2. Reverse any two of the unit power leads.
3. Reapply power to the unit and verify pressures are correct.

The suction and discharge pressure levels should now move to
their normal start-up levels.

NOTICE

Do not use fan rotation as an indication of the unit’s phase
being correctly wired, as fans are always single phase.

1

There is a time delay before the compressor will start.
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10 Start-up

Use the procedure below to initiate a proper start-up.

Electrical Shock!

Disconnect switch is only to be closed when the electrical box
cover is secured to electrical box and all exterior panels are
secured on the unit.

Restore power to system.
Turn thermostat fan position to ON. Blower should start.
Balance airflow at registers.

Adjustall valves to the full-open position and turn ON the line
power to the heat pump unit.

5. Operate unitinthe cooling cycle first, then the heating cycle
for unit operating limits. Allow 15 minutes between cooling
and heating tests for pressure to equalize.

P wde=

10.1 Unit Start Up Cooling Mode

1. Adjust the unit thermostat to the warmest position. Slowly
reduce the thermostat position until the compressor
activates.

2. Check for cool air delivery at unit grille a few minutes after
the unit has begun to operate.

3. Verify that the compressor is ON and that the water flow rate
is correct by measuring pressure drop through the heat
exchanger using P/T plugs.

4. Checkelevationand cleanliness of the condensate lines; any
dripping could be a sign of a blocked line. Be sure the
condensate trap includes a water seal.

5. Check the temperature of both supply and discharge water.

6. Check air temperature drop across the coil when
compressor is operating. Air temperature drop should be
between 15°and 25°F.

10.2 Unit Start Up Heating Mode

Operate the unit in heating cycle after checking the cooling
cycle. Allow five minutes between tests for the pressure or
reversing valve to equalize.

1. Turnthermostat to lowest setting and set thermostat switch
to HEAT position.

2. Slowly turn the thermostat to a higher temperature until the
compressor activates.

30|
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3. Check for warm air delivery at the unit grille within a few
minutes after the unit has begun to operate.

4. Check the temperature of both supply and discharge water.
If temperature is within range, proceed. If temperature is
outside the range, check the heating refrigerant pressures.

5. Once the unit has begun to run, check for warm air delivery
at the unit grille.

6. Checkairtemperature rise across the coil when compressor
is operating. Air temperature rise should be between 20°F
and 30°F after 15 minutes load.

7. Check for vibration, noise, and water leaks.

11 Commissioning

Record all system vitals using the “checkout sheet” and keep with
equipment. (> See page #98.)
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12 Safety Devices and the UPM Controller
Overview

CL models are equipped with the Unit Protection Module (UPM)
that controls the compressor operation and monitors the safety.

PCEL&TE=4T

SN, . WICE-2
A | PR-BEL707 = Rl
Pk BE73IZAI7DET = = A4z

15— |

10
Fig. 18 UPM Controller Board
[1] Compressor Contact Output [13] 24VAC Power Input
[2] High-Pressure Switch Connection [14] UPM Standoff
[3] Call for Compressor (Y1) [15] Power LED
[4] Low-Pressure Switch Connection [16] Fan (Fan in the event of an A2L leakage)
[5] Water Coil Freeze Connection (FREEZE 1) [17] Dry Contact
[6] UPM Status LED Indicator (Fault Status)
[7] Air Coil Freeze Connection (FREEZE 2) .
[8] Condensate Overflow Sensor Connection 'I
[9] Ground . . .
[10] UPM Settings DIP Switch (SW1) When a malfunction light is used for diagnostic purposes, the

connection is made at the dry contact connection terminals of

[11] A2L Sensor the UPM board.

[12] 24VAC Power Common
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If the thermostat is provided with a malfunction light powered
off of the common (C) side of the transformer, a jumper
between “R” and “COM” terminal of “ALR” contacts must be
installed.

Each unit is factory equipped with a UPM that controls the
compressor operation and monitors the safety controls that
protect the unit.

Safety controls include the following:

+ High-pressure switch located in the refrigerant discharge line

and wired across the HPC (High-Pressure Switch
Connection) terminals on the UPM.

+ Low-pressure switch located in the unit refrigerant suction
line and wired across the LPC (Low-Pressure Switch
Connection) terminals (LPC1 and LPC2) on the UPM.

+  Waterside freeze protection sensor (FREEZE 1), mounted

BOSCH

Note: Vertical (VT) Configuration Depicted

Fig. 19  Waterside Freeze Protection Sensor Location (FREEZE 1)

close to condensing water coil (> Refer to Fig. 19), monitors
refrigerant temperature between condensing water coil and
thermal expansion valve. If temperature drops below or
remains at freeze limit trip for 120 seconds, the controller
will shut down the compressor and enter into a soft-lockout
condition. The default freeze limit trip is 25°F; however, this
can be changed by flipping DIP switch SW1. (= Refer to Fig.

18, item [10].)(>Refer to Fig. 21.)

The UPM Board Dry Contacts are Normally Open (NO).

NOTICE

If the unit is employing a fresh water system (no anti-freeze
protection), it is extremely important to have the Freeze 1 set
to 25°F (DIP Switch SW1 set to OFF) in order to shut down the
unit at the appropriate leaving water temperature and protect
your heat pump from freezing if a freeze sensor is included.

Note: Vertical (VT) Configuration Depicted

«  Aircoil freeze protection sensor (FREEZE 2), mounted
between the thermal expansion device and the air coil
(> Refer to Fig. 20), monitors refrigerant temperature
between the air coil and thermal expansion valve. If
temperature drops below or remains at the freeze limit trip

for 30 seconds, the controller will shut down the compressor

and enter into a soft-lockout condition. The default freeze
limit trip is 25°F.
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Fig. 20  Air Coil Freeze Protection Sensor Location (FREEZE 2)

+ The condensate overflow protection sensor is located in the
drain pan of the unit and connected to the “COND” terminal
on the UPM board. (> Refer to Fig. 18, item [8].)
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12.1 UPM Default Settings and DIP Switch Positions

ol 2 3 45 6 7
N

TDDDDDDD

CTS 208-7 T126
Fig.21 UPM Sett/ngs DIP Switch (SW1)

UPM DIP Switch Selectable Positions

Position Function ON OFF Factory
Default
1 Lockout 4 ) 9
2 Reset R y y
3 Alarm Cont Pulse Pulse
4 Test Yes No No
5 Freeze 1 15°F 25°F 25
6 Freeze 2 15°F 95°F 25F
7 Pump ON OFF OFF

Table 9  UPM DIP Switch Selectable Positions

12.2 UPM Board Features
The UPM Board includes the following features:

ANTI-SHORT CYCLE TIMER: Five-minute delay on
break timer to prevent compressor short cycling.

- RANDOM START:Each controller hasan unique random
start delay ranging from 270 to 300 seconds on initial power

up to reduce the chance of multiple unit simultaneously
starting at the same time after power up or after a power
interruption, in order to avoid creating a large electrical
spike.

TEST DIP SWITCH: The DIP switch position “4” controls
the Test function. When it is set to “ON,” it will reduce all time

delays settings to 10 seconds during troubleshooting or

verification of unit operation. (> RefertoFig. 18, item [10].)

(>RefertoFig. 21.)(->See Table 9.)
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NOTICE

Operation of unit in test mode can lead to accelerated wear
and premature failure of components. The "TEST" switch must
be set back to "OFF" after troubleshooting/servicing.

LOW-PRESSURE BYPASS TIMER: If the
compressor is running and the low-pressure switch opens,
the controller will keep the compressor ON for 120 seconds.
After two minutes if the low-pressure switch remains open,
the controllers will shut down the compressor and enter a
soft lockout. The compressor will not be energized until the
low-pressure switch closes and the anti-short cycle time
delay expires. If the low-pressure switch opens two or four
times in one hour, the unit will enter a hard lockout. In order
to exit hard lockout power to the unit would need to be reset.
The reset signal is either a Y or R signal depending on if DIP
switch position “2” is set to ON or OFF. (> Refer to Fig.
21.)(=>See Table 9.) If it set to ON, the board must be
manually powered OFF and powered back ON to exit the hard
lock out.

BROWNOUT/SURGE/POWER INTERRUPTION
PROTECTION: The brownout protection in the UPM
board will shut down the compressor if the incoming power
falls below 18 VAC. The compressor will remain OFF until the
voltage is above 18 VAC and ANTI-SHORT CYCLE TIMER
(300 seconds) times out. The unit will not go into a hard
lockout.

MALFUNCTION OUTPUT: Alarm output is Normally
Open (NO) dry contact. If pulse is selected the alarm output
will be pulsed. The fault output will depend on the DIP switch
setting for "ALARM." (> Refer to Fig. 21.)(->See Table 9.) If
DIP switch position “3”is set to “ON,” a constant signal will be
produced to indicate a fault has occurred and the unit
requires inspection to determine the type of fault. If itis set to
“OFF,"apulse signal is produced and a fault code is detected
by a remote device indicating the fault. (= For blink code
explanation, see Table 10.) The remote device must have a
malfunction detection capability when the UPM board is set
to "PULSE."
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Blinks Fault Fault Criteria

None None All fault conditions normal.

Refrigerant discharge pressure has

1 High Pressure exceeded 600 PSIG.

Refrigerant suction pressure has

2 Low Pressure fallen below 40 PSIG.

Water Coil Freeze Refrigerant temperature to the water

3 . coil has fallen below 25°F for 120
Condition
seconds.
Condensate Condensate levels in the unit drain
4 .
Overflow pan are too high.
Control voltage has fallen
S Brown Out below 18 VAC.
S Refrigerant temperature to the air coil
6 Air Coil 'F.reeze has fallen below 25°F for 120
Condition
seconds.
7 Ref”g?;i?tt = Refrigerant LFL% is more than 15%.

Table 10  UPM Fault Blink Codes
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FREEZE SENSOR: The default setting for the freeze limit
trip is 25°F (FREEZE 1); however, this can be changed to
15°F by flipping the DIP switch position “5” (<> Refer to Fig.
18, item [10]) (=>Refer to Fig. 21), freeze limit trip should
only be changed to 15°F when a closed loop system with
appropriate antifreeze mixture is used. Since Freeze Sensor
2 is dedicated to monitoring the load side coil, it is
recommended to leave the factory default setting on the
board. The UPM controller will constantly monitor the
refrigerant temperature with the sensor (FREEZE 1)
mounted close to the condensing water coil between the
thermal expansion valve and the water coil. If the
temperature drops below or remains at the freeze-limit trip
for 120 seconds, the controller will shut the compressor
down and enter into a soft-lockout condition. Both the status
LED and the alarm contact will be active. The status LED will
be active, blinking the fault code. The LED will flash (three
times) the code associated with this alarm condition. If this
alarm occurs two times (or four if DIP switch position “1” is
set to “ON”) within an hour, the UPM controller will enter into
a hard-lockout condition. It will constantly monitor the
refrigerant temperature with the sensor (FREEZE 2)
mounted close to the air coil between the thermal expansion
valve and air coil, as shown in Fig. 20. If the temperature
drops below or remains at the freeze limit trip for 120
seconds, the controller will shut the compressor down and
enter into a soft-lockout condition. Both the status LED and
the alarm contact will be active. The status LED will be active,

BOSCH

blinking the fault code. The LED will flash six times the code
associated with this alarm condition. If this alarm occurs two
times (or four times if DIP switch position “1” is set to
“ON”)(>RefertoFig. 21) (> See Table 9) withinan hour, the
controller will enter into a hard-lockout condition.

NOTICE

The freeze sensor (FREEZE 1) will not guard against the loss of
water. A flow switch is recommended to prevent the unit from
running if water flow is lost or reduced.

« INTELLIGENT RESET: If a fault condition is initiated,
the five-minute delay on break time period is initiated and the
unit will restart after these delays expire. During this period
the fault LED will indicate the cause of the fault. If the fault
condition still exists or occurs two or four times (depending if
the Lockout DIP switch position “1” is set to “OFF” or “ON”)
(>Refer to Fig. 21)(=>See Table 9) before 60 minutes, the
unit will go into a hard lockout and requires a manual lockout
reset.

+ LOCKOUT RESET: The method to exit a hard lockout
depends of the Reset DIP switch setting:

— Toclearahardlockout when the DIP switch position “2”
is setto “OFF” (Y), power can be cycled OFF then back
ON either at the unit’s thermostat or at the circuit
breaker.

— Toclearahardlockout when the DIP switch position “2”
is setto “ON” (R), power must be cycled OFF then back
ON at the circuit breaker (not at the thermostat).

(>Referto Fig. 21.) (>See Table 9.)

The blower motor will remain active during a lockout
condition.

+  PUMP DIP SWITCH: When DIP switch position “7” is set
to “ON” and no Y call has been received in the past 8 hours,
the compressor will have a delay of 30 seconds to allow a
loop pump to circulate water before compressor starts.
(=>Referto Fig. 21.) (=>See Table 9.)
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12.3 UPM Sequence of Operation
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Fig. 22 UPM Sequence of Operation Flowchart
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13 Options

A number of options are available on CL Series of Heat Pumps.
The following details the purpose, function, and components of
each option.

13.1 Unit Mounted Non-Fused Disconnect Switch

CL heat pumps can be supplied with an optional unit-mounted
disconnect switch mounted to the electrical corner post of the
unit. Field electrical wiring is connected to the switch and the
switch then routes power to the heat pump electrical box. When
the switch is in the “OFF” position, the heat pump electrical box
is completely de-energized.

13.2 Internal Two-Way Water Valve

In many applications, including variable pumping and well water
installations, a motorized water valve is required on the heat
pump water circuit. On the CL series this water valve can be
factory mounted and wired internally to the unit. The CL series
internal water valve option features a 24VAC motorized water
valve rated to 300 psig working pressure. This valve is wired to
open on a thermostat call for compressor operation (heating or
cooling) and will remain open as long as the thermostat calls. The
valve can remain seated with up to 20 psi of back pressure on all
sizes.

The valve consists of two main parts: the valve body and the
actuator. The valve body is brazed into the leaving water line of
the heat pump and is a permanent part of the unit. The valve
actuator can be easily removed from the valve body for service.

Refer to the water side pressure drop table in the troubleshooting
section of this manual to determine the appropriate pressure
drop across the heat pump with and without the water valve
option.

Note that the Two-Way Water Valve option will add additional
pressure drop between the water in and water out
connections of the heat pump.

Note that this water valve cannot be used as an isolation valve.
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13.3 Economizer

CL series heat pumps can be provided an optional waterside
economizer. The waterside economizer option allows a cooling
demand to be satisfied by circulating cold water through a water-
to-air heat exchanger (economizer coil) mounted to the return air
opening of the heat pump instead of energizing the compressor.

The major components of the economizer option are the Water-
to-Air Heat Exchanger, the Three-way Water Diverting Valve, the
Option Card, and the unit control circuit.

The economizer option operates in the following sequence:

» Validates that Operating Mode Dip Switch SW1 (> Refer to
Fig. 23) position “2” is in the “ON” position.

» The heat pump switches from compressor cooling to
economizer cooling mode when the unit thermostat calls for
cooling operation and the water in temperature thermistor
indicates that the supply water temperature is below the
desired set point specified in:

—  Units with Option Card: The Cool Set Point
Potentiometer (> Refer to Fig. 23).

—  Units with DDC: The Bosch Equipment touch or
building management.

» Ineconomizer cooling mode the three-way diverting valve
shifts, diverting water through the economizer coil and then
to the condenser coil. The unit fan operates but the
compressor does not start. This mode effectively cools the
air passing through the heat pump with the cold water supply
instead of compressor cooling.

» If the call for cooling is satisfied, then the heat pump fan
simply shuts OFF.

» If, during a call for cooling, the supply water temperature
climbs above the set point specified in the option card or
DDC (as indicated above), then the three-way valve diverts
water back to the condenser coil and the heat pump
compressor will start in cooling mode.

Note that the economizer coil incorporates its own drain pan
to collect condensate from the coil. This pan MUST be
independently trapped and piped into the drain line for the
heat pump.

The CL series economizer option is designed for free-return
applications. If the heat pump is to be connected to return air
duct work, the economizer may need to be slightly modified.
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The CL series economizer is designed for cooling only. If
heating economizer operation is desired, consult the factory
for applications and design information.

->Refer to the Condensate Drain section on page #16.

13.4 Hot Gas Reheat

CL series heat pumps can be provided with an optional hot gas
reheat. The hot gas reheat option cools and dehumidifies the
supply air by running the air through air coil heat exchanger (hot
gas reheat coil) mounted down stream of the evaporator coil
when the humidity level is above the specified set point.

The major components of the hot gas reheat option are the air coil
heat exchanger, the hot gas reheat three-way valve, the option
card, and the unit control circuit.

The hot gas reheat option operates in the following sequence:

» Validate that Operating Mode Dip Switch SW1 (> Refer to
Fig. 23) position “3”is in the “ON” position.

» The heat pump will run in Hot Gas Reheat mode ONLY when
cooling demand is satisfied and the unit thermostat calls for
humidity (H) when the level of humidity is above the desired
set point specified either by the:

—  Wall Thermostat, or

—  (For Units with DDC)—The Bosch Equipment Touch or
Building Management.

» InHot Gas Reheat mode, the pump will operate at full load
cooling and dehumidifying the air and then reheating it back
to a temperature close to the entering dry bulb temperature.

» Ifthereis a call for cooling while the unit is operating in the
reheat mode, then unit will revert to cooling until the demand
is satisfied.

13.5 Boilerless Control

CL series heat pumps can be provided with an optional Boilerless
Heat Control that can be field wired to enable an external heat
source. The Boilerless Control option would disable the heat
pump heating and a field auxiliary heat can be enabled.

The major components of the Boilerless Control option are the
option card, the unit control circuit, and the electric-auxiliary
heat.
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The Boilerless Control option operates in the following sequence:

1. When equipped with electric heat:

» Validates that Operating Mode Dip Switch SW1 (> Refer to
Fig. 23) position “1”is in the “ON” position.

» The heat pump switches from compressor heating to
Boilerless Control mode when the unit thermostat calls for
heating operation and the water in temperature thermistor
indicates that the supply water temperature is below the
desired set point specified either by:

—  (For Units with Option Card)—The Cool Set Point
Potentiometer (> Refer to Fig. 23), or

—  (For Units with DDC)—The Bosch Equipment Touch or
Building Management.

» If, during a call for heating, the supply water temperature
climbs above the set point specified in the option card or
DDC (as indicated above), then the heat pump compressor
will start heating mode.

2. If not equipped with electric heat:

» Validates that Operating Mode Dip Switch SW1 (> Refer to
Fig. 23) position “1”is in the “ON” position.

» The heat pump switches compressor OFF.

» If, during a call for heating, the supply water temperature
climbs above the set point specified in the option card or
DDC (as indicated above), then the heat pump compressor
starts heating mode.
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13.6 Option Card (included with Economizer, Hot Gas eliminates the need of relays and aquastat.
Reheat and/or Boilerless control options)

The option card manages the compressor, blower motor,

electronic ball valve, electric heater, and reversing valve

operation for the following options: Hot Gas Reheat, Economizer,

and Boilerless Control applications. Using the option card

'_"-.:E C1i L] :_I-.L
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e
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Fig. 23  Option Card

[1] Cool Set Point Potentiometer (Economizer) [17] 24VAC Power Input
[2] Heat Set Point Potentiometer (Boilerless Control) [18] 24VAC Power Common
[3] Operating Mode Dip Switch

[4] Entering Water Temperature

[5] H Signal Input

[6] O Signal Input

[71Y Call Input

[8] LED Input Status

[9] Economizer Output “E_OUT”

[10] Hot Gas Reheat Output “H_OUT”

[11] Boilerless Control “W_OUT”

[12] Reversing Valve Output “O_OUT”

[13] Option Card Standoff

[14] LED Output Status

[15] FAN Output “G_OUT”

[16] Y Call Output “Y_OUT”
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13.7 Refrigerant Leak Detection System Option

The refrigerant leak detection system option is comprised of two
components: the A2L refrigerant sensor and the UPM board. The
sensor continually samples the air and if the concentration of
refrigerant detected is higher than the preset threshold
(15%LFL), it sends asignal to the UPM, which then switches OFF
the compressor and turns ON the blower. The compressor
remains OFF until the saturation level is below (15%LFL) and the
power is cycled in order to restore normal operations. If the A2L
sensor is connected to the UPM, it must always remain
connected. If communication s lost, the UPM enters a refrigerant
leak hard lockout fault and energize the alarm contact. To test
that the communication between the sensor and board is active,
the sensor can be disconnected from the UPM, which should
simulate afault. The A2L sensor for the refrigerant leak detection
system must only be replaced with the part specified on the
spare parts list.

/\ WARNING

When the refrigerant leak detection system is installed, the
unit must be powered except when servicing. Continuous air
circulation is required for the refrigerant leak detection
system to function properly.

14 Fan Motor Options

14.1 Permanent Split Capacitor Motors (PSC)

The standard motor for all CL series heat pumps is a PSC motor.
For all models other than 575 V units, the supplied motor is a
three-speed motor. 575V motors are single speed. If a speed
change is required, follow the instructions below:

1. Disconnect power to the heat pump.

For units with leaded motors, remove the front access
cover.

3. Remove the fan speed wire from the fan relay. Clip the %”
quick connect from the lead and cap the unused lead.

4. Uncap the desired fan speed wire and terminate with a %”
quick connect. Connect to the fan relay.

5. Ifthe motorisa 460V motor and the speed is changed from
high to medium or low, connect the high-speed motor lead
to the orange intermediate winding lead instead of simply
cappingit.

Refer to the PSC motor performance tables below for heat
pump blower performance with the PSC motor option.
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14.1.1 PSC Motor Performance Date—Vertical Configuration

Default Factory CFM
Fan Speed .

Motor Setting 060 070 080 090 1.00 110 120

Low 289 | 267 | 244 | 213 — — — — — — — —

CL0O7 Med. X 335 | 309 | 283 | 251 | 215 = = = = = = =
High 347 | 320 | 294 | 262 | 225 | 185 - - - - - -

Low 294 | 281 | 267 | 248 = = = = = = = =

CL009 Med. X 379 | 360 | 340 | 316 | 289 - - - - - - -
High 414 | 391 | 369 | 343 | 314 | 284 = = = = = =

Low 294 | 281 | 267 | 248 — — — — — — — —

CL012 Med. 379 | 360 | 340 | 316 | 289 = = = = = = =
High X 414 | 391 | 369 | 343 | 314 | 284 - - - - - -

Low 542 | 519 | 469 | 437 | 415 | 375 = = = = = =

CLO15 Med. 621 | 598 | 546 | 497 | 452 | 424 | 360 - - - - -
High X 814 | 774 | 733 | 602 | 545 | 500 | 449 | 366 = = = =

Low 542 | 519 | 469 | 437 | 415 | 375 — — — — — —

CLO18 Med. 621 | 598 | 546 | 497 | 452 | 424 | 360 = = = = =
High X 814 | 774 | 733 | 602 | 545 | 500 | 449 | 366 - - - -

Low 730 | 723 | 703 | 679 | 637 | 544 | 493 = = = = =

CL024 Med. 821 | 808 | 787 | 757 | 720 | 667 | 535 | 479 - - - -
High X 1019 | 972 | 943 | 890 | 840 | 779 | 696 | 535 | 473 = = =

Low 730 | 723 | 703 | 679 | 637 | 544 | 493 | 412 — — — —

CL030 Med. 821 | 808 | 787 | 757 | 720 | 667 | 535 | 479 = = = =
High X 1019 | 972 | 943 | 890 | 840 | 779 | 696 | 535 | 473 - - -

CL036 Low 1178 [ 1139 [ 1097 [ 1052 [ 998 | 935 [863 | — [ — [ — | = | —
(208/230, Med. 1250 | 1204 | 1158 | 1108 | 1052 | 987 | 912 | 826 - - - -
460V) High X 1289 | 1240 | 1194 | 1142 | 1082 | 1017 | 945 | 857 = = = =
Low 1022 | 1013 | 988 | 953 | 884 | 805 | 750 | 684 - - - -

(CZI%O;;?) Med. 1221 | 1193 | 1156 | 1118 | 1059 | 964 | 837 | 772 = = = =
High X 1353 | 1304 | 1261 | 1206 | 1147 | 1062 | 887 | 808 - - - -

Low 963 | 999 | 1016 | 1013 | 996 | 995 | 860 = = = = =

CL042 Med. 1237 | 1243 | 1263 | 1260 | 1243 | 1215 | 1103 - - - - -
High X 1561 | 1559 | 1547 | 1520 | 1480 | 1426 | 1357 | 1165 = = = =

Low 1424 | 1422 | 1410 | 1393 | 1364 | 1327 | 1273 | 1210 | 1124 — — —

CL048 Med. 1677 | 1662 | 1633 | 1590 | 1538 | 1481 | 1407 | 1324 | 1229 = = =
High X 1953 | 1896 | 1847 | 1778 | 1704 | 1609 | 1515 | 1422 | 1319 | 1167 - -

Low 1646 | 1636 | 1627 | 1592 | 1573 | 1540 | 1505 | 1462 | 1415 | 1397 = =

CL060 Med. 1832 | 1819 | 1806 | 1793 | 1746 | 1711 | 1659 | 1619 | 1553 | 1501 | 1417 -
High X 2081 | 2076 | 2029 | 2008 | 1976 | 1934 | 1876 | 1812 | 1740 | 1659 | 1575 =

Low 1593 | 1586 | 1587 | 1576 | 1572 | 1561 | 1563 | 1550 | 1534 | 1504 | 1459 | 1411

CcLo70* Med. 1776 | 1777 | 1774 | 1778 | 1776 | 1756 | 1749 | 1733 | 1728 | 1684 | 1659 | 1606
High X 2028 | 2033 | 2029 | 2029 | 2030 | 2029 | 2024 | 1991 | 1969 | 1943 | 1906 | 1852

*Note: 575V models employ single-speed motors (high only).

Table 11  PSC Motor Performance Date—Vertical Configuration
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14.1.2 PSC Motor Performance Date—Horizontal Configuration

Default Facto
Model FanSpeed Motor Settin;y
Low 296 | 285 | 271 | 254 | 235 - - - - - - -
CLo07 Med. X 410 | 391 | 373 | 349 | 321 = = = = = = =
High 465 | 442 | 420 | 393 | 360 - - - - - - -
Low 296 | 281 | 266 | 244 = = = = = = = =
CL009 Med. X 393 | 373 | 347 | 323 | 293 | 255 | 223 — — — — —
High 424 | 401 | 373 | 345 | 314 | 279 | 238 | 196 = = = =
Low 296 | 281 | 266 | 244 - - - - - - - -
CL012 Med. 393 | 373 | 347 | 323 | 293 | 255 | 223 = = = = =
High X 424 | 401 | 373 | 345 | 314 | 279 | 238 | 196 - - - -
Low 542 | 519 | 469 | 437 | 415 | 375 = = = = = =
CLO15 Med. 621 | 598 | 546 | 497 | 452 | 424 | 360 — — — — —
High X 814 | 774 | 733 | 602 | 545 | 500 | 449 | 366 = = = =
Low 542 | 519 | 469 | 437 | 415 | 375 - - - - - -
CLO18 Med. 621 | 598 | 546 | 497 | 452 | 424 | 360 = = = = =
High X 814 | 774 | 733 | 602 | 545 | 500 | 449 | 336 - - - -
Low 1010 | 965 | 923 | 878 | 811 | 625 = = = = = =
CL024 Med. 1079 | 1016 | 967 | 912 | 851 | 721 | 568 — — — — —
High X 1118 | 1060 | 1000 | 949 | 888 | 795 | 586 | 561 = = = =
Low 1010 | 965 | 923 | 878 | 811 | 625 - - - - - -
CL030 Med. X 1079 | 1016 | 967 | 912 | 851 | 721 | 568 = = = = =
Hiigh 1118 | 1060 | 1000 | 949 | 888 | 795 | 586 | 561 - - - -
Low 1027 | 1029 | 1024 | 1010 | 930 | 922 | 912 | 857 | 786 | 689 = =
CLO036 Med. 1282 | 1272 | 1245 | 1217 | 1168 | 1026 | 1001 | 971 | 904 | 796 — —
High X 1535 | 1497 | 1444 | 1384 | 1315 | 1250 | 1034 | 1026 | 979 | 887 = =
Low 1279 | 1248 | 1212 | 1161 | 1087 | 992 | 853 | 801 | 744 | 675 - -
CL042 Med. 1465 | 1414 | 1365 | 1301 | 1240 | 1097 | 917 | 846 | 774 | 702 = =
High X 1569 | 1509 | 1418 | 1358 | 1298 | 1189 | 995 | 869 | 816 | 741 - -
Low 1399 | 1388 | 1377 | 1359 | 1327 | 1284 | 1245 | 1173 | 1106 | 883 = =
CL048 Med. 1651 | 1605 | 1562 | 1525 | 1481 | 1420 | 1362 | 1293 | 1209 | 1101 - -
High X 1816 | 1764 | 1712 | 1660 | 1590 | 1519 | 1446 | 1367 | 1284 | 1198 = =
Low 1639 | 1620 | 1597 | 1565 | 1529 | 1482 | 1424 | 1358 | 1276 | 1194 | 1100 | 994
CL060 Med. 1812 | 1789 | 1737 | 1698 | 1653 | 1600 | 1539 | 1472 | 1388 | 1267 | 1187 | 1076
High X 2022 | 1976 | 1937 | 1887 | 1833 | 1771 | 1704 | 1628 | 1543 | 1443 | 1309 | 1193
Low 1636 | 1626 | 1611 | 1607 | 1591 | 1571 | 1540 | 1506 | — = = =
cLo7o0* Med. 1822 | 1822 | 1814 | 1793 | 1777 | 1756 | 1724 | 1675 | 1626 | 1562 — —
High X 2092 | 2082 | 2068 | 2045 | 2020 | 1968 | 1932 | 1878 | 1815 | 1730 | 1640 | 1525

*Note: 575V models employ single-speed motors (high only).
Fig. 24 PSC Motor Performance Date—Horizontal Configuration
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14.2 Constant Torque Motors (ECM)

For installations where the efficiency of an electronically-
commutated, brushless DC motor (ECM) motor is required, but
the features of a constant airflow motor are not required, the CL
series is offered with a constant torque ECM motor option. These
motors feature up to 90% thermal efficiency combined with a
flatter fan curve than a PSC motor and simple operation. The
motors are provided with five speed taps to allow for awide range
of air flow and external static options.

To change a speed tap follow the instructions below:
1. Disconnect power to the heat pump.
2. Remove the blower access panel.

3. Remove the speed tap wire from the terminal it is currently
connected to and connect it to the terminal desired.

Refer to the constant torque motor performance tables below
for heat pump blower performance with the constant torque
motor option.

42|
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14.2.1 Constant Torque Motor Performance Data—Vertical Configuration

Default
Facto
Model Tap# Motorry
Setting
Low X 335 | 322 | 309 | 298 - = - = - = - =
CLOO7 Medium 413 | 403 | 392 | 375 | 351 = - = - = - =
High 456 | 436 | 415 | 393 | 368 | 345 - = - = - =
Low 335 | 322 | 309 | 298 - = - = - = - =
CL009 Medium X 413 | 403 | 392 | 375 | 351 = - = - = - =
High 456 | 436 | 415 | 393 | 368 | 345 - = - = - =
Low 335 | 322 | 309 | 298 - = - = - = - =
CL012 Medium 413 | 403 | 392 | 375 | 351 = - = - = - =
High X 456 | 436 | 415 | 393 | 368 | 345 - = - = - =
1 577 | 540 | 494 | 458 | 436 | 408 | 372 | 351 - = - =
2 X 647 | 621 | 564 | 537 | 504 | 468 | 440 | 398 - = - =
CLO15 3 829 | 799 | 777 | 739 | 619 | 572 | 527 | 417 | 295 = - =
4 947 | 895 | 838 | 782 | 646 | 594 | 528 | 436 | 316 = - =
5 945 | 907 | 860 | 799 | 694 | 605 | 532 | 469 - = - =
1 577 | 540 | 494 | 458 | 436 | 408 | 372 = - = - =
2 647 | 621 | 564 | 537 | 504 | 468 | 440 | 398 - = - =
CLO18 3 X 829 | 799 | 777 | 739 | 619 | 572 | 527 | 417 - = - =
4 947 | 895 | 838 | 782 | 646 | 594 | 528 | 436 - = - =
5 945 | 907 | 860 | 799 | 694 | 605 | 532 | 469 - = - =
1 600 | 578 | 538 | 498 | 448 | 418 - = - = - =
2 669 | 649 | 616 | 588 | 528 | 487 | 467 | 423 - = - =
CL024 3 861 | 833 | 812 | 787 | 757 | 732 | 645 | 562 - = - =
4 X 1034 | 1005 | 967 | 923 | 867 | 803 | 726 | 583 - = - =
5 1071 | 1027 | 988 | 939 | 888 | 827 | 738 | 590 - = - =
1 600 | 578 | 538 | 498 | 448 | 418 - = - = - =
2 669 | 649 | 616 | 588 | 528 | 487 | 467 | 423 - = - =
CL030 3 861 | 833 | 812 | 787 | 757 | 732 | 645 | 562 - = - =
4 1034 | 1005 | 967 | 923 | 867 | 803 | 726 | 583 - = - =
5 X 1071 | 1027 | 988 | 939 | 888 | 827 | 738 | 590 - = - =
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Default
Facto
Model Tap # Motorry
Setting
1 885 | 864 | 832 | 808 - = - = - = - =
2 1028 | 999 | 978 | 951 | 940 | 908 | 872 = - = - =
CL036 3 1199 | 1175 | 1152 | 1114 | 1063 | 1005 | 929 | 811 - = - =
4 1270 | 1227 | 1177 | 1127 | 1075 | 996 | 928 | 804 - = - =
5 X 1288 | 1246 | 1188 | 1136 | 1072 | 1008 | 927 | 809 - = - =
1 1202 | 1175 | 1150 | 1128 | 1108 | 1080 | 1021 | 971 | 935 | 903 — =
2 1295 | 1269 | 1244 | 1230 | 1203 | 1183 | 1154 | 1093 | 1025 | 940 - =
CL042 3 1399 | 1377 | 1352 | 1333 | 1302 | 1284 | 1260 | 1236 | 1051 | 963 - =
4 X 1500 | 1475 | 1452 | 1425 | 1400 | 1377 | 1364 | 1321 | 1251 | 966 - =
5 1607 | 1580 | 1558 | 1532 | 1509 | 1492 | 1420 | 1351 | 1264 | 977 - =
1 1412 | 1383 | 1359 | 1331 - = - = - = - =
2 1606 | 1579 | 1556 | 1529 | 1501 | 1471 | 1421 = - = - =
CL048 3 X 1728 | 1701 | 1675 | 1651 | 1622 | 1588 | 1472 = — = — =
4 1827 | 1801 | 1780 | 1751 | 1680 | 1593 | 1468 = - = - =
5 1897 | 1873 | 1848 | 1797 | 1722 | 1628 | 1482 | 1376 - = - =
1 1899 | 1873 | 1847 | 1822 | 1780 | 1760 - = - = - =
2 2032 | 2004 | 1970 | 1942 | 1903 | 1876 - = - = - =
CL060 3 X 2152 | 2116 | 2091 | 2057 | 2015 | 1984 | 1953 | 1927 | 1888 = - =
4 2252 | 2224 | 2194 | 2165 | 2132 | 2099 | 2066 | 2021 | 1948 | 1866 - =
5 2380 | 2355 | 2332 | 2292 | 2256 | 2219 | 2161 | 2096 | 2017 | 1925 | 1832 | 1723
1 2055 | 2027 | 1991 | 1965 | 1939 | 1911 | 1874 | 1845 | 1816 | 1779 - =
2 2149 | 2122 | 2096 | 2060 | 2034 | 2008 | 1979 | 1945 | 1916 | 1887 - =
CLO070 3 X 2225 | 2198 | 2172 | 2140 | 2111 | 2087 | 2057 | 2029 | 1995 | 1968 — =
4 2388 | 2361 | 2330 | 2300 | 2272 | 2246 | 2220 | 2190 | 2155 | 2124 | 2094 | 2062
5 2436 | 2408 | 2380 | 2351 | 2322 | 2294 | 2267 | 2240 | 2210 | 2179 | 2145 | 2111

Note: Off delay = 30 seconds = After receiving an off command motor will continue running for 30 seconds.
Table 12 Constant Torque Motor Performance Data—Vertical Configuration
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14.2.2 Constant Torque Motor Performance Data—Horizontal Configuration

Default
Facto
Model Tap# Motorry
Setting
Low X 342 | 331 | 317 | 305 | 293 | 281 264 = - = - =
CLOO7 Medium 426 | 414 | 402 | 381 | 356 | 329 | 300 | 267 - = - =
High 467 | 446 | 429 | 405 | 381 | 353 | 320 | 282 - = - =
Low 342 | 331 | 317 | 305 | 293 | 281 | 264 = - = - =
CL009 Medium X 426 | 414 | 402 | 381 | 356 | 329 | 300 | 267 - = - =
High 467 | 446 | 429 | 405 | 381 | 353 | 320 | 282 - = - =
Low 342 | 331 | 317 | 305 | 293 | 281 264 = - = - =
CL012 Medium 426 | 414 | 402 | 381 | 356 | 329 | 300 | 267 - = - =
High X 467 | 446 | 429 | 405 | 381 | 353 | 320 | 282 - = - =
1 505 | 434 | 392 | 368 | 327 = - = - = - =
2 538 | 491 | 440 | 424 | 384 | 338 - = - = - =
CLO15 3 X 669 | 636 | 597 | 533 | 499 | 485 | 447 = - = - =
4 762 | 733 | 704 | 658 | 605 | 569 | 538 | 488 | 351 = - =
5 861 | 838 | 823 | 800 | 771 | 641 | 569 | 511 | 387 = - =
1 505 | 434 | 392 | 368 | 327 = - = - = - =
2 538 | 491 | 440 | 424 | 384 | 338 - = - = - =
CLO18 3 X 669 | 636 | 597 | 533 | 499 | 485 | 447 = - = - =
4 762 | 733 | 704 | 658 | 605 | 569 | 538 | 488 - = - =
5 861 | 838 | 823 | 800 | 771 | 641 | 569 | 511 - = - —
1 723 | 684 | 651 | 613 | 539 | 475 - = - = - =
2 772 | 734 | 704 | 644 | 564 | 514 - = - = - =
CL024 3 928 | 899 | 837 | 814 | 783 | 728 | 508 = - = - =
4 X 1012 | 984 | 960 | 925 | 881 | 817 | 557 = - = - =
5 1083 | 1060 | 1032 | 925 | 867 | 769 | 503 = - = - =
1 723 | 684 | 651 | 613 | 539 | 475 - = - = - =
2 772 | 734 | 704 | 644 | 564 | 514 - = - = - =
CL030 3 928 | 899 | 837 | 814 | 783 | 728 | 508 = - = - =
4 X 1012 | 984 | 960 | 925 | 881 | 817 | 557 = - = - =
5 1083 | 1060 | 1032 | 925 | 867 | 769 | 503 = - = - =
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Default
Facto
Model Tap # Motorry
Setting
1 1205 | 1178 | 1158 | 1130 | 1104 | 1075 | 1050 | 1020 | 998 | 967 | 877 =
2 1290 | 1268 | 1243 | 1218 | 1198 | 1169 | 1141 | 1115 | 1087 | 1013 | 918 =
CL036 3 X 1398 | 1376 | 1348 | 1329 | 1301 | 1283 | 1256 | 1222 | 1146 | 1045 | 921 =
4 1503 | 1481 | 1451 | 1434 | 1412 | 1378 | 1320 | 1250 | 1149 | 1043 | 926 =
5 1752 | 1696 | 1645 | 1585 | 1529 | 1451 | 1376 | 1294 | 1198 | 1087 | 946 | 815
1 1205 | 1178 | 1158 | 1130 | 1104 | 1075 | 1050 | 1020 | 998 | 967 | 877 =
2 1290 | 1268 | 1243 | 1218 | 1198 | 1169 | 1141 | 1115 | 1087 | 1013 | 918 =
CL042 3 1398 | 1376 | 1348 | 1329 | 1301 | 1283 | 1256 | 1222 | 1146 | 1045 | 921 =
4 X 1503 | 1481 | 1451 | 1434 | 1412 | 1378 | 1320 | 1250 | 1149 | 1043 | 926 =
5 1752 | 1696 | 1645 | 1585 | 1529 | 1451 | 1376 | 1294 | 1198 | 1087 | 946 | 815
1 1424 | 1400 | 1374 | 1351 | 1329 | 1308 | 1285 | 1262 | 1241 | 1209 - =
2 1636 | 1615 | 1595 | 1571 | 1551 | 1526 | 1502 | 1455 | 1381 | 1304 - =
CL048 3 X 1700 | 1677 | 1655 | 1637 | 1611 | 1581 | 1526 | 1463 | 1385 | 1293 — =
4 1798 | 1776 | 1754 | 1730 | 1689 | 1630 | 1560 | 1489 | 1412 | 1317 - =
5 1889 | 1865 | 1827 | 1777 | 1718 | 1652 | 1579 | 1499 | 1412 | 1328 - =
1 1851 | 1818 | 1792 | 1758 | 1729 | 1698 | 1660 | 1627 | 1588 | 1539 - =
2 1945 | 1911 | 1886 | 1852 | 1823 | 1793 | 1757 | 1720 | 1659 | 1579 - =
CL060 3 X 2026 | 1994 | 1965 | 1938 | 1901 | 1874 | 1825 | 1760 | 1683 | 1593 | 1487 | 1370
4 2081 | 2055 | 2021 | 1993 | 1949 | 1903 | 1840 | 1775 | 1695 | 1594 | 1486 | 1370
5 2239 | 2201 | 2151 | 2086 | 2028 | 1977 | 1903 | 1822 | 1737 | 1650 | 1529 | 1397
1 2020 | 1988 | 1958 | 1932 | 1895 | 1866 | 1836 | 1801 - = - =
2 2114 | 2081 | 2056 | 2027 | 1993 | 1966 | 1936 | 1896 | 1863 = - =
CLO070 3 X 2198 | 2173 | 2146 | 2113 | 2085 | 2050 | 2018 | 1981 | 1948 | 1907 — =
4 2334 | 2303 | 2272 | 2245 | 2215 | 2181 | 2148 | 2103 | 2046 | 1972 | 1886 =
5 2385 | 2355 | 2328 | 2295 | 2263 | 2231 | 2192 | 2141 | 2075 | 1994 | 1908 | 1812

Note: Off delay = 30 seconds = After receiving an off command motor will continue running for 30 seconds.
Table 13  Constant Torque Motor Performance Data—Horizontal Configuration
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14.3 Constant Airflow Motors (ECM)

NOTICE

The 460-V heat pump units that are equipped with the
Constant Airflow Motor option require power-supply wiring
that includes a properly-sized neutral wire in addition to the
three high-voltage wires and the ground wire. These units
employ a 265-V motor that requires power from one phase of
the 460-V supply and the neutral wire.

For installations where constant air delivery is critical or where
external static pressure drop can vary greatly (such as with
high-MERV value filters) the CL series is offered with a constant
air flow ECM motor option. This option provides ECM motor
efficiency combined with a constant air delivery across a wide
range of external static pressures. These motors dynamically
adjust their power output to precisely match the desired air flow
on a pre-programmed fan curve.

Additionally these motors feature:

+  Alow-CFM ventilation feature that circulates air at 70% of full
load when “fan only” is called.

» Apassive dehumidification mode that reduces air flow during
a cooling call when dehumidification is also required—this
reduces the sensible heat ratio of the cooling coil and extends
cooling run time to more effectively dehumidify. (= Refer to
the ECM Interface Board section on page #23.)

+ Three-speed settings per model. Units are factory set to
“NORM” but can be field adjusted to “+” to increase CFM by
15% or to “-” to reduce CFM by 15%. (> Refer to the ECM
Interface Board section on page #23.)

+  A“TEST” mode that operates the motor at a 70% torque
setting. This setting can be used to diagnose programming
problems in the motor itself. (> Refer to the ECM Interface
Board section on page #23.)

» ACFMindicator light that provides a blink for each 100 CFM
of air delivered. (Note that this blink code is approximate and
should not replace testing and balancing.)

Refer to the constant air flow motor performance tables below
for heat pump blower performance with the constant air flow
motor option.

CL Series Heat Pumps—8733838716 (2024/05)

Fan Motor Options

|47



Fan Motor Options BOSCH

14.3.1 Constant Airflow Motors Performance Data—Vertical Configuration

Default
Factol
Model FanSpeed Motorry
Setting
D—Low 460 | 460 | 460 | 460 | 460 | 460 | 460 | 440 | 410 | 390 - =
CLO15 D—Normal X 550 | 550 | 550 | 550 | 550 | 550 | 550 | 550 | 550 | 550 - =
D—High 610 | 620 | 640 | 640 | 640 | 640 | 640 | 640 | 620 | 590 - =
A—Low 510 | 510 | 510 | 510 | 510 | 510 | 510 | 500 | 480 | 460 - =
CLO18 A—Normal X 600 | 600 | 600 | 600 | 600 | 600 | 600 | 580 | 540 | 500 - =
A—High 685 | 685 | 685 | 685 | 685 | 685 | 640 | 600 | 560 | 520 - =
A—Low 680 | 680 | 680 | 680 | 680 | 680 | 680 | 680 | 650 | 620 - =
CL024 A—Normal X 800 | 800 | 800 | 800 | 800 | 800 | 800 | 780 | 740 | 680 - =
A—High 900 | 900 | 900 | 900 | 900 | 900 | 900 | 870 | 840 | 710 - =
C—Low 810 | 830 | 830 | 830 | 830 | 830 | 830 | 830 - = - =
CLO30 C—Normal X 930 | 950 | 950 | 950 | 950 | 950 | 950 | 900 - = - =
C—High 1040 | 1040 | 1040 | 1040 | 1040 | 1020 | 980 | 940 - = - =
A—Low 1020 | 1040 | 1040 | 1040 | 1040 | 1040 | 1040 | 1040 | 1020 | 1000 - =
CL036 A—Normal X 1200 | 1200 | 1200 | 1200 | 1200 | 1200 | 1200 | 1160 | 1140 | 1060 - =
A—High 1160 | 1200 | 1280 | 1300 | 1300 | 1340 | 1380 | 1380 | 1380 | 1380 - =
A—Low 1180 | 1200 | 1200 | 1200 | 1200 | 1200 | 1200 | 1200 | 1200 | 1200 - =
CL042 A—Normal X 1340 | 1400 | 1400 | 1400 | 1400 | 1400 | 1400 | 1400 | 1400 | 1400 - =
AHigh 1520 | 1530 | 1550 | 1550 | 1550 | 1550 | 1550 | 1550 | 1550 | 1580 - =
B—Low 1350 | 1350 | 1350 | 1350 | 1350 | 1350 | 1350 | 1350 | 1350 | 1350 - =
CL048 B—Normal X 1600 | 1600 | 1600 | 1600 | 1600 | 1600 | 1600 | 1600 | 1600 | 1600 - =
B—High 1750 | 1750 | 1750 | 1750 | 1750 | 1750 | 1780 | 1800 | 1800 | 1800 - =
C—Low 1700 | 1725 | 1725 | 1725 | 1725 | 1725 | 1725 | 1725 | 1725 | 1700 - =
CL060 C—Normal X 2000 | 2000 | 2000 | 2000 | 2000 | 2000 | 2000 | 2000 | 2000 | 2000 | 2000 | 2000
C—High 2260 | 2260 | 2260 | 2260 | 2260 | 2260 | 2260 | 2260 | 2200 | 2160 | 2120 | 2080
A—Low 1800 | 1800 | 1800 | 1800 | 1800 | 1800 | 1800 | 1800 | 1800 | 1800 | 1800 | 1800
CLO70 A—Normal X 2100 | 2100 | 2100 | 2100 | 2100 | 2100 | 2100 | 2100 | 2100 | 2100 | 2100 | 2100
A—High 2375 | 2375 | 2375 | 2375 | 2375 | 2375 | 2375 | 2375 | 2375 | 2375 | 2300 | 2270

Table 14 Constant Airflow Motors Performance Data—Vertical Configuration
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14.3.2 Constant Airflow Motors Performance Data—Horizontal Configuration

Default
Facto
Model FanSpeed Motorry
Setting
A—Low 440 | 440 | 440 | 440 | 440 | 440 | 440 | 440 | 430 | 420 - =
CLO015 A—Normal X 500 | 500 | 500 | 500 | 500 | 500 | 500 | 500 | 490 | 480 - =
A—High 590 | 590 | 590 | 590 | 590 | 590 | 590 | 590 | 590 | 575 - =
D—Low 500 | 500 | 500 | 500 | 500 | 500 | 500 | 500 | 500 | 500 - =
CLO18 D—Normal X 580 | 600 | 600 | 600 | 600 | 600 | 600 | 600 | 590 | 580 - =
D—High 660 | 680 | 700 | 700 | 700 | 700 | 700 | 680 | 650 | 620 - =
B—Low 620 | 650 | 650 | 650 | 650 | 650 | 650 | 640 | 630 | 600 - =
CL024 B—Normal X 750 | 780 | 800 | 800 | 800 | 800 | 800 | 780 | 700 | 650 - =
B—High 880 | 900 | 900 | 900 | 900 | 900 | 900 | 880 | 800 | 700 - =
A ow 780 | 800 | 800 | 800 | 800 | 800 | 800 | 800 | 700 | 650 - =
CL030 A—Normal X 920 | 950 | 950 | 950 | 950 | 950 | 950 | 900 | 750 | 700 - =
A—High 1050 | 1050 | 1050 | 1050 | 1050 | 1050 | 1050 | 1000 | 950 | 900 - =
A—Low 960 | 980 | 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 1000 =
CL036 A—Normal X 1150 | 1200 | 1200 | 1200 | 1200 | 1200 | 1200 | 1200 | 1200 | 1200 | 1200 | —
A—High 1310 | 1340 | 1340 | 1340 | 1340 | 1340 | 1340 | 1340 | 1340 | 1340 | 1340 | —
B—Low 1120 | 1160 | 1160 | 1160 | 1160 | 1160 | 1160 | 1160 | 1160 | 1160 | 1160 | —
CL042 B—Normal X 1340 | 1350 | 1400 | 1400 | 1400 | 1400 | 1400 | 1400 | 1400 | 1400 | 1380 | —
B—High 1530 | 1550 | 1550 | 1550 | 1550 | 1550 | 1550 | 1550 | 1550 | 1530 | 1480 =
ALow 1350 | 1350 | 1350 | 1350 | 1350 | 1350 | 1350 | 1350 | 1350 | 1350 | — =
CL048 A—Normal X 1560 | 1600 | 1600 | 1600 | 1600 | 1600 | 1600 | 1600 | 1600 | 1600 | — =
A—High 1790 | 1820 | 1820 | 1820 | 1820 | 1820 | 1820 | 1820 | 1820 | 1760 | — =
A ow 1620 | 1620 | 1620 | 1620 | 1620 | 1620 | 1620 | 1620 | 1620 | 1620 | 1610 | 1600
CL060 A—Normal X 1900 | 1940 | 2000 | 2000 | 2000 | 2000 | 2000 | 2000 | 2000 | 1970 | 1900 | 1900
A—High 2150 | 2150 | 2150 | 2150 | 2150 | 2150 | 2150 | 2150 | 2100 | 2050 | 2000 | 1950
A—Low 1800 | 1800 | 1800 | 1800 | 1800 | 1800 | 1800 | 1800 | 1800 | 1800 | 1800 | 1800
CLO070 A—Normal X 2100 | 2100 | 2100 | 2100 | 2100 | 2100 | 2100 | 2100 | 2100 | 2100 | 2100 | 2100
A—High 2380 | 2400 | 2400 | 2400 | 2400 | 2400 | 2400 | 2400 | 2300 | 2250 | 2200 | 2150
Table 15  Constant Airflow Motors Performance Data—Vertical Configuration
@
1

Air flowis 70% of tabulated values during fan-only operation. Air flow is 80% of tabulated value during passive-dehumidification mode
when enabled.
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15 Maintenance

/\\ WARNING

Personal Injury Hazard!

Servicing of this equipment can be hazardous due to system
pressure and electrical components. Only trained and
qualified personnel should install, repair, or service the
equipment.

Electric Shock!

Before performing service or maintenance operations on the
system, turn OFF main power to the unit. Electrical shock will
cause personal injury or death.

15.1 Filter Changes

Filter changes or cleaning are required at regular intervals. The
time period between filter changes will depend upon type of
environment where the equipment is used. In a single-family
home that is not under construction, changing or cleaning the
filter every 60 days is sufficient. In other applications such as
motels where daily vacuuming produces a large amount of lint,
filter changes may need to be as frequent as bi-weekly.

15.2 Annual Checkup

Anannual “checkup” by atrained and qualified HYAC mechanicis
required. Complete the check-out sheet on page #98 when
performing the annual maintenance checkup. Record the
performance measurements of volts, amps, and water
temperature differences for both heating and cooling. This data
should be compared to the information on the unit’s data plate
and the data taken at the original startup of the equipment.

15.3 Annual Condensate Drain Cleaning

Clean and flush the condensate drain annually to ensure proper
drainage.

16 Handling Periodic Lockouts

Periodic lockouts almost always are caused by air or water flow
problems. The lockout (shutdown) of the unit is a normal
protective measure in the design of the equipment. If continual
lockouts occur callamechanic immediately and have them check
for:

 water flow problems

+ water temperature problems
+ air flow problems, or

+ airtemperature problems.

Use of the pressure and temperature charts for the unit may be
required to properly determine the cause.
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17.1 Personal Protective Equipment

Ensure that all personal protective equipment is available and
being used correctly.

17.2 Confined Space Work
Work in confined spaces must be avoided.

17.3 Controlled Work Procedure

All work must be undertaken under a controlled procedure to
minimize the risk of a flammable gas or vapor being present while
the work is being performed.

17.4 Safety Checks

Prior to beginning work on systems containing flammable
refrigerants, safety checks are necessary to ensure that the risk
of ignition is minimized. The following precautions must be taken
prior to conducting work on the refrigerating system.

17.4.1 Inform Everyone in the General Work Area

Allmaintenance staff and others workingin the local area must be
instructed on the nature of work being carried out.

17.4.2 Check for the Presence of Refrigerant

The area must be checked with an appropriate refrigerant
detector prior to and during work, to ensure the technician is
aware of potentially toxic or flammable atmospheres. Ensure that
the leak detection equipment being used is suitable for use with
R-454B refrigerant; i.e., non-sparking, adequately sealed, or
intrinsically safe.

17.4.3 Fire Extinguisher

If any hot work is to be conducted on the refrigerating equipment
or any associated parts, appropriate fire-extinguishing
equipment must be available on hand. Have a dry powder or CO,
fire extinguisher adjacent to the charging area.

17.4.4 Ignition Sources

Ensure the following prior to the work taking place:

» The areaaround the equipment is to be surveyed to make
sure that there are no flammable hazards or ignition risks.

» "No Smoking" signs must be posted.

» Allpossible ignition sources, including cigarette smoking,
must be kept sufficiently far away from the site of installation,
repair, removal, or disposal during which refrigerant may
possibly be released and exposed to the surrounding area
and the ignition sources.

» Ensure that any person carrying out work in relationto a
refrigerating system that involves exposing any pipe work
knows that they must NOT use any sources of ignition in such
amanner that it may lead to the risk of fire or explosion.
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17.4.5 Ventilated Area

Ensure that the area is in the open or that it is adequately
ventilated before breaking into the system or conducting any hot
work. The ventilation must safely disperse all released
refrigerant, preferably expelling it externally into the
atmosphere. The ventilation must be present during the period
that the work is carried out.

17.4.6 Checks to the Refrigerating Equipment

Where electrical components are being changed, they must be fit
for the purpose and to the correct specification. At all times the
manufacturer's maintenance and service guidelines must be
followed. If in doubt, consult Bosch service and support for
assistance.

The following checks must be applied to installations using

flammable refrigerants:

» Ensuretheactual refrigerant charge is in accordance with the
room size within which the refrigerant containing parts are
installed.

» Ensure that the ventilation machinery and outlets are
operating adequately and are not obstructed.

» Check the secondary circuit for the presence of refrigerant, if
an indirect refrigerating circuit is being used.

» Ensurethe markings onthe equipment continues to be visible
and legible. Markings and signs that are illegible must be
corrected.

» Ensure the refrigerating pipes or components are installed in
a position where they are unlikely to be exposed to any
substance that may corrode refrigerant containing
components, unless the components are constructed of
materials that are inherently resistant to being corroded or
are suitably protected against being so corroded.

17.5 Checks to Electrical Devices

Repair and maintenance to electrical components must include
initial safety checks and component inspection procedures. Ifa
fault exists that could compromise safety, then electrical supply
must NOT be connected to the circuit until the safety fault is
satisfactorily corrected. If the fault cannot be corrected
immediately but it is necessary to continue operation, an
adequate temporary solution must be used. This must be
reported to the owner of the equipment, so all parties are
advised.

The following are required initial safety checks:

» Ensurethat capacitors are discharged—this mustbe doneina
safe manner to avoid possibility of sparking.

» Ensure that no live-electrical components and wiring are
exposed while charging, recovering, or purging the system.

» Ensure that there is continuity of earth bonding.
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17.6 Repairs to Sealed Components

NOTICE

Sealed-electrical components must be replaced.

17.7 Repair to Intrinsically-Safe Components

NOTICE

Intrinsically-safe components must be replaced.

17.8 Check Cabling

Check that cabling will not be subject to wear, corrosion,
excessive pressure, vibration, sharp edges, or any other adverse
environmental effects. The check must also take into account the
effects of aging or continual vibrations from sources such as
compressors or fans.

17.9 Detection of Flammable Refrigerants

Under NO circumstances may potential sources of ignition be
used in the searching for or detection of refrigerant leaks. A
halide torch (or any other detector using a naked flame) must
NOT be used.

The following leak-detection methods are deemed acceptable for
all refrigerant systems:

« Electronic leak detectors may be used to detect refrigerant
leaks but in the case of flammable refrigerants, the sensitivity
may not be adequate or may need re-calibration. (Detection
equipment must be calibrated in a refrigerant-free area.).
Ensure that the detector is not a potential source of ignition
and is suitable for the refrigerant used. Leak-detection
equipment must be set to a percentage for the Lower-
Flammable Limit (LFL) (25% maximum) of the gas that is
confirmed.

Leak detection fluids are also suitable for use with most
refrigerants but the use of detergents containing chlorine
must be avoided as the chlorine may react with the
refrigerant and corrode the copper pipe-work. Examples of
leak detection fluids are:

—  bubble method
— fluorescent method agents.

If aleak is suspected, all naked flames must be removed/
extinguished.

If a leakage of refrigerant is found that requires brazing, all of the
refrigerant must be recovered from the system or isolated (by
means of shut-off valves) in a part of the system remote from the
leak.
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17.10 Removal and Evacuation

When breaking into the refrigerant circuit to make repairs—or for
any other purpose—conventional procedures must be used.
However, for flammable refrigerants it is important that best
practice be followed, since flammability is a consideration. The
following procedure must be adhered to:

1. Safely remove refrigerant following local and national
regulations.

2. Evacuate.

3. Continuously flush or purge with inert gas when using flame
to open circuit.

4. Open thecircuit.

The refrigerant charge must be recovered into the correct
recovery cylinders if venting is not allowed by local or national
codes. For appliances containing flammable refrigerants, the
system must be purged with oxygen-free nitrogen to render the
appliance safe for flammable refrigerants. This process might
need to be repeated several times. Compressed air or oxygen
must not be used for purging refrigerant systems.

For appliances containing flammable refrigerants, refrigerants
purging must be achieved by breaking the vacuum in the system
with oxygen-free nitrogen and continuing to fill until the working
pressure is achieved, then venting to atmosphere, and finally
pulling down to a vacuum (optional for A2L). This process must
be repeated until no refrigerant is within the system (optional for
A2L). When the final oxygen-free nitrogen charge is used, the
system must be vented down to atmospheric pressure to enable
work to take place.

/I\ WARNING

Fire Hazard!
The outlet for the vacuum pump must not be close to any
potential ignition sources, and ventilation must be available.

17.11 Charging Procedures

In addition to conventional charging procedures, the following
requirements must be followed.

» Ensure that contamination of different refrigerants does not
occur when using charging equipment.

» Ensure hoses orlines are as short as possible to minimize the
amount of refrigerant contained in them.

» Ensure cylinders are kept in an appropriate position
according to the instructions.

» Ensure that the refrigerating system is earthed prior to
charging the system with refrigerant.

» Be sure to label the system when charging is complete (if not
already).

» Use extreme care not to overfill the refrigerating system.
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» Ensure the system is pressure-tested with the appropriate
purging gas prior to recharging the system.

» Ensure the system is leak-tested on completion of charging
but prior to commissioning. A follow-up leak test must be
carried out prior to leaving the site.

17.12 Recovery

When removing refrigerant from a system, either for servicing or

decommissioning, it is recommended good practice that all

refrigerants are removed safely.

Ensure the following:

» Ensure that only appropriate refrigerant recovery cylinders
are employed when transferring refrigerant into cylinders.

» Ensure that the correct number of cylinders for holding the
total system charge are available.

» Ensure all cylinders to be used are designated for the
recovered refrigerant and labeled for that refrigerant (/.e.,
special cylinders for the recovery of refrigerant).

» Ensureall cylinders are complete with a pressure-relief valve
and associated shut-off valves that are all in good working
order.

» Ensure empty recovery cylinders are evacuated and, if
possible, cooled before recovery occurs.

» Ensure the recovery equipment is in good working order.

» Ensure set of instructions for the recovery equipment is at
hand .

» Ensurethe recovery equipment is suitable for the recovery of
the flammable refrigerant. If in doubt, the manufacturer
should be consulted.

» Ensureasetof calibrated weighing scales are available and in
good working order.

» Ensure the hoses are complete with leak-free disconnect
couplings and are in good condition.

» Ensure the recovered refrigerant ise processed according to
local legislations/regulations inthe correct recovery cylinder,
and the relevant waste transfer note arranged.

» Ensure there is no mixing of refrigerants in the recovery units
and especially not in cylinders.

» If compressors or compressor oils are to be removed, ensure
that they have been evacuated to an acceptable level to make
certain that flammable refrigerant does not remain within the
lubricant. The compressor body must NOT be heated by an
open flame or other ignition sources to accelerate this
process. When oil is drained from a system, it must be carried
out safely.
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17.13 Service Access
17.13.1 Swing-Out Electrical Box

Weld Pins
The Electrical Box is designed to swing out of the way, enhancing arelocated
the unit's accessibility and serviceability. (<> See Fig. 25 and Fig. on the side
26.) For additional details, refer to section 5.9.1 on page #19. opposite

the motor.

Three screws are located
above the motor.

Fig. 27 Screws and Welded Pins Locations for Vertical Units

17.13.3 Blower Assembly Access for Horizontal Units

For horizontally-configured units, follow the steps below to
. . remove the Blower Assembly:
17.13.2 Blower Assembly Access for Vertical Units » Remove the three screws located on the motor side of the
For vertically-configured units, the Blower Assembly is designed blower assembly.
to slide out to facilitate access and servicing of the blower/motor
assembly. (->See Fig. 26.)

Fig. 25  Swing-Out Electrical Box on a Horizontal Unit

» Twistand pull the blower back from welded pins located on
opposite side to the motor, near the evaporator.

(=>See Fig. 28.)

The weld pins are
Three screws are located | | located on the side

on the motor side. opposite the motor.

Fig. 26  Electrical Box and Blower Assembly Access

Fig. 28  Screws and Welded Pins Locations for Horizontal Units

If removal of the blower assembly is required (e.g., when
installation constraints prevent the use of the slide-out feature),
follow these steps:

» Remove the three screws positioned above the motor.

» Drop down and slide off the welded pins situated on the
opposite side from the motor.

(=>SeeFig. 27.)
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18 Decommissioning Information

Only trained and qualified technicians are allowed to
decommission and dispose of equipment following the
requirements and local codes.

/\ WARNING

Decommissioning of this equipment can be hazardous due to
system pressure and electrical components. Only trained and
qualified personnel should install, repair, service, or
disconnect the equipment.

18.1 Protecting the Environment
18.1.1 Components

i

By disposing of this product correctly you will help ensure that the
waste undergoes the necessary treatment, recovery, and recycling,
thus preventing potentially negative effects on the environment and
human health, which could otherwise arise due to inappropriate
waste handling.

1

Many parts in the Heat Pump can be fully recycled at the end of the
product life. Contact your city authorities for information about the
disposal of recyclable products.

18.1.2 Refrigerant

i

At the end of the service life of this appliance, and prior to its
environmental disposal, a person qualified to work with refrigerant
circuits must recover the refrigerant from within the sealed systemas
per applicable local codes.

18.1.3 Hazardous Waste

1

Some components in the Heat Pump may be considered as
hazardous waste, such as batteries. For their disposal contact your
local household hazardous waste collection site.

18.2 Decommissioning Procedure

Before carrying out this procedure, it is essential that the
technician is completely familiar with the equipment and all its
detail.
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It is recommended good practice that all refrigerants are
recovered safely.

- Refer to Servicing and Repair Information on page 50 for
additional safety precautions.

Follow the procedure below.

1. Before attempting the procedure:

» Become familiar with the equipment and its operation.

» Ensurethatelectrical power is available for the recovery
machine before the task is commenced.

» Ensure an oil and refrigerant sample is taken in case
analysis is required prior to re-use of recovered
refrigerant.

» Isolate the system electrically. Lock-Out/Tag-Out
recommended.

» Ensurethat mechanical handlingequipmentis available,
if required, for handling refrigerant cylinders

» Ensure that all personal protective equipment is
available and being used correctly.

» Ensure that the recovery process is supervised at all
times by a competent person

» Ensure that the recovery equipment and cylinders
conform to the appropriate standards.

2. Pump down refrigerant system, if possible.

If a vacuum is not possible, make a manifold so that

refrigerant can be removed from various parts of the

system.

4. Make sure that cylinder is situated on the scales before
recovery takes place.

5. Start the recovery machine and operate in accordance with
instructions.

6. DO NOT overfill cylinders (no more than 80% volume liquid
charge).

7. DO NOT exceed the maximum working pressure of the
cylinder, even temporarily.

8. When the cylinders have been filled correctly and the
process completed, make sure that the cylinders and the
equipment are removed from site promptly and all isolation
valves on the equipment are closed off.

9. Recovered refrigerant must NOT be charged into another
REFRIGERATING SYSTEM unless it has been cleaned and
checked.

18.3 Labeling
The following are required:

» Equipment must be labeled stating that it has been
decommissioned and emptied of refrigerant.

» The label must be dated and signed.

» Ensure that there are labels on the equipment stating the
equipment contains flammable refrigerant.
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19 Troubleshooting
19.1 Unit Troubleshooting

NOTICE

If troubleshooting a system that is low on refrigerant due to a
system leak, do not simply add refrigerant. The leak must be

found and repaired per F-Gas regulation.

Mode
Cooling

Problem
Heating

Troubleshooting

19.1.1 Online Help Resources

For FAQs, videos, service bulletins, and more, visit our Service
and Support web page at www.boschheatingcooling.com/
service or use your cell phone to scan the code below.

Unit Troubleshooting

Check

Possible Cause

High pressure | Check water valves and/or pumps for proper
fault=Noorlow | operation. Check for water coil blockage.
water flow
Is the Fault LED High pressure | Check water temperature—is it in range?
X blinking fault—High water
one (1) time? temperature
High pressure | Check for proper flow rate and water temperature,
fault—fouled or | but low-water-side temp rise in cooling.
scaled water coil
Check the fan motor for proper operation.
Is the Fault LED High .
X blinking pressure fault—=No Check the air filter.
No compressor one (1) time? orlowairflow | rcpect the air coil for dirt/debris.
operation but fan runs
Check duct work—Are dampers closed or blocked?
Check the fan motor for proper operation.
Low pressure Check the air filter.
fault—No or low air
Is the Fault LED flow o ) )
X blinking two (2) Inspect the air coil for dirt/debris.
times? Check duct work—Are dampers closed or blocked?
Low pressure | Check refrigerant pressure with a gauge set.
fault—Low
refrigerant
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Mode

Unit Troubleshooting

BOSCH

Problem Check Possible Cause
Cooling Heating
Low pressure Check water valves and/or pumps for proper
fault—No or low air | operation. Check for water coil blockage.
flow
Is.the. Fault LED Check for proper flow rate and water temperature,
blinking two (2) Fouled or scaled i T .
X ) . but low-water-side temp rise in cooling.
times? water-coil
Low pressure | Check refrigerant pressure with a gauge set.
fault—Low
refrigerant
Freeze fault, water | Check water valves and/or pumps for proper
coil-Noorlow | operation. Check for water coil blockage.
water flow
No -comprefssor Is the Fault LED Check water temperature—is it below 40°F
operation but fan runs blinking three (3) entering? If heat pump is connected to a closed
(Continued) X ti?nes" Freeze fault—Low | loop with antifreeze check that the “FREEZE 1"
’ water temperature | resistor on the UPM board has been cut to set the
unit to antifreeze mode (see UPM features on page
#31).
Freeze fault-low | Check refrigerant pressure with a gauge set.
refrigerant
Check condensate pan for high water level. Check
Condensate fault— - .
. drain line for blockages, double trapping or
Poor drainage | . q te trappi
s the Fault LED inadequate trapping.
X bllnklpg fO’l?JI’ (4) Check air filter and return air duct work for
times? Condensate fault— | blockage. Check that there is adequate space
Blocked return air | between the return air opening and walls or other
obstructions on free return applications.
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Unit Troubleshooting
Mode :
Problem Check Possible Cause
Cooling Heating
Brown out fault— | Check primary voltage—Ensure it is between the
Low voltage supply | limits listed on the unit data plate.
Check control voltage—if below 18V check
accessories connected to the unit and ensure they
X Ibsl'thkg Fa#It L(E 5D) do not exceed the VA draw shown in Table 5 on
INKing |v7e Brown out fault—"| page #21.
times? Bad thermostat
connection Check that thermostat wiring is proper gauge and
length, that it is not damaged and that all
connections at the thermostat and heat pump are
secure.
Check fan motor for proper operation.
Freeze fault, air | Check the air filter.
coil-No or low air
flow Inspect the air coil for dirt/debris.
Is the Fault LED Check duct work—Are dampers closed or blocked?
No compressor X blinking six (6
operation but fan runs timgesf, (®) Freezerfault, | Check that there is adequate space between the
(Continued) ' air coi-Blocked | return air opening and walls or other obstructions
return air on free return applications.
Freezer fault, Check refrigerant pressure with a gauge set.
air coi-Low
refrigerant
Thermostat Ensure that the thermostat is ON and calling for "Y."
not calling for
compressor
operation
No Fault LED— Bad thermostat | Check "Y" connection from thermostat—Ensure that
X Contractor Not connection there is 24 VAC between "Y" and "C."
Energized Loose wire to Check wiring—Ensure that there is 24 VAC across
contactor coil | the contactor coil.
Test contactor with 24 VAC (between "R" and "C").
Burned out ) A
. Ohm contactor coil-an open circuit indicates a
contactor coil .
burned coil.
Check for supply voltage at the load side of the
Open compressor
contactor. For three-phase models check phase
overload .
rotation and voltage at all three phases.
Poor wirin Look for signs of heat on the wiring insulation.
No compressor No Fault LED— ing Check that all wiring connections are secure and
: connection
operation but fan runs X Contractor properly torqued.
(Continued) Energized - -
Does compressor hum when power is applied?
If not check the resistance of the compressor
Burned out - . .
COMDIEsSor windings using the values shown in the compressor
P characteristics chart. Note that the compressor
must be cool (70°F) when checking the windings.
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Unit Troubleshooting

Mode
Problem Check Possible Cause
Cooling Heating

Bad thermostat | Check thermostat and wiring. Check unit terminal
Power LEDON | connection /faulty | block for 24 VAC between "Y" and "C" and "G" and
thermostat "C."

Low or no supply | Ensure that the supply voltage to the unit is with in

No compressor Or fan power the range shown on the unit data plate.

operation Check for 24 VAC between "R" and "C" on the unit
Power LED OFF terminal block. For 75 and 100 VA transformers,
Faulty control | check that the transformer circuit breaker has not
transformer tripped. Check low voltage circuit for overload
conditions or short circuits before replacing the
transformer.

Check for 24 VAC between "G" and "C." Check all

No fan operation wiring connections.

signal

Make sure that the thermostat connection plug is
securely connected.

Check all wiring connections at motor and control
Loose wiring box. Check that power and control harnesses are
securely connected.

No Fan operation— Make sure that the interface board is not damaged
constant Airflow X X See Action Interface board | and that all DIP switches are in the proper
motor problem configuration (refer to the blower performance
tables).

Check supply voltage to the motor. Check that all
motor wires are secure. Move the "TEST" DIP
switch to "ON" and the other switches to "OFF" on
the "ADJUST" switch block on the interface board—
the motor should run at 70% torque when "G" is
called. With power off spin the motor shaft—noise,
resistance or uneven motion can be signs of motor
failure.

Faulty motor

Check that the reversing valve solenoid is receiving
24 VAC.

Reversing valve
solenoid energized

Faulty solenoid ¢t receiving 24 VAC, check the resistance of the

solenoid—an open circuit may indicate a burned out
solenoid.

Unit not shifting into Check that the reversing valve thermostat wire is

cooling and heating Miswired/faulty | connected to the “0” terminal of the thermostat.
thermostat
Reversing valve Check for a contact closure between “0” and “R.”

solenoid NOT -
energized Check that the wires from the thermostat to the

Loose wire on “O” | unit are securely connected and that the wires from
terminal the electrical box to the reversing valve are
connected.

58 | CL Series Heat Pumps—8733838716 (2024/05)




BOSCH Troubleshooting
Unit Troubleshooting
Mode :
Problem Check Possible Cause
Cooling Heating
Excessively cold Dirty Filter Replace filter.
supply air -
temperature in Eanspeedivolow Consul.t bIowgr performance table and increase fan
cooling or excessively X X Reduced air flow speed if possible.
hot supply ar Excessive duct | Consult blower performance table and increase fan
temperature in dif ibl
heating pressuredrop | SPE€d [T pOsSIbIE.
Air flow too high Fan speeq setting Consul.t bIowgr performance table and reduce fan
too high speed if possible.
Excessively warm Hieh or low water Inlet water Check unit capacity vs. water temperature.
supply air ‘% ¢ temperature out of
temperature in emperature range
; X X
cooling and/or
excessively cool air in Air leakage Leaky duct work | Inspect the duct work.
heatin
g Loss of Check refrigerant pressures with a gauge set.
refrigeration Low refrigerant
capacity
. . .. | Fanspeedsettingis | Consult the blower performance table and reduce
Air flow is too high ) . .
too high fan speed if possible.
Lost of Check refrigerant pressures with gauge set.
refrigeration Low refrigerant
High humidity X capacity
Uniit oversized Check u.nlt performance against building load
calculations.
Short cycling
Poor thermostat | Make sure that the thermostat is not located near a
location supply air duct.
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Mode
Cooling

Problem

Objectionable noise
levels

Heating

Unit Troubleshooting

Check

Air noise

Possible Cause

BOSCH

Poor ductwork/grill | Ensure the ductwork and grills are properly sized
design for the unit air flow.
Fan speed setting | Consult blower performance table and reduce fan
too high speed if possible.

Unit not mounted
on full vibration pad

Mount unit on vibration pad.

Unit not connected

Install unit in accordance with the installation

with flexible instructions staring on page #12.
conduit, water
Structure- bourne .
noise lines, and/or
ductwork
Unit cabinet Adjust unit location to avoid unit touching
touching wall or | structure.
other building
components
High water Increase water flow rate and/or reduce water
temperature or low | temperature if possible.
water flow rate
elevating head
pressure
Compressor noise | Scaled or fouled | Clean/descale water coil.
water coil elevating
heat pressure
Low air flow Check filter.
elevating head
pressure Increase fan speed.
Water hammer Fast-closing valves | Change valves to slow-close type.

installed

Table 16  Unit Troubleshooting
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19.2 Option Card Troubleshooting

Option Card Troubleshooting

Troubleshooting

Problem Mode Check Then Action Additional Action
1. Ensure there is If action1 is true and
If Yes, check the 24VAC between action 2 is not, then
Hot Gas Reheat “H_OUT”and “C.” | replace the Hot Gas
Valve. 2. Ensure the solenoid | Reheat Valve.
No Hot Gas Reheat | Cooling/Hot Isthe L OUTLED on is working.
tion Gas Reheat the Option Card . :
et ON? IfNo, checkif there | Ifthereis 24VAC, then
is 24VAC between | replace the Option
“H_OUT”and “C” | Card.
on the Option
Card.
If Yes, ensure the | If true, check the Replace the Economizer
) lsthe E OUTLED on Cool Sgtpomt in Economizer Valve. Valve as needed.
No Economizer . . the Option Card is
. Cooling the Option Card
operation ON? set above the
’ water
temperature.
If Yes, ensure the | If true and the unit is
Heat Setpointin | equipped with electric
No Boilerless Control . Is the W—O.UT LED the Option Cardis | heat, then check the
. Heating | onthe Option Card -
operation ON? setabovethe | electric heat
’ water operation.
temperature.

Table 17 Option Card Troubleshooting
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20 Specification Tables
20.1 Operating Temperatures and Pressures

Operating Temperatures and Pressures

Cooling Heating
Entering Water Suction Suction Air Temp.
WaterTemp.  Flow Pressure Discharge = WaterTemp. Air Temp. Pressure Discharge  Water Temp. Rise
Model (°F) (GPM/Ton) (PSIG)  Pressure (PSIG) Rise (°F) Drop (°F) (PSIG) Pressure (PSIG) Drop (°F) (°F)
R 1.4 - - - - 62-72 261-271 5-6 15-19
30 2 - - = = 64-74 263-273 4-5 15-19
5 1.4 107-130 155-187 12-18 18-22 76-86 273-283 6-7 17-21
40 2 107-129 148-177 8-13 18-22 79-89 276-286 4-5 18-22
" 1.4 108-134 178-218 12-16 17-21 92-102 287-297 8-9 20-24
50 2 108-132 171-208 8-11 17-22 96-102 290-300 5-6 21-25
5 1.4 109-137 205-253 11-16 17-21 109-119 302-312 9-10 23-27
60 2 109-135 198-241 8-11 17-21 114-124 306-316 6-7 24-28
cLoo7 5 1.4 111-140 235-290 11-14 17-20 127-137 317-327 10-11 26-30
70 2 110-139 228-278 8-11 18-21 134-144 323-333 7-8 27-31
o 1.4 111-143 268-330 10-16 17-21 147-157 335-345 12-13 30-34
80 2 111-142 262-319 7-10 17-21 155-165 342-352 8-9 31-35
5 1.4 112-146 305-375 10-14 17-20 169-179 354-364 13-14 33-37
%0 2 112-145 300-364 7-10 17-20 - - - -
o 1.4 114-150 346-423 9-14 16-20 - - - —
100 2 114-149 343-413 7-10 16-20 - - = —
R 1.8 - - - - 61-81 229-285 5-6 18-22
30 2.4 = = = - 62-83 230-287 4-5 19-23
5 1.8 107-132 159-191 11-16 20-25 74-97 240-300 6-7 21-26
40 2.4 107-131 153-183 9-12 20-25 75-100 242-302 4-5 21-26
5 1.8 109-135 183-223 11-16 20-25 89-116 254-317 7-9 24-30
50 2.4 109-133 178-215 8-12 20-25 91-120 256-320 5-6 24-30
o 1.8 111-138 210-257 11-15 19-24 105-136 268-334 8-10 27-34
60 2.4 111-136 205-250 8-11 20-25 108-141 271-339 6-7 27-34
CLo09 5 1.8 111-139 241-295 11-14 19-24 123-157 284-354 9-12 30-38
70 2.4 112-139 236-288 8-11 19-24 127-164 287-359 7-8 31-39
5 1.8 113-142 276-338 10-14 19-23 143-181 300-374 10-12 34-42
80 2.4 114-141 271-330 7-10 19-24 148-168 306-381 8-9 34-43
o 1.8 116-146 315-384 9-14 18-23 - - - -
%0 2.4 116-145 310-376 8-9 18-23 = = = =
. 1.8 117-148 357-434 9-12 18-22 - - - -
100 2.4 118-147 354-427 7-10 18-22 - = = —
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Operating Temperatures and Pressures

Cooling Heating
Entering Suction Suction Discharge Air Temp.
WaterTemp. Water Pressure Discharge = WaterTemp.  Air Temp. Pressure Pressure  Water Temp. Rise
Model (°F) Flow(GPM) (PSIG) Pressure (PSIG) Rise (°F) Drop (°F) (PSIG) (PSIG) Drop (°F) (°F)
5 2 - - - - 57-73 229-288 6-7 19-22
30 3 = = = = 59-76 232-293 4-5 19-22
o 2 103-129 164-206 14-19 20-24 68-87 241-303 7-8 21-25
40 8 103-128 152-191 10-12 20-25 72-92 244-308 5-6 22-26
o 2 104-132 188-237 14-18 20-23 74-110 254-319 8-9 24-28
50 3 104-131 176-222 10-11 20-24 78-116 259-325 6-7 25-29
o 2 106-135 215-271 13-18 20-24 97-121 269-337 9-11 27-32
60 3 105-133 203-256 10-11 20-24 102-128 275-344 7-8 28-34
cto12 R 2 107-137 245-308 13-17 20-23 113-141 286-357 11-13 30-36
70 3 107-135 233-293 9-12 19-23 121-149 293-366 7-9 31-37
o 2 109-140 278-349 12-17 19-23 132-162 305-379 12-14 34-40
80 8 109-139 267-334 8-11 19-23 141-172 313-389 8-10 35-42
5 2 111-143 314-394 12-16 19-22 - - - -
%0 3 111-142 303-379 8-11 18-22 = = = =
S 2 113-146 353-443 11-14 18-22 - - - -
100 8 113-144 344-428 7-10 18-22 - - - -
. 2.5 - - - - 57-73 235-290 6-7 19-21
30 3.8 = = = = 59-76 238-293 4-5 20-23
o 2.5 108-135 178-219 14-20 22-26 69-88 248-305 7-8 22-25
40 3.8 108-134 166-204 10-13 22-26 72-92 251-310 5-5 23-26
o 2.5 109-138 204-251 14-20 22-26 75-112 262-322 9-10 25-28
50 3.8 108-136 192-236 9-12 21-26 80-118 266-327 6-7 26-30
o 2.5 110-140 233-287 14-18 21-25 98-123 278-340 10-11 28-32
60 3.8 110-139 221-272 9-12 22-26 104-130 283-347 7-8 29-33
cLois o 2.5 111-142 265-326 13-18 21-25 115-143 294-360 11-12 32-36
70 3.8 111-141 253-311 9-12 21-25 122-151 302-369 8-9 33-38
o 2.5 112-145 301-369 13-17 21-24 134-164 314-382 13-14 35-40
80 3.8 112-143 290-355 8-11 21-25 143-175 323-393 9-10 36-42
o 2.5 114-147 339-416 12-17 20-24 155-188 335-406 14-16 39-44
%0 3.8 114-146 330-403 9-10 20-24 = = = =
S 2.5 116-150 381-469 11-16 20-23 - - - -
100 3.8 116-149 374-456 8-10 20-24 - - - -
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Unera g lempera RS and P
DU
P ate | ) arge ater Temp A emp '-.- ) arge emp. Drop i
00 0 Drop

R 3 — - - - 59-69 266-286 7-8 20-24
30 5 - - - - 64-74 272-292 4-5 21-25
0 3 100-118 176-196 15-18 21-25 71-81 281-301 8-9 23-27
40 5 99-117 160-180 9-12 21-25 77-87 288-308 5-6 24-28
R 3 102-120 203-223 14-17 20-24 85-95 297-317 9-10 26-30
50 5 101-119 187-207 8-11 20-24 93-103 306-326 6-7 26-32
0 3 104-122 234-254 14-17 20-24 101-111 316-336 10-11 29-33
60 5 103-121 217-237 8-11 20-24 110-120 326-346 7-8 31-35
ctois R 3 106-124 267-287 14-17 19-23 118-128 335-355 12-13 33-37
70 5 105-123 251-271 8-11 20-24 129-139 349-369 7-8 35-39
0 3 108-126 305-325 13-16 19-23 137-147 357-377 13-14 37-41
80 5 107-125 289-309 8-11 19-23 151-161 374-394 8-9 39-43
R 3 110-128 346-366 13-16 19-23 158-168 382-402 15-16 41-45

90 5 109-127 332-352 7-10 19-23 - - - -

. 3 112-130 391-411 12-15 18-22 - - - -

100 5 112-130 378-398 7-10 18-22 - - - -
R 3 - - - - 55-65 256-276 8-9 18-22
30 6 - - - - 62-76 264-284 4-5 20-24
0 3 105-122 213-231 20-23 21-25 66-76 269-289 10-11 21-25
40 6 102-119 178-196 10-13 21-25 76-86 279-299 5-6 23-27
R 3 106-123 242-260 19-22 20-24 79-89 283-303 11-12 24-28
50 6 104-121 206-224 9-12 21-25 91-101 296-316 6-7 26-30
0 3 108-125 274-292 19-22 20-24 93-103 298-318 13-24 27-31
60 6 106-123 238-256 9-12 20-24 108-118 314-334 7-8 30-34
cLo24 R 3 110-127 309-327 18-21 19-23 109-119 315-325 14-15 30-34
70 6 108-125 273-291 9-12 20-24 126-136 334-354 8-9 33-37
0 3 112-129 347-365 18-21 19-23 126-136 334-354 16-17 33-37
80 6 110-127 312-330 9-12 19-23 147-157 357-377 9-10 37-41
R 3 114-131 390-408 17-20 19-23 145-155 354-374 18-19 37-41

90 6 112-129 356-374 8-11 19-23 - - - -

. 3 116-133 436-454 16-19 18-22 - - - -

100 6 114-131 404-422 8-11 18-22 - - - -
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. 4 - - - - 53-63 273-293 7-8 18-22
30 7.5 - - - - 59-69 280-300 4-5 20-24
. 4 102-120 200-218 19-22 21-25 64-74 287-307 9-10 21-25
40 7.5 100-118 173-191 10-13 21-25 72-82 296-316 5-6 23-27
. 4 104-122 227-245 18-21 20-24 77-87 302-322 10-11 24-28
50 7.5 102-120 201-219 9-12 21-25 87-97 314-334 6-7 26-30
. 4 105-123 257-275 18-21 20-24 91-101 320-340 12-13 27-31
60 7.5 104-122 232-250 9-12 20-24 103-113 334-354 7-8 29-33
cLoso . 4 107-125 291-309 17-20 20-24 107-117 339-659 13-14 30-34
70 75 106-124 266-284 9-12 20-24 121-131 357-377 8-9 33-37
., 4 109-127 328-346 16-19 19-23 124-134 360-380 15-16 34-38
80 7.5 108-126 305-323 8-11 19-23 142-152 382-402 9-10 37-41
. 4 111-129 370-388 16-19 19-23 143-153 384-404 17-18 37-41
90 75 110-128 349-367 8-11 19-23 - - - -
. 4 113-131 415-433 15-18 18-22 - - - -
100 7.5 113-131 396-414 8-11 19-23 - - - -
. 4.5 - - - - 49-59 257-277 7-8 17-21
30 9 - - - - 56-66 266-286 4-5 19-23
. 4.5 115-131 207-231 21-24 23-27 60-70 269-289 9-10 19-23
40 9 112-128 171-195 10-13 23-27 67-77 275-295 5-6 21-25
. 4.5 116-132 234-258 20-23 22-26 71-81 278-298 10-11 22-26
50 9 114-130 197-221 10-13 23-27 81-91 286-306 5-6 24-28
. 4.5 118-134 264-288 20-23 22-26 84-94 289-309 12-13 25-29
60 9 116-132 227-251 10-13 22-26 96-106 299-319 6-7 27-31
cLo3s . 4.5 119-135 297-321 19-22 21-25 98-108 301-321 13-14 28-32
70 9 118-134 260-284 9-12 22-26 113-123 316-336 7-8 31-35
. 4.5 121-137 333-357 18-21 21-25 114-124 317-337 15-16 31-35
80 9 119-135 297-321 9-12 21-25 132-142 335-355 8-9 35-39
. 4.5 122-138 372-396 18-21 21-25 131-141 334-354 17-18 35-39
%0 9 121-137 338-362 8-12 21-25 153-163 356-376 9-10 39-43
R 4.5 124-140 414-438 17-20 20-24 - - - -
100 9 123-139 383-407 8-11 20-24 - - - -
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Dpne p " P
DU
N ate 0 ) arge ata n n A 0 n Prao ; a ) arge n n. Dron ;
00 0 Drop

5 6 = = = = 54-64 249-273 7-8 18-22
30 10.5 - - - - 59-69 254-278 4-5 19-23
R 6 109-125 197-221 17-20 21-25 66-76 262-286 8-9 21-25
40 10.5 108-124 174-198 9-12 21-25 72-82 268-292 5-6 22-26
o 6 111-127 224-248 16-19 21-25 79-89 275-299 9-10 23-27
50 10.5 110-126 201-225 9-12 21-25 87-97 283-307 6-7 25-29
R 6 112-128 255-279 16-19 20-24 94-104 290-314 11-12 26-30
60 10.5 111-127 231-255 9-12 21-25 103-113 300-324 6-7 28-32
cLoa2 " 6 114-130 289-313 15-18 20-24 110-120 307-331 12-13 29-33
70 10.5 113-129 266-290 9-12 20-24 122-132 320-344 7-8 32-36
R 6 115-131 326-350 15-18 20-24 129-139 327-351 14-15 33-37
80 10.5 114-130 304-328 8-11 20-24 143-153 342-366 8-9 36-40
" 6 117-133 368-392 14-17 19-23 148-158 348-372 15-16 37-41
%0 10.5 116-132 347-371 8-11 19-23 165-175 367—391 9-10 40-44

. 6 119-135 413-437 14-17 19-23 - - - -

100 10.5 118-134 394-418 8-11 19-23 - - - -
30° 8 - - - - 49-69 258-278 6-7 18-22
12 - - - - 53-73 262-282 4-5 19-23
R 8 109-125 204-224 14-17 21-25 61-81 271-291 7-8 21-25
40 12 108-124 184-204 9-12 21-25 66-86 276-296 5-6 22-26
" 8 111-127 230-250 14-17 21-25 75-95 286-306 8-9 24-28
50 12 110-126 210-230 9-12 21-25 80-100 292-312 6-7 25-29
R 8 112-128 260-280 14-17 21-25 90-110 302-322 9-10 27-31
60 12 111-127 239-259 9-12 21-25 97-117 310-330 6-7 28-32
CLoas " 8 114-130 294-314 13-16 20-24 106-126 321-341 11-12 30-34
70 12 113-129 273-293 9-12 20-24 115-135 330-350 7-8 32-36
R 8 115-131 331-351 13-16 20-24 125-145 341-361 12-13 33-37
80 12 114-130 310-330 8-11 20-24 135-155 353-373 8-9 35-39
o 8 117-133 372-392 12-15 19-23 145-165 364-384 13-14 37-41
%0 12 116-132 352-372 8-11 20-24 157-177 379-399 9-10 3943

. 8 118-134 417-437 12-15 19-23 - - - -

100 12 118-134 398-418 8-11 19-23 - - - -
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. 10 = = = = 49-65 264-321 6-8 21-25
30 15 - - - - 53-69 268-326 4-5 21-26
. 10 94-119 196-235 14-20 22-26 60-78 278-340 8-9 24-28
40 15 94-118 181-217 9-12 22-26 64-83 284-347 5-6 25-30
. 10 95-121 221-267 13-19 21-25 72-93 295-361 9-10 27-32
50 15 95-120 206-249 9-12 21-26 77-99 302-370 6-7 28-34
. 10 96-123 249-302 13-19 21-26 86-109 314-385 10-12 30-36
60 15 97-122 234-284 9-13 21-25 92-117 323-396 7-8 31-37
€L060 . 10 98-125 281-342 12-18 21-25 101-128 336-412 11-13 34-40
70 15 98-124 266-323 8-13 21-25 109-137 347-425 8-9 35-42
. 10 99-127 316-384 12-18 20-24 119-148 360-440 12-15 37-44
80 15 100-126 303-366 8-11 20-24 128-159 373-456 8-10 39-46
. 10 101-129 355-431 12-18 20-24 138-170 386-472 13-16 41-49
90 15 101-128 343-413 8-11 20-24 150-184 402-489 911 44-52
" 10 103-132 398-481 12-16 19-23 = = = -
100 15 103-130 387-464 8-11 20-24 - - - -
. 12 = = = = 52-68 252-309 5-7 22-26
30 16 - - - - 54-70 255-313 4-5 22-27
. 12 97-123 185-225 13-17 22-27 63-81 265-327 7-8 25-29
40 16 97-122 176-214 9-14 22-27 66-85 269-332 5-6 25-30
. 12 98-125 209-257 12-17 22-27 76-97 281-347 8-9 27-32
%0 16 98-124 200-245 9-12 22-27 79-101 285-353 6-7 28-34
. 12 100-127 236-292 12-17 22-26 91-114 299-370 8-10 30-36
60 16 99-126 227-279 9-13 22-26 94-119 304-377 7-8 32-38
cLor0 . 12 101-129 267-329 12-16 21-26 106-133 318-394 10-12 34-40
70 16 101-128 259-318 8-13 21-26 111-139 325-403 8-9 35-42
. 12 102-130 302-372 11-16 21-25 125-154 342-422 10-13 38-45
80 16 102-130 293-359 9-12 21-26 131-162 349-432 8-10 40-47
. 12 104-133 339-417 11-15 21-25 145-177 367-453 12-15 42-50
%0 16 104-132 333-405 8-11 21-25 153-187 377464 9-11 44-52
" 12 105-135 382-466 10-15 20-24 = = - -
100 16 105-134 376-455 8-11 20-24 - - - -

Table 18 Operating Temperatures and Pressures
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20.2 Water-Side Pressure Drop Table

Water-Side Pressure Drop Water-

Water Flow without : Side Pressure Drop
Rate (GPM) Internal VaQVe (PS1) with Internal VaQVe (PSI)
1.0 0.6 0.9
CL007 2.0 2.0 3.2
3.0 4.1 6.6
1.0 0.6 0.8
CL009 2.0 2.0 2.8
3.0 4.1 5.8
1.5 1.2 1.7
CL012 2.5 3.0 4.1
3.5 5.4 7.6
2.0 2.0 2.7
CLO015 3.0 4.1 5.6
4.0 6.8 9.4
2.5 1.6 3.0
CL018 4.0 3.7 7.2
5.0 54 10.9
3.0 1.4 1.7
CL024 4.0 2.3 2.8
6.0 4.7 5.8
4.0 1.2 1.6
CL030 6.0 2.5 3.4
8.0 4.2 5.7
4.5 1.5 2.3
CL036 6.0 2.5 3.9
9.0 5.2 8.2
5.0 1.8 2.8
CL042 8.0 4.2 6.5
11.0 7.3 11.7
6.0 1.5 2.7
CL048 8.0 2.5 4.7
12.0 5.2 9.9
7.5 1.4 2.4
CL060 10.0 2.3 4.1
15.0 4.7 8.7
9.0 1.9 8.3
CLO70 12.0 3.2 5.6
18.0 6.6 12.0
Note: All values are based upon pure water at 70°F.

Table 19  Water-Side Pressure Drop Table

68 | CL Series Heat Pumps—8733838716 (2024/05)




BOSCH Specification Tables

20.3 Compressor Characteristics

Cold Winding Resistance Values (+/-7%)

Run
Single Phase Three Phase Capacitor
F
R-C sC T1-T2 T2-13 T3-T1 (WFIV)
CLO07 208—230/1/160 5.50 6.64 — — — 15pF/370V
265/1/60 7.84 5.59 - — — 15uF/440V
CL009 208-230/1/60 3.78 291 — — — 25uF/370V
265/1/60 4.30 427 — — — 20uF/440V
CLO12 208—230/1/60 2.84 1.96 — — — 35uF/370V
265/1/60 3.67 2.96 — — — 30uF/440V
CLO15 208-230/1/60 2.60 2.28 — — — 40uF/370V
265/1/60 3.04 3.18 — — — 30uF/440V
CcLO18 208-230/1/60 1.97 1.42 — — — 50uF/440V
265/1/60 2.54 1.87 — — — 30uF/440V
208-230/1/60 1.18 1.61 — — — 55uF/440V
CL024 265/1/60 2.44 2.23 — — — 40uF/440V
208-230/3/60 — — 1.59 —
460/3/60 — — 6.079 —
208-230/1/60 1.110 1.060 — — — 60uF/440V
CLO030 265/1/60 1.176 1.661 — — — 35uF/440V
208-230/3/60 — — 1.423 —
460/3/60 — — 4,565 —
208-230/1/60 0.719 1.431 — — — 40uF/370V
CLO36 265/1/60 0.888 1.342 — — — 45F/370V
208-230/3/60 — — 0.975 —
460/3/60 — — 4.266 —
208-230/1/60 0.568 1.636 — — — 45uF/370V
CLO042 265/1/60 0.665 1.539 — — — 40uF/370V
208-230/3/60 — — 1.117 —
460/3/60 — — 4.404 —
208-230/1/60 0.518 1.603 — — — 45uF/370V
CLO048 208-230/3/60 — — 0.796 0.975 0.796 —
460/3/60 — — 4.404 —
575/3/60 — — 5.613 —
208-230/1/60 0.356 0.727 — 70uF/370V
CLO60 208-230/3/60 — — 0.629 0.772 0.629 —
460/3/60 — — 3.44 —
575/3/60 — — 491 3.75 491 —
208-230/1/60 0.336 0.921 — — — 80uF/370V
CLO70 208-230/3/60 — — 0.542 —
460/3/60 — — 2.161 —
575/3/60 — — 491 3.75 491 —

Table 20  Compressor Characteristics
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20.4 Corner Weights (Horizontal Cabinets Only)
Left-Hand Evaporator Right-Hand Evaporator

Right Right
Front*

Total LeftFrontt [/ LeftBack RightBack LeftFront

LeftBack RightBack

bs. 98.0 30.8 21.0 20.0 26.2 21.0 30.8 26.2 20.0
CL007 HZ

kg. 445 14.0 9.5 9.1 11.9 9.5 14.0 11.9 9.1

bs. 106.0 32.8 23.0 22.0 28.2 23.0 32.8 28.2 22.0
CLO09 HZ

kg. 48.1 14.9 10.4 10.0 12.8 10.4 14.9 12.8 10.0

Ibs. 114.0 34.8 25.0 24.0 30.2 25.0 34.8 30.2 24.0
CLO12Hz

kg. 51.7 15.8 11.3 10.9 13.7 11.3 15.8 13.7 10.9

bs. 146.8 40.2 38.6 31.4 36.6 38.6 40.2 36.6 31.4
CLO15HzZ

kg. 66.6 18.2 175 14.2 16.6 17.5 18.2 16.6 14.2

bs. 154.8 42.2 40.6 33.4 38.6 40.6 42.2 38.6 33.4
CLO18 HZ

kg. 70.2 19.1 18.4 15.1 17.5 18.4 19.1 17.5 15.1

Ibs. 183.2 45.8 58.2 42.2 37.0 58.2 45.8 37.0 42.2
CL024 Hz

kg. 83.1 20.8 26.4 19.1 16.8 26.4 20.8 16.8 19.1

bs. 187.4 58.2 50.2 36.8 42.2 50.2 58.2 42.2 36.8
CLO30Hz

kg. 85.0 26.4 22.8 16.7 19.1 22.8 26.4 19.1 16.7

bs. 205.2 61.6 46.6 40.6 56.4 46.6 61.6 56.4 40.6
CL036 HZ

kg. 93.1 27.9 21.1 18.4 25.6 21.1 27.9 25.6 18.4

Ibs. 213.2 63.6 48.6 42.6 58.4 48.6 63.6 58.4 42.6
CL042 Hz

kg. 96.7 28.8 22.0 19.3 26.5 22.0 28.8 26.5 19.3

Ibs. 266.6 77.0 74.4 52.6 62.6 74.4 77.0 62.6 52.6
CL048 HZ

kg. 120.9 34.9 33.7 23.9 28.4 33.7 34.9 28.4 23.9

bs. 285.2 77.2 82.2 73.4 52.4 82.2 77.2 52.4 73.4
CL060 HZ

kg. 129.4 35.0 37.3 33.3 23.8 37.3 35.0 23.8 33.3

bs. 296.2 85.0 90.6 60.2 60.4 90.6 85.0 60.4 60.2
CLO70Hz

kg. 134.4 38.6 41.1 27.3 27.4 41.1 38.6 27.4 27.3

*The front is the control box end of the unit.

Table 21  Corner Weights (HZ)
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20.5 Model 24 Thermistor (Freeze Sensor) Test Values
(10,000 ohm at 77°F +0.36°F from 32°F to 158°F)

. Temperature (°F) Resistance
Temperature (°F) Resistance

160 1686
-35 280.1K 165 1535
-30 324.1K 170 1400
-25 196.3K 175 1278
-20 165.1K 180 1168
-15 139.3K 185 1070
10 118.0K 190 980.5
a 100.2K 195 899.6
0 85.35K 200 826.8
> 72.91K 205 760.7
10 62.48K 210 700.7
15 53.64K 215 646.1
20 46.23K 220 596.4
25 39.91K 225 551.5
30 34.56K 230 510.2
35 30.00K 235 472.5
40 26.10K 240 438.3
45 22.76K
50 19.90K Table 22 Model 24 Thermistor (Freeze Sensor) Test Values
35 17.44K
60 15.31K
65 13.48K
70 11.88K
75 10.50K
80 9298
85 8250
90 7331
95 6532
100 5826
105 5209
110 4663
115 4182
120 3757
125 3381
130 3047
135 2750
140 2486
145 2251
150 2041
155 1854
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UPM STATUS LED - BLINK CODES CULCAIVHG | LERERL:
1 | HIGH PRESSURE FAULT L LY [ B TR ]
2 | LOW PRESSURE FAULT K Mg
3 | CONDENSER FREEZE CONDITION n (LR ULl
4 | CONDENSATE OVERFLOW FAULT ™ PRk YANDAN : :
e} SHET H
5 | BROWN OUT FAULT
S1 [T AR UNIT
6 | EVAPORATOR FREEZE CONDITION GROUND
I == LUG
7 | REFRIGERANT LEAKAGE .
vl Lal J_
FACTORY WIRE _— =
FIELD WIRE ~ ——————— 1

STANDARD COMPONENTS LEGEND:

BM — BLOWER MOTOR

BR — BLOWER RELAY

CAP — COMPRESSOR CAPACITOR

CC — COMPRESSOR CONTACTOR

CS — CONDENSATE SENSOR (IN DRAIN PAN)
FS — FREEZE SENSORS

HPS — HIGH PRESSURE SWITCH

LPS — LOW PRESSURE SWITCH

RV — REVERSING VALVE (HEAT PUMPS)

Ty

— BLOWI APACITOR

BL

BK

BL

USE CLASS Il FIELD WIRING

YL

YL
BK

— pgooo
DQALAF\'M §

JG_out

UNIT PROTECTION MODULE
SEE NOTES 5-10

00 e

YL

RD

TRANSFORMER BL |
BLK (com‘)“—wA
°
RD

NOTES: BL TiAmm . 0
T SEE UNIT NAME PLATE FOR ELECTRICAL RATING. CLASS Il POWER SUPPLY N
2. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH

N.E.C.—N.F.P.A. #70, COPPER CONDUCTORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT. BL OoN
3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION,

REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS.
4. FOR ALTERNATE EMS COIL VOLTAGES CONSULT FAC TORY.
5. UPM—| INCLUDES BUILT IN: 270—300 SECOND RANDOM START

300 SECOND DELAY ON BREAK
120 SECOND LOW PRESSURE BYPASS

6. "TEST” DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO "NO” FOR NORMAL

OPERATION.
7. "FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15" F OPERATION IS

REQUIRED, MOVE DIP SWITCH SLIDER TO THE 15° F POSITION.
8. "ALARM OUTPUT" DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF |1 STAGE — 1 PHASE — PSC MOTOR

DDC CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION. 1/2 THROUGH 6 TONS CAPACITY
9. DEFAULT SETTINGS FOR UPM BOARD FROM FACTORY SHOWN. ALSO SEE INSTALLATION MANUAL. UPM I - STD
10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL PART No. | 8 733 838 088

BLOCK TO ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM DWG No. DRAWN BY: DATE REV

CONDITION. OUTPUT WILL BE PULSED IF PULSE IS SELEC TED. CL111001 FZA 4/8/2024 |2
11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL. E—MAIL: I
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3 |
Q % % mde| 9O
% '% ?'9. % UPM STATUS LED - BLINK CODES CAICAR FHAFT T FGFRN & é LI1 LI2
=. @ m
a > O » 1 | MIGH PRESSURE FAULT b USE CLASS Il FIELD WIRING
% g m 0% 2 | LOW PRESSURE FAULT
=< S 3 o 3 | CONDENSER FREEZE CONDITION bl ELJz e @ @ ® @
g ('__D‘h m % 4 | CONDENSATE OVERFLOW FAULT 4 dladd : : &
_g o] % R 5 | BROWN OUT FAULT I'H _::'._I UNIT
a 5" — ~ || B | ] A GROUND “w <0 N
| —_ =< (\/) 6 | EVAPORATOR FREEZE CONDITION =1 T LUG
o 3 > o% 7 | REFRIGERANT LEAKAGE . e oR
2 zZ z T a1 ET J_
@ =i 3 FACTORY WIRE ——— T WHE = BL "
@ M@ = 8 FIELD WRE =~ -—————- ‘L
2 Q. 3, o 15y SEE MOTOR TERMINAL |BL
iy L WT CONNEC TIONS BELOW
> ® 0 STANDARD COMPONENTS LEGEND: 0 BK BK w
—_— o = & BM — BLOWER MOTOR w
) 3 = S BL BN
= 53 S CAP — COMPRESSOR CAPACITOR L L ol ox° BN
) 2 2 CC — COMPRESSOR CONTACTOR = | < HPS =
o L 3 < CS — CONDENSATE SENSOR (IN DRAIN PAN) ) BN
= E g FS — FREEZE SENSOR B
g 8= = HPS — HIGH PRESSURE SWITCH . _ J0ooug S
g S § LPS — LOW PRESSURE SWITCH T W ¥
o< : RV — REVERSING VALVE (HEAT PUMPS) " cou R ALARM e
® = 30
= O ~ y VTD
3. 3 =< go@ EJo-out GN/YLCS
= S UNIT PROTECTION MODULE 1
= Q comp couer  SEE NOTES 5 - 10 =
7 BK ROl GN ]
0 C=ofm
TRANSFORMER I:l |
bresaanensad BL
HIGH VOLTAGE oL (CDM) &
MOTOR CONNEC TIONS
°
CiL G N [ECH TERMINAL CONNECTIONS | RD
0ipoo0 |-z
[l '[l_[l'_[l [l E: ﬁROUND TRANSFORMER RD
C — 24V COMMON 0000000000/
NOTES: 1.2 3 4 5 175 — SPEED TAPS CLASS Il POWER SUPPLY A
T, SEE UNIT NAME PLATE FOR ELECTRICAL RATING. o
2. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH BL oN
N.E.C.—N.F.P.A. #70, COPPER CONDUCTORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT. A
3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION, FOM TERVINAL CONNECTIONS
REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS. A — o
4. FOR ALTERNATE EMS COIL VOLTAGES CONSULT FAC TORY.
5. UPM—I INCLUDES BUILT IN: 270-300 SECOND RANDOM START
300 SECOND DELAY ON BREAK
120 SECOND LOW PRESSURE BYPASS
6. "TEST” DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO "NO” FOR NORMAL
OPERATION.
7. ”FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15° F OPERATION IS
REQUIRED, MOVE DIP SWITCH SLIDER TO THE 15° F POSITION.
8. "ALARM OUTPUT” DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF
DDC CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION.
9. DEFAULT SETTINGS FOR UPM BOARD FROM FACTORY SHOWN. ALSO SEE INSTALLATION MANUAL.
10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL TSTACE = T PhAcE = CT MoToR
BLOCK TO ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM 1/2 THROUGH 6 TONS GAPACITY
CONDITION. OUTPUT WILL BE PULSED IF PULSE IS SELECTED. U T 5D
11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL.
12. REFER TO UNIT IOM FOR FACTORY DEFAULT MOTOR SPEED INSTALLATION SETTINGS AND AVAILABLE PART No. | 8 733 838 089
PROGRAMMED SPEED PINS. DWG No. |DRAWN BY: |DATE REV
13. UNIT WILL HAVE OPTIONAL DISCONNECT SWITCH OR FUSE PROTECTION, UNIT WILL NOT HAVE BOTH. CL111002 FZA 4/8/2024 |2
14. OPTIONAL 100KA SCCR FUSE PROTECTION AVAILABLE ON 2 THROUGH 5 TON SIZES ONLY. E-MAIL. |
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= 3 ) UPM STATUS LED - BLINK CODES =CLOF J WETLOGLYD
8 oy R_ ' —_ L L2 USE CLASS Il FIELD WIRING
s O D 1| HIGH PRESSURE FAULT RRLEER o L B A v B T
(‘_?h m % 2 | LOW PRESSURE FAULT k¥ LI A A : : RO
] % Q(.“D 3 | CONDENSER FREEZE CONDITION - ""' = L =R =R
3 = - Eh | b AT Cle=C2
o <« 4 | CONDENSATE OVERFLOW FAULT —_— ! — I
=3 L £ GROUND LA "
o Z 03 5 | BROWN OUT FAULT o e Lo A or A or =wiQ M ADIUST
= = D 6 | EVAPORATOR FREEZE CONDITION - J_
3- £ ;'3. 7 | REFRIGERANT LEAKAGE - S Ll — "
@ = 2 . sl = BL oN oN
o S D | v E
o - FAC TORY WIRE - -
% (&%) 1L 1l WT
= g & FIELD WIRE - =3
3 = S ) BL YL
o da & STANDARD COMPONENTS LEGEND: Y
§ a BM — BLOWER MOTOR
o é < CAP — COMPRESSOR CAPACITOR
g < E CC — COMPRESSOR CONTACTOR BK BK
Q. = CS — CONDENSATE SENSOR (IN DRAIN PAN)
= S s FS — FREEZE SENSOR “w
o 2 = GN BL BN
- < > HPS — HIGH PRESSURE SWITCH °E° BN
g = o LPS — LOW PRESSURE SWITCH HPS
s g = RV — REVERSING VALVE (HEAT PUMPS) go BN s
=2 S o EEnE:
5 §- comp &'—9 J U UL L B)EFSW
o RD| ALARM| smms | A
ﬂa =] g: W 1FS2
=0 | vr
Jc_out C H—10Ocs
TRANSFORMER S0 [l o/
Q000000 UNIT PROTECTION MODULE |] -] 1
BLK (com) A . SEE NOTES 5 — 10 =
oueR
BL [te]
C
I:l wans ﬁ ﬁ
BL ]
RD
NOTES:
1. SEE UNIT NAME PLATE FOR ELECTRICAL RATING. 8L TRANSFORMER RD /0
@) 2. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH Q.
— N.E.C.—N.F.P.A. #70, COPPER CONDUCTORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT. CLASS Il POWER SUPPLY &
(q/)) 3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION,
= REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS.
3 4. FOR ALTERNATE EMS COIL VOLTAGES CONSULT FACTORY.
T 5. UPM—I INCLUDES BUILT IN: 270—300 SECOND RANDOM START
10 300 SECOND DELAY ON BREAK
2 120 SECOND LOW PRESSURE BYPASS
o 6. "TEST” DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO "NO” FOR NORMAL
= OPERATION
= .
o 7. "FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15° F OPERATION IS
“n REQUIRED, MOVE DIP SWITCH SLIDER TO THE 15° F POSITION.
| 8. "ALARM OUTPUT” DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF
0\10 DDC CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION.
w 9. DEFAULT SETTINGS FOR UPM BOARD FROM FACTORY SHOWN. ALSO SEE INSTALLATION MANUAL. 1 STAGE — 1 PHASE — CA MOTOR
g 10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL 1 1/4 THROUGH 6 TONS CAPACITY
w BLOCK TO ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM UPM I - STD
(o) CONDITION. OUTPUT WILL BE PULSED IF PULSE IS SELECTED. PART No. | 8 733 838 090
: 11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL. DWG No. DRAWN BY: DATE REV
o 12. UNIT WILL HAVE OPTIONAL DISCONNECT SWITCH OR FUSE PROTECTION, UNIT WILL NOT HAVE BOTH. CL111003 FZA 4/8/2024 |2
’G 13. OPTIONAL 100KA SCCR FUSE PROTECTION AVAILABLE ON 2 THROUGH 5 TON SIZES ONLY. E_MAIL: I
o
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g3 |
@) B QD |me| &
o 3 @
2 X
2 © m N
3 >
b == 2
3 5 T X . © I FELD Rl GOOWEQO
=T S $ UPM STATUS LED - BLINK CODES ITRIHIHIFTIEDEY S USE CLASS IELD NG
g C__Igh m ;{2 1 | HIGH PRESSURE FAULT FHAZ LY I BL - GY OR YL WTr RO OGN
_g @ % 0(% 2 | Low PRESSURE FAULT L o *
"l’ S Z '0) 3 | CONDENSER FREEZE CONDITION f;
—_ %) o bor ot
0 g > (% 4 | CONDENSATE OVERFLOW FAULT - FEF=- ¢ ool o [0‘1[.31
a = Q > 5 | BROWN OUT FAULT o AA 'ﬂ L|2 e oo o L2 A 2A]
=. T s i w_ouT o HEAT_sP
85’ =2 ‘:Q 6 | EVAPORATOR FREEZE CONDITION 1 prary b E:ij’ oMo o
@ @ 2 7 | REFRIGERANT LEAKAGE T A (eoo MmO —
&3 == @ v all == oPTION CARD o TS
> ) z
= < T n
oQ . - B
o S = § FAC TORY WIRE———— il L] ,—o—_| ==
S s 2l | FELD WRE —m—m—m e = HT [Ny UNIT | cJ
o 3 = s FIELD WIRE ' oo - - JL
(=] Q 0% = LUG
N = > STANDARD COMPONENTS LEGEND: OR&
@ ¥ 3 o BC — BLOWER MOTOR CAPACITOR J_ J or
o => & E BM — BLOWER MOTOR — BL GY! OR
8_ S BR — BLOWER RELAY - |
- 5 S CAP — COMPRESSOR CAPACITOR Wt BK 0
o = n{ CC — COMPRESSOR CONTACTOR
o = Q CS — CONDENSATE SENSOR (IN DRAIN PAN) BL "
® = § FS — FREEZE SENSOR " U
g o 3 HPS — HIGH PRESSURE SWITCH & 3
= 3 S LPS — LOW PRESSURE SWITCH )
R S RV — REVERSING VALVE (HEAT PUMPS) BLX (1D BK BK
= > BLU (MED) RO
& i RED (LOW) ACMHO
o BL BN o T
1Y GN/YL Yo BL °Z° BN
a len= e ( s
3 ok &% T
G COMP D D D D TEIFST
QUT CC__HPS ¥ HPS LPC
i BK RD| ALARM| —
S ou Q saus
S ] SromoFs2
= TRANSFORMER [Jc_out
BLK (COM) A UNIT PROTECTION MODULE
roun | SEE NOTES 5-10
GN
I_BJ C ﬁﬁ
BL |
NOTES:
1. SEE UNIT NAME PLATE FOR ELECTRICAL RATING. °
2. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH BL RD
N.E.C.—N.F.P.A. #70, COPPER CONDUCTORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT.
3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION, TRANSFORMER RD RD
o
REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS. 2
4. FOR ALTERNATE EMS COIL VOLTAGES CONSULT FACTORY. CLASS Il POWER SUPPLY
5. UPM—I INCLUDES BUILT IN: 270-300 SECOND RANDOM START BL oN
300 SECOND DELAY ON BREAK
120 SECOND LOW PRESSURE BYPASS
6. "TEST” DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO "NO” FOR NORMAL OPERATION.
7. "FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15° F OPERATION IS REQUIRED,
MOVE DIP SWITCH SLIDER TO THE 15° F POSITION.
8. "ALARM OUTPUT” DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF DDC 1 STAGE — 1 PHASE — PSC MOTOR
CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION. 1/2 THROUGH 6 TONS CAPACITY
9. DEFAULT SETTINGS FOR UPM BOARD FROM FACTORY SHOWN. ALSO SEE INSTALLATION MANUAL. UPM I - OPTIONS
10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL BLOCK TO[PART No. [ 8 733 838 091
ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM CONDITION. OUTPUT WILL [BWG No. DRAWN BY: DATE REV
BE PULSED IF PULSE IS SELECTED.
11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL. (E:Lulﬁ_04 T FzA 4/8/2024 2
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USE CLASS Il FIELD WIRING

UPM STATUS LED - BLINK CODES 114D =fHIE =k @ @@@@@@
1 | HIGH PRESSURE FAULT s o1l
2 | LOW PRESSURE FAULT L|1 L|2 (;’; °
3 | CONDENSER FREEZE CONDITION & & [
I I POT POT GY OR YL WT RO GN
4 | CONDENSATE OVERFLOW FAULT BL e ceos i v_ouT 1
Leoc I G_ouT X
5 | BROWN OUT FAULT UNIT LHw Leo7 M o_our 5
6 | EVAPORATOR FREEZE CONDITION CROIND : : e e e o
LUG A oov| oot eon i
7 | REFRIGERANT LEAKAGE J_ oz ilNO
OPTION CARD M~ s
FAC TORY WIRE = BL ™ Leos MR
FIELD WIRE =~ ——————
T ——y PRI
ERE == lf=1 =]
STANDARD COMPONENTS LEGEND: RD] OR/A\
BM — BLOWER MOTOR &__OR oY or
CAP — COMPRESSOR CAPACITOR - -
CC — COMPRESSOR CONTACTOR <
CS — CONDENSATE SENSOR (IN DRAIN PAN) © BK RD
FS - FREEZE SENSOR “
HPS — HIGH PRESSURE SWITCH w
LPS — LOW PRESSURE SWITCH RD BL
RV — REVERSING VALVE (HEAT PUMPS) " “w
BK
BK BK
BL BN o Tk
@@ BL °L° BN
HPs LPS
COMP BN
=
= D000
ALARM|
TRANSFORMER BL —="e)
BLK (COM) A RD e_out
UNIT PROTECTION MODULE H
SEE NOTES 5 — 10
HIGH VOLTAGE GN P%’ER I
MOTOR CONNEC TIONS =
ﬁ ﬁ (D; H D ECM_TERMINAL CONNEC TIONS D E | i i i i i i |
N - L2
G — GROUND BL |
NOTES: I] I] I] I] I:l éigw COMMON
WE UNIT NAME PLATE FOR ELECTRICAL RATING. 1.2 3 45 15 SPEED TAPS RD
ALL FIELD WIRING MUST BE IN ACCORDANCE WITH
N.E.C.—N.F.P.A. #70, COPPER CONDUCTORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT. .
3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION, ol TRANSFORMER 0
REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS. RD
4. FOR ALTERNATE EMS COIL VOLTAGES CONSULT FAC TORY. CLASS Il POWER SUPPLY N
5. UPM—I INCLUDES BUILT IN: 270—300 SECOND RANDOM START
300 SECOND DELAY ON BREAK BL
120 SECOND LOW PRESSURE BYPASS BL oN
6. "TEST” DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO "NO” FOR NORMAL OPERATION.  cew TerunaL comnerons |
7. ”FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15° F OPERATION IS REQUIRED, A S >
MOVE DIP SWITCH SLIDER TO THE 15° F POSITION. N
8. ”ALARM OUTPUT” DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF DDC
CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION.
9. DEFAULT SETTINGS FOR UPM BOARD FROM FACTORY SHOWN. ALSO SEE INSTALLATION MANUAL.
10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL BLOCK 1 STAGE — 1 PHASE — CT MOTOR
TO ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM CONDITION. OUTPUT 1/2 THROUGH 6 TONS CAPACITY
WILL BE PULSED IF PULSE IS SELEC TED. UPM I - OPTIONS
11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL. SART N [ & 735 538 092
12. REFER TO UNIT IOM FOR FACTORY DEFAULT MOTOR SPEED INSTALLATION SETTINGS AND AVAILABLE PROGRAMMED 0. -
SPEED PINS. DWG No. DRAWN BY: DATE REV
13. UNIT WILL HAVE OPTIONAL DISCONNECT SWITCH OR FUSE PROTECTION, UNIT WILL NOT HAVE BOTH. CL111005 FzA 4/8/2024 |2
14. OPTIONAL 100KA SCCR FUSE PROTECTION AVAILABLE ON 2 THROUGH 5 TON SIZES ONLY. E-MAIL: |
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Wiring Diagrams

BOSCH

21.6 Single-Stage, Single-Phase Unit with Optional Components and CA Motor
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Fig. 34 Single-Stage, Single-Phase Unit with Optional Components and CA Motor

o

FOR REFERENCE ONLY Actual unit wiring may vary from this

example. Always refer to the wiring diagram attached to the unit.
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OPEN AT 185° F (+/—8" F). BACK—UP CONTACTS WILL NOT RESET IN AMBIENT TEMPERATURES ABOVE —31° F.

HC

USE CLASS Il FIELD WIRING

RD o
. It
Cle=C2

2 w =eMQO

o) or wiQ CFM ADIUST

@ 00 CFM
Q =v20
- EHR —=Y10
) —c0
=H THERMOSTAT
YL = C RCIGOYIY2 WIW2| HC

BL

BK

BL

EHR

BK

" e

GN

BL BN o1k
BN

BL

BL

HPS
LPS

SEE NOTES 5 — 10
POWER

o]
U

GN
C

o gooog

UNIT PROTECTION MoDULE [*]¢]

CC__HPS ¥ HPS LPC :‘:m Fst
D‘QMRM o =
Iamve) >rwmrs2
Jc_out

BL

RD

TRANSFORMER
000000000

CLASS Il POWER SUPPLY

BL

A

wrj

. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL BLOCK TO
ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM CONDITION. OUTPUT WILL BE

°

wT

1 STAGE — 1 PHASE — CA MOTOR
2 THROUGH 6 TONS CAPACITY

UPM I - EH

PART No. | 8 733 838 095

DWG No. DRAWN BY: DATE REV
FZA 4/8/2024 |2

E—MAIL: |

JeaH 211399[3 pue J0Joly ¥ Y3Im Jiun aseyd-ajSuls ‘ade)s-a|Suls 81T

W
o
(7]
(2]
X

sweiSeiq Sutm



®© T R N =
)
§ :OU mde | 09 !" =
w 5
T N © oQ
@ m wn o
— —
z 0 %) u% @
g m o3 UPM STATUS LED - BLINK CODES T H 2 @@@@@@ -l o
£ = Q . LR THASE LA (T © USE CLASS Il FIELD WIRING @ 2
S O o PR P —— aELrr-1e- 7| 233 AN n -
= m [92) [ GN 0 «
C;Dh o~ 2 | Low PRESSURE FaULT RD s’
o Y
(—?‘ = 0‘% 3 | CONDENSER FREEZE CONDITION UNIT PoT PoT o od w wl rd on oQ
8 © [ coverreommovtar oRoge = = = S
— = LH- st Pt AN | NN (7]
o > S 5 | BROWN OUT FAULT J_ = Lmﬁ CooL 44
CED Q'_ O% 6 | EVAPORATOR FREEZE CONDITION = s _Joou L;Eo:wiwn E_ouT Lo Dv u%
=5 R 7 | rerriceranT Lea © w2 $ o -3
= s SOMECTONS BELOW BL FERR OPTION CARD  [7iim+ o '
C’g_ g & FACTORY WIRE. o) 0
=2 =2 D FIELD WRE = =——————- T o o =
&~ S Tt == =T 2
s = = STANDARD COMPONENTS LEGEND: or N = d
3 =. s BM — BLOWER MOTOR | O @' [
o @R 3 CAP — COMPRESSOR CAPACITOR or =
= > CC — COMPRESSOR CONTACTOR v =S,
2 3 (@) CS — CONDENSATE SENSOR (IN DRAIN PAN) . = y BL o(p -
S 5 RS FS - FREEZE SENSOR l oL \ WT =
o < = EHR — ELECTRIC HEATING/BLOWER RELAY T G 5L -
Q. S HC — HEATING CONTACTOR ELECTRIC HEAT 8K | =3
g v [ HE — HEATING ELEMENT ELEMENTS BK RO
o < = HLS — HEATING LIMIT SWITCH W [ HEL HE2 (€) (=]
=> Q HPS — HIGH PRESSURE SWITCH S | HLSI CoMP 8L YU Yo 'g_
@ = g LPS — LOW PRESSURE SWITCH 75 | HLST HLSE‘ BK =
= g 3 RV — REVERSING VALVE (HEAT PUMPS) 10 ] HEST JHLSA g
3. S
- S BK BK 8L BN o Tk [
2—. % j)_ TRANSFORMER i BL DEU BN
17 ;1‘ e BLK (COM) A RD HPS 2 9
Q A = 3
HLST  HE1 HC
= - =) oo 38
Q s 8L u ALARM =
S mye) @
M RD BK Jo_out E
% & UNIT PROTECTION MODULE -
= o 88 L e o e SENoES o
m BL = 2
D C R C
2y I il =
3. Py BL f (-]
2 [l C — 24V COMMON P
I 1 1-5 — SPEED TAPS °
e NOTES: -t
) ~ T SEE UNIT NAME PLATE FOR ELECTRICAL RATING. IRANSFORMER '
I 2. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH L BL RD 35
w N.E.C.—N.F.P.A. #70, COPPER CONDUCTORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT. CLASS Il POWER SUPPLY A o
@ 3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION,
= REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS. - m
11 4. FOR ALTERNATE EMS COIL VOLTAGES CONSULT FACTORY. )
- 5. UPM—I INCLUDES BUILT IN: 270-300 SECOND RANDOM START 2_
= 200 SECOND DELAY ON BREAK ECM TERMINAL CONNEC TIoNs o
v} 120 SECOND LOW PRESSURE BYPASS A\ =3
= 6. ”TEST’ DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO "NO” FOR NORMAL (2]
= OPERATION. -
= 7. "FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15° F OPERATION IS REQUIRED, )
S MOVE DIP SWITCH SLIDER TO THE 15° F POSITION. o
7] 8. "ALARM OUTPUT” DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF DDC -
| CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION.
fos) 9. DEFAULT SETTINGS FOR UPM BOARD FROM FACTORY SHOWN. ALSO SEE INSTALLATION MANUAL.
al) 10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL BLOCK
TO ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM CONDITION.
w OUTPUT WILL BE PULSED IF PULSE IS SELECTED. 1 STAGE  — 1 PHASE — CT MOTOR
o 11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL. 2 THROUGH 6 TONS CAPACITY
g 12. REFER TO UNIT IOM FOR FACTORY DEFAULT MOTOR SPEED INSTALLATION SETTINGS AND AVAILABLE PROGRAMMED UPM I - OPTIONS - EH
2 SPEED PINS. PART No. | 8 733 838 096
X 13. A2R WILL ONLY BE PRESENT WHEN OPTIONAL A2L SENSOR IS CONNEC TED. WG No. DRAWN BY: DATE REV
o 14. DUAL RESET PRIMARY CONTACTS WILL OPEN AT 145° F (+/-5° F) AND CLOSE AT 105° F (+/-9° F). BACK UP ‘ 4
— CONTACTS WILL OPEN AT 185° F (+/—8" F). BACK—UP CONTACTS WILL NOT RESET IN AMBIENT TEMPERATURES ABOVE CL111009 Fza /11/202 2
N —31° F. E—MAIL: |
S W
IN (@]
> (72)
o
a (2]
= =X




@ T | N
> ~=
®) 8 2 [mae]| & [
— 3 me) .
¢ S 8 S W
= D
=. @
o v O
» > m
- = r:|g| cs" PN STATUS (20 BLINK CoDES b S ITHa B L1 L2 USE CLASS I FIELD WIRING 5° (72
] £ = Rx_ + T oo e ot EFEENT [ & e
— u O D 2 | cow pressure rautt [ YANDAN [ [RD q X
- i m @K 3| conpemosen reere conormon L (R = R &R (7,
S oo 8 ocoomronr + - mps &
8 — ,Z £o s | srown our FauLT =+ UNIT Bl @_ __:\E,xg oQ
| ° < [92) & [ evseorsron rreeze conorrion cE GROUND BL op—=In —t=00 o
foe) z = 3 7| eracens conace LUG AN —-r9 0 v
~ ® 3 Q. oN =v0 = —
W = @ =:° =
w -] ) FACTORY WIRE BL = THERHOSTAT oQ
foo) 5 = > FED WRE  — —— c RCGOviv2 wiwal HC —
) Ga Y = I (5]
o a S @ EHR _lU
-~ = = HHO
> g7 S - B
EZ o = = STANDARD COMPONENTS LEGEND: BL = w 7]
N 3 = s BM — BLOWER MOTOR e ey i “ D
o o do = CAP — COMPRESSOR CAPACITOR - et S S orR -
i~ = > CC — COMPRESSOR CONTACTOR BL ST e 1 o =
= 8 3 (@) CS — CONDENSATE SENSOR (IN DRAIN PAN) ] — T e =
=) > & kst FS — FREEZE SENSOR " opToN car> SR —
& 13 S EHR — ELECTRIC HEATING/BLOWER RELAY oae E_
S S HE — HEATING ELEMENT =2
= o
o 5 S HLS — HEATING LIMIT SWITCH =l =
(S o HPS — HIGH PRESSURE SWITCH - " o
® = S) HC — HEATING CONTACTOR e OR ~ -
= o % LPS — LOW PRESSURE SWITCH BK or o
3. 3 S RV — REVERSING VALVE (HEAT PUMPS) TECTRIC AT 8K )
- 3 ELEMENTS ® BK RD =1
> D KW HEL HE2 @ m
& a 5 RS CoMP BL YL YL —
“w 75 | HLSI |HLs?) g n
ﬁ 10 HLS1 [HLSZ] 0 °
h N BK BK 8L an o 3
N = oQ ©
§ j)_ TRANSFORMER _(I)_ 5N g
S 0000000 5 e [WIA] g
Y] He BLK (COM) /\ *° a =
Q .
g HE1 Clo_out o
S UNIT PROTECTION MODULE || >
= [
g. GN e ste NoTES g
3 g
0
D (-]
~ BL ‘.ﬂ
NOTES: | o o
T SEE UNIT NAME PLATE FOR ELECTRICAL RATING. RANSFORMER =
2. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH BL hgiwig RD RD N o
N.E.C.—N.F.P.A. #70, COPPER CONDUCTORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT. CLASS Il POVER SUPPLY A m
3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION, —
REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS. [1]
4. FOR ALTERNATE EMS COIL VOLTAGES CONSULT FAC TORY. 2_
5. UPM—I INCLUDES BUILT IN: 270-300 SECOND RANDOM START =
300 SECOND DELAY ON BREAK a‘
120 SECOND LOW PRESSURE BYPASS
6. ”TEST” DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO "NO” FOR NORMAL OPERATION. %
7. ”FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15" F OPERATION IS REQUIRED, MOVE DIP o
SWITCH SLIDER TO THE 15° F POSITION. -
8. "ALARM OUTPUT” DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF DDC
CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION.
9. DEFAULT SETTINGS FOR UPM BOARD FROM FACTORY SHOWN. ALSO SEE INSTALLATION MANUAL. 1 STAGE — 1 PHASE — CA MOTOR
10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL BLOCK TO 2 THROUGH 6 TONS CAPACITY
ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM CONDITION. OUTPUT WILL BE _ _
PULSED IF PULSE IS SELECTED UPM 1 - OPTIONS - EH
11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL. PART No. [ 8 733 838 097 =
12. A2R WILL ONLY BE PRESENT WHEN OPTIONAL A2L SENSOR IS CONNECTED. DWG No. DRAWN BY: DATE REV =
13. DUAL RESET PRIMARY CONTACTS WILL OPEN AT 145° F (+/-5°F) AND CLOSE AT 105° F (+/-9° F). BACK UP CONTACTS WILL [CL111010 FZA 4/8/2024 |2 s
OPEN AT 185" F (+/—8" F). BACK—UP CONTACTS WILL NOT RESET IN AMBIENT TEMPERATURES ABOVE —31° F. E_MAIL: T 7
=
o
oQ
-
o
3
o




L
§l4

swe.iSeiq SuMip

UPM STATUS LED - BLINK CODES CILEAT VHG | LERER L
1 | HIGH PRESSURE FAULT AR T T IR T | USE CLASS Il FIELD WIRING
2 | LOW PRESSURE FAULT ML= ”
3 | CONDENSER FREEZE CONDITION (LR @ ®©
TRk L1L2 L3
4 | CONDENSATE OVERFLOW FAULT
=, AN LT
5 | BROWN OUT FAULT L1l
1#LIF
6 | EVAPORATOR FREEZE CONDITION

YL RD| GN

7 | REFRIGERANT LEAKAGE

FACTORY WIRE
FIELD WRE ~— ———————

STANDARD COMPONENTS LEGEND: BL YL
BC — BLOWER MOTOR CAPACITOR

BM — BLOWER MOTOR
BR — BLOWER RELAY é " w
CAP — COMPRESSOR CAPACITOR BK BK

“Jlun 8y} 03 payoejie weldelp Suiim ay) 0} Joyal skem|y “sjdwexs
Siyl wouj Asea Aew 3uuim un [enjoy ATNO JONIHILIY HOA

1010 DSd YHM JUp PIBPUELS ‘9SBYd-00.1] ‘85e1S-9i5UIS 68

1010 9Sd Y3IM Juq paepuels ‘aseyq-aa1y] ‘a5e3s-ajSuls T1°TZ

EY
CC - COMPRESSOR CONTACTOR CCE‘? @ BL BN o L
CS - CONDENSATE SENSOR (IN DRAIN PAN) B () 5O & 5L °L®
FS — FREEZE SENSORS o e o HPs
HPS — HIGH PRESSURE SWITCH BN
LPS — LOW PRESSURE SWITCH - “ 00000
RV — REVERSING VALVE (HEAT PUMPS) 0" 1 o ol
N Bk 30
BK o S ALARM
B g@% o)
COMP [JG_out
UNIT PROTECTION MODULE HH
bOWER SEE NOTES 5-10
GN
TRANSFORMER I_BJ c ,E ﬁ ﬁ
BLK (COM) & RD
BL |
°
RD.
p NOTES BL TRANSFORMER RD RD
&b T SEE UNIT NAME PLATE FOR ELECTRICAL RATING. CLaSS I FONER SUPPLY N
=. 2. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH
o N.E.C.—N.F.P.A. #70, COPPER CONDUCTORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT. BL oN
T 3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION,
o REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS.
= 4. FOR ALTERNATE EMS COIL VOLTAGES CONSULT FAC TORY.
e 5. UPM—I INCLUDES BUILT IN: 270—300 SECOND RANDOM START
=l 300 SECOND DELAY ON BREAK
= 120 SECOND LOW PRESSURE BYPASS
7 6. "TEST’ DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO "NO” FOR NORMAL
OPERATION.
€3 7. "FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15° F OPERATION IS
w REQUIRED, MOVE DIP SWITCH SLIDER TO THE 15° F POSITION.
& 8. "ALARM OUTPUT" DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF  [1 STAGE — 3 PHASE — PSC MOTOR
& DDC CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION. 1/2 THROUGH 6 TONS CAPACITY
® 9. DEFAULT SETTINGS FOR UPM BOARD FROM FACTORY SHOWN. ALSO SEE INSTALLATION MANUAL. UPM I - STD
N 10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL PART No. | 8 733 838 100
o BLOCK TO ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM BWG No. DRAWN BY:  |DATE REV
S CONDITION. OUTPUT WILL BE PULSED IF PULSE IS SELECTED. CL311001 FZA 4/8/2024 |2
S 11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL. | (v
N o
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% g E g% UPM STATUS LED - BLINK CODES S D WKL = 11213
oy} < o=
- uw O D HIGH PRESSURE FAULT L T S B RO T T
o = m o) : VANVZN [ USE CLASS Il FIELD WIRING
=] @ & 2 | LOW PRESSURE FAULT 44 LEC Lo
3 o O [\ H K 1= R
ko) : = D 3 | CONDENSER FREEZE CONDITION
~ . 1 1 1
‘T o Z ~ 4 | CONDENSATE OVERFLOW FAULT K L UNIT [
= = nt hamat GROUND A
(00] @D > = 5 | BROWN OUT FAULT . LUG
~ o P MK RTLI Y : B
w =3 4 6 | EVAPORATOR FREEZE CONDITION " . J_ YL RO GN
w = -
(o] g Q_) > 7 | REFRIGERANT LEAKAGE 1 1k —
w ) - & - - =
&3 = £ FACTORY WIRE —————— - - 8L At
= G 1) FIELD WIRE =~ -—————- - WEIL .
Sl o = Ef o A=y B SEE MOTOR TERMINAL BL
/,'\.’\ % 5' S - CONNECTIONS BELOW
S = = STANDARD COMPONENTS LEGEND: Q—RD BK BK Q w
N = 3 BM — BLOWER MOTOR T T s o L
S & 3 CAP — COMPRESSOR CAPACITOR oL ox° BN
=) S = S CC - COMPRESSOR CONTACTOR =0 HPS Y
o o = = CS — CONDENSATE SENSOR (IN DRAIN PAN) BN
< S FS - FREEZE SENSOR
— YL
S 5 = HPS — HIGH PRESSURE SWITCH oogong [
S 3 g Jutul Do
=+ S LPS — LOW PRESSURE SWITCH Bk sk Yo} = T -
© = RV — REVERSING VALVE (HEAT PUMPS ALARM staus
s S s : ) ©°0 36 o e
m
= =) CoMP Jo_out L H ™ oOcs
— S S KA
=y S) UNIT PROTECTION MODULE -] 1
n SEE NOTES 5 — 10 =
o e
TRANSFORMER R C
NG (0 Ceoff
BL |
HIGH VOLTAGE
MOTOR CONNEC TIONS
[ ]
CiL G N ECM _TERMINAL CONNEC TIONS RD
[l I:l I:l I:l [l e : EZROUND TRANSFORMER
[l [l [l [l [l é:L;4V COMMON 000000000 RO RO
NOTES 1 2 3 4 5 1-5 — SPEED TAPS CLASS |l POWER SUPPLY &
T SEE UNIT NAME PLATE FOR ELEC TRICAL RATING. oL
2. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH BL oN
N.E.C.—N.F.P.A. #70, COPPER CONDUCTORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT.
3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION, FOM TERMINAL CONNECTIONS
REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS. N— on
4. FOR ALTERNATE EMS COIL VOLTAGES CONSULT FACTORY.
5. UPM—I INCLUDES BUILT IN: 270—-300 SECOND RANDOM START
300 SECOND DELAY ON BREAK
120 SECOND LOW PRESSURE BYPASS
6. "TEST” DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO "NO” FOR NORMAL
OPERATION.
7. "FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15° F OPERATION IS
REQUIRED, MOVE DIP SWITCH SLIDER TO THE 15° F POSITION.
8. "ALARM OUTPUT” DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF
DDC CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION.
9. DEFAULT SETTINGS FOR UPM BOARD FROM FACTORY SHOWN. ALSO SEE INSTALLATION MANUAL.
10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL TSTAGE — 3 PhASt — o7 WoToR
BLOCK TO ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM 1/ THROUGH 6 TONS CAPACITY
CONDITION. OUTPUT WILL BE PULSED IF PULSE IS SELECTED. UPM T~ 57D
11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL.
12. REFER TO UNIT IOM FOR FACTORY DEFAULT MOTOR SPEED INSTALLATION SETTINGS AND AVAILABLE PART No. [ 8 733 838 101
PROGRAMMED SPEED PINS. DWG No. DRAWN BY:  |DATE REV
13. UNIT WILL HAVE OPTIONAL DISCONNECT SWITCH OR FUSE PROTECTION, UNIT WILL NOT HAVE BOTH. CL311002 FZA 4/8/2024 2
E—MAIL: |
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UPM STATUS LED - BLINK CODES IAIES=fHITHF4 ]
: ! LL2L3 N USE CLASS Il FIELD WIRING
1| HIGH PRESSURE FAULT bt | 1 1 I i | AA RN
- R
2 | Low PRESSURE FAULT B [0 R ! ! : ! D
| -
3 | CONDENSER FREEZE CONDITION H Mo J_ a — 21— R
[P —c2
4 | CONDENSATE OVERFLOW FAULT 1 LEESA 8 srotiD | | | = —en0 1
AEEd
5 | BROWN OUT FAULT N ALt Le YAN =w0 ADJUST
e L A OR c‘-; ORrR 00 - o —
"=
6 | EVAPORATOR FREEZE CONDITION 1= LD J_ N —_2 O O (T'gsr E
7 | ReFRIGERANT LEAKAGE —_— = -0 = 1B o
v e BL oN oN —c0 T
W= = it
FACTORY WIRE THERMOSTAT
FIELD WIRE 'h_ .ILll-.lll.- 460V _CONNEC TION . rcleovive wiwal uc
) e
BL YL

STANDARD COMPONENTS LEGEND:

BM — BLOWER MOTOR

CAP — COMPRESSOR CAPACITOR

CC — COMPRESSOR CONTACTOR

CS — CONDENSATE SENSOR (IN DRAIN PAN)

BK

BK

FS - FREEZE SENSOR wr oN v
HPS — HIGH PRESSURE SWITCH o o BN°3’°
LPS — LOW PRESSURE SWITCH NV HPS
RV — REVERSING VALVE (HEAT PUMPS) ] = BN
@ A s pooa
QL 9 Q RO %ALARM
@)
JG_out

BL

BL

UNIT PROTECTION MODULE
ouex | SEE NOTES 5 — 10

i

C

TRANSFORMER
BLK (CoM) : RD

BL

RD

RD

TRANSFORMER RD
0000000,

CLASS Il POWER SUPPLY &

NOTES:
1. SEE UNIT NAME PLATE FOR ELECTRICAL RATING.
2. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH
N.E.C.—N.F.P.A. #70, COPPER CONDUCTORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT.
3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION,
REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS.
FOR ALTERNATE EMS COIL VOLTAGES CONSULT FACTORY.
UPM—I INCLUDES BUILT IN: 270—300 SECOND RANDOM START
300 SECOND DELAY ON BREAK
120 SECOND LOW PRESSURE BYPASS
6. "TEST” DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO ”"NO” FOR NORMAL
OPERATION.
7. "FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15° F OPERATION IS REQUIRED,
MOVE DIP SWITCH SLIDER TO THE 15° F POSITION.
8. "ALARM OUTPUT” DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF DDC
CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION.

o
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9. DEFAULT SETTINGS FOR UPM BOARD FROM FACTORY SHOWN. ALSO SEE INSTALLATION MANUAL. 1 STAGE — 3 PHASE — CA MOTOR
10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL BLOCK |, THR T APACITY
TO ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM CONDITION. UFJM/41 7H SOTUDGH 6 TONS © ¢l

OUTPUT WILL BE PULSED IF PULSE IS SELECTED.

11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL. PART No. | 8 733 838 102

12. TERMINAL BLOCK TB3 LOCATED IN SIDE DISCONNECT SWITCH BOX. DWG No. DRAWN BYY: DATE REV

13. EON MOTOR IS WIRED BETWEEN LINE AND NEUTRAL FOR 380-460VAC UNITS. FOR 208/230VAC UNITS EON MOTOR IS [CL311003 FZA 4/8/2024 2
WIRED BETWEEN LINES. E—MAIL: [
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USE CLASS Il FIELD WIRING

QOO

®0O

UPM STATUS LED - BLINK CODES PRI RIFTIRDEY S
1 | HIGH PRESSURE FAULT FHAT L T el BL oY OR YL wr
¥ N .
2 | Low PressURE FauLT
s RD
3 | CONDENSER FREEZE CONDITION
a4 BRI U o o _eor
4 | cONDENSATE OVERFLOW FAULT - CET = o @ rg]
5 | srown ouT FAULT T . LH—- -
P CI= L =
- oo oot
6 | EVAPORATOR FREEZE CONDITION 11 [T A LI1 L|2 LIB e ov]  condeoon Leon il
7 | ReFrIGERANT LEAKAGE T vrIr Vo ool -
v allms & & 4 OPTION CARD N EUS
—_— YL
FACTORY WIRE———— il 144 ONIT T
FIELD WIRE ———————- ar Hr GROUND C1C]
LUG
STANDARD COMPONENTS LEGEND:
BC — BLOWER MOTOR CAPACITOR
BM — BLOWER MOTOR = ov  |or
BR — BLOWER RELAY
CAP — COMPRESSOR CAPACITOR wr /D
CC — COMPRESSOR CONTACTOR "
CS — CONDENSATE SENSOR (IN DRAIN PAN) o BL n
FS — FREEZE SENSOR @ _QL Q_RD YU
HPS — HIGH PRESSURE SWITCH o o @) ce3
LPS — LOW PRESSURE SWITCH oy oy d60
RV — REVERSING VALVE (HEAT PUMPS) RED (LOW) RD BK B
q o]
GN/YL YL
1 BL
BN — BK BK
T b
comp ﬁQ pmea S
com ALARM| 5o
TRANSFORMER CJe_out ;/:I/YLCS
BLK (CoM) RD UNIT PROTECTION MODULE 1
A sougn | SEE NOTES 5210 =
oN
R C
IR i
BL |
NOTES:
T SEE UNIT NAME PLATE FOR ELECTRICAL RATING. °
2. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH BL RD
N.E.C.—N.F.P.A. #70, COPPER CONDUCTORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT.
3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION, TRANSFORMER RD RD
—
REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS. &
4. FOR ALTERNATE EMS COIL VOLTAGES CONSULT FACTORY. CLASS Il POWER SUPPLY
5. UPM—I| INCLUDES BUILT IN: 270—300 SECOND RANDOM START BL oN
300 SECOND DELAY ON BREAK
120 SECOND LOW PRESSURE BYPASS
6. "TEST” DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO "NO” FOR NORMAL OPERATION.
7. "FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15° F OPERATION IS REQUIRED,
MOVE DIP SWITCH SLIDER TO THE 15° F POSITION.
8. "ALARM OUTPUT” DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF DDC 1 STAGE — 3 PHASE — PSC MOTOR
CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION. 1/2 THROUGH 6 TONS CAPACITY
9. DEFAULT SETTINGS FOR UPM BOARD FROM FAC TORY SHOWN. ALSO SEE INSTALLATION MANUAL. UPM I - OPTIONS
10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL BLOCK TO[BPART No. [ 8 733 838 103
ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM CONDITION. OUTPUT WILL [5We No. DRAWN BV ToATE REV
BE PULSED IF PULSE IS SELECTED.
11004 FZA 4 4
11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL. ELfAAEO T z /8/202 2
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3 Ny
<Y :OU made | OO
3 N
(Sl
@ m “«
> m
= 3 CSD USE CLASS Il FIELD WIRING
g = 0% UPM STATUS LED - BLINK CODES AL EIFAENHFLFE @ @@@@@@
ﬁ |—C|-)| A 1 | HIGH PRESSURE FAULT it 11 A | = ) |
@ =~ a ) GN .
T o c% 2 | LOW PRESSURE FAULT ! B~ 213 D
= 'Z @ 3 | CONDENSER FREEZE CONDITION H kil AA . —— o of v W rd on
,‘_D,_ =< 3 4 | CONDENSATE OVERFLOW FAULT Lk TCvH VoL BL —c L£D5=Lnur
. _- Lo ouT
2 = < 5 | BROWN OUT FAULT & SRRz L« oo o INAINA]
o s oo 0T
=1 @ 6 | EVAPORATOR FREEZE CONDITION ' ! Froe UNIT [ Cvou ool o
= © ! -
=5 s T Lo GROUND [N oo cooliMzour T
5 = a 7 | REFRIGERANT LEAKAGE " TR LG (I Leo2 i[O
@ 3 Lo v
[= =1 © FACTORY WIRE ———— W wmtt J_ CTR oPTION CaRD AR
o < = T L
L} = S FIELD WIRE — —===—— - - - T oo Eour
E s re ol [
o & § STANDARD COMPONENTS LEGEND: SEE MOTOR TERMINAL oR/A\
— BM — BLOWER MOTOR CONNECTIONS BELOW OR GY
7—‘0 OR
3 3 S CAP — COMPRESSOR CAPACITOR Q7 L
(':DT & I CC — COMPRESSOR CONTACTOR
o _ S CS — CONDENSATE SENSOR (IN DRAIN PAN) BK RD
= o <Y FS — FREEZE SENSOR RD YL
S S S HPS — HIGH PRESSURE SWITCH w
= S LPS — LOW PRESSURE SWITCH YL BL
® = 3 RV — REVERSING VALVE (HEAT PUMPS) “
S S kS BK BK 8K
3. 3 S
- = % O~® BK BL BN o'k
= S CoMP BL °xK° 8N
b & HPS =
N BN
§ IT— I:I I:I I:I I:I I:I B:):mrsw
Q TRANSFORMER c T Y
000000000 - ALARM|
§ BLK (COM) ARD BL %6 >__W"'IF52
S Jc_out Hoc
GN/YL
= HIGH VOLTAGE UNIT PROTECTION MODULE || m,
MOTOR CONNEC TIONS SEE NOTES 5 - 10 5 —
GN ‘g
ciL G N ECM_TERMINAL CONNEC TIONS R C
Oipoon | [P i
G — GROUND
aoaooan||-q
C — 24V COMMON BL |
1.2 3 4 5 1-5 — SPEED TAPS
NOTES:
p 1. SEE UNIT NAME PLATE FOR ELEC TRICAL RATING. RD
w 2. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH
D N.E.C.—N.F.P.A. #70, COPPER CONDUC TORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT. °
%~ 3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION, 8L TRANSFORMER RD
wn REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS. 0@/ ED
=T 4. FOR ALTERNATE EMS COIL VOLTAGES CONSULT FACTORY. CLASS Il POWER SUPPLY &
@D 5. UPM—I INCLUDES BUILT IN: 270—300 SECOND RANDOM START
.&)c- 300 SECOND DELAY ON BREAK BL
vl 120 SECOND LOW PRESSURE BYPASS h BL GN
5 6. "TEST” DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO "NO” FOR NORMAL OPERATION. ECM TERMINAL CONNECTIONS I:II:II:II:I
S 7. "FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15° F OPERATION IS REQUIRED, AN
wn MOVE DIP SWITCH SLIDER TO THE 15° F POSITION. CN
I 8. "ALARM OUTPUT” DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF DDC
(ee) CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION.
(7‘) 9. DEFAULT SETTINGS FOR UPM BOARD FROM FACTORY SHOWN. ALSO SEE INSTALLATION MANUAL.
bt 10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL BLOCK 1 STAGE — 3 PHASE — CT MOTOR
® TO ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM CONDITION. OUTPUT  |1/2 THROUGH 6 TONS CAPACITY
9%} WILL BE PULSED IF PULSE IS SELECTED. UPM 1 - OPTIONS
g 11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL. BART N I S 733 838 104
12. REFER TO UNIT IOM FOR FACTORY DEFAULT MOTOR SPEED INSTALLATION SETTINGS AND AVAILABLE PROGRAMMED O- -
g SPEED PINS DWG No. DRAWN BY: DATE REV
— 13. UNIT WILL HAVE OPTIONAL DISCONNECT SWITCH OR FUSE PROTECTION, UNIT WILL NOT HAVE BOTH. CL311005 FzA 4/8/2024 |2
N E—MAIL: [
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UPM STATUS LED - BLINK CODES LCLCF CILNETLOGENC USE CLASS Il FIELD WIRING I -
1 | HIGH PRESSURE FAULT AhREEG
2 | LOW PRESSURE FAULT L BL
3 | CONDENSER FREEZE CONDITION ) LIW le LI3 'ﬂ
4 | CONDENSATE OVERFLOW FAULT :_: A & RD
5 | BROWN OUT FAULT .
HL GN
6 | EVAPORATOR FREEZE CONDITION UNIT
ro L GROUND
7 | REFRIGERANT LEAKAGE b S LUG BL
Al L'H - J_ YL
FAC TORY WRE—————— N . 1 o
FIELD WIRE = N
- Fk
BL
STANDARD COMPONENTS LEGEND: e | -
BM — BLOWER MOTOR v —- . o i
CAP — COMPRESSOR CAPACITOR o o ﬁ
CC — COMPRESSOR CONTACTOR SN BL N oo coondleour o
CS — CONDENSATE SENSOR (IN DRAIN PAN) il oo
FS - FREEZE SENSOR m = OPTION CARD ' gs &S
HPS — HIGH PRESSURE SWITCH @ A
LPS — LOW PRESSURE SWITCH
RV — REVERSING VALVE (HEAT PUMPS) oN M ,EL_—Ll ,—:'__:—'l
WT A WT
BK OR — > & oY or
GN/YL BL
oon| = ! BK RD
@ A o n " .
CCQ 9 9 RO
BK BK
BL BN o o
BL 9 HPS
&
BN|
T I;l I:—:I r—] I:I I:l e
=.
- Fs2
RD
BL J6_out N ocs
TRANSFORMER UNIT PROTECTION MODULE IH GN/YL__
BLK (Com) A RD P%R SEE NOTES 5 - 10 =
R C
NOTES: [ Ce=] B
T. SEE UNIT NAME PLATE FOR ELECTRICAL RATING. 5L I
2. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH
N.E.C.—N.F.P.A. #70, COPPER CONDUCTORS ONLY — CONDUCTEURS EN CUIVRE SEULEMENT. RD
3. 208/230V UNITS ARE FACTORY WIRED FOR 230V OPERATION. FOR 208V OPERATION,
REMOVE PRIMARY LEAD FROM 240 TERMINAL AND CONNECT IT TO 208. CAP ALL UNUSED TERMINALS. RANSFORMER
4. FOR ALTERNATE EMS COIL VOLTAGES CONSULT FAC TORY. 5L o RD RD
5. UPM—I INCLUDES BUILT IN: 270—300 SECOND RANDOM START CLASS Il POWER SUPPLY A
300 SECOND DELAY ON BREAK
120 SECOND LOW PRESSURE BYPASS
6. “TEST” DIP SWITCH REDUCES DELAYS TO 10 SEC WHEN SET TO YES. MUST BE SET TO "NO” FOR NORMAL
OPERATION.
7. ”FREEZE SENSOR” ON CONDENSER WILL BE SET TO 25° F OPERATION BY DEFAULT, IF 15° F OPERATION IS REQUIRED,
MOVE DIP SWITCH SLIDER TO THE 15° F POSITION
8. ”ALARM OUTPUT” DIP SWITCH MUST BE SET TO "PULSE” IF BLINKING T—STAT SERVICE LIGHT IS DESIRED OR IF DDC
CONNECTION IS AVAILABLE. CONT FOR NON BLINKING THERMOSTAT CONNEC TION.
9. DEFAULT SETTINGS FOR UPM BOARD FROM FACTORY SHOWN. ALSO SEE INSTALLATION MANUAL. T STAGE — 3 PHASE — CA MOTOR
10. ALARM OUTPUT IS NORMALLY OPEN (NO) DRY CONTACT. IF 24 VAC IS NEEDED, CONNECT R FROM TERMINAL BLOCK 1 1/4 THROUGH 6 TONS CAPACITY
TO ALR—COM TERMINAL, 24VAC WILL BE SENSED ON THE ALR—OUT WHEN THE UNIT IS IN ALARM CONDITION. UPM I - OPTIONS
OUTPUT WILL BE PULSED IF PULSE IS SELEC TED. 555505
11. REVERSING VALVE NOT PRESENT ON UNITS WITH STRAIGHT COOL. PART No. | .
12. TERMINAL BLOCK TB3 LOCATED IN SIDE DISCONNECT SWITCH BOX. DWG No. DRAWN BY:  [DATE REV
13. EON MOTOR IS WIRED BETWEEN LINE AND NEUTRAL FOR 380—4B60VAC UNITS. FOR 208/230VAC UNITS EON MOTOR CL311006 FZA 4/8/2024 2
IS WIRED BETWEEN LINES. E-MAIL: |
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Dimensional Drawings BOSCH

22 Dimensional Drawings
22.1 Vertical (VT) Unit Dimensions

Model CLo07 CL009 CL012 CLO015 CL018 CL024 CL030 CL036 CL042 CL048 CL060 CLO070

it 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT

Recommended 20"x 27"
Replacement Nominal 12"x16" | 12"x16" | 12"x16" | 17"x19" | 17"x19" | 18"x22" | 18"x22" | 19"x27" | 24"x30" | 24"x30" | 24"x30" -
Filter Size (2 Filters)

Condenser Water 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 1"FPT | 1"FPT | 1"FPT

Width 19" 19" 19" 215" 21.5" 215" 215" 215" 215" 2" 24" 2"

Depth 19" 19" 19" 21.5" 21.5" 21.5" 215" 21.5" 26" 26" 26" 33"

Helght 23" 23" 23" 33" 33" 39" 39" 39" 44" 44" 44" 58"

Discharge Depth 4 4 4 9.75" 9.75" 9.75" 9.75" 11.5" 11.25" 11.25" 12.5" 12.5"

Discharge Width 6.5" 6.5" 6.5" 9 9" 9 9" 10.5" 10.5" 10.5" 11.75" 11.75"

Cabinet Edge to

Discharge n u n N " u " u W n W n
(Left-Hand 6.5 6.5 6.5 4.25 4.25 4.25 4.25 2.25 5.75 5 4.25 9

Return)

Cabinet Edge to

&;""h{'_’;l’f:d 2.64° 264" | 264 | 425" | 425 | a2 | 425 225" | 575 5° 4.25° 9

Return)

Cabinet Edge to

Discharge . " . " " u " " n u w u
(Left-Hand 5.5 5.5 5.5 6.25 6.25 6.25 6.25 6.5 5.5 6.75 6.25 6.25

Return)

Water Inlet 3.5" 3.5" 3.5" 3 3" 3.25" 3.25" 3.25" 3.25" 3 3.25" 3

Water Outlet 8.5" 8.5" 8.5" 8.5" 8.5" 8.5" 8.5" 8.5" 8.5" 8.5" 8" 8.5"

c«::il:ate 6" 6" 6" 6" 6" 5.75" 5.75" 5.75" 5.75" 5.75" 5.75" 5.75"

R/ADuctWidth BTN 14.75" 14.75" 17.5" 17.5" 18" 18" 18.25" 24" 24" 24" 24.25"

B [:lue?;tl:ltange 10" 10" 10" 15.25" 15.25" 20" 20" 25" 28.25" 28.25" 28.25" 38.25"

Filtuzli';:tck 12" 12" 12" 17.25" 17.25" 22.25" 22.25" 27" 30.75" 30" 30" 32"
Cabinet Edge to

(:iﬁ::g:d 5.5" 5.5 5.5" 6.25" 6.25" 6.25" 6.25" 6.5" 5.5" 6.75" 6" 6"

Return)

Table 23 Vertical (VT) Unit Dimensions

» Specifications subject to change without notice.

« All dimensions within +0.125".

« Overall unit dimensions do not include filter rack or duct
flanges.
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Fig. 45 Vertical (VT) Unit Drawings
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Dimensional Drawings

22.2 Vertical (VT) Cabinet Options Dimensions

Disconnect Switch

Disconnect Switch

Disconnect Switch

Economizer

BOSCH

Filter Racks

Width Depth DDC Panel Width  DDC Panel Height Economizer Economizer Pipe 1" Filter Rack 2" Filter Rack 4" Filter Rack
CL007 2" 2" 9" 3" 4 4.25" 1.26" 3" 4.75"
CL009 2" 2" 9" 3" 4 4.25" 1.25" 3" 4.75"
CL012 2" 2" 9" 3" 4 4.25" 1.25" 3" 4.75"
CLO015 2" 2" 9" 3" 4 4.25" 1.25" 3" 4.75"
CLO018 2" 2" 9" 3 4 4.25" 1.25" 3 4.75"
CL024 2" 2" 9" 3" 4 4.25" 1.25" 3" 4.75"
CL030 2" 2" 9" 3" 4 4.25" 1.25" 3" 4.75"
CL036 2" 2" 9" 3" 4 4.25" 1.25" 3" 4.75"
CL042 2" 2" 9" 3 4 4.25" 1.25" 3 4.75"
CL048 2" 2" 9" 3" 4 4.25" 1.25" 3" 4.75"
CL060 2" 2" 9" 3" 4 4.25" 1.25" 3" 4.75"
CLO070 2" 2" 9" 3" 4 4.25" 1.25" 3" 4.75"

Table 24 Vertical Cabinet Options Dimensions

« Specifications subject to change without notice.
« All dimensions within +0.125".
« Filter rack dimensions does not include 1" duct flange.

« 2" filter racks can accept either a 1" or 2" filter.
« 4" filter racks can accept either a 2" or 4" filter.
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Dimensional Drawings BOSCH
22.3 Horizontal (HZ) Unit Dimensions

Model CLoo7 CL009 CL012 CLO015 CLo18 CL024 CL030 CL036 CL042 CL048 CL060 CL070

it 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT

Recommended 20"x22"
Replacement Nominal 10"x16" | 10"x16" | 10"x16" | 16"x24 | 16"x24" | 17"x25" | 17"x25" | 18"x30" | 18"x30" | 20"x34" | 20"x 34" ;
Filter Size (2 Filters)

Cocri‘;:nn::i:v;ter 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT | 3/4"FPT 1"FPT 1"FPT 1"FPT

Width 19" 19" 19" 21.5" 21.5" 21.5" 21.5" 21.5" 215" 2" 24" 24"

Depth 33 33 33 ar azr ar azr ar ar 54" 54 62"

Height 11.5" 11.5" 11.5" 17" 17" 18" 18" 19" 19" 21" 21" 21"

Di;::::tge 4 4 4 9.75" 9.75" 9.75" 9.75" 11.25" 11.25" 11.25" 12.5" 12.5"

Discharge Width 6.5" 6.5" 6.5" 9.25" 9.25" 9.25" 9.25" 10.5" 10.5" 10.5" 11.75" 11.76"

Water Inlet 3.75" 3.75" 3.75" 3.25" 3.25" 3.25" 3.26" 3.25" 3.26" 3.25" 3.26" 3.25"

Water Outlet 9" 9" 9" 8.5" 8.5" 8.5" 8.5" 8.5" 8.5" 8" 8" 8.5"

R/A Duct Width 16" 16" 16" 23.25" 23.25" 24.25" 24.25" 29.25" 29.25" 33.25" 33.25" 43.5"

R/A Duct Flange " u n " u " u n u " u "
Height 8.5 8.5 8.5 14 14 15.25 15.25 16' 16 18 18 18

Filter Rack " " " n " " " q " u "
Helght 11 11 11 16 16' 17 17 18.25 18.25 20 20 20

CabFront to u n u " u n n n u n
Filter Rack 16 16' 16 18.5 18.5 17.25 17.25 14.5 14.5 18 18 15

Cabinet End to " " " u n " " u " u n
Filter Rack 1 1 1 .10 .10 .100 .100 1 1 1 1 1

Side to

Discharge (End) " " " n 1 n 1 " n " " 4
(Left-Hand 7.75 7.75 7.75 6' 6 6 6 5.5 5.5 [3 5 5.5

Return)

Sideto
Discharge (End) » » » » 5 » 5 » o o 5 5
(Right-Hand 475 4.75 4.75 6 6 6 6 5.5 5.5 5 5 5.5
Return)

Top toDischarge " N " N " u " n u n W u
(FLE & FRS) 5.87 5.87 5.87' 5.75 5.75 6.75' 6.75 6 6' 8 6.75 6.75

End to Discharge " u n n u u n u n u u n
(Straight) 5.5 5.5 5.5 6 6' 6.5 6.5 5.5 5.5 5.25 5 5.5

Top to Discharge w .. w u " u n u .. u " u
(FRE&FLS) 1.75 1.75 1.75 1.5 1.5 1.5 1.5 1.75 1.75 1.75 1.75 1.75

Table 25  Horizontal (HZ) Units Dimensions

» Specifications subject to change without notice.

« All dimensions within +0.125".

« Overall unit dimensions do not include filter rack or duct
flanges.

« Unit sizes 015-070 can be field converted between end
blow and straight-through supply air configurations.
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Dimensional Drawings
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Dimensional Drawings BOSCH

22.4 Horizontal (HZ) Cabinet Options Dimensions

Disconnect Switch Economizer Filter Racks

Disconnect Switch  DisconnectSwitch oo ool width ~ DDCPanelHelght ~ Economizer  Economizer Pipe  1FiterRack  2"FilterRack 4™ FilterRack

Width Depth
CL007 2" 2" 9" 3" 4 4.25" 1.25" 3" 4.75"
CL009 2" 2" 9" 3 & 4.25" 1.25" 3 475"
CLo12 2" 2" 9" 3 & 4.25" 1.25" 3 4.75"
CLO15 2" 2" 9" 3 g 4.25" 1.25" 3 475"
cLo18 2" 2" 9 3 r 425" 1.25" 3 475"
CL024 2" 2" 9" 3 g 425" 1.25" 3 475"
CL030 2" 2" 9" 3 x 45" 1.25" 3 475"
CLO36 2" 2" 9" 3 & 4.25" 1.25" 3 475"
CLO042 2" 2" 9" 3 & 4.25" 1.25" 3 4.75"
cL048 2" 2" 9" 3 xr 4.25" 1.25" 3 475"
CLO60 2" 2" 9" 3 xr 425" 1.25" 3 475"
CLO70 2" 2" 9" 3 g 425" 1.25" 3 475"

Table 26  Horizontal (HZ) Cabinet Options Dimensions

« Specifications subject to change without notice.

« All dimensions within +0.125".

« Filter rack dimensions does not include 1" duct flange.
« 2" filter racks can accept eithera 1" or 2" filter

- 4" filter racks can accept either a 2" or 4" filter
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Dimensional Drawings BOSCH

22.5 Service Clearance

VT Cabinet Service Clearance

Blower/Motor access
clearance
18” Minimum
24” Optimum

Compressor &

Electrical/Control access
clearance

24” Minimum

36” Optimum
Note: The local electric codes may
require 36" or more clearance at
the electrical control box.

HZ Cabinet Service Clearance

Compressor & Electrical/Control
Access
24” Minimum _
36” Optimum
Note: The local electric codes may

require 36" or more clearance at the
electrical control box
= Motor access clearance
18” Minimum
24” Optimum
—

Straight-through discharge

Fig. 49 Vertical and Horizontal Cabinet Service Clearance
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23 Terminology

23.1 Acronyms

ASC — Anti-Short Cycle

AWG — American Wire Gauge

CFM — Cubic Feet per Minute

DDC — Digital Direct Controller

ECM — Electronically Commutated Motor
FLA — Full-Load Amps

GLHP — Ground Loop Heat Pump

HP — Horse Power

HPC — High-Pressure Switch Connection
HPS — High-Pressure Switch

IOM — Installation, Operation, and Maintenance Manual
LED — Light Emitting Diode

LPC — Low-Pressure Switch Connection
LPS — Low-Pressure Switch

LRA— Locked Rotor Amps

NO — Normally Open

NPA — Name Plate Amps

(R/A) — Return Air

RLA — Running Load Amps

23.2 Terms

Conditioned space — Space within a building provided
with heated or cooled air or both (or surfaces) and,
where required, with humidification or dehumidification
means to maintain conditions for an acceptable thermal
environment.

Decommissioning — Means the final shut-down and
removal from operation or usage of a product or piece
of equipment containing fluorinated greenhouse gases.

Discharge Pressure — Referring to the pressure leaving
compressor.

CL Series Heat Pumps—8733838716 (2024/05)

Terminology

Reclamation — Means the reprocessing of a recovered
fluorinated greenhouse gas in order to match the
equivalent performance of a virgin substance, taking
into account its intended use.

Recovery — Referring to the collection and storage of
fluorinated-greenhouse gases from products (including
containers and equipment) during maintenance or
servicing or prior to the disposal of the products or
equipment.

Recycling — Referring to the reuse of a recovered
fluorinated-greenhouse gas following a basic cleaning
process.

Repair — Referring to the restoration of damaged or
leaking products or equipment that contain, or whose
functioning relies upon, fluorinated-greenhouse gases,
involving a part containing or designed to contain such
gases.

Suction Pressure — Referring to the pressure entering
compressor.




Check-Out Sheet

24 Check-Out Sheet

Customer Data
Customer Name:

Date:

Address 1:

BOSCH

Address 2:

Phone:

Unit Number:

Unit Nameplate
Unit Make:

Model Number:

Serial Number:

Refrigerant Charge (0z.)

Compressor RLA:

Compressor LRA:

Blower Motor FLA (or NPA):

Blower Motor HP:

Maximum Fuse Size (Amps):

Maximum Circuit Capacity:

Operating Conditions
Entering Air Temperature:
Entering Air Measured at:
Leaving Air Temperature:
Leaving Air Measured at:
Entering Fluid Temperature:
Leaving Fluid Temperature:
Fluid Flow (L/min):
Compressor Volts:
Compressor Amps:
Blower Motor Volts:
Blower Motor Amps:
Source Fluid Type:
Fluid Flow (gpm)*:
Fluid-Side Pressure Drop*:
Suction Pressure (psig)*:
Discharge Pressure (psig)*:
Suction Temperature*:
Discharge Temperature*:
Suction Superheat*:

Entering TXV/Cap Tube
Temperature™:

Liquid Subcooling*:

*Required for Troubleshooting ONLY

Cooling Mode

Heating Mode

CL Series Heat Pumps —8733838716 (2024/05)
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Bosch Thermotechnology Corp.
65 Grove Street
Watertown, MA 02472

Tel: +1(800) 283-3787
Fax: +1(603) 965-7568

8733838716 | Revised 05/2024

Bosch Thermotechnology Corp. reserves the right
to make changes without notice due to continuing
engineering and technological advances.

Additional Product Information Page

To see additional product information and documentation,
please visit the product page:
www.bosch-homecomfort.com/us/ or scan the QR code below.

;
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o

o

Spare Parts Manual

For assistance finding applicable spare parts, refer to the spare
parts manual:
https://www.bosch-homecomfort.com/us/en/residential/
technical-documentation/spare-parts-diagrams/heating-and-
cooling-heat-pump-systems/geothermal-water-sourced-heat-
pump/ or scan the QR code below.
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