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1. Safety precautions

►  Before installing the unit, make sure you read all the “Safety precau-

tions”.

►  Please report to or take consent by the supply authority before connec-

tion to the system.

After installation work has been completed, explain the “Safety precautions,” 

use,and maintenance of the unit to the customer according to the information in the 

Operation Manual and perform the test run to ensure normal operation. Both the 

Installation Manual and Operation Manual must be given to the user for keeping. 

These manuals must be passed on to subsequent users.

 : Indicates a part which must be grounded.

 Warning:

Carefully read the labels afÏxed to the main unit.

 Warning:

• The unit must not be installed by the user. Ask a dealer or an authorized 

technician to install the unit. If the unit is installed incorrectly, water leakage, 

electric shock, or fire may result.
• For installation work, follow the instructions in the Installation Manual and 

use tools and pipe components specifically made for use with R454B re-

frigerant. The R454B refrigerant in the HFC system is pressurized 1.6 times 
the pressure of usual refrigerants. If pipe components not designed for 

R454B refrigerant are used and the unit is not installed correctly, the pipes 
may burst and cause damage or injuries. In addition, water leakage, electric 

shock, or fire may result.
• When installing the unit, use appropriate protective equipment and tools for 

safety. Failure to do so could cause injuries.

• The unit must be installed according to the instructions in order to minimize 

the risk of damage from earthquakes, typhoons, or strong winds. An incor-

rectly installed unit may fall down and cause damage or injuries.

• The unit must be securely installed on a structure that can sustain its weight. 

If the unit is mounted on an unstable structure, it may fall down and cause 

damage or injuries.

• If the air conditioner is installed in a small room, measures must be taken to 

prevent the refrigerant concentration in the room from exceeding the safety 
limit in the event of refrigerant leakage. Consult a dealer regarding the ap-

propriate measures to prevent the allowable concentration from being ex-

ceeded. Should the refrigerant leak and cause the concentration limit to be 

exceeded, hazards due to lack of oxygen in the room may result.
• Ventilate the room if refrigerant leaks during operation. If refrigerant comes 

into contact with a flame, poisonous gases will be released.
• All electric work must be performed by a qualified technician according to 

local regulations and the instructions given in this manual. The units must 

be powered by dedicated power lines and the correct voltage and circuit 

breakers must be used. Power lines with insufÏcient capacity or incorrect 
electrical work may result in electric shock or fire.

• Use C1220 copper phosphorus, for copper and copper alloy seamless pipes, 

to connect the refrigerant pipes. If the pipes are not connected correctly, the 

unit will not be properly grounded and electric shock may result.

• Alloys used indoors to join refrigerant containing connections shall have 

melting point (liquidus temperature) greater than 427°C.

•  Use only specified cables for wiring. The wiring connections must be made 
securely with no tension applied on the terminal connections. Also, never 

splice the cables for wiring (unless otherwise indicated in this document).

 Failure to observe these instructions may result in overheating or a fire.
• The terminal block cover panel of the outdoor unit must be firmly attached. If 

the cover panel is mounted incorrectly and dust and moisture enter the unit, 

electric shock or fire may result.
• When installing or relocating, or servicing the air conditioner, use only the 

specified refrigerant (R454B) to charge the refrigerant lines. Do not mix it 
with any other refrigerant and do not allow air to remain in the lines.

If air is mixed with the refrigerant, then it can be the cause of abnormal high 
pressure in the refrigerant line, and may result in an explosion and other 
hazards.

The use of any refrigerant other than that specified for the system will 

cause mechanical failure or system malfunction or unit breakdown. In the 

worst case, this could lead to a serious impediment to securing product 

safety.

•  Use only accessories authorized by Mitsubishi Electric and ask a dealer or 

an authorized technician to install them. If accessories are incorrectly in-

stalled, water leakage, electric shock, or fire may result.
•  Do not alter the unit. It may cause fire, electric shock, injury or water leakage.
• The user should never attempt to repair the unit or transfer it to another loca-

tion. If the unit is installed incorrectly, water leakage, electric shock, or fire 
may result. If the air conditioner must be repaired or moved, ask a dealer or 

an authorized technician.

• The appliance should not be stored in a room with continuously operating 

ignitions sources (for example: open flames, an operating gas appliance or 
an operating electric heater).

• Do not use means to accelerate the defrosting process or to clean, other 
than those recommended by the manufacturer.

• Do not pierce or burn.
• After installation has been completed, check for refrigerant leaks. If refriger-

ant leaks into the room and comes into contact with the flame of a heater or 
portable cooking range, poisonous gases will be released.

• Be aware that refrigerants may not contain odour.

• When opening or closing the valve below freezing temperatures, refriger-

ant may spurt out from the gap between the valve stem and the valve body, 

resulting in injuries.

 Warning:

Describes precautions that must be observed to prevent danger of injury or 
death to the user.

 Caution:

Describes precautions that must be observed to prevent damage to the unit.

MEANINGS OF SYMBOLS DISPLAYED ON THE UNIT

A2L
WARNING

(Risk of fire)
This unit uses a flammable refrigerant.
If the refrigerant leaks and comes in contact with fire or a heating part, it will create a harmful gas and there is a risk of fire.

Read the OPERATING INSTRUCTIONS carefully before operation.

Service personnel are required to carefully read the OPERATING INSTRUCTIONS and INSTALLATION MANUAL before operation.

Further information is available in the OPERATING INSTRUCTIONS, INSTALLATION MANUAL, and the like.

Refrigerant
Safety Group
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1. Safety precautions

• Do not perform pump down work when there is a gas leak. The intake of air 
or other gases causes abnormally high pressure in the refrigeration cycle, 

which may cause explosion or injury.
• This appliance is not intended for use by persons (including children) with 

reduced physical, sensory or mental capabilities, or lack of experience and 
knowledge, unless they have been given supervision or instruction concern-

ing use of the appliance by a person responsible for their safety. Children 

should be supervised to ensure that they do not play with the appliance.

 This appliance incorporates an earth connection for functional purposes 

only.

• When installing or removing the air conditioner, carry the refrigerant detec-

tor.

• Do not smoke during work and transportation.
• The appliance shall be stored in a well-ventilated area where the room size 

corresponds to the room area as specified for operation. 
• Keep gas-burning appliances, electric heaters, and other fire sources (igni-

tion sources) away from the location where installation, repair, and other air 

conditioner work will be performed. 

 If refrigerant comes into contact with a flame, poisonous gases may be re-

leased. 

• When performing brazing work, be sure to ventilate the room sufÏciently. 
Make sure that there are no hazardous or flammable materials nearby. When 
performing the work in a closed room, small room, or similar location, make 

sure that there are no refrigerant leaks before performing the work. If refrig-

erant leaks and accumulates, it may ignite and poisonous gases may be 

released.

• If refrigerant gas leaks during installation work or operation, ventilate the 

room, if refrigerant leaks into the room and comes into contact with the 

flame of heater or portable cooking range, it may ignite or poisonous gases 
be released.

• Field installed piping should be kept to a minimum. 

• Refrigerant piping shall be protected from physical damage.
• Compllance with national gas regulations shall be observed.

• All field joints shall be accessible for inspection prior to being covered or 
enclosed.

• The requirements contained within this manual are based on UL 60335-2-40 
which is an appliance safety standard. During installation in the field, it is 
important to follow all applicable national and local codes and standards, 

such as ASHRAE 15, ASHRAE 15.2, IAPMO Uniform Mechanical Code, ICC 
International Mechanical Code, or CSA B52.

1.1. Before installation 

 Caution:

• Do not use the unit in an unusual environment. If the air conditioner is in-

stalled in areas exposed to steam, volatile oil (including machine oil), or sul-
furic gas, areas exposed to high salt content such as the seaside, or areas 
where the unit will be covered by snow, the performance can be significantly 
reduced and the internal parts can be damaged.

• Do not install the unit where combustible gases may leak, be produced, flow, 
or accumulate. If combustible gas accumulates around the unit, fire or explo-

sion may result.

• The outdoor unit produces condensation during the heating operation. Make 

sure to provide drainage around the outdoor unit if such condensation is 

likely to cause damage.

• When installing the unit in a hospital or communications ofÏce, be prepared 
for noise and electronic interference. Inverters, home appliances, high-

frequency medical equipment, and radio communications equipment can 

cause the air conditioner to malfunction or breakdown. The air conditioner 

may also affect medical equipment, disturbing medical care, and communi-
cations equipment, harming the screen display quality.

en
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• Removal and evacuation
 When breaking into the refrigerant circuit to make repairs - or for any other 

purpose -conventional procedures shall be used. However, for flammable 
refrigerants it is important that best practice be followed, since flammability 
is a consideration.

 The following procedure shall be adhered to:

 - safely remove refrigerant following local and national regulations;

 - evacuate;

 - purge the circuit with inert gas;

 - evacuate;

 -  continuously flush or purge with inert gas when using flame to open cir-
cuit; and 

 -  open the circuit.

 The refrigerant charge shall be recovered into the correct recovery cylinders 

if venting is not allowed by local and national codes.

 For appliances containing flammable refrigerants, the system shall be 
purged with oxygen-free nitrogen to render the appliance safe for flammable 
refrigerants. This process might need to be repeated several times.

 Compressed air or oxygen shall not be used for purging refrigerant systems.
 For appliances containing flammable refrigerants, refrigerants purging shall 

be achieved by breaking the vacuum in the system with oxygen-free nitrogen 
and continuing to fill until the working pressure is achieved, then venting to 
atmosphere, and finally pulling down to a vacuum.

 This process shall be repeated until no refrigerant is within the system. 

When the final oxygen-free nitrogen charge is used, the system shall be 
vented down to atmospheric pressure to enable work to take place.

 The outlet for the vacuum pump shall not be close to any potential ignition 

sources, and ventilation shall be available.

Recovery
 When removing refrigerant from a system, either for servicing or decommis-

sioning, it is recommended good practice that all refrigerants are removed 

safely. When transferring refrigerant into cylinders, ensure that only appro-

priate refrigerant recovery cylinders are employed. Ensure that the correct 

number of cylinders for holding the total system charge are available. All 

cylinders to be used are designated for the recovery refrigerant and labeled 

for that refrigerant (i.e., special cylinders for the recovery of refrigerant). Cyl-

inders shall be complete with pressure-relief valve and associated shut-off 
valves in good working order. Empty recovery cylinders are evacuated and, 

if possible, cooled before recovery occurs. The recovery equipment shall be 

in good working order with a set of instructions concerning the equipment 

that is at hand and shall be suitable for the recovery of all appropriate refrig-

erants including, when applicable, flammable refrigerants. In addition, a set 
of calibrated weighing scales shall be available and in good working order. 

Hoses shall be complete with leak-free disconnect couplings and in good 
condition. Before using the recovery machine, check that it is in satisfactory 

working order, has been properly maintained and that any associated electri-

cal components are sealed to prevent ignition in the event of a refrigerant 

release. Consult manufacturer if in doubt. The recovered refrigerant shall 

be returned to the refrigerant supplier in the correct recovery cylinder, and 

the relevant waste transfer note arranged. Do not mix refrigerants in recov-

ery units and especially not in cylinders. If compressors or compressor oils 

are to be removed, ensure that they have been evacuated to an acceptable 

level to make certain that flammable refrigerant does not remain within the 
lubricant. The evacuation process shall be carried out prior to returning  the 

compressor to the suppliers. Only electric heating to the compressor body 

shall be employed to accelerate this process. When oil is drained from a 

system, it shall be carried out safely.

1.2. Before installation (relocation) 

 Caution:

• Be extremely careful when transporting the units. 2 or more persons are 
needed to handle the unit, as it weighs 20 kg, 44 Ibs or more. Do not grasp 
the packaging bands. Wear protective gloves to remove the unit from the 

packaging and to move it, as you can injure your hands on the fins or the 
edge of other parts.

• Be sure to safely dispose of the packaging materials. Packaging materials, 

such as nails and other metal or wooden parts may cause stabs or other 

injuries.

• The base and attachments of the outdoor unit must be periodically checked 

for looseness, cracks or other damage. If such defects are left uncorrected, 

the unit may fall down and cause damage or injuries.

• Do not clean the air conditioner unit with water. Electric shock may result.
• Tighten all flare nuts to specification using a torque wrench. If tightened too 

much, the flare nut can break after an extended period and refrigerant can 
leak out.

1. Safety precautions
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1.3. Before electric work 
 Caution:

• Be sure to install circuit breakers. If not installed, electric shock may result.

• Please follow applicable federal, state, or local codes to prevent potential 

leakage/electric shock. Or install a ground fault interrupt for the prevention 

of leakage and electric shock.

• For the power lines, use standard cables of sufÏcient capacity. Otherwise, a 
short circuit, overheating, or fire may result.

• When installing the power lines, do not apply tension to the cables. If the 

connections are loosened, the cables can snap or break and overheating or 

fire may result.

• Be sure to ground the unit. Do not connect the ground wire to gas or water 
pipes, lighting rods, or telephone grounding lines. If the unit is not properly 

grounded, electric shock may result.

• Use circuit breakers (ground fault interrupter, isolating switch (+B fuse), and 

molded case circuit breaker) with the specified capacity. If the circuit breaker 
capacity is larger than the specified capacity, breakdown or fire may result.

1.4. Before starting the test run
 Caution:

• Turn on the main power switch more than 12 hours before starting opera-

tion. Starting operation just after turning on the power switch can severely 

damage the internal parts. Keep the main power switch turned on during the 

operation season.

• Before starting operation, check that all panels, guards and other protective 

parts are correctly installed. Rotating, hot, or high voltage parts can cause 
injuries.

• Do not touch any switch with wet hands. Electric shock may result.
• Do not touch the refrigerant pipes with bare hands during operation. The 

refrigerant pipes are hot or cold depending on the condition of the flowing 
refrigerant. If you touch the pipes, burns or frostbite may result.

• After stopping operation, be sure to wait at least five minutes before turn-

ing off the main power switch. Otherwise, water leakage or breakdown may 
result.

1.5. Using R454B refrigerant air conditioners
 Caution:

• Use C1220 copper phosphorus, for copper and copper alloy seamless pipes, 

to connect the refrigerant pipes. Make sure the insides of the pipes are clean 

and do not contain any harmful contaminants such as sulfuric compounds, 

oxidants, debris, or dust. Use pipes with the specified thickness. (Refer to 
4.1.) Note the following if reusing existing pipes that carried R22, R410A re-

frigerant.
- Replace the existing flare nuts and flare the flared sections again.
- Do not use thin pipes. (Refer to 4.1.)

• Store the pipes to be used during installation indoors and keep both ends of 

the pipes sealed until just before brazing. (Leave elbow joints, etc. in their 

packaging.) If dust, debris, or moisture enters the refrigerant lines, oil dete-

rioration or compressor breakdown may result.

• Use ester oil, ether oil, alkylbenzene oil (small amount) as the refrigeration 

oil applied to the flared sections. If mineral oil is mixed in the refrigeration 
oil, oil deterioration may result.

• Do not use refrigerant other than R454B refrigerant. If another refrigerant is 
used, the chlorine will cause the oil to deteriorate.

• Use the following tools specifically designed for use with R454B refrigerant. 
The following tools are necessary to use R454B refrigerant. Contact your 
nearest dealer for any questions.

Tools (for R454B)

Gauge manifold Flare tool

Charge hose Size adjustment gauge

Gas leak detector Vacuum pump adapter

Torque wrench Electronic refrigerant charging scale

• Be sure to use the correct tools. If dust, debris, or moisture enters the refrig-

erant lines, refrigeration oil deterioration may result.

• Do not use a charging cylinder. If a charging cylinder is used, the composi-
tion of the refrigerant will change and the efÏciency will be lowered.

1. Safety precautions
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2.4. Ventilation and service space
2.4.1. Windy location installation
When installing the outdoor unit on a rooftop or other location unprotected from the 

wind, situate the air outlet of the unit so that it is not directly exposed to strong winds.

Strong wind entering the air outlet may impede the normal airflow and a malfunction 
may result.

The following shows three examples of precautions against strong winds.

1. Face the air outlet towards the nearest available wall about 500 mm, 19-11/16 

inch away from the wall. (Fig. 2-3)

2. Install an optional air outlet guide and air guide if the unit is installed in a location 

where strong winds from a typhoon, etc. may directly enter the air outlet. (Fig. 2-4)

 (A) Air outlet guide

3. Position the unit so that the air outlet blows perpendicularly to the seasonal wind 

direction, if possible. (Fig. 2-5)

 (B) Wind direction

Fig. 2-4

Fig. 2-3
(A)

Fig. 2-5

2. Installation location

2.1. Refrigerant pipe (Fig. 2-1) 
  Check that the difference between the heights of the indoor and outdoor 
units, the length of refrigerant pipe, and the number of bends in the pipe are 

within the limits shown below.

Models 
(A) Pipe length 

(one way)

(B) Height

difference
(C) Number of 

bends (one way)

PUZ-AK12NL

PUZ-AK18NL 
Max. 30 m, 100 ft Max. 30 m, 100 ft Max. 15

PUZ-AH24NL

PUZ-AH30NL 
Max. 50 m, 165 ft *1 Max. 30 m, 100 ft Max. 15

PUY-AK12NL

PUY-AK18NL
Max. 50 m, 165 ft Max. 30 m, 100 ft Max. 15

PUY-AH24NL

PUY-AH30NL  
Max. 69 m, 225 ft *1 Max. 30 m, 100 ft Max. 15

*1. If outdoor unit is connected to the A-COIL indoor unit (PAA), pipe length is “Max. 
30 m, 100 ft”.

• Height difference limitations are binding regardless of which unit, indoor or out-
door, is positioned higher.

 (D) Indoor unit
 (E) Outdoor unit

2.2. Choosing the outdoor unit installation location
• Avoid locations exposed to direct sunlight or other sources of heat.

• Select a location from which noise emitted by the unit will not inconvenience neigh-

bors.

• Select a location permitting easy wiring and pipe access to the power source and 

indoor unit.

• Avoid locations where combustible gases may leak, be produced, flow, or accumu-

late.

• Note that water may drain from the unit during operation.

• Select a level location that can bear the weight and vibration of the unit.

• Avoid locations where the unit can be covered by snow. In areas where heavy 

snow fall is anticipated, special precautions such as raising the installation location 

or installing a hood on the air intake must be taken to prevent the snow from block-

ing the air intake or blowing directly against it. This can reduce the airflow and a 
malfunction may result.

• Avoid locations exposed to oil, steam, or sulfuric gas.

• Use the transportation handles of the outdoor unit to transport the unit. If the unit is 

carried from the bottom, hands or fingers may be pinched.

 Warning:

• Do not install the unit in an enclosed area in order to prevent the refrigerant 
from accumulating when it leaks.

2.3. Outline dimensions (Outdoor unit) (Fig. 2-2)

Fig. 2-1

A

B

E

D

C

  PUZ-AK12NL
 PUZ-AK18NL
 PUY-AK12NL
 PUY-AK18NL

  PUZ-AH24NL
 PUZ-AH30NL
 PUY-AH24NL
 PUY-AH30NL

809+62

[31-13/16+2-7/16]

300+20

[11-13/16+25/32]

6
3

0
 [

2
4

-1
3

/1
6

]

[6-3/32]
500[19-11/16] 62[2-7/16]

360 

[14-3/16] 

950 [37-13/32]

330+25

[13+63/64]

9
4

3
 [

3
7

-1
/8

]

175 [6-7/8]
600 [23-5/8]

370 [1
4-9/16]

mm [inch]

Fig. 2-2

mm [inch]

(B)

(B)

154.5
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2. Installation location 

2.4.2. When installing a single outdoor unit
Minimum dimensions are as follows, except for Max., meaning Maximum dimen-

sions, indicated.

1. Obstacles at rear only (Fig. 2-6)

2. Obstacles at rear and above only (Fig. 2-7)

3. Obstacles at rear and sides only (Fig. 2-8)

* 350 mm, 13-25/32 inch for PU*-AK12NL, PU*-AK18NL

4. Obstacles at front only (Fig. 2-9)

5. Obstacles at front and rear only (Fig. 2-10)

6. Obstacles at rear, sides, and above only (Fig. 2-11)

* 350 mm, 13-25/32 inch for PU*-AK12NL, PU*-AK18NL

• Do not install the optional air outlet guides for upward airflow.

2.4.3. When installing multiple outdoor units
Leave 350 mm, 13-25/32 inch for PU*-AK12NL, PU*-AK18NL and 10 mm, 13/32 

inch for PU*-AH24NL, PU*-AH30NL space or more between the units.

1. Obstacles at rear only (Fig. 2-12)

2. Obstacles at rear and above only (Fig. 2-13)
• No more than three units must be installed side by side. In addition, leave space as shown.

• Do not install the optional air outlet guides for upward airflow.
3. Obstacles at front only (Fig. 2-14)

4. Obstacles at front and rear only (Fig. 2-15)

5. Single parallel unit arrangement (Fig. 2-16)

* When using an optional air outlet guide installed for upward airflow, the clearance is 500 mm, 
19-11/16 inch or more.

6. Multiple parallel unit arrangement (Fig. 2-17)

*  When using an optional air outlet guide installed for upward airflow, the clearance is 1000 mm, 
39-3/8 inch or more.

7. Stacked unit arrangement (Fig. 2-18)
• The units can be stacked up to 2 units high.

• No more than two stacked units must be installed side by side. In addition, leave space as 

shown.

Max. 5
00 [2

0]

200 [8
]

200 [8
]

200 [8
]

500 [2
0]

500 [2
0]

500* [
20*]

100 [4
]

100 [4
]

100 [4
]

400 [1
6]

400 [1
6]

1000* [
40*]

2000* [7
9*]

1
0

0
0

[4
0

]

150 [6]

100 [4]

150* [6*]

Max. 5
00 [2

0]

300 [1
2]

300 [1
2]

300 [1
2]

500 [2
0]

Max. 3
00 [1

2]

1000 [40]

1000 [40]

1
0

0
0

 [
4

0
]

1000 [4
0]

1000 [4
0]

1000 [4
0]

mm [inch]

1000 [40]

1
5
0
 [
6

]

Fig. 2-6 Fig. 2-8 Fig. 2-9

Fig. 2-10 Fig. 2-12

Fig. 2-14 Fig. 2-15

Fig. 2-16 Fig. 2-17 Fig. 2-18

Fig. 2-7

Fig. 2-11

Fig. 2-13

100* [4*]

300 [1
2]
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2.5. Minimum installation area
■ Indoor units
Install in a room with a floor area of Amin or more, corresponding to refrigerant quan-

tity M (factory-charged refrigerant + locally added refrigerant).

* For the factory-charged refrigerant amount, refer to the spec nameplate or instal-

lation manual.

 For the amount to be added locally, refer to the installation manual.

* For ducted systems to one or more rooms, first determine the system’s refrigerant 
amount, then refer to the indoor unit installation manual for each room’s restriction 
for minimum area.

The mounting height of indoor unit shall be 5.9 ft (1.8 m) or more from the floor,
excluding ceiling concealed (PEAD), multi-position air handler (PVA) and A-Coil 

(PAA).

* There are restrictions in installation height for each model, so read the installation 

manual for the particular unit.

M Amin

[kg] [lbs, oz] [m2] [ft2]

2.0 4 6 7.5 81

2.5 5 8 9.3 101

3.0 6 9 11.2 121

3.5 7 11 13.0 140

4.0 8 13 14.9 161

4.5 9 14 16.7 180

4.6 10 2 17.1 185

4.7 10 5 17.5 189

4.8 10 9 17.8 192

4.9 10 12 18.2 196

5.0 11 0 18.6 201

5.1 11 3 18.9 204

5.2 11 7 19.3 208

5.3 11 10 19.7 213

5.4 11 14 20.0 216

5.5 12 2 20.4 220

5.6 12 5 20.8 224

5.7 12 9 21.2 229

5.8 12 12 21.5 232

5.9 13 0 21.9 236

6.0 13 3 22.3 241

6.1 13 7 22.6 244

6.2 13 10 23.0 248

6.3 13 14 23.4 252

6.4 14 1 23.8 257

6.5 14 5 24.1 260

6.6 14 8 24.5 264

6.7 14 12 24.9 269

6.8 14 15 25.2 272

6.9 15 3 25.6 276

7.0 15 6 26.0 280

7.1 15 10 26.3 284

7.2 15 13 26.7 288

7.3 16 1 27.1 292

5.9ft (1.8m)

2. Installation location 
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mm [inch]

Min. 650
[25-19/32]

Min. 350 [13-25/32]
154.5

154.5

Min. 360
[14-25/32]

Min. 10 [13/32]
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PU*-AK12NL

PU*-AK18NL

 (D)

PU*-AH24NL

PU*-AH30NL

 (D)

Fig. 3-1

500
[19-11/16]

500
[19-11/16]

[6-3/32]

[6-3/32]

809 [31-13/16]

3
0
0
 [
1
1
-1

3
/1

6
]

3
3
0
 [
1
3
]

600
[23-5/8]

600
[23-5/8]

175
[6-7/8]

175
[6-7/8]

3
3
0
 [
1
3
]

3
7
0
 [
1
4
-9

/1
6
]

950 [37-13/32]

(A)

(C)
(E)

(B)

3. Installing the outdoor unit

• Be sure to install the unit in a sturdy, level surface to prevent rattling noises during 

operation. (Fig. 3-1)

<Foundation specifications>
Foundation bolt M10 (3/8")

Thickness of concrete 120 mm, 4-23/32 inch

Length of bolt 70 mm, 2-3/4 inch

Weight-bearing capacity 320 kg, 705 lbs

• Check that the length of the foundation bolt from the base is within the following 

lengths:

 18 mm, 23/32 inch for PU*-AK12NL and PU*-AK18NL

 30 mm, 1-3/16 inch for PU*-AH24NL and PU*-AH30NL

• Secure the base of the unit firmly with four-M10 foundation bolts in sturdy locations. 
Installing the outdoor unit

• Do not block the vent. If the vent is blocked, operation will be hindered and break-

down may result.

• In addition to the unit base, use the installation holes on the back of the unit to 

attach wires, etc., if necessary to install the unit. Use self-tapping screws (ø5 × 15 

mm, ø13/16 × 19/32 inch or less) and install on site.

• Hold designated positions such as handles to move the unit when adjusting the 

installation position.

 Warning:

• The unit must be securely installed on a structure that can sustain its weight. 

If the unit is mounted on an unstable structure, it may fall down and cause 

damage or injuries.

• The unit must be installed according to the instructions in order to minimize 

the risk of damage from earthquakes, typhoons, or strong winds. An incor-

rectly installed unit may fall down and cause damage or injuries.

(A) M10 (3/8ʺ) bolt
(B) Base

(C) As long as possible.

(D) Vent

(E) Set deep in the ground.
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(A) Liquid pipe

(B) Gas pipe

(C) Insulation

(D) Taping

4. Installing the refrigerant piping

4.1.  Precautions for devices that use R454B refrigerant
• Refer to 1.5. for precautions not included below on using air conditioners 

with R454B refrigerant.
• Use ester oil, ether oil, alkylbenzene oil (small amount) as the refrigeration 

oil applied to the flared sections.
• Use C1220 copper phosphorus, for copper and copper alloy seamless pipes, 

to connect the refrigerant pipes. Use refrigerant pipes with the thicknesses 
specified in the table to the below. Make sure the insides of the pipes are 
clean and do not contain any harmful contaminants such as sulfuric com-
pounds, oxidants, debris, or dust.

 Warning:
When installing or relocating, or servicing the air conditioner, use only the 
specified refrigerant (R454B) to charge the refrigerant lines. Do not mix it with 
any other refrigerant and do not allow air to remain in the lines.
If air is mixed with the refrigerant, then it can be the cause of abnormal high pres-
sure in the refrigerant line, and may result in an explosion and other hazards.
The use of any refrigerant other than that specified for the system will cause 
mechanical failure or system malfunction or unit breakdown. In the worst 
case, this could lead to a serious impediment to securing product safety.

PU*-AK12NL

PU*-AK18NL

PU*-AH24NL

PU*-AH30NL

Liquid pipe
ø6.35 mm, 1/4 inch

thickness 0.8 mm, 1/32 inch

ø9.52 mm, 3/8 inch

thickness 0.8 mm, 1/32 inch

Gas pipe
ø12.7 mm, 1/2 inch

thickness 0.8 mm, 1/32 inch

ø15.88 mm, 5/8 inch

thickness 1.0 mm, 3/64 inch

•  Do not use pipes thinner than those specified above.

4.2. Connecting pipes (Fig. 4-1) (Fig. 4-2)
 When commercially available copper pipes are used, inslate both the liquid and 

gas pipes separately with commercially available insulation materials (heat-resist-

ant to 100 °C, 212 °F or more, thickness of 12 mm, 1/2 inch or more). (Fig. 4-1)

• The indoor parts of the drain pipe should be wrapped with polyethylene foam insu-
lation materials (specific gravity of 0.03, thickness of 9 mm, 23/64 inch or more). 

[Fig. 4-2]
• Apply thin layer of refrigerant oil to pipe and joint seating surface before tightening 

flare nut. (A) 
• Apply refrigerating machine oil over the entire flare seat surface. (B)
• Use the flare nuts for the following pipe size. (C)
•  For connection, first align the center, then tighten the first 3 to 4 turns of flare nut 

by hand.
• Use 2 wrenches to tighten piping connections. (D)
• Use leak detector or soapy water to check for gas leaks after connections are 

completed. 
Notes:

*: The flare nut is supplied as an outdoor unit accessory. 
 Be sure to use it otherwise gas leakage or even pipe extraction may occur.
• When bending the pipes, be careful not to break them. Bend radii of 100 mm, 

3-15/16 inch to 150 mm, 5-27/32 inch are sufÏcient.
• Make sure the pipes do not contact the compressor. Abnormal noise or vibration 

may result.
(1) Pipes must be connected starting from the indoor unit.

Flare nuts must be tightened with a torque wrench.
(2) Flare the liquid pipes and gas pipes and apply a thin layer of refrigeration oil

(Applied on site).

 Warning:

When installing the unit, securely connect the refrigerant pipes before starting 

the compressor.

(A) (Fig. 4-2)

Copper pipe O.D.
Flare dimensions

øA dimensions

(mm) (inch) (mm) (inch)

ø6.35 1/4” 8.7 - 9.1 11/32 - 23/64

ø9.52 3/8” 12.8 - 13.2 1/2 - 33/64

ø12.7 1/2” 16.2 - 16.6 41/64 - 21/32

ø15.88 5/8” 19.3 - 19.7 49/64 - 25/32

(B) (Fig. 4-2)

Copper pipe O.D. Flare nut O.D. Tightening torque 

(mm) (inch) (mm) (inch) (N·m) (ft·lbs)

ø6.35 1/4” 17 43/64 14 - 18 10 - 13

ø9.52 3/8” 22 7/8 34 - 42 25 - 30

ø12.7 1/2” 26 1 - 3/64 49 - 61 35 - 44

ø15.88 5/8” 29 1 - 9/64 68 - 82 49 - 59

(A)

(B)

(C)
(D)

Fig. 4-1

PU*-AK12NL

PU*-AK18NL

PU*-AH24NL

PU*-AH30NL  

Gas side Pipe size (mm, inch) ø12.7, 1/2” ø15.88, 5/8”

Liquid side Pipe size (mm, inch) ø6.35, 1/4” ø9.52, 3/8”

(A) Flare cutting dimensions

(D) Flare nut tightening torque

Union joint Flare nut

Male side Female side

Lock the union joint 

with a wrench.

Tighten the flare nut 
with a torque wrench.

(D)

Fig. 4-2

ø
A

(A) (B)

(C)

45° ± 2°

9
0
° 

±
 0

.5
°

R
0.4 [1/64] to 

R
0.8 [1/32]

mm [inch]
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4. Installing the refrigerant piping

4.4. Refrigerant Pipe Nitrogen Pressure Test Method
(1) Connect the testing tools.

 • Make sure the stop valves (A) (B) are closed and do not open them.

 •  Add pressure to the refrigerant lines through the service port. <Removed “(C) of the liquid 

stop valve (D)”>
(2) Do not add pressure to the specified pressure all at once; add pressure little by little.
 1. Pressurize to 0.5 MPa (73 psig, 5 kgf/cm2G), wait 5 minutes, and make sure the pres-

sure does not decrease.

 2. Pressurize to 1.5 MPa (218 psig, 15 kgf/cm2G), wait 5 minutes, and make sure the pres-

sure does not decrease.

 3. Pressurize to 4.15 MPa (602 psig, 41.5 kgf/cm2G) and measure the surrounding tem-

perature and refrigerant pressure.

(3) If the specified pressure holds for about 24 hours and does not decrease, the pipes have 
passed the test and there are no leaks.

 • If the surrounding temperature changes by 1 °C, the pressure will change by about 0.01 

MPa (0.1 kgf/cm2G). Make the necessary corrections.

(4) If the pressure decreases in steps (2) or (3), there is a gas leak. Look for the source of 

the gas leak.

Notes:
Field-made refrigerant joints indoors shall be tightness tested. The method shall 
have a sensitivity of 5 grams per year of refrigerant or better under a pressure of 
at least 0.25 times the MAXIMUM ALLOWABLE PRESSURE. No leak shall be de-

tected.

Detection of flammable refrigerants
 Under no circumstances shall potential sources of ignition be used in the search-

ing for or detection of refrigerant leaks. A halide torch (or any other detector using 

a naked flame) shall not be used.
 The following leak detection methods are deemed acceptable for all refrigerant 

systems.

 Electronic leak detectors may be used to detect refrigerant leaks but, in the case 

of flammable refrigerants, the sensitivity may not be adequate, or may need re-

calibration. (Detection equipment shall be calibrated in a refrigerant-free area.) 

Ensure that the detector is not a potential source of ignition and is suitable for the 

refrigerant used. Leak detection equipment shall be set at a percentage of the 

LFL of the refrigerant and shall be calibrated to the refrigerant employed, and the 

appropriate percentage of gas (25% maximum) is confirmed.
 Leak detection fluids are also suitable for use with most refrigerants but the use 

of detergents containing chlorine shall be avoided as the chlorine may react with 

the refrigerant and corrode the copper pipe-work.

 If a leak is suspected, all naked flames shall be removed/extinguished.
 If a leakage of refrigerant is found which requires brazing all of the refrigerants 

shall be recovered from the system, or isolated (by means of shut off valves) in a 
part of the system remote from the leak.

Fig. 4-4

(A) Stop valve <Liquid side>
(B) Stop valve <Gas side>
(C) Service port

(D) Open/Close section

(E) Local pipe

(F) Sealed

(G) Pipe cover

(A) Front piping cover

(B) Piping cover

(C) Stop valve

(D) Charge plug

(E) Service panel

(F) Bend radius : 100 mm, 3-15/16 inches -150 mm, 5-27/32 inches

(G) Red marking

Fig. 4-3

4.3. Refrigerant piping (Fig. 4-3)
Please carefully consider the indoor unit location when piping lengths are less than 

25 ft. (7.5 m) as there could be intermittent noises during normal operation that 

would be noticeable in very quiet environments.

■ For PU*-AK12NL, PU*-AK18NL

Remove the service panel (E) (2 screws).
■  For PU*-AH24NL, PU*-AH30NL
Remove the service panel (E) (3 screws) and the front piping cover (A) 

(2 screws) and rear piping cover (B) (2 screws) 
1. Perform refrigerant piping connections for the indoor/outdoor unit when the out-

door unit’s stop valve is completely closed.
2. Vacuum-purge air from the indoor unit and the connection piping.
3. After connecting the refrigerant pipes, check the connected pipes and the indoor 

unit for gas leaks. (Refer to 4.4.)
4. Vacuumize the refrigerant lines through the service port of the liquid stop valve 

and then open the stop valves completely (for both the liquid and gas stop valves). 
This will completely connect the refrigerant lines of the indoor and outdoor units.

 • If the stop valves are left closed and the unit is operated, the compressor and 
control valves will be damaged.

 • Use a leak detector or soapy water to check for gas leaks at the pipe connection 
sections of the outdoor unit.

 • Do not use the refrigerant from the unit to purge air from the refrigerant lines.
 • After the valve work is completed, tighten the valve caps to the correct torque: 

20 to 25 N·m, 14 to 18 ft·lbs (200 to 250 kgf·cm).
  Failure to replace and tighten the caps may result in refrigerant leakage. In addi-

tion, do not damage the insides of the valve caps as they act as a seal to prevent 
refrigerant leakage.

5. Use sealant to seal the ends of the thermal insulation around the pipe connection 
sections to prevent water from entering the thermal insulation.

6. After charging the refrigerant into the indoor and outdoor unit, please write down 
the date in the “DATE OF FIRST CHARGE” column on the name plate of indoor 
and outdoor unit.

Notes:
The red markings (G) indicate that the flammable refrigerant is charged.
If you remove the markings, put them back to the original position after the work is 
completed.

Charging procedures
 In addition to conventional charging procedures, the following requirements shall 

be followed.
 •  Ensure that contamination of different refrigerants does not occur when using charging 

equipment. Hoses or lines shall be as short as possible to minimise the amount of refrig-
erant contained in them.

 • Cylinders shall be kept in an appropriate position according to the instructions.
 •  Ensure that the refrigerating system is earthed prior to charging the system with refriger-

ant.
 • Label the system when charging is complete (if not already).
 • Extreme care shall be taken not to overfill the refrigerating system. 
    Prior to recharging the system, it shall be pressure-tested with the appropriate purging 

gas. The system shall be leak-tested on completion of charging but prior to commission-
ing. A follow up leak test shall be carried out prior to leaving the site. 

(B)

 (D)

(B)

(A)

(C)

(A)
(C)

(D)

(E)

(F)

(G)

(E) (E)

(A) (F)

(B)

(C)

(G)

(D)

(C)

(D)

(C)
(C)

(G)

(G)

(D)
(G)

■ PU*-AK12NL

 PU*-AK18NL

■ PU*-AH24NL
 PU*-AH30NL
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4.5. Stop valve opening method (Fig. 4-5)
1. Remove the cap and turn the valve rod counterclockwise as far as it will go with the 

use of a 4 mm, 5/32 inch hexagonal wrench. Stop turning when it hits the stopper.

2. Make sure that the stop valve is open completely, push in the handle and rotate 

the cap back to its original position.

 

(A) Valve body

(B) Unit side  

(C) Cap

(D) Local pipe side

(E) Pipe cover

(F) Service port

(G) Valve stem

Refrigerant pipes are protectively wrapped for PU*-AH24NL, PU*-AH30NL

• The pipes can be protectively wrapped up to a diameter of ø90 mm, 3-35/64 inches 

before or after connecting the pipes. Cut out the knockout in the pipe cover follow-

ing the groove and wrap the pipes.

Pipe inlet gap for PU*-AH24NL, PU*-AH30NL

• Use putty or sealant to seal the pipe inlet around the pipes so that no gaps remain.

(If the gaps are not closed, noise may be emitted or water and dust will enter the 

unit and breakdown may result.)

(H) Double spanner section

 (Do not apply a spanner other than to this sec-

tion. Doing so would cause refrigerant leaks.)

(I) Seal section

 (Seal the end of the heat insulation material at 

the pipe connection section with whatever seal 

material you have on hand so that water does 

not infiltrate the heat insulation material.)

Precautions when using the charge valve (Fig. 4-6)
Do not tighten the service port too much when installing it, otherwise, the valve core 

could be deformed and become loose, causing a gas leak.

After positioning section (B) in the desired direction, turn section (A) only and tighten it.

Do not further tighten sections (A) and (B) together after tightening section (A).

 Warning:

When opening or closing the valve below freezing temperatures, refrigerant 

may spurt out from the gap between the valve stem and the valve body, result-

ing in injuries.

 (C)

 (F)(B)

(A)

(H)

(E)

(D)

 (I)
 (G)

Fig. 4-5

(C)

(B)

(A)

(D)

Notes:

1.  The figure to the left is an example only. 
The stop valve shape, service port 

position, etc., may vary according to 

the model.

2. Turn section (A) only.

  (Do not further tighten sections (A) 

and (B) together.)

(C) Charge hose

(D) Service port

4. Installing the refrigerant piping

5. Drainage piping work

Outdoor unit drainage pipe connection

When drain piping is necessary, use the drain socket or the drain pan (option).

PU*-AK12NL

PU*-AK18NL

PU*-AH24NL

PU*-AH30NL

Drain socket PAC-SJ08DS-E PAC-SG61DS-E

Drain pan PAC-SG63DP-E PAC-SG64DP-E

Fig. 4-6
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6. Electrical work

TERMINAL BED

CABLE STRAP

CORD COVER

CONDUIT COVER

SERVICE 
PANEL

CONDUIT PLATE : accessory 

6.1. Outdoor unit (Fig. 6-1, Fig. 6-2)
 1. Remove the service panel.

 2. Wire the cables referring to the Fig. 6-1 and the Fig. 6-2.

Fig. 6-1

Fig. 6-2

  PU*-AK12NL 
PU*-AK18NL 

  PU*-AH24NL
 PU*-AH30NL

(A)
(B)

(C)
(D)

(E)

L1 S1 S2 S3L2

(A) Indoor unit

(B) Outdoor unit

(C) Remote controller

(D) Switch (Breakers for 

Wiring and Current 

Leakage (if you use))

(E) Earth

(A) Earth

(B) Terminal block

(C) Clamp

(D) Service panel

(E) Wire the cables so that they do 

not contact the center of the ser-

vice panel or the gas valve.

For Power

For Power

■ PU*-AK12NL 
 PU*-AK18NL

■ PU*-AH24NL
 PU*-AH30NL

(A)

(C)

(C)

(E)

(E)

S3

S3

S2

S1

S2S1L1 L2

(A)(B)

(B)

(D)

(D)

 (B)

 (A)

 (E)

 (C)

L2L1

 (A)

 (A)

IMPORTANT NOTES
 Check that cabling will not be subject to wear, corrosion, excessive 

 pressure, vibration, sharp edges or any other adverse environmental ef-

fects. The check shall also take into account the effects of aging or con-

tinual vibration from sources such as compressor or fans. 
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6. Electrical work

 Warning:

For A-control wiring, there is high voltage potential on the S3 terminal caused by electrical circuit design that has no electrical insulation between power line 
and communication signal line. Therefore, please turn off the main power supply when servicing. And do not touch the S1, S2, S3 terminals when the power is 
energized. If isolator should be used between indoor unit and outdoor unit, please use 3-pole type.

6.2. Field electrical wiring
Outdoor unit model PU*-AK12NL PU*-AK18NL PU*-AH24NL PU*-AH30NL

Outdoor unit power supply ~/N (single), 60 Hz, 208/230 V ~/N (single), 60 Hz, 208/230 V ~/N (single), 60 Hz, 208/230 V ~/N (single), 60 Hz, 208/230 V

Breaker size *1 20 A 20 A 25 A 25 A

Minimum circuit ampacity 16 A 16 A 22 A 22 A

Maximum rating of overcurrent protective device 27 A 27 A 37 A 37 A

W
ir
in

g
 W

ir
e
 

N
o
. 

x
 

s
iz

e
 (

m
m

2
)

Outdoor unit power supply 2 × Min. AWG 14 2 × Min. AWG 14 2 × Min. AWG 12 2 × Min. AWG 12

Outdoor unit power supply earth 1 × Min. AWG 12 1 × Min. AWG 12 1 × Min. AWG 10 1 × Min. AWG 10

Indoor unit-Outdoor unit *2 3 × AWG 14 (polar) 3 × AWG 14 (polar) 3 × AWG 14 (polar) 3 × AWG 14 (polar)

Indoor unit-Outdoor unit earth *2 1 × Min. AWG 14 1 × Min. AWG 14 1 × Min. AWG 14 1 × Min. AWG 14

Remote controller-Indoor unit *3 2 × AWG 22 (Non-polar) 2 × AWG 22 (Non-polar) 2 × AWG 22 (Non-polar) 2 × AWG 22 (Non-polar)

C
ir
c
u
it
 

ra
ti
n
g

Outdoor unit L1-L2 (single) *4 208/230 V AC 208/230 V AC 208/230 V AC 208/230 V AC

Indoor unit-Outdoor unit S1-S2 (single) *4 208/230 V AC 208/230 V AC 208/230 V AC 208/230 V AC

Indoor unit-Outdoor unit S2-S3 (single) *4 27 V DC 27 V DC 27 V DC 27 V DC 

Remote controller-Indoor unit *4 12 V DC 12 V DC 12 V DC 12 V DC 

*1.  Please follow applicable federal, state, or local codes to prevent potential leakage/electric shock. Or install a ground fault interrupt for the prevention of leakage and elec-
tric shock.

IMPORTANT
If you use current leakage breaker, it should be compatible with higher harmonics as this unit is equipped with an inverter. The use of an inadequate breaker 

can cause the incorrect operation of inverter.

*2. Max. 45 m, 147 ft

 If 2.5 mm2 used, Max. 50 m, 164 ft

 If 2.5 mm2 used and S3 separated, Max. 80 m, 262 ft

*3. The 10 m, 30 ft wire is attached in the remote controller accessory. Max. 1500 ft

*4.  The figures are NOT always against the ground.
 S3 terminal has 27 V DC against S2 terminal. However between S3 and S1, these terminals are NOT electrically insulated by the transformer or other device.

Notes: 1. Wiring size must comply with the applicable local and national code.

   2. Use copper supply wires.

   3. Use wires rated 600 V or more for the power supply cables and the indoor/outdoor unit connecting cables.
   4.  Power supply cords, the Indoor-Outdoor connecting cable and the water heater-Outdoor connecting cable shall not be lighter than polychloroprene 

sheathed flexible cord. (Design 60245 IEC 57)

   5. Use an earth wire which is longer than the other cords so that it will not become disconnected when tension is applied.
   6. The appliance shall be installed in accordance with national wiring regulations.

Never splice the power cable or the indoor-outdoor connection cable, otherwise it may result in a smoke, a fire or communication failure.

Single phase

A-Control

Outdoor Unit

A-Control

Indoor Unit

Isolator 3 poles isolator

 Warning:

LEAK DETECTION SYSTEM installed. Unit must be powered except for service.
(Refrigerant sensors are not installed in some indoor units. Refer to the installation manual for the indoor unit whether an alarm is installed or not.)
The local switch and the breaker shall be always ON except during servicing.
Explain to customers to afÏx the included labels (Fig.6-3) both on the main breaker and the sub-panel. 
If the local switch or the breaker is OFF, the refrigerant sensor cannot detect the refrigerant leakage since the electricity is not supplied.

Fig. 6-3
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7.1. Before test run
 After completing installation and the wiring and piping of the indoor and 

outdoor units, check for refrigerant leakage, looseness in the power supply 

or control wiring, wrong polarity, and no disconnection of one phase in the 

supply.

 Use a 500-volt megohmmeter to check that the resistance between the pow-

er supply terminals and ground is at least 1 MΩ.
 Do not carry out this test on the control wiring (low voltage circuit) terminals.

 Warning:

Do not use the air conditioner if the insulation resistance is less than 1 MΩ.

Insulation resistance

After installation or after the power source to the unit has been cut for an extended 

period, the insulation resistance will drop below 1 MΩ due to refrigerant accumulat-
ing in the compressor. This is not a malfunction. Perform the following procedures.

1. Remove the wires from the compressor and measure the insulation resistance of 

the compressor.

2. If the insulation resistance is below 1 MΩ, the compressor is faulty or the resist-
ance dropped due the accumulation of refrigerant in the compressor.

3. After connecting the wires to the compressor, the compressor will start to warm 

up after power is supplied. After supplying power for the times indicated below, 

measure the insulation resistance again.

 • The insulation resistance drops due to accumulation of refrigerant in the com-

pressor. The resistance will rise above 1 MΩ after the compressor is warmed up 
for 12 hours.

(The time necessary to warm up the compressor varies according to atmos-

pheric conditions and refrigerant accumulation.)

 • To operate the compressor with refrigerant accumulated in the compressor, the 

compressor must be warmed up at least 12 hours to prevent breakdown.

4. If the insulation resistance rises above 1 MΩ, the compressor is not faulty.

 Caution:

• The compressor will not operate unless the power supply phase connection 

is correct.

• Turn on the power at least 12 hours before starting operation.

- Starting operation immediately after turning on the main power switch can result 

in severe damage to internal parts. Keep the power switch turned on during the 

operational season.

► The followings must be checked as well.
• The outdoor unit is not faulty. LED1 and LED2 on the control board of the outdoor 

unit flash when the outdoor unit is faulty.
• Both the gas and liquid stop valves are completely open.

• A protective sheet covers the surface of the DIP switch panel on the control board 

of the outdoor unit. Remove the protective sheet to operate the DIP switches easily.

7. Test run

7.2. Test run
7.2.1. Using SW4 in outdoor unit
1) PUZ Type

SW4-1 ON
Cooling operation

SW4-2 OFF

SW4-1 ON
Heating operation

SW4-2 ON

2) PUY Type

SW4-1 ON
Cooling operation

SW4-2 ON or OFF

* After performing the test run, set SW4-1 to OFF.

• After power is supplied, a small clicking noise may be heard from the inside of the 

outdoor unit. The electronic expansion valve is opening and closing. The unit is not 

faulty.

• A few seconds after the compressor starts, a clanging noise may be heard from the 

inside of the outdoor unit. The noise is coming from the check valve due to the small 

difference in pressure in the pipes. The unit is not faulty.

The test run operation mode cannot be changed by DIP switch SW4-2 during
the test run. (To change the test run operation mode during the test run, stop

the test run by DIP switch SW4-1. After changing the test run operation mode,
resume the test run by switch SW4-1.)

7.2.2. Using remote controller
Refer to the indoor unit installation manual.

Note:  Occasionally,vapor that is made by the defrost operation may seem as 

if smoke come up from the outdoor unit.

• Make sure that the all of the SW5 DIP switches for function changes on the control 

board of the outdoor unit are set to OFF. If all of the SW5 switches are not set to 

OFF, record the settings and then set all of the switches to OFF. Begin recovering 

the refrigerant. After moving the unit to a new location and completing the test run, 

set the SW5 switches to the previously recorded settings.

en



15

8. Special functions

8.1. Refrigerant collecting (pump down)
Perform the following procedures to collect the refrigerant when moving the indoor

unit or the outdoor unit.

1. Supply power (circuit breaker).

 • When power is supplied, make sure that “CENTRALLY CONTROLLED” is not 

displayed on the remote controller. If “CENTRALLY CONTROLLED” is dis-

played, the refrigerant collecting (pump down) cannot be completed normally.

 • Start-up of the indoor-outdoor communication takes about 3 minutes after the 

power (circuit breaker) is turned on. Start the pump-down operation 3 to 4 min-

utes after the power (circuit breaker) is turned ON.

2. After the liquid stop valve is closed, set the SWP switch on the control board of the 

outdoor unit to ON. The compressor (outdoor unit) and fans (indoor and outdoor 

units) start operating and refrigerant collecting operation begins. LED1 and LED2 

on the control board of the outdoor unit are lit.

 • Only set the SWP switch (push-button type) to ON if the unit is stopped. How-

ever, even if the unit is stopped and the SWP switch is set to ON less than 3 

minutes after the compressor stops, the refrigerant collecting operation cannot 

be performed. Wait until compressor has been stopped for 3 minutes and then 

set the SWP switch to ON again.

3. Because the unit automatically stops in about 2 to 3 minutes when the refrigerant 

collecting operation is completed (LED1 off, LED2 lit), be sure to quickly close 
the gas stop valve. If LED1 is lit and LED 2 is off and the outdoor unit is stopped, 
refrigerant collection is not properly performed. Open the liquid stop valve com-

pletely, and then repeat step 2 after 3 minutes have passed.

 • If the refrigerant collecting operation has been completed normally (LED1 off, 
LED2 lit), the unit will remain stopped until the power supply is turned off.

4. Turn off the power supply (circuit breaker).
 • Note that when the extension piping is very long with large refrigerant amount, 

it may not be possible to perform a pump-down operation. When performing the 

pump-down operation, make sure that the low pressure is lowered to near 0 

MPa (gauge).

 Warning:

• When pumping down the refrigerant, stop the compressor before disconnect-

ing the refrigerant pipes. The compressor may burst if air etc. get into it.

• Do not perform pump down work when there is a gas leak. The intake of air 
or other gases causes abnormally high pressure in the refrigeration cycle, 

which may cause explosion or injury.

1 2 3 4 5 6

• Set the refrigerant address using the DIP switch of the outdoor unit.

1. Wiring from the Remote Control

 This wire is connected to TB5 (terminal board for remote controller) of the indoor 

unit (non-polar).

2. When a Different Refrigerant System Grouping is Used.
 Up to 16 refrigerant systems can be controlled as one group using the slim MA 

remote controller.

Note:

In single refrigerant system (twin), there is no need of wiring 2.

(A) Outdoor unit
(B) Indoor unit
(C) Master remote controller
(D) Subordinate remote controller
(E) Standard 1:1 (Refrigerant address = 00)
(F) Simultaneous twin (Refrigerant address = 01)
(G) Simultaneous twin (Refrigerant address = 02)

(E) SW 1 - 3 ~ 6

(F) SW 1 - 3 ~ 6

(G) SW 1 - 3 ~ 6

9. System control (Fig. 9-1)

Fig. 9-1

SW1

Function table

 <SW1>

Function
Operation according to switch setting

ON OFF

SW1

function

settings

1 Compulsory

defrosting
Start Normal

2 Error history

clear
Clear Normal

3

4

5

6

Refrigerant

system ad-

dress setting

Settings for outdoor unit addresses 

0 to 15

TB1

(A) (G)(F)(A)(A) (E)

(B) (B) (B) (B) (B)

(D)(C)

TB1 TB1

TB4

TB5

TB4

TB5

TB4 TB4

TB5

TB4

(1)

(1)

(2)

 ON

 OFF

 ON

 OFF

 ON

 OFF

3    4    5    6

3    4    5    6

3    4    5    6

 ON

 OFF
(2)

10. Low ambient cooling

Precautions for low ambient cooling

• If the outdoor temperature is -5 °C, 23 °F or lower during cooling operation, install an optional air guide to prevent wind from blowing into the outdoor unit.

• Install the outdoor unit in a location where wind will not blow onto the back of the unit.

• To prevent damage to the parts, be sure to install the unit, turn on the main power, and perform service in an environment where the ambient temperature is -18 °C, 0 °F or 

higher.

• In order to protect the compressor and electrical components, do not turn off the circuit breaker if the unit is installed in an environment where the ambient temperature is 
-18 °C, 0 °F or lower.

• It needs at least 12hr standby to operation in order to warm the electrical parts.

en
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1. Mesures de précaution

►  Avant d’installer le climatiseur, lire attentivement toutes les “Consignes 

de sécurité”.

►  Signaler ou obtenir l’autorisation de votre compagnie d’électricité avant 

de connecter le système.

Une fois l’installation terminée, expliquer les “Consignes de sécurité”, l’utilisation 

et l’entretien de l’appareil au client conformément aux informations du mode d’em-

ploi et effectuer la marche d’essai pour vérifier son fonctionnement normal. Le ma-

nuel d’installation et le mode d’emploi doivent être fournis à l’utilisateur qui doit les 
conserver. Ces manuels doivent également être transmis aux utilisateurs successifs.

 : Indique un élément qui doit être mis à la terre.

 Avertissement :

Prenez soin de lire les étiquettes se trouvant sur l’appareil principal.

 Avertissement :

• L’appareil ne doit pas être installé par l’utilisateur. Contacter un revendeur 

ou un technicien agréé pour installer l’appareil. Si l’appareil n’est pas cor-

rectement installé, des fuites d’eau, des chocs électriques ou des incendies 

peuvent se produire.

• Pour l’installation, respecter les instructions du manuel d’installation et uti-

liser des outils et des composants de tuyau spécialement conçus pour une 

utilisation avec le réfrigérant R454B. La pression du réfrigérant R454B du 

système HFC est 1,6 fois supérieure à celle des réfrigérants traditionnels. 

Si des composants de tuyau non adaptés au réfrigérant R454B sont utilisés 

et si l’appareil n’est pas correctement installé, les tuyaux peuvent éclater et 

provoquer des dommages ou des blessures. Des fuites d’eau, des chocs 

électriques et des incendies peuvent également se produire.

• Lors de l’installation de l’appareil, utiliser un équipement de protection et 

des outils adéquats pour assurer la sécurité. Le non-respect de ces recom-

mandations peut être à l’origine de blessures.

• L’appareil doit être installé conformément aux instructions pour réduire les 

risques de dommages causés par des tremblements de terre, des typhons 

ou des vents violents. Une installation incorrecte peut entraîner la chute de 

l’appareil et provoquer des dommages ou des blessures.

• L’appareil doit être solidement installé sur une structure capable de soutenir 

son poids. Si l’appareil est installé sur une structure instable, il risque de 

tomber et de provoquer des dommages ou des blessures.

• Si le climatiseur est installé dans une petite pièce, certaines mesures doivent 

être prises pour éviter que la concentration de réfrigérant ne dépasse le 

seuil de sécurité en cas de fuite de réfrigérant. Consulter un revendeur pour 

connaître les mesures adéquates et ainsi éviter de dépasser la concentra-

tion autorisée. En cas de fuite de réfrigérant et de dépassement du seuil de 

concentration, des risques liés au manque d’oxygène dans la pièce peuvent 

survenir.

• Aérez le local en cas de fuite de réfrigérant en cours de fonctionnement. 

Tout contact du réfrigérant avec une flamme entraîne l’émanation de gaz 
toxiques.

• Tous les travaux électriques doivent être effectués par un technicien quali-
fié conformément aux réglementations locales et aux instructions fournies 
dans ce manuel. Les appareils doivent être alimentés par des lignes élec-

triques adaptées, et il est nécessaire d’utiliser la tension correcte et des 

coupe-circuits. Les lignes électriques avec une capacité insufÏsante ou les 
travaux électriques incorrects peuvent entraîner une décharge électrique ou 

un incendie.

• Utiliser du cuivre phosphoreux C1220, pour des tuyaux sans soudure en 

cuivre et en alliage de cuivre, pour raccorder les tuyaux de réfrigérant. Si les 

tuyaux ne sont pas correctement raccordés, la mise à la terre de l’appareil 

ne sera pas réalisée correctement et des chocs électriques peuvent se pro-

duire.

• Les alliages utilisés en intérieur pour joindre les raccords contenant du ré-

frigérant doivent présenter un point de fusion (température du liquidus) su-

périeur à 427 °C.

•  Utiliser uniquement les câbles spécifiés pour le câblage. Les raccorde-

ments doivent être réalisés correctement sans tension sur les bornes. En 

outre, n’effectuez jamais d’épissure sur les câbles (sauf en cas d’indication 
contraire dans le présent document).

 Le non-respect de ces instructions peut provoquer une surchauffe, ou un 
incendie.

• Le couvercle du bloc de sortie de l’appareil extérieur doit être solidement 

fixé. S’il n’est pas correctement installé et si des poussières et de l’humidité 
s’infiltrent dans l’appareil, un choc électrique ou un incendie peut se pro-

duire.

• Lors de l’installation, du déplacement ou de l’entretien du climatiseur, 

n’utiliser que le réfrigérant spécifié (R454B) pour remplir les tuyaux de 

réfrigérant. Ne le mélangez pas avec un autre réfrigérant et veiller à ce que 

les tuyaux soient exempts d’air.

Si du réfrigérant est mélangé avec de l’air, cela peut provoquer des pointes 

de pression dans les tuyaux de réfrigérant et entraîner une explosion et 

d’autres risques.

L’utilisation d’un réfrigérant autre que celui spécifié pour le système 

provoquerait une défaillance mécanique, un dysfonctionnement du 

système ou une panne de l’appareil. Dans le pire des cas, cela peut faire 

obstacle à la mise en sécurité du produit.

•  N’utiliser que les accessoires agréés par Mitsubishi Electric et contacter un 

revendeur ou un technicien agréé pour les installer. Si les accessoires ne 

sont pas correctement installés, des fuites d’eau, des chocs électriques ou 

des incendies peuvent se produire.

•  Ne pas modifier l’appareil. Cela pourrait provoquer un risque d’incendie, 
d’électrocution, de blessure ou de fuite d’eau.

• L’utilisateur ne doit jamais essayer de réparer ou de déplacer l’appareil. Si 

l’appareil n’est pas correctement installé, des fuites d’eau, des chocs élec-

triques ou des incendies peuvent se produire. Si l’appareil extérieur doit être 

réparé ou déplacé, contacter un revendeur ou un technicien agréé.

 Avertissement :

Précautions à suivre pour éviter tout danger de blessure ou de décès de l’uti-

lisateur.

 Précaution :

Décrit les précautions qui doivent être prises pour éviter d’endommager l’ap-

pareil.
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SIGNIFICATION DES SYMBOLES AFFICHES SUR L’APPAREIL

A2L

Classe de sécurité 
du réfrigérant AVERTISSEMENT

(Risque d’incendie)

Cet appareil utilise un réfrigérant inflammable.
Si le réfrigérant fuit et entre en contact avec une flamme ou une pièce chaude, il produira un gaz toxique et un incendie risque 
de se déclencher.

Veuillez lire la NOTICE D’UTILISATION avec soin avant utilisation.

Le personnel d’entretien est tenu de lire avec soin la NOTICE D’UTILISATION et le MANUEL D’INSTALLATION avant utilisation.

De plus amples informations sont disponibles dans la NOTICE D’UTILISATION, le MANUEL D’INSTALLATION et les documents similaires.
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1. Mesures de précaution

• L’appareil ne doit pas être entreposé dans une pièce où se trouvent des 

sources d’allumage en fonctionnement continu (exemple : flammes nues, 
appareil à gaz ou chauffage électrique).

• N’utiliser aucun moyen d’accélération du processus de dégivrage ou de net-

toyage autre que ceux recommandés par le fabricant.

• Ne percez pas et ne brûlez pas l’appareil.

• Une fois l’installation terminée, vérifier les éventuelles fuites de réfrigérant. 
Si le réfrigérant fuit dans la pièce et entre en contact avec la flamme d’un 
chauffage ou d’une cuisinière, des gaz toxiques seront générés.

• Il faut savoir que les réfrigérants peuvent être inodores.

• Lors de l’ouverture ou de la fermeture de la vanne à des températures néga-

tives, du réfrigérant peut gicler de l’espace entre la tige de vanne et le corps 

de vanne et provoquer des blessures.

• Ne pas purger s’il y a une fuite de gaz. L’arrivée d’air ou d’autres gaz pro-

voque une pression anormalement élevée dans le cycle de réfrigération, ce 

qui peut provoquer une explosion ou des blessures.

• Cet appareil n’est pas conçu pour être utilisé par des personnes (y compris 

des enfants) présentant des capacités physiques, sensorielles ou mentales 

réduites ou manquant d’expérience et de connaissances, à moins qu’elles 

ne soient supervisées ou aient reçu des instructions relatives à l’utilisation 

de l’appareil par une personne responsable de leur sécurité. Les enfants 

doivent être surveillés pour s’assurer qu’ils ne jouent pas avec l’appareil.

 Cet appareil intègre un raccordement à la terre à des fins fonctionnelles uni-
quement.

• Lors de l’installation ou du retrait du climatiseur, porter le détecteur de réfri-

gérant.

• Ne pas fumer pendant les travaux et le transport.

• L’appareil doit être entreposé dans une zone bien ventilée où la taille de la 

pièce correspond à la surface spécifiée pour le fonctionnement. 

• Eloigner les appareils à gaz, les radiateurs électriques et autres sources 

d’incendie (sources d’inflammation) des lieux où l’installation, les répara-

tions et autres travaux sur le climatiseur seront effectués. 
 Tout contact du réfrigérant avec une flamme peut entraîner l’émanation de 

gaz toxiques. 

• En cas de travaux de brasage, veiller à aérer sufÏsamment la pièce. As-

surez-vous qu’aucun matériau dangereux ou inflammable n’est présent à 
proximité. Si vous travaillez dans une pièce fermée, une petite pièce ou un 

environnement similaire, vérifiez l’absence de fuite de réfrigérant avant de 
commencer à travailler. Si du réfrigérant fuit et s’accumule, il risque de s’en-

flammer et des gaz toxiques peuvent être générés.
• En cas de fuite du gaz réfrigérant pendant les travaux d’installation ou le 

fonctionnement, aérer la pièce, si le réfrigérant fuit dans la pièce et entre en 

contact avec la flamme d’un chauffage ou d’une cuisinière, il peut s’enflam-

mer ou entraîner l’émanation de gaz toxiques.

• L’installation de tuyauteries sur place doit être limitée au strict minimum. 

• La tuyauterie de réfrigérant doit être protégée contre tout dommage phy-

sique.

• Les réglementations nationales sur les gaz doivent être respectées.

• Tous les raccords réalisés sur place doivent être accessibles pour inspec-

tion avant d’être couverts ou enfermés.

• Les exigences contenues dans ce manuel sont basées sur la norme UL 

60335-2-40, qui est une norme de sécurité pour les appareils électroména-

gers. Lors de l’installation sur le terrain, il est important de respecter toutes 

les réglementations et normes locales et nationales applicables, telles que 

ASHRAE 15, ASHRAE 15.2, le Code mécanique uniforme IAPMO, le Code 

mécanique international ICC ou CSA B52.

1.1. Avant l’installation 

 Précaution :

• Ne pas utiliser l’appareil dans un environnement inhabituel. Si le climatiseur 

est installé dans des endroits exposés à de la vapeur, à de l’huile volatile (no-

tamment de l’huile de machine), à du gaz sulfurique, dans des endroits ex-

posés à une forte teneur en sel comme en bord de mer, ou dans des endroits 

où l’appareil sera recouvert de neige, les performances peuvent considéra-

blement diminuer et les pièces internes de l’appareil être endommagées.

• Ne pas installer l’appareil dans un endroit où des gaz combustibles peuvent 

fuir, être produits, s’écouler ou s’accumuler. Si du gaz combustible s’accu-

mule autour de l’appareil, un incendie ou une explosion peut se produire.

• L’appareil extérieur produit de la condensation pendant le mode de chauf-

fage. Veiller à fournir un système d’écoulement autour de l’appareil extérieur 

si cette condensation est susceptible de provoquer des dommages.

• Quand l’appareil est installé dans un hôpital ou dans un bureau de commu-

nications, il faut savoir que l’appareil émet du bruit et des interférences élec-

troniques. Les inverseurs, les appareils électroménagers, les équipements 

médicaux haute fréquence et de communications radio peuvent provoquer 

un dysfonctionnement ou une défaillance du climatiseur. Le climatiseur peut 

également affecter les équipements médicaux et perturber les soins médi-
caux, ainsi que les équipements de communication et nuire à la qualité d’af-

fichage des écrans.
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1. Mesures de précaution

• Elimination et évacuation

 Lors de l’ouverture du circuit de réfrigérant pour effectuer des réparations, 
ou à toute autre fin, les procédures conventionnelles doivent être suivies. 
Toutefois, pour les réfrigérants inflammables, il est important de suivre les 
meilleures pratiques, car l’inflammabilité est un facteur dont il faut tenir 
compte.

 La procédure suivante doit être respectée :

 -  enlever le réfrigérant en toute sécurité en suivant les règlementations lo-

cales et nationales ;

 - évacuer ;

 - purger le circuit avec un gaz inerte ;

 - évacuer ;

 -  rincer ou purger en continu avec un gaz inerte si une flamme est utilisée 
pour ouvrir le circuit ; et 

 - ouvrir le circuit.

 La charge de réfrigérant doit être récupérée dans les bouteilles de récupé-

ration adéquates si l’éventage n’est pas autorisé par les codes locaux et 

nationaux.

 Pour les appareils contenant des réfrigérants inflammables, le système doit 
être purgé avec de l’azote exempt d’oxygène pour assurer la sécurité de 

l’appareil pour ce qui est des réfrigérants inflammables. Il est possible que 
ce processus doive être répété plusieurs fois.

 Il est interdit d’utiliser de l’air comprimé ou de l’oxygène pour purger les 

systèmes de réfrigérant.

 Pour les appareils contenant des réfrigérants inflammables, la purge du ré-

frigérant doit être effectuée en rompant le vide du système avec de l’azote 
exempt d’oxygène et en continuant le remplissage jusqu’à ce que la pres-

sion de service soit atteinte, puis en évacuant dans l’atmosphère et en attei-

gnant finalement le vide.
 Ce processus doit être répété jusqu’à ce qu’il n’y ait plus de réfrigérant dans 

le système. Lorsque la charge d’azote exempt d’oxygène finale est utilisée, 
le système doit être évacué jusqu’à atteindre la pression atmosphérique 

pour permettre d’effectuer des travaux.
 La sortie de la pompe à vide ne doit pas se trouver à proximité d’une source 

d’inflammation potentielle et une ventilation doit être disponible.

Récupération

 Lorsqu’un système est vidé de son réfrigérant, soit pour l’entretien, soit 

pour sa mise hors service, la bonne pratique recommandée est de veiller 

à ce que tous les réfrigérants soient vidangés en toute sécurité. Lors du 

transfert du réfrigérant dans les bouteilles, veillez à utiliser uniquement 

des bouteilles de récupération de réfrigérant appropriées. Assurez-vous de 

disposer du nombre correct de bouteilles pour contenir la charge totale du 

système. Toutes les bouteilles à utiliser sont désignées pour le réfrigérant 

récupéré et étiquetées pour ce réfrigérant (c’est-à-dire des bouteilles spé-

ciales pour la récupération du réfrigérant). Les bouteilles doivent être équi-

pées d’une soupape de sureté et d’une vanne d’arrêt associée en bon état 

de fonctionnement. Les bouteilles de récupération vides sont évacuées et, 

si possible, refroidies avant l’opération de récupération. L’équipement de 

récupération doit être en bon état de marche, avec l’ensemble des instruc-

tions concernant l’équipement à portée de main, et il doit être adapté à la 

récupération de tous les réfrigérants appropriés, y compris, le cas échéant, 

les réfrigérants inflammables. En outre, un ensemble de balances étalon-

nées doit être disponible et en bon état de marche. Les flexibles doivent être 
complets avec des raccords de déconnexion étanches et en bon état. Avant 

d’utiliser la machine de récupération, vérifiez qu’elle est en bon état de fonc-

tionnement, qu’elle a été correctement entretenue et que tous les compo-

sants électriques associés sont hermétiques afin d’empêcher l’inflammation 
en cas de décharge de réfrigérant. En cas de doute, consultez le fabricant. 

Le réfrigérant récupéré doit être renvoyé au fournisseur de réfrigérant dans 

la bouteille de récupération appropriée, et la note de transfert des déchets 

correspondante doit être préparée. Ne mélangez pas les réfrigérants dans 

les unités de récupération et surtout pas dans les bouteilles. Si les compres-

seurs ou les huiles de compresseur doivent être éliminés, veillez à ce qu’ils 

soient évacués à un niveau acceptable pour garantir qu’il ne reste pas de ré-

frigérant inflammable dans le lubrifiant. Le processus d’évacuation doit être 
effectué avant de renvoyer le compresseur au fournisseur. Seul un procédé 
de chauffage électrique du corps du compresseur doit être employé pour ac-

célérer ce processus. Lorsque l’huile est vidangée d’un système, l’opération 

doit être réalisée en toute sécurité.

1.2. Avant l’installation (déplacement) 

 Précaution :

• Faire extrêmement attention au moment de transporter les appareils. 2 per-

sonnes ou plus sont nécessaires pour manipuler l’appareil car il pèse 20 kg, 

44 lb ou plus. Ne pas tirer les rubans d’emballage. Se munir de gants pour 

ôter l’appareil de son emballage et le déplacer au risque de se blesser les 

mains sur les ailettes ou d’autres pièces.

• Veiller à bien mettre les matériaux d’emballage au rebut de manière sûre. Les 

matériaux d’emballage, tels que des clous et autres pièces en métal ou en 

bois peuvent provoquer des blessures par coupure ou autre.

• La base et les fixations de l’appareil extérieur doivent être régulièrement vé-

rifiées au cas où elles seraient lâches, fissurées, ou présenteraient un autre 
dommage. Si de tels défauts sont laissés sans être corrigés, l’appareil pour-

rait tomber et provoquer des dommages ou des blessures.

• Ne pas nettoyer le climatiseur avec de l’eau. Un choc électrique pourrait se 

produire.

• Serrer tous les écrous évasés au couple prescrit avec une clé dynamomé-

trique. S’ils sont trop serrés, les écrous évasés peuvent se casser après un 

temps prolongé et le réfrigérant pourrait fuir.
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1.3. Avant l’installation électrique 

 Précaution :

• Veiller à installer des coupe-circuits. Dans le cas contraire, un choc élec-

trique peut se produire.

• Respecter les réglementations nationales, de l’Etat ou locales applicables 

pour prévenir les fuites/chocs électriques potentiels. Ou installez un disjonc-

teur de fuite à la terre pour la prévention des fuites et des chocs électriques.

• Pour les lignes électriques, utiliser des câbles standard de capacité sufÏ-

sante. Sinon, un court-circuit, une surchauffe ou un incendie peut se pro-

duire.

• Lors de l’installation des lignes électriques, ne pas mettre les câbles sous 

tension. Si les connexions sont desserrées, les câbles peuvent se détacher 

ou se rompre et provoquer une surchauffe ou un incendie.

• Veiller à relier correctement l’appareil à la terre. Ne jamais raccorder le câble 

de terre à un tuyau de gaz, un tuyau d’eau, un paratonnerre ou un câble de 

mise à la terre téléphonique. Si l’appareil n’est pas relié correctement à la 

terre, un choc électrique pourrait se produire.

• Utiliser des coupe-circuits (disjoncteur différentiel de fuite à la terre, section-

neur (fusible +B) et disjoncteur à boîtier moulé) de la capacité spécifiée. Si la 
capacité du coupe-circuit est supérieure à la capacité spécifiée, une panne 
ou un incendie peuvent se produire.

1.4. Avant la marche d’essai

 Précaution :

• Activer l’interrupteur principal plus de 12 heures avant la mise en fonction-

nement. Mettre en marche immédiatement après la mise sous tension peut 

endommager gravement les pièces internes. Laisser l’interrupteur activé 

pendant la saison d’utilisation.

• Avant de faire fonctionner l’appareil, vérifier que tous les panneaux, toutes 
les protections et les autres pièces de sécurité sont correctement installés. 

Les pièces rotatives, chaudes ou sous haute tension peuvent provoquer des 

blessures.

• Ne toucher aucun interrupteur avec les mains mouillées. Un choc électrique 

pourrait se produire.

• Ne pas toucher les tuyaux de réfrigérant à mains nues pendant et le fonc-

tionnement. Les tuyaux de réfrigérant sont chauds ou froids, selon l’état du 

réfrigérant. Toucher les tuyaux peut provoquer des brûlures ou des gelures.

• Après avoir arrêté le fonctionnement, attendre au moins cinq minutes avant 

de mettre l’appareil hors tension. Sinon, une fuite d’eau ou une panne pour-

rait se produire.

1.5. Utilisation de climatiseurs utilisant le réfrigérant 

R454B

 Précaution :

• Utiliser du cuivre phosphoreux C1220, pour des tuyaux sans soudure en 

cuivre et en alliage de cuivre, pour raccorder les tuyaux de réfrigérant. Veil-

ler à ce que l’intérieur des tuyaux soit propre et dépourvu de contaminants 

nocifs tels que des composés sulfuriques, des oxydants, des débris ou de 

la poussière. Utiliser des tuyaux de l’épaisseur spécifiée. (Voir point 4.1.) 
Respecter les instructions suivantes en cas de réutilisation de tuyaux de 

réfrigérant R22 et R410A existants.
- Remplacer les écrous évasés existants et évaser de nouveau les sections éva-

sées.
- Ne pas utiliser de tuyaux fins. (Voir point 4.1.)
• Stocker à l’intérieur les tuyaux à utiliser pendant l’installation et boucher 

les deux extrémités des tuyaux jusqu’au moment du brasage. (Laisser les 

raccords coudés, etc. dans leur emballage.) L’infiltration de poussières, de 
débris ou d’humidité dans les tuyaux de réfrigérant peut affecter la qualité de 
l’huile ou endommager le compresseur.

• Appliquer de l’huile ester, éther ou alkylbenzène (en petite quantité) comme 

huile réfrigérante sur les parties évasées. Le mélange d’huile minérale dans 

l’huile réfrigérante peut détériorer l’huile.

• Ne pas utiliser un réfrigérant autre que le réfrigérant R454B. Si un autre réfri-

gérant est utilisé, le chlore peut détériorer l’huile.

• Utiliser les outils suivants spécialement conçus pour une utilisation avec le 

réfrigérant R454B. Les outils suivants sont nécessaires pour utiliser le réfri-

gérant R454B. En cas de questions, contacter le revendeur le plus proche.

Outils (pour R454B)
Tubulure de jauge Outil d’évasement
Tuyau de charge Jauge de réglage de la taille

Détecteur de fuite de gaz Adaptateur pour pompe à vide
Clé dynamométrique Balance électronique pour la charge de réfrigérant

• Veiller à utiliser les outils adaptés. L’infiltration de poussières, de débris ou 
d’humidité dans les tuyaux de réfrigérant peut détériorer l’huile réfrigérante.

• Ne pas utiliser de cylindre de charge. L’utilisation d’un cylindre de charge 

peut modifier la composition du réfrigérant et réduire son efÏcacité.

1. Mesures de précaution


