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15-7. SELF-DIAGNOSIS

15-7-1. PAR-40MAA
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2.  With the F1 or F2 button, enter the refrigerant address, and press the [SELECT]

button.

3.   Check code, unit number, attribute will appear. 

"-" will appear if no error history is available.

4.  Resetting the error history

Press the F4 button (Reset) on the screen that shows the error history. 

A confi rmation screen will appear asking if you want to delete the error history.

Press the F4 button (OK) to delete the error history.

If deletion fails, "Request rejected" will appear.
"Unit not exist" will appear if no indoor units that are correspond to the entered 
address are found.
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Select "Self check" with the F1 or F2 button,

and press the [SELECT] button.

1.  Select "Service" from the Main menu, 

and press the [SELECT] button.

Select "Check" from the Service menu, 

and press the [SELECT] button.

Select "Diagnosis" from the Check menu, 

and press the [SELECT] button.

Navigating through the screens

• To go back to the Service menu  .............. [MENU] button

• To return to the previous screen ............... [RETURN] button



123OCH750D

<Malfunction-diagnosis method at maintenance service>

15-7-2. PAR-SL97A-E
When a malfunction occurs to air conditioner, both indoor unit and outdoor unit will stop and operation lamp blinks to inform 

unusual stop.
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1. Press the button 1 to stop the air conditioner.

 is on), press the button 3
 to disable it ( is off).

2. Press the button 2 for 5 seconds.

A

3. Press the button 5 to select the refrigerant address (M-NET address) B

of the indoor 

4. Press the  button 4.

5. Press the button 1.

A and the refrigerant address (M-NET address) B

indoor unit and the number of blinks of the OPERATION

INDICATOR lamp.

check is completed.

f

15-7-3. PAR-SL100A-E

[Procedure]
1. Press the CHECK button twice.

 •  "CHECK" lights, and refrigerant address "00" blinks.

 •  Check that the remote controller's display has stopped before 

continuing.

2.  Press the TEMP   buttons.

 •  Select the refrigerant address of the indoor unit for the self-diagnosis.

 Note: Set refrigerant address using the outdoor unit’s DIP switch (SW1). 

 (For more information, see the outdoor unit installation manual.)

3.  Point the remote controller at the sensor on the indoor unit and press 

the HOUR button.

 •  If an air conditioner error occurs, the indoor unit's sensor emits an 

intermittent buzzer sound, the operation light blinks, and the check 

code is output.

 (It takes 3 seconds at most for check code to appear.)

4.  Point the remote controller at the sensor on the indoor unit and press 

the ON/OFF button.

 • The check mode is cancelled.
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15-8. REMOTE CONTROLLER CHECK

Diagnosis
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If operations cannot be completed with the remote controller, diagnose the remote controller with this function.
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2.  Select "Remote controller check" from the Diagnosis menu, and press the [SELECT] 

button to start the remote controller check and see the check results. 

To cancel the remote controller check and exit the "Remote controller check" 

menu screen, press the [MENU] or the [RETURN] button. 

The remote controller will not reboot itself.

Check the remote controller display and see if anything is displayed (in-

cluding lines). Nothing will appear on the remote controller display if the 

correct voltage (8.5–12 VDC) is not supplied to the remote controller. If 

this is the case, check the remote controller wiring and indoor units.

OK:  No problems are found with the remote controller. Check other parts 

for problems.
E3, 6832: There is noise on the transmission line, or the indoor unit or another 

remote controller is faulty. Check the transmission line and the other 

remote controllers.

NG (ALL0, ALL1): Send-receive circuit fault. The remote controller needs replacing. 
ERC:  The number of data errors is the discrepancy between the number of bits 

in the data transmitted from the remote controller and that of the data that 
was actually transmitted over the transmission line. If data errors are 
found, check the transmission line for external noise interference.

Remote controller check results screen

If the [SELECT] button is pressed after the remote controller check results are 

displayed, remote controller check will end, and the remote controller will auto-

matically reboot itself.

3.   
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Select "Remote controller check" with the F1 or F2 button,

and press the [SELECT] button.

1.  Select "Service" from the Main menu, and 

press the [SELECT] button.

Select "Check" from the Service menu, 

and press the [SELECT] button.

Select "Diagnosis" from the Check menu, 

and press the [SELECT] button.
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15-9. SMOOTH MAINTENANCE

Check menu
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Select "Smooth maintenance" with the F1 or F2 button, and 

press the [SELECT] button.

Select "Check" with the F1 or F2 button, and press the [SELECT] button.

1. Select "Service" from the Main menu, and press the [SELECT] button.

2. Set each item.

Select the item to be changed with the F1 or F2 button.

Select the required setting with the F3 or F4 button.

■<Ref.address>setting  [ 0 ] – [ 15 ]

■<Stable mode>setting  [ Cool ] /  [ Heat ] /  [ Normal ] 

Press the [SELECT] button, Fixed operation will start.
Note: Stable mode will take approx. 20 minutes.
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Return: RETURN

Smooth maintenance

Return: RETURN

Smooth maintenance

Return: RETURN

Page

Page

Page

COMP. current
COMP. run time
COMP. On / Off
COMP. frequency

A

Hz

Hr
times

Hr

Ref. address Cool

Ref.address Cool

Ref.address Cool

Sub cool
OU TH4 temp.
OU TH6 temp.
OU TH7 temp.

IU air temp.
IU HEX temp.
IU filter time

The Compressor-Accumulated operating (COMP. run) time is 10-hour 
unit, and the Compressor-Number of operation times (COMP. ON/OFF) is 
a 100-time unit (fractions discarded).

Navigating through the screens

• To go back to the Service menu .......... [MENU] button

• To return to the previous screen ....... [RETURN] button

3. The operation data will appear.
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■ Refrigerant address
Single refrigerant system
In the case of single refrigerant system, the refrigerant address

is "00" and no operation is required.

Simultaneous twin, triple units belong to this category

(single refrigerant system).

Multi refrigerant system (group control)
Up to 16 refrigerant systems (16 outdoor units) can be con-

nected as a group by 1 remote controller. To check or set the

refrigerant addresses.
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15-10. REQUEST CODE

Details on the operation data including each thermistor temperature and error history can be confi rmed with the remote controller.

Check menu

Cursor

Service menu: MENU

Error history
Diagnosis
Smooth maintenance
Request code

Select "Request code" with the F1 or F2 button, and press 

the [SELECT] button.

Select "Check" with the F1 or F2 button, and press the [SELECT] button.

2. Set the Refrigerant address and Request code.

Select the item to be changed with the F1 or F2 button.

Select the required setting with the F3 or F4 button.

■<Ref.address>setting  [ 0 ] – [ 15 ]
■<Request code>setting

Press the [SELECT] button, Data will be collected and displayed.
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Request code

Request: SELECT

Request: SELECT

Request code

Ref.address

Request code

Ref.address

Request code

Cur. �         +

�         +
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Request code: 004

Discharge temperature: 69˚C

1. Select "Service" from the Main menu, and press the [SELECT] button.
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